
UNITED STATES COAST PILOT CORRECTIONS 
 
COAST PILOT 4           38 Ed 2006            Change No. 22 
                                                                     LAST NM 24/07 
Page 156—Paragraph 2445, line 4; read: 

agencies.

§165.751 Security Zone: LNG mooring slip, Savannah 
River, Savannah, Georgia.

(a) Security Zone. The following area is a security zone: 
All the waters from surface to bottom of the northeastern 
most mooring dolphin located at approximately 32°05.01' 
North, 080°59.38' West, to the southeastern most mooring 
dolphin located at approximately 32°04.79' North, 
080°59.35' West, and continues west along the North and 
South shoreline of the mooring slip to the shoreline of the 
right descending bank of the Savannah River. All marine 
traffic is prohibited from entering this zone unless authorized 
by the Captain of the Port (COTP).

(b) Applicability. This section applies to all vessels in-
cluding naval and other public vessels, except vessels that 
are engaged in the following operations:

(1) Law enforcement, security, or search and rescue;
(2) Servicing aids to navigation;
(3) Surveying, maintenance, or improvement of waters 

in the security zone; or
(4) Actively engaged in escort, maneuvering, or sup-

port duties for an LNG tankship.
(c) Regulations. In accordance with the general regula-

tions in §165.33 of this part, entry into or movement within 
this zone is prohibited unless authorized by the Captain of 
the Port Savannah or vessels engaged in activities defined in 
paragraph (b).

(d) Reporting of Violations. Violations of this section 
should be reported to the Captain of the Port, Savannah, at 
(912) 652-4353.

(FR 05/15/07; DD 9127) 34/07 

COAST PILOT 4           38 Ed 2006            Change No. 23 
Page 225—Paragraph 115, line 1; read: 

Pasquotank River Entrance Light PR (36°09'22"N., ...
(24/07 CG5; LL/06) 34/07 

Page 240—Paragraph 298, lines 6 to 9; read: 

Little Port Brook. In April 2007, the controlling depth was 
2.3 feet in the channel; thence in 2001, 5 feet was reported in 
the basin at Atlantic; thence in April 2007, there was shoal-
ing to less than 1 foot in the channel to the basin at Little 
Port Brook; thence in 2000, 7 feet was reported in the basin. 
The basin at Atlantic is used mainly by ...

(BP 190921) 34/07 

Page 248—Paragraph 64, lines 4 to 5; read: 

Waterway. The minimum clearance is 13 feet for the bascule 
bridge over Gallants Channel. (See 117.1 ...

(CL 679/07; NOS 11547) 34/07 

Page 250—Paragraph 89, lines 7 to 9; read: 

junction with the Intracoastal Waterway; in September 2006-
February 2007, the controlling depth was 1.4 feet. Both 
channels are subject to ...

(BP 190810; BP 189890) 34/07 

Page 406—Paragraph 222, line 7; read: 

approach and 10 feet alongside the piers in May 2007. Berth-
age, ...

(DB 16109) 34/07 

Page 414—Paragraph 336, lines 3 to 7; read: 

Indian River. Gasoline is available. In May 2007 , the chan-
nel to the marina had a reported ...

(DB 16074) 34/07 

Page 414—Paragraph 343, lines 3 to 6; read: 

electricity, gasoline, diesel fuel, pump-out station, water, ice, 
some marine supplies, launching ramp, and a 10-ton lift are 
available for hull, engine, and electronic repairs. In May 
2007, 4 feet was reported in the approach.

(DB 16064) 34/07 

Page 415—Paragraph 344, lines 5 to 6; read: 

electronic repairs can be made; lift to 40-tons. In May 2007, 
5 feet was reported in the approach ...

(DB 16064) 34/07 

COAST PILOT 4           38 Ed 2006            Change No. 24 
Page 220—Paragraph 41, lines 5 to 8; read: 

and daybeacons, leads east-northeastward passing through 
Walter Slough, ending at the small-boat basin. In May 
2007, the controlling depth was 2.0 feet in the channel with 
5.9 feet in the basin.

(BP 191124) 34/07 

Page 250—Paragraph 89, lines 7 to 9; read: 

junction with the Intracoastal Waterway; in May 2007, the 
controlling depth was less than one foot. Both channels are 
subject to ...

(BP 191123) 34/07 

Page 312—Paragraph 152, lines 6 to 8; read: 

dry and wet storage. Engine and electronic repairs can be 
made.

(DB 16160) 34/07 
Page 1



Page 397—Paragraph 86, line 9; read: 

storage. In June 2007, the reported approach depth was 6 feet 
with 4 feet ...

(DB 16145) 34/07 

COAST PILOT 4           38 Ed 2006            Change No. 25 
Page 88—Paragraph 973, line 6; read: 

via the Coast Guard Sector Miami on VHF-FM channel ...
(FR 7/2/07; DD 9393) 34/07 

 Page 88—Paragraph 987, line 6; read: 

the Coast Guard Sector Miami on VHF-FM channel 16.
(FR 7/2/07; DD 9393) 34/07 

Page 119—Paragraph 1695, lines 4 to 5; read: 

shall immediately notify the nearest Coast Guard Sector Off-
ice or Group Office. (Compliance with ...

(FR 7/2/07; DD 9393) 34/07 

Page 148—Paragraph 2284, line 4; read: 

the Port may be contacted at the Marine Safety Unit ...
(FR 7/2/07; DD 9393) 34/07 

Page 149—Paragraph 2293, line 2; read: 

and the Duty Officer at the Marine Safety Unit, ...
(FR 7/2/07; DD 9393) 34/07 

Page 150—Paragraph 2321, line 2; read: 

Port and the Duty Officer at the Marine Safety Unit, ...
(FR 7/2/07; DD 9393) 34/07 

Page 150—Paragraph 2323, line 1; read: 

(3) The Marine Safety Unit Wilmington will notify ...
(FR 7/2/07; DD 9393) 34/07 

Page 306—Paragraph 66, lines 4 to 6; read: 

Grays Reef. The sanctuary comprises a 16.68-square-mile 
area about 18 miles east of Sapelo Island. (See 15 CFR 922, 
chapter 2, for limits and regulations and ...

(FR 10/12/06; CL 1262/06) 34/07 

Page 383—Paragraph 105, line 1; read: 

American Shoal Light (24°31'30"N., 81°31'10"W.), ...
(29/07 CG7; LL/06) 34/07 

Page 385—Paragraph 140, lines 4 to 7; read: 

the channels. The outer anchorage southwest of Fort Taylor 
is somewhat exposed, but has depths of 20 to 35 feet and is 
safe for vessels with good ground tackle.

(NOS 11447; NOS 11441) 34/07 

Page 416—Paragraph 371, lines 3 to 5; read: 

has a fixed span with a clearance of 65 feet. A marina on the 
east ...

(CL 772/07) 34/07 
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