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UNITED STATES COAST PILOT CORRECTIONS 
 
COAST PILOT 7           41 Ed 2009            Change No. 21 
                                                                     LAST NM 33/09 
Page 272—Paragraph 103; read: 

The entrance to Mission Bay can be difficult to navigate 
under certain conditions. Large swells in any season and 
from virtually any direction can break completely across the 
entrance channel. With a rough sea outside, a heavy surge 
exists inside the bay, especially in Quivira Basin. Boats must 
be securely moored to prevent damage from this surge con-
dition. Mission Bay contains an enormous amount of water 
which is funneled in and out of the narrow entrance channel 
with tidal changes. During periods of unusually large tidal 
flow, an extremely strong current may be present in the 
channel; mariners are urged to use caution when transiting 
the entrance.

(CL 836/09) 36/09 

Page 310—Paragraph 120, line 15; read: 

Marine Test Center at 805-989-8280 or 805-989-8841; fax 
805-989-0102.

(CL 890/09) 36/09 

Page 345—Paragraph 172, line 4; read: 

oriented SW to NE with a least depth of 37 feet extends …
(BP 193267) 36/09 

Page 353—Paragraphs 275 to 276; strike out. 
(CL 788/09) 36/09 

Page 356—Paragraph 314; read: 

Southampton Shoal Light (37°52'55"N., 122°24'01"W.), 
32 feet above the water, is shown from a white cylindrical 
tower near the S end of the 1.6-mile-long shoal.

(LL/09) 36/09 

Page 361—Paragraph 354, line 9; read: 

perimeter of the sanctuary. Three concrete piles topped by 
white cones, also mark the southern edge of the sanctuary. A 
special anchorage is in …

(CL 843/09) 36/09 

Page 423—Paragraph 214, lines 5 to 10; read: 

reported alongside, and a deck height of 21 feet. Berth 1 was 
reported under construction until June 2011. Berth 2 (barge 
dock), just NE of the turning basin, has 250 feet of berthing 
space, 25 feet reported alongside, and a deck height of 15 
feet. A concrete Ro/Ro extension connected to Berth 2 has 
140 feet of berthing space in line with Berth 1, 30 feet re-
ported alongside, and a deck height of …

(CL 885/09) 36/09 

Page 423—Paragraph 215, lines 1 to 3; read: 

The Port of Newport operates a boat basin on the S side of 
the bay about 350 yards E of the bridge. The marina has 510 
berths and can handle small craft up to 80 feet. The basin is 
protected …

(CL 885/09) 36/09 

Page 423—Paragraph 216, lines 5 to 11; read: 

breakwater marked by a light at each end. Berths for about 
206 vessels, gasoline, diesel fuel, electricity and water are 
available; marine supplies can be obtained in Newport. The 
marina can be contacted on VHF-FM channel 12 by hailing 
“Port of Newport North”. A marine repair facility is just N of 
Oneatta Point, 3.8 miles above the highway bridge at the 
entrance to the bay. The facility has two travel …

(CL 885/09) 36/09 

Page 440—Paragraph 124, lines 10 to 14; read: 

daybeacons. A railroad swing bridge crosses John Day River 
near the mouth and has a reported clearance of 8 feet. (See 
117.1 through 117.59 and 117.881, chapter 2, for draw-
bridge regulations.) Several power cables cross the river and 
have a least clearance of 30 feet at mean lower low water. 
Many houseboats are moored …

(H 11927) 36/09 

Page 452—Paragraph 278; strike out. 
(DB 17955) 36/09 

Page 524—Paragraph 82, lines 3 to 4; read: 

electricity, gasoline, diesel fuel, water, ice, pumpout facili-
ties and some marine supplies are available. Reported depths 
of 15 feet can be …

(DB 17959) 36/09 

Page 587—Paragraph 359, line 5 to Paragraph 360, line 1; 
read: 

above-the-waterline repairs to vessels.

Communications
Kahului has regular interisland barge service and …
(CL 501/09) 36/09 

Page 603—Paragraph 583, line 12 to Paragraph 584, line 1; 
read: 

have been handled at the Pearl Harbor Naval Shipyard.

Communications
Honolulu is a major port of call for transpacific vessels, …
(CL 501/09) 36/09 


