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Page 152—Paragraph 2703; insert after: 

§334.235 Potomac River, Marine Corps Base Quantico 
(MCB Quantico) in vicinity of Marine Corps Air Facility 
(MCAF), restricted area.

(a) The area. All of the navigable waters of the Potomac 
River extending approximately 500 meters from the high-
water mark on the Eastern shoreline of the MCAF, bounded 
by these coordinates (including the Chopawamsic Creek 
channel, but excluding Chopawamsic Island): Beginning at

38°29'34.04"N., 077°18'22.4"W. (Point A); thence to
38°29'43.01"N., 077°18'4.1"W. (Point B); thence to
38°29'55.1"N., 077°17'51.3"W. (Point C); thence to
38°30'10.1"N., 077°17'40.3"W. (Point D); thence to
38°30'23.43"N., 077°17'50.30"W. (Point E); then along 

the western shoreline of Chopawamsic Island to
38°30'35.13"N., 077°17'47.45"W. (Point F); thence to
38°30'42.1"N., 077°17'37.1"W. (Point G); thence to
38°30'50.71"N., 077°17'54.12"W. (Point H); then along 

the shoreline to 
38°30'0.058"N., 077°18'39.26"W. (Point I); then across 

the Chopawamsic Channel to
38°29'58.45"N., 077°18'39.97"W. (Point J); thence to
38°29'38.2"N., 077°18'38.14"W. (Point K); and thence 

to the beginning point of origin.
(b) The regulations. (1) All persons, vessels, or other 

craft are prohibited from entering, transiting, drifting, dredg-
ing, or anchoring within the restricted area without the per-
mission of the Commander, MCB Quantico or his/her 
designated representatives. The restriction will be in place 
24 hours a day, seven days a week.

(2) The boundary of the restricted area will be demar-
cated with marker buoys and warning signs set at 500 foot 
intervals. In addition, lighted, floating, small craft intru-
sion barriers will be placed across the Chopawamsic Creek 
channel at the entrance to the channel from the Potomac 
River and immediately west of the CSX railroad bridge.
(c) Enforcement. The regulations in this section shall be 

enforced by the Commander, MCB Quantico or any such 
agencies he/she designates. The areas identified in paragraph 
(a) of this section will be monitored 24 hours a day, 7 days a 
week. Any person or vessel encroaching within the areas 
identified in paragraph (a) of this section will be directed to 
immediately leave the restricted area. Failure to do so could 
result in forceful removal and/or criminal charges.

(d) Exceptions. Commercial fisherman will be authorized 
controlled access to the restricted area (with the exception of 
Chopawamisc Creek channel) after registering with MCB 
Quantico officials and following specific access notification 
procedures.

(FR 2/4/11) 13/11 

Page 201—Paragraph 73, lines 11 to 14; read: 

Overhead cable clearances are: 19 feet between the westerly 
shore …

(CL 136/11) 13/11 

Page 270—Paragraph 71; read: 

The Newport News to Craney Island pipeline is a 24-inch 
diameter submerged pipeline carrying natural gas and was 
completed in 2009. The method of construction involved 
directional drilling from five locations along the length of 
the pipeline termed “Stitch Points”, labeled A through E on 
charts 12245 and 12222.

From the shoreline in Newport News, the initial section of 
pipeline runs 65 feet below the seabed, rising to 6 feet below 
the seabed at Stitch Point A (36°58'23.9"N., 76°23'42.1"W.); 
thence 6 feet below the seabed to Stitch Point B 
(36°57'34.7"N., 76°23'28.8"W.); thence 20 feet below the 
seabed where it crosses the ship channel, rising to 10 feet 
below the seabed at Stitch Point C (36°57'04.0"N., 
76°23'20.4"W.); thence 65 feet below the seabed, rising to 
10 feet below the seabed at Stitch Point D (36°56'33.1"N., 
76°23'12.0"W.); thence 65 feet below the seabed, rising to 
10 feet below the seabed at Stitch Point E (36°55'55.7"N., 
76°23'09.4"W.); thence 20 feet below the seabed to the 
shoreline at Craney Island.

(CL 342/10) 13/11 

Page 294—Paragraph 25, lines 3 to 6; read: 
from the mouth of Back Creek. In 2010, the dredged chan-
nel, marked by lights and daybeacons, had a controlling 
depth of 1.2 feet.

(CL 169/11; DD 19293) 13/11 

Page 302—Paragraph 139, line 3; read: 

buoys. In 2010, the controlling depth was 1.2 feet in the …
(CL 199/11; DD 19344) 13/11 

Page 317—Paragraph 133; insert after: 

A restricted area has been established on the Potomac 
River around Chopawamsic Creek and Chopawamsic Island. 
(See 33 CFR 334.235, chapter 2, for limits and regulations.)

(FR 2/4/11) 13/11 

Page 341—Paragraph 30, lines 8 to 11; read: 
2010, the midchannel controlling depths were 5 feet to 
Onancock, thence 7 feet in the North Branch, with 8 feet in 
the North Branch basin, thence 4.5 feet …

(CL 98/11; DD 19242) 13/11 

Page 343—Paragraph 64, lines 2 to 3; read: 

Rhodes Point, in 2010, had a controlling depth of 5.5 feet. 
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Local fishermen in shallow-draft …
(CL 63/11; DD 19198) 13/11 

Page 343—Paragraph 65, line 4; read: 

gut. In 1995-2010, the controlling depth was 1.5 feet.
(CL 63/11; DD 19198) 13/11 

Page 358—Paragraph 286, lines 11 to 17; read: 
paralleling the waterfront. In 2010, the controlling depths 
were 4 feet in the entrance channel, thence 7 feet in the an-
chorage basin at the west end of the harbor and channel par-
alleling the waterfront, thence 7 feet in the basin at the east 
end of the harbor, thence 7.5 feet in the channel that runs 
northeast from …

(CL 64/11; DD 19199) 13/11 

Page 378—Paragraph 222, lines 8 to 11; read: 
2011, the controlling depth was 10 feet to the mouth of Sus-
quehanna River at Havre de Grace. In 2011, the controlling 
depth was 4 feet in the side channel and in the basin at City 
Park. It is reported …

(CL 174/11; DD 19318) 13/11 
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