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NAVIGATION PUBLICATIONS

II-2.1

USCG LIGHT LIST VOLUMES I - VII 
CORRECTIONS

VOLUME I             Ed 2009                     NEW EDITION
   (USCG) 12/09 

VOLUME II            Ed 2009                     NEW EDITION
   (USCG) 12/09 

VOLUME III           Ed 2009                    NEW EDITION
   (USCG) 12/09 

VOLUME IV           Ed 2009                     NEW EDITION
   (USCG) 12/09 

VOLUME VI           Ed 2009                     NEW EDITION
   (USCG) 12/09 

VOLUME VII          Ed 2009                    NEW EDITION
   (USCG) 12/09 

SAILING DIRECTIONS CORRECTIONS

PUB 191           14 Ed 2009                        NEW EDITION
   (NGA) 12/09 

COAST PILOT CORRECTIONS

COAST PILOT 4           40 Ed 2008            Change No. 10
                                                                     LAST NM 11/09
Page 232—Paragraph 176, line 6; read: 

August 2004, the controlling depth was 1.4 feet, thence 3.5
…

(DD 12549) 12/09 

Page 269—Paragraph 91, line 9; read: 

prescribes necessary additional regulations.
The entrance to Charleston Harbor is between converging

jetties. The north jetty is almost completely submerged at
MHW. There are no lights on the jetties and smaller craft
approaching from the north close to shore at MHW should
exercise extreme caution not to confuse the south jetty for
the north jetty. It is recommended all vessels align seaward
of Lighted Buoy 18 before final approach to the jetty en-
trance.

(DD 13263; NOS 11523) 12/09 

Page 273—Paragraph 140, lines 3 to 5; read: 

submerged. The north jetty is almost completely submerged
at MHW from offshore to about 32º44'28"N., 79º49'56"W.,
thence submerged to shore; caution is advised. Mariners

should align seaward of Lighted Buoy 18 on their final ap-
proach. An opening in the south …

(DD 13263; NOS 11523) 12/09 

Page 280—Paragraph 233, line 8 to Paragraph 234; read: 

unlighted ranges.
(DD 13263; NOS 11524) 12/09 

COAST PILOT 7           41 Ed 2009            Change No. 10
                                                                     LAST NM 11/09
Page 6—Paragraph 52, line 7; read: 

website is http://www.nauticalcharts.noaa.gov/mcd/updates/
LNM_NM.html.

(NOS/09) 12/09 

Page 267—Paragraph 26, line 4; read: 

chapter 2, for limits and regulations.) The Port of San Diego
has temporarily prohibited anchoring or mooring in Special
Anchorage A-8 (Sweetwater Anchorage), in South San
Diego Bay, through about July 2011. The anchorage is cur-
rently undergoing environmental restoration and clean-up.

(CL 113/09; 52/08 CG11) 12/09 

Page 291—Paragraph 366, lines 6 to 7; read: 

guide for navigating the opening. In March 2006-March
2007, the controlling depths were 13 feet in the entrance
channel …

(BP 191395; DDs 7410-11) 12/09 

Page 366—Paragraph 408, lines 4 to 10; read: 

wide; the least clearance is 146 feet through the N span and
132 feet through the S span. Private fog signals are sounded
at the bridge piers and racons are the center of each span of
the E bridge.

(L 167/09; LL/07) 12/09 

Page 550—Paragraph 403, lines 4 to 6; read: 

have shoaled and are not navigable; there is no deep-draft
traffic. St Paul Waterway …

(CL 129/09) 12/09 

Page 550—Paragraph 406, lines 10 to 12; read: 

and basins. The project depth in Blair Waterway is 51 feet in
the waterway and basin. (See Notice to Mariners and latest
…

(CL 690/01; NOS 18453) 12/09 

Page 578—Paragraph 228, lines 1 to 4; read: 

In 2003, the controlling depth was 38 feet in the entrance
channel (except for shoaling to 26 feet in the left outside
quarter in about 20°02'19"N., 155°49'57"W.), thence depths
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of 34 to 35 feet were available in the basin. A lighted 120°
entrance …

(BP 192323) 12/09 

Page 578—Paragraph 228, line 8; read: 

controlling depth of 4 feet in 2003. The …
(BP 192323) 12/09 

Page 642—Paragraph 64; strike out. 
(NOS 83153) 12/09 

Page 656—Paragraph 38, lines 2 to 3; read: 

on the internet only at http://www.nauticalcharts.noaa.gov/
nsd/distances-ports/.)

(NOS/09) 12/09 


