
SECTION II NM 31/09

NAVIGATION PUBLICATIONS

II-2.1

NOS CHART CATALOG CORRECTIONS

CATALOG K           Ed 2009                    NEW EDITION
   (NOS) 31/09 

SAILING DIRECTIONS CORRECTIONS

PUB 141           11 Ed 2009                        NEW EDITION
   (NGA) 31/09 

PUB 147           11 Ed 2009                        NEW EDITION
   (NGA) 31/09 

PUB 155           10 Ed 2009                        NEW EDITION
   (NGA) 31/09 

COAST PILOT CORRECTIONS

COAST PILOT 5           37 Ed 2009              Change No. 6
                                                                     LAST NM 29/09
Page 296—Paragraph 196, line 9; read: 

The channel is marked by lights, a lighted buoy, and day-
beacons. State …

(24/09 CG8) 31/09 

Page 337—Paragraph 378, line 13; read: 

mile W of the Mississippi River-Gulf Outlet Canal. In June
2009, Bayou Bienvenue was reported to be completely
closed to mariners due to construction until approximately
June 2011. 

(26/09 CG8) 31/09 

Page 340—Paragraph 405, line 7; read: 

crossing at the bridges have a minimum reported clearance
of 59 feet …

(24/09 CG8) 31/09 

Page 353—Paragraph 104, line 2; read: 

Mile 232.0, and Head of Passes, Mile 0.0, mariners are di-
rected …

(24/09 CG8) 31/09 

Page 353—Paragraph 104, line 8; read: 

control. Mariners are also advised to exercise extreme cau-
tion when navigating or mooring their vessels in the fore-
bays of Algiers, Harvey, Inner Harbor Navigation Canal,
Port Allen and Old River locks to prevent vessels and tows
from coming in contact with the controlling levee line in
those areas.

(24/09 CG8) 31/09 

Page 359—Paragraph 168, lines 9 to 12; read: 

feet. A private fog signal is on the bridge. In June 2009, the
bridge was reported under continued construction with re-
duced horizontal and vertical clearances. Mariners should
continually monitor Marine Safety Bulletins, issued by
Coast Guard Sector New Orleans, Waterways Management
Division, for updates on the configuration of the platforms
under the bridge and the available vertical and horizontal
clearances. A Marine Safety Bulletin and current schedule
can be obtained by sending a request to U.S. Coast Guard
Sector New Orleans at: D08-PF-SECNEWORLEANS
WATERWAYS@uscg.mil, or by calling 504-565-5103.
These are the only bridges over …

(24/09 CG8) 31/09 

Page 381—Paragraph 36, lines 1 to 3; read: 

Quatre Bayou Pass is unmarked entering from the SE; cau-
tion is advised. Barataria Bay is entered following the SW
shore of Bay Ronquille …

(34/07 CG8; NOS 11358) 31/09 

Page 403—Paragraph 318, line 1; read: 

In January 2009, the controlling depths were 6 …
(DD 14218) 31/09 

Page 462—Paragraph 163, line 6; read: 

midchannel); thence in September 2006, 13.5 in the basin.
The entrance …

(CL 594/09) 31/09 

Page 468—Paragraph 266, lines 3 to 4; read: 

Kinney Bayou. In April 2007, the controlling depth was
15.0 feet (16.0 feet at midchannel); thence in September
2006, 13.5 …

(CL 594/09) 31/09 

COAST PILOT 5           37 Ed 2009              Change No. 7

Page 345—Paragraph 5; strike out. 
(24/09 CG8) 31/09 

Page 346—Paragraphs 11 to 12; strike out. 
(24/09 CG8; NOS 11363; LL/09; 02/06 CG8) 31/09 

Page 346—Paragraphs 17 to 21; strike out. 
(24/09 CG8) 31/09 

Page 346—Paragraph 25, lines 1 to 2; read: 

Vessels should approach Southwest Pass and South
Pass …

(24/09 CG8) 31/09 
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Page 347—Paragraphs 29 to 31; read: 

The Mississippi River-Gulf Outlet Canal project was
officially de-authorized in June 2008 and closed to naviga-
tion in 2009. Rocks have been placed across the channel at
Mile 36.0 and navigational aids below Mile 36.0 have been
removed, with exception of MRGO Lighted Buoy 11. Mar-
iners should not attempt to navigate through this area. For
further information, visit internet site: http://mrgo.usace.
army.mil.

(24/09 CG8; Internet/09; 05/09 CG8;
10/09 CG8; 11/09 CG8; 15/09 CG8; 20/09 CG8) 31/09 

Page 347—Paragraph 36, lines 5 to 7; read: 

Anchorages E and N of the Mississippi River-Gulf Outlet.
(See 166.100 through 166.200, chapter 2.)

(11/09 CG8; NOS 11363) 31/09 

Page 349—Paragraph 58, line 4; read: 

passes from a …
(24/09 CG8) 31/09 

Page 350—Paragraph 65, lines 13 to 18; read: 

trade from Southwest Pass to Baton Rouge.
(24/09 CG8) 31/09 

Page 350—Paragraph 68, lines 3 to 6; read: 

passes, depending on the weather. The Associated …
(24/09 CG8; 11/09 CG8; Internet/09) 31/09 

Page 350—Paragraph 69, lines 7 to 8; read: 

Lighted Bell Buoy 2 or the Southwest Pass Entrance Lighted
Buoy SW. If the original ETA …

(02/06 CG8; NOS 11363) 31/09 

Page 350—Paragraph 69, lines 28 to 30; read: 

New Orleans.
(11/09 CG8; 24/09 CG8) 31/09 

Page 358—Paragraph 153, lines 2 to 6; read: 

Port of New Orleans are in the river and the Inner Harbor
Navigation Canal. (See Channels at the beginning of this
chapter.) Secondary …

(24/09 CG8) 31/09 

COAST PILOT 5           37 Ed 2009              Change No. 8

Page 260—Paragraph 114; insert after: 

Manatee County Port Authority Berth No. 12
(27°37'54"N., 82°33'50"W.): 1,000 feet of berthing space;
20 feet reported alongside; receipt and shipment of conven-
tional general cargo; receipt of lumber, fruits, and vege-

tables; operated by Manatee County Port Authority.
(PS 17/06; Internet/09; NOS/09) 31/09 

Page 260—Paragraph 121; insert after: 

Manatee County Port Authority Berth No. 4: (just N of
Berth No. 5); 600 feet of berthing space; 40 feet alongside;
deck height, 8 feet.

(NOS/09) 31/09 

Page 319—Paragraph 166, lines 5 to 9; read: 

October 2008-March 2009, the controlling depths were 10.2
feet in the entrance channel to the mouth of the bayou,
thence 12.5 feet (14 feet at midchannel) to the turning basin,
and 14 feet in the basin, thence 9.7 feet (13.9 feet at mid-
channel) to the highway bridge. The channel is marked …

(DDs 14230-37) 31/09 

Page 582—Paragraphs 396 to 399; read: 

Tampa, FL: 2203 N. Lois Ave., Room 1215, Tampa, FL
33607-2356.

New Orleans, LA: 2424 Edenborn Ave., Suite 460,
Metairie, LA 70001.

Dallas, TX: 9330 LBJ Freeway, Room 1170, Dallas, TX
75243-3429.

Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)
to report radio communications interference issues.

(Internet/09) 31/09 

COAST PILOT 6           39 Ed 2009              Change No. 7
                                                                     LAST NM 25/09
Page 233—Paragraphs 229 to 231; read: 

Erie International Marine Terminal, Berths No. 1, 2,
and 3: (42°08'58"N., 80°04'57"W.); 1,508 feet of berthing
space; 23 to 26 feet alongside; deck height, 8.4 feet; 95,300
square feet covered storage; 22 acres open storage; 300-ton
fixed crane; one 160-ton, and one 230-ton crawler cranes;
receipt and shipment of miscellaneous dry bulk commodi-
ties, machinery, steel products, and locomotives; owned by
Erie-Western Pennsylvania Port Authority and operated by
Mountfort Terminal, Ltd.

Erie Sand and Gravel Company Dock: (42°08'25"N.,
80°04'58"W.); 1,220 feet of berthing space; 24 to 27 feet
alongside; deck height, 7.5 feet; 12 acres of open storage;
one 160-ton crawler crane; receipt of salt and sand; owned
by Erie-Western Pennsylvania Port Authority and operated
by Erie Sand and Gravel Co.

(PS 42/01) 31/09 

Page 233—Paragraph 233, lines 3 to 10; read: 

facilities are at Lorain, Ohio. Metro Machine of Penn-
sylvania, Inc. operates a large graving dock in the SE part of
the harbor (42°08'21"N., 80°05'02"W.); the E and W slips
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are used for mooring and outfitting vessels. The graving
dock is 1,250 feet long, 120 feet wide at the entrance, and
has a depth of 21 feet over the sill. Overhead cranes to 140
tons are available.

(PS 42/01; NOS 14835) 31/09 

Page 233—Paragraph 234, lines 4 to 5; read: 

pump-out, and marine supplies. Vertical boat lifts to 40 tons
and a 40-ton marine railway …

(PS 42/01) 31/09 

Page 233—Paragraph 235, lines 4 to 6; read: 

range. In 2007, depths of 5 feet were available in the en-
trance channel; thence in 1977, depths of 8 feet were report-
ed in the basin except for an isolated 6-foot spot in the E
part, and 8 …

(FE 00542/07) 31/09 

Page 235—Paragraph 269, line 2 to Page 236—Paragraph
271; read: 

dredged entrance channel that leads between converging
breakwaters to an outer harbor where the channel divides
into E and W channels with a central turning basin. The W
channel leads to the mouths of the Ashtabula River and
Pinney Minnesota Slip, and continues upstream in the river
for 2 miles; a turning basin is 0.3 mile below the head of the
project. The E channel leads SE to a basin off the entrance of
two large slips. Lights mark the outer ends of the break-
waters and Ashtabula Light is on the W breakwater. A de-
tached breakwater, just S of the turning basin, is mark by a
light on the W end.

The Federal project depths are 29 feet in the approach
channel from deep water in the lake to the outer harbor,
thence 27 to 28 feet in the W channel to the mouth of Ash-
tabula River and Pinney Minnesota Slip, thence 27 feet for
the first 0.4 mile in the river channel, thence 18 feet to about
1 mile above the mouth of the river, thence 16 feet to the
head of the project. The E channel has a project depth of 28
feet and 22 feet for the turning basin. (See Notice to Marin-
ers and latest edition of charts for controlling depths.)

(CEM-Buffalo/00; NOS 14836) 31/09 

Page 254—Paragraph 506, line 11 to Paragraph 507; read: 

through the bays are indefinite and not marked.  A sub-
merged dike extends into Muddy Creek Bay from the W side
of the Sandusky River mouth and a dike, marked by daybea-
cons, is on the E side of the mouth; caution is advised.

In 1985 and 1987, submerged obstructions were reported
at the mouth of the river in about 41°27'01"N., 82°59'57"W.
and 41°26'59"N., 83°00'02"W., respectively.

(21/08 CG9; LL/09; NOS 14842) 31/09 

Page 315—Paragraph 114, line 4; read: 

the CS Railroad bridge. In April 2008-April 2009, the con-
trolling …

(DD 11110; DDs 13806-10) 31/09 

Page 356—Paragraph 213, lines 1 to 2; read: 

In June 2008-May 2009, the controlling depths were 16
feet (21 feet at midchannel) in the entrance …

(DD 12170; DDs 14204-05) 31/09 

Page 418—Paragraph 753, lines 6 to 8; read: 

outer ends of the piers are marked by lights. In April 2009,
the controlling depths were 7 feet in the entrance and be-
tween …

(DDs 14178-79) 31/09 

Page 420—Paragraph 770; read: 

In April 2009, the controlling depths were 15 feet in the
approach to the outer harbor basin, thence depths of 10 to 12
feet were available in the S part of the outer basin along the S
pier and depths of 8 to 10 feet in the N part, thence 13 feet to
the turning basin with depths of 12 to 16 feet in the basin
with gradual shoaling to 4 feet along the W edge, thence 16
feet to the N harbor basin with 18 to 20 feet in the basin.

(DDs 14180-82) 31/09 

COAST PILOT 6           39 Ed 2009              Change No. 8

Page 231—Paragraph 198; read: 

Two small-craft harbors on the E and W sides of the
Municipal Pier are protected by breakwaters; the break-
waters are marked by lights at the entrances. In May-July
2008, depths of 2 to 5 feet were available in the E basin and
3½ feet in the W basin with shoaling to less than one foot
near the western end.

(CL 552/09; DD 14016) 31/09 

Page 231—Paragraph 213, lines 3 to 4; read: 

between two parallel piers to a harbor basin and three ad-
jacent turning basins in Presque Isle Bay. The N pier is
marked by lights on the outer and inner ends and the S pier is
marked by a light on the outer end and by two …

(TXT 6-234/08) 31/09 

Page 234—Paragraph 244, lines 8 to 13; read: 

mouth. In June-July 2008, the outer harbor channel had
depths of 22 to 28 feet with lesser depths along the channel
edges, thence the controlling depth was 23 feet in the
dredged river channel.

(DD 14014; CL 550/09) 31/09 

Page 234—Paragraph 248; strike out. 
(DD 14014; CL 550/09) 31/09 
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Page 238—Paragraphs 308 to 309; read: 

Channels
The harbor is entered from Lake Erie through a dredged

channel from deep water in the lake between two converging
breakwaters to an outer harbor basin, thence between par-
allel piers through the mouth of the river for about 1.5 miles;
the piers are marked at the outer ends by lights. A turning
basin is on the W side of the channel about 1 mile above the
mouth. The areas on the E and W sides of the entrance
channel in the outer basin and the lower 1.2 miles of the river
channel are not maintained. The Federal project depths are

25 feet in the approach channel and through the outer harbor
to the mouth of the river, thence 24 feet in the river channel
for about 0.7 mile, thence 21 feet to Olive Street on the W
bank, thence 8 feet to the head of the project; the turning
basin has a project depth of 18 feet. (See Notice to Mariners
and latest edition of charts for controlling depths.) The E
breakwater, from its inner end, turns E and parallels the
shore for about 1 mile. Lights mark the outer ends of the
breakwaters and the E end of the E breakwater.

(CL 553/09; DD 14017; CEM-Buffalo/00) 31/09 

Page 259—Table; read: 

(CL 1305/08; NOS 14846; CP 6/09) 31/09 

COAST PILOT 7           41 Ed 2009            Change No. 19
                                                                     LAST NM 25/09
Page 107—Paragraph 1548, lines 3 to 14; read: 

near Stockton, from May 15 through September 15, shall
open on signal between the hours of 9 a.m. and 5 p.m., and it
shall open upon 12 hours advance notice between the hours
of 5 p.m. and 9 a.m.; and from September 16 through May
14 the draw shall open upon 12 hours advance notice be-
tween the hours of 9 a.m. and 5 p.m., and it shall open upon
24 hours advance notice between the hours of 5 p.m. and 9
a.m. Advance notice shall be given to the drawbridge
operator by telephone at (209) 464-2959 or (209) 464-7928
weekdays between 8 a.m. and 5 p.m., and (209) 993-8878 all
other times.

(FR 6/25/09) 31/09 

Page 363—Paragraph 377, line 9; read: 

tonnage requirements to transit the Pinole Shoal Regulated
…

(33 CFR 165.1181) 31/09 

COAST PILOT 8           31 Ed 2009         NEW EDITION
   (NOS) 31/09 

COAST PILOT 9           26 Ed 2008            Change No. 13
                                                                     LAST NM 28/09
Page 89—Paragraphs 1040 to 1044; strike out. 

(33 CFR 165) 31/09 

Page 508—Paragraph 285; read: 

San Francisco, CA: 5653 Stoneridge Drive, Suite 105,
Pleasanton, CA 94588-8543. Telephone toll-free: 1-888-
225-5322; (1-888-CALL-FCC) to report radio communica-
tions interference issues.

(Internet/09) 31/09 

Structures across Maumee River at Toledo

No. Location and Name Kind Miles*
Clear width in feet of 

draw or span 
opening**

Clear height 
in feet above 

low water 
datum

Remarks

Right Left Center

4 CSX Railroad Bridge Railroad 1.07 145 143 22 Swing. Note 2.

5 Norfolk Southern RR bridge Railroad 1.80 134 134 20 Swing.

6 Veterans Glass Memorial 
Fixed Bridge

205 124

7 Craig Memorial Bridge Highway 3.30 200 38 Bascule. 44 
feet at center.

15 Overhead cable Power 11.40 100

*Miles above the mouth of the river

**Clear width in feet proceeding upstream
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