
SECTION II NM 32/09

NAVIGATION PUBLICATIONS

II-2.1

COAST PILOT CORRECTIONS

COAST PILOT 1           39 Ed 2009              Change No. 6
                                                                     LAST NM 29/09
Page 346—Paragraph 371, line 5; read: 

covered 6 feet is off the southeast shore.
(CL 887/09) 32/09 

Page 424—Paragraph 266, line 2 to Paragraph 269; read: 

Quincy, MA 02169-7495.

Federal Communications Commission Office
District Field Office:
Boston, MA: 1 Batterymarch Park, Quincy, MA 02169-

7495. 
Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)

to report radio communications interference issues.
(Internet/09) 32/09 

COAST PILOT 2           38 Ed 2009            Change No. 20
                                                                     LAST NM 29/09
Page 347—Paragraph 425, lines 6 to 9; read: 

2.3 miles above the channel entrance. In June 2008, the con-
trolling depths were 2.8 feet at midchannel from the en-
trance to the Bruckner Expressway bascule bridge; thence in
September 2007, 6.0 feet (6.5 feet at …

(L 581/09; BPs 193211-17) 32/09 

Page 374—Paragraph 92, line 6; read: 

has a project depth of 30 feet; numerous obstructions with
lesser depths are in the channel. The entrance to Sandy …

(H 11601; DD 13064) 32/09 

Page 374—Paragraph 93, lines 1 to 6; read: 

Swash Channel is a natural buoyed passage between
Ambrose Channel and Sandy Hook Channel. Numerous
rocks and obstructions are in the entrance to and within the
channel; mariners are advised to use the chart as a guide. A
lighted range, the rear …

(H 11709; DD 13167) 32/09 

Page 374—Paragraph 94; read: 

False Hook Channel, along and close to the eastern shore
of Sandy Hook, joins Sandy Hook Channel eastward of the
north end of Sandy Hook. Strangers should not use the
channel.

(H 11709; DD 13167) 32/09 

Page 374—Paragraph 95, line 3; read: 

about 16 feet and is unmarked. A shoal area with a least
depth of 6 feet is north of the channel in 40°31'55"N.,
73°59'00"W.

(H 11601; DD 13064) 32/09 

Page 374—Paragraph 104; read: 

There are five shoal areas in the entrance to New York
Harbor which are subject to change in depths and should be
avoided by strangers. False Hook is off the northeastern side
of Sandy Hook. Flynns Knoll is between Swash, Sandy
Hook, and Chapel Hill Channels. Romer Shoal, between
Ambrose and Swash Channels, is marked by Romer Shoal
Light; a fog signal is sounded from the light station. East
Bank is northward and eastward of Ambrose Channel. West
Bank is westward of Ambrose Channel between West Bank
(Range Front) Light and Fort Wadsworth. Numerous rocks
and obstructions lie between West Bank and the western
limit of Ambrose Channel. The chart is the best guide.

(H 11061; DD 13064) 32/09 

Page 378—Paragraph 154, line 4; read: 

The inlet is obstructed by a shifting sandbar located about
0.6 mile southeast of the light. A jetty, …

(H 11601; DD 13604) 32/09 

Page 378—Paragraph 154, lines 8 to 18; read: 

unlighted buoys. The channel has depths of about 18 feet or
more at midchannel. The area around Buoy 5 has a least
depth of 13 feet. A shoal with depths of less than 1 foot and
marked by breakers is west of the entrance channel.
Numerous obstructions lie from southeast to southwest of
the jetty light. The chart is the best guide.

(H 11601; DD 13064) 32/09 

Page 379—Paragraph 155, lines 2 to 5; read: 

inlet; the first, in 40°33'03"N., 73°56'42"W., about 0.5 mile
north-northwest of Rockaway Point, has a depth of 25 feet.
The second is in …

(H 11601; DD 13064) 32/09 

Page 380—Paragraph 167, lines 5 to 11; read: 

inlet. The channel is marked by buoys. Mariners are advised
to follow the buoys through the inlet closely. Two shoal
areas are near Plumb Beach Channel Buoy 7. The first is
north-northeast of the buoy with a least depth of 2 feet; it
extends to midchannel where the least depth is 4 feet. The
other is about 0.1 mile southeast of the buoy with a least
depth of 2 feet.

(H 11601; DD 13064) 32/09 
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Page 380—Paragraph 170, line 4; read: 

has berths and moorings. Numerous wrecks and obstructions
are in the entrance to the bay and in the southwest corner of
the marina. The chart is the best guide.

(H 11601; DD 13064) 32/09 

Page 382—Paragraph 201, lines 3 to 5; read: 

water in Lower Bay to Rockaway Inlet. It is used principally
by vessels going to Jamaica Bay and Coney Island. In July
2002, the controlling depth was 11.7 feet. A shoal area with
a least depth of 6 feet is about 0.1 mile west of Buoy 3.

(H 11601; DD 13064) 32/09 

Page 382—Paragraph 203, lines 8 to 13; read: 

the creek; mariners are advised to seek local knowledge
before entering. The creek is crossed by three fixed bridges
having …

(H 11400; DD 13369) 32/09 

COAST PILOT 2           38 Ed 2009            Change No. 21

Page 63—Paragraphs 764 to 784; read: 

(d) Upper Bay–(1) Anchorage No. 20–A. (i) All waters
bound by the following points: 

40°42'06.9"N., 074°02'18.0"W.; thence to
40°42'05.4"N., 074°01'56.9"W.; thence to
40°41'54.9"N., 074°01'57.7"W.; thence to
40°41'54.0"N., 074°02'12.0"W.; thence to
40°41'54.4"N., 074°02'11.7"W.; thence to
40°41'57.5"N., 074°02'07.5"W.; thence to
40°42'06.1"N., 074°02'19.1"W.; thence to the point of

origin (NAD 83).
(ii) See 33 CFR 110.155(d)(6), (d)(16), and (1).

(2) Anchorage No. 20–B. (i) All waters bound by the
following points:

40°41'46.2"N., 074°02'23.0"W.; thence to
40°41'42.4"N., 074°02'00.5"W.; thence to
40°41'35.7"N., 074°02'02.7"W.; thence to
40°41'30.3"N., 074°02'06.3"W.; thence to
40°41'41.9"N., 074°02'29.2"W.; thence to the point of

origin (NAD 83).
(ii) See 33 CFR 110.155(d)(6), (d)(16), and (1).

(3) Anchorage No. 20–C. (i) All waters bound by the
following points: 

40°41'42.4"N., 074°02'41.5"W.; thence to
40°41'25.8"N., 074°02'09.2"W.; thence to
40°41'02.1"N., 074°02'24.7"W.; thence to
40°41'09.4"N., 074°02'40.0"W.; thence to
40°41'13.3"N., 074°02'41.5"W.; thence to
40°41'15.8"N., 074°02'32.6"W.; thence to
40°41'25.3"N., 074°02'29.1"W.; thence to

40°41'33.0"N., 074°02'44.5"W.; thence to
40°41'32.5"N., 074°02'48.0"W.; thence to the point of

origin (NAD 83).
(ii) See 33 CFR 110.155(d)(6), (d)(16), and (1).

(FR 6/10/09) 32/09 

Page 383—Paragraph 208, line 9; read: 

a least depth of 5 feet. Channels have been dredged …
(NOS 12334) 32/09 

COAST PILOT 2           38 Ed 2009            Change No. 22

Page 372—Paragraph 36; read: 

The pilot boat maintains station approximately 1.5 miles
southeast of the Ambrose Channel Lighted Whistle Buoy A.
See Pilotage, New York Harbor and Approaches (indexed as
such), this chapter.

(CL 882/09) 32/09 

Page 374—Paragraph 90, line 3; read: 

northward to The Narrows.

Recommended Vessel Tracks, Ambrose Channel
     Recommended vessel tracks for coastwise tug and barge
vessels approaching from or leaving toward the south and
transiting to New York Harbor via Ambrose Channel, while
not mandatory, are recommended by the Harbor Safety,
Navigation and Operations Committee of the Port of New
York as follows:

Tugs Inbound:
40°25'20.5"N., 73°52'57.0"W.;
40°25'48.6"N., 73°52'48.7"W.;
40°26'31.2"N., 73°52'40.2"W.;
40°27'09.2"N., 73°52'38.9"W.;
40°28'05.2"N., 73°52'54.9"W. 

Tugs Outbound:
40°28'26.4"N., 73°53'54.2"W.; 
40°27'52.4"N., 73°53'42.4"W.;
40°27'32.7"N., 73°53'37.8"W.;
40°27'05.5"N., 73°53'36.0"W.;
40°25'41.2"N., 73°53'34.4"W.; 
40°25'22.6"N., 73°53'35.7"W.    

 
Area to be avoided

To avoid the risk of pollution and damage to the environ-
ment, all vessels carrying petroleum, dangerous or toxic car-
goes, or any other vessel exceeding 1,000 gross tons, should
avoid the area enclosed by the following points:

40°25'44.1"N., 73°52'40.6"W.; 
40°25'51.2"N., 73°50'51.9"W.; 
40°25'28.4"N., 73°50'51.9"W.;
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40°24'43.0"N., 73°51'48.2"W.; 
40°25'13.9"N., 73°52'40.6"W.
(CL 1022/08; CL 1109/08; CL 882/09) 32/09 

Page 376—Paragraph 128; read: 

The Sandy Hook pilot vessel maintains station approx-
imately 1.5 miles southeast of the Ambrose Channel Lighted
Whistle Buoy A. All traffic passes through a precautionary
area transiting to the pilot station. Most vessels choose to ap-
proach the pilot station directly since Ambrose Light was
disestablished. Traffic within the precautionary area may
consist of vessels making the transition between operating in
Ambrose or Sandy Hook Channel and one of the traffic
lanes. Mariners are advised to exercise extreme care in nav-
igating within this area. The pilot vessels have a black hull
and white superstructure, with the name PILOT NO. 1 or
PILOT NO. 2 in yellow on each side and are equipped with
AIS and transmit either “PILOT NO.1” or “PILOT NO.2” A
pilot vessel is always on station; boarding is made from
smaller boats which are also AIS equipped and broadcast “P/
B (name).” The pilot vessel monitors VHF-FM channels 16,
13, and 73, and works on 73.

(CL 882/09) 32/09 

Page 409—Paragraph 158, lines 3 to 4; read: 

the mouth. In August 2008, the centerline controlling depth
was 6.4 feet to about 100 yards below the highway …

(BPs 193067-68) 32/09 

COAST PILOT 2           38 Ed 2009            Change No. 23

Page 373—Paragraph 84, line 6; read: 

be contacted via telephone (866) 217-6787 or the …
(CL 922/09) 32/09 

Page 382—Paragraph 199; insert after: 

Safety and security zones are in the vicinity of John F.
Kennedy International Airport, Bergen Basin, and Thurston
Basin. (See 165.1 through 165.7, 165.20 through 165.33,
and 165.169, chapter 2, for limits and regulations.)

(33 CFR 165.169) 32/09 

Page 423—Paragraph 303, line 304; read: 

Boston MA: 1 Batterymarch Park, Quincy, MA 02169-
7495. 

New York, NY: 201 Varick St., Suite 1151, New York,
NY 10014-4870.

Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)
to report radio communications interference issues.

(Internet/09) 32/09 

COAST PILOT 3           42 Ed 2009              Change No. 8
                                                                     LAST NM 30/09
Page 76—Paragraphs 896 to 897; read: 

§117.1023 Pamunkey River.
The draw of the Eltham Bridge (SR33/30) mile 1.0,

located at West Point, Virginia shall open on signal if at least
four hours notice is given at all times.

(FR 6/24/09) 32/09 

Page 321—Paragraph 12, lines 5 to 6; read: 

In December 2008, the controlling depths were 2.1 feet in
the entrance channel and 5.5 feet in the basin, thence 5.5 feet
in the …

(CL 337/09; DD 13517) 32/09 

Page 325—Paragraph 67, lines 4 to 7; read: 

just below the fixed highway bridge at Deale. In February
2009, the controlling depth was 4.8 feet (6.9 feet at mid-
channel) to the head of the project. In …

(CL 314/09; DD 13467) 32/09 

Page 339—Paragraph 66, lines 2 to 3; read: 

Rhodes Point, in April 2008, had a midchannel controlling
depth of 1.2 feet. Local fishermen in shallow-draft boats …

(CL 326/09; DDs 13502-03) 32/09 

Page 353—Paragraph 267, lines 2 to 4; read: 

marked channel, leads from Chester River to Prospect Bay;
the chart is the guide. In October 2008, the controlling depth
was 5.2 feet (7 feet at midchannel). Very heavy traffic can be
expected …

(CL 311/09; DD 13464; NOS 12272) 32/09 

Page 355—Paragraph 290, lines 11 to 20; read: 

paralleling the waterfront. In June 2008, the controlling
depths were 4 feet in the entrance channel; thence 6.2 feet (8
feet at midchannel) in the anchorage basin at the west end of
the harbor and channel paralleling the waterfront, thence 7.6
feet in the basin at the east end of the harbor; thence in 1990-
June 2008, 8 feet (9 feet at midchannel) in the channel that
runs northeast from the entrance to the waterfront. The ap-
proach to the harbor is marked by a buoy and …

(CL 328/09; DD 13504) 32/09 

Page 385—Paragraphs 296 to 298; read: 

Philadelphia, PA: One Oxford Valley Office Bldg., Room
404, 2300 East Lincoln Hwy., Langhorne, PA 19047-1859.

Columbia, MD: 9200 Farm House Lane, Columbia, MD
21046.

Atlanta, GA: 3575 Koger Blvd., Ste. 320, Duluth, GA
30096-4958.
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Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)
to report radio communications interference issues.

(Internet/09) 32/09 

COAST PILOT 3           42 Ed 2009              Change No. 9

Page 64—Paragraph 614; read: 

(i) From Monday through Friday (except Federal holi-
days), 5 a.m. to 8 p.m.

(FR 6/30/09) 32/09 

Page 285—Paragraph 99, line 5; read: 

now little used; most of the landings are in ruins. In January
2009, extreme shoaling was reported throughout the river
bend; extreme caution is advised.

(CL 88/09) 32/09 

COAST PILOT 4           40 Ed 2008            Change No. 19
                                                                     LAST NM 29/09
Page 222—Paragraph 40, lines 7 to 8; read: 

In May 2009, the controlling depth was 3.6 feet in the
channel with 6.5 feet in the basin …

(DD 14702) 32/09 

Page 252—Paragraph 103, line 5; read: 

Waterway. A 452-foot tower is prominent at 34°05.0'N.,
77°53.1'W. in the inlet approach. The inlet is subject to con-
tinual change and …

(CL 808/09) 32/09 

Page 302—Paragraph 33; read: 

A marina with a reported depth of 10 feet alongside is at
Fort McAllister, about 11 miles above the river entrance;
gasoline, ice, supplies, transient berths, pump-out, and a 16-
ton lift are available.

(DB 17958) 32/09 

Page 307—Paragraphs 103 to 105; strike out. 
(CL 800/09; CL 691/05; FR 2/7/05) 32/09 

Page 307—Paragraph 117, lines 1 to 5; read: 

A Federal project provides for a channel 38 feet deep
through the bar, thence 36 feet deep in Brunswick River and
East River; …

(CL 800/09; CL 223/09) 32/09 

Page 308—Paragraph 120, line 3; read: 

Hammock Range in about 31°06'27"N., 81°25'53"W. In
2009, this obstruction was reported to be removed.

(CL 800/09) 32/09 

Page 309—Paragraph 128, lines 2 to 5; read: 

Association, at 8 Glynn Ave. Brunswick, Georgia 31527;
telephone 912-280-9464 (24 hours), fax 912-280-9459, e-
mail hwynn@brunswickpilots.com. The office monitors
VHF-FM channels 12 and 16 between 8:00 a.m. and 5:00
p.m. The Brunswick Coast Guard Station on …

(CL 800/09) 32/09 

Page 309—Paragraph 129, line 6; read: 

word PILOT on the superstructure. Both boats display the
standard …

(CL 800/09) 32/09 

Page 309—Paragraph 129, lines 11 to 15; read: 

Some delays may be incurred because of seasonal fog. In-
coming vessels are requested to …

(CL 800/09) 32/09 

Page 309—Paragraph 130, line 3; read: 
required.

(CL 800/09) 32/09 

Page 309—Paragraph 136; read: 

Harbor regulations are under the control of the Georgia
Ports Authority, who can be contacted through the port au-
thority office or by telephone at 912-264-7295.

(CL 800/09) 32/09 

Page 310—Paragraph 144, lines 5 to 9; read: 

can make limited above-the-waterline repairs.
(CL 800/09) 32/09 

Page 310—Paragraph 146, lines 1 to 4; read: 

The port is served by the CSX, Norfolk, and Southern
Railway, several bus and truck lines, and by U.S. Highway
Routes 17, 25, and 84. Commercial flights operate out of the
Brunswick Golden Isles Airport in Brunswick …

(CL 800/09) 32/09 

Page 361—Paragraph 309, lines 8 to 10; read: 

cut opposite the basin. In September 2008, the controlling
depth was 10.9 feet through the inlet to the highway bridge,
thence 10 feet in the basin and 8 feet in the channels …

(DDs 14576-78) 32/09 

Page 407—Paragraph 322, line 7; read: 

fixed bridge has a clearance of 36 …
(CL 757/09) 32/09 

Page 438—Paragraphs 293 to 295; read: 

Atlanta, GA: 3575 Koger Blvd., Ste. 320, Duluth, GA
30096-4958.
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Tampa, FL: 2203 N. Lois Ave., Room 1215, Tampa, FL
33607-2356.

Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)
to report radio communications interference issues.

(Internet/09) 32/09 

COAST PILOT 5           37 Ed 2009              Change No. 9
                                                                     LAST NM 31/09
Page 254—Paragraph 21, line 4; read: 

(See 165.1 through 165.13, 165.752, …
(33 CFR 165.709) 32/09 

Page 259—Paragraph 103, line 4; read: 

2000, a reported depth of 4 feet was available in …
(NOS 11415) 32/09 

Page 260—Paragraph 121; insert after: 

Manatee County Port Authority Berth No. 4 (27°38'16"N.,
82°33'47"W.): 600 feet of berthing space; 40 feet alongside;
deck height, 8 feet.

(NOS/09) 32/09 

Page 261—Paragraph 130, line 3; read: 

project depth for the channel is 32 feet from the ship …
(DDs 14893-901) 32/09 

Page 262—Paragraph 135, lines 4 to 8; read: 

dredged channel. In 1999, a controlling depth of 7 feet (13
feet at midchannel) was reported in the channel and a con-
trolling depth of 6 feet was reported in the basin.

(LL/09; NOS 11416; CL 666/99) 32/09 

Page 262—Paragraph 138, lines 2 to 4; read: 

the Port Sutton Entrance Channel, and Port Sutton Turning
Basin, and 34 feet in Port Sutton Terminal Channel. (See
Notice to Mariners …

(NOS 11416) 32/09 

Page 262—Paragraph 139, lines 1 to 3; read: 

East Bay is on the E side of Hookers Point immediately
N of Port Sutton. A dredged channel leads N from Port Sut-
ton Channel to a dredged basin. The Tampa Port Authority is
developing …

(NOS 11416) 32/09 

Page 262—Paragraph 139; insert after: 

A Federal Project provides for depths of 43 feet in East
Bay Channel and East Bay Turning Basin, and 34 feet in
Upper East Bay (See Notice to Mariners and latest edition of
chart for controlling depths.)

(NOS 11416) 32/09 

Page 263—Paragraph 143, lines 3 to 5; read: 

and Ybor Turning Basin, and 12 feet for Seddon Channel.
(See Notice to Mariners and latest editions of charts for con-
trolling depths.) Garrison Channel has been de-authorized as
a federally maintained navigation project and shoaling has
been reported throughout the western portion of the channel.

(NOS 11416) 32/09 

Page 268—Paragraph 227, lines 3 to 7; read: 

at the powerplant at Weedon Island. In 1998, the reported
controlling depth was 30 feet in the channel and the basin.
The channel is marked by a private lighted …

(NOS 11416) 32/09 

Page 269—Paragraph 234, line 7; read: 

feet; 88-ton lift. Gasoline, water, ice, and marine supplies …
(Internet/09) 32/09 

Page 269—Paragraph 237, line 5; read: 

the main channel has a fixed span with a clearance of 44 …
(NOS 11416) 32/09 

Page 270—Paragraph 248, line 6; read: 

channels are marked by lights, a …
(NOS 11416; LL/09) 32/09 

Page 276—Paragraph 335, lines 7 to 8; read: 

contact the Office of Greenways and Trails at (352) 236-
7143 in Ocala, FL.

(NOS 11408; Internet/09) 32/09 

Page 278—Paragraph 356, line 7; read: 

1977, the centerline controlling depths were 3 feet …
(NOS 11408) 32/09 

COAST PILOT 8           31 Ed 2009              Change No. 1
                                                                     LAST NM 31/09
Page 223—Paragraph 357, line 5; read: 

numerous uncharted rocks and shoals were reported. A rock
covered 1¼ fathoms, centered in the pass, is at 55°25'59"N.,
133°33'23"W.; extreme caution is advised.

(CL 595/09; 18/09 CG17) 32/09 

Page 392—Paragraphs 279 to 280; read: 

District Field Office:
San Francisco, CA: 5653 Stoneridge Drive, Suite 105,

Pleasanton, CA 94588-8543.
Telephone toll-free: 1-888-225-5322; (1-888-CALL-FCC)

to report radio communications interference issues.
(Internet/09) 32/09 
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