
SECTION II NM 15/11

NAVIGATION PUBLICATIONS

II-2.1

USCG LIGHT LIST VOLUMES I - VII 
CORRECTIONS

VOLUME VII           Ed 2011                   NEW EDITION
   (USCG) 15/11 

SAILING DIRECTIONS CORRECTIONS

PUB 123           12 Ed 2011                        NEW EDITION
   (NGA) 15/11 

PUB 140           10 Ed 2011                        NEW EDITION
   (NGA) 15/11 

COAST PILOT CORRECTIONS

COAST PILOT 3           44 Ed 2011              Change No. 4
                                                                     LAST NM 13/11
Page 329—Paragraph 66, lines 4 to 8; read: 
just below the fixed highway bridge at Deale. In 2010, the
controlling depth ws 6.3 feet (7 feet at midchannel) to the
head of the project. Depths are 2.1 to 3.0 feet for about 0.4
mile above the …

(CL 171/11; DD 19314) 15/11 

Page 343—Paragraph 62, lines 5 to 9; read: 
Bay. In 1992-2010, the midchannel controlling depth was
3.4 feet from Tangier Sound to Tyler Ditch; thence in 2010,
a midchannel controlling depth of 7 feet to Ewell, thence 7
feet from Ewell to Light 9; thence in 2008-2010, a midchan-
nel controlling …

(CL 177/11; CL 178/11; DDs 19323-24) 15/11 

Page 343—Paragraph 63, lines 3 to 4; read: 

miles above the entrance. In 2010, the controlling depth was
6 feet in the …

(CL 181/11; DD 19327) 15/11 

COAST PILOT 5           38 Ed 2010            Change No. 18
                                                                     LAST NM 14/11
Page 315—Paragraph 54, lines 4 to 5; read: 

daybeacons. In 2011, the controlling depth was 5.9 feet (7.0
feet at midchannel) from the entrance in …

(L-261-2011; DD 19372) 15/11 

Page 332—Paragraph 271, lines 7 to 10; read: 
In 2011, the controlling depth was 7.7 feet (8.3 feet at mid-
channel) to the highway bridge. The highway bridge at
Handsboro has a fixed span with a clearance of 28 feet. In
2001-2011, the controlling …

(L-267-2011; DD 19376) 15/11 

Page 397—Paragraph 199, lines 5 to 6; read: 

feet and width of 400 feet. In October 2010, the midchannel
controlling depth was 10 feet.

(DD 18817) 15/11 

Page 397—Paragraph 200, lines 4 to 5; read: 
width of 400 feet. In October 2010, the midchannel control-
ling depth was 15 feet from the cutoff …

(DD 18817) 15/11 

Page 497—Paragraph 264, line 9; read: 

in October 2010, the midchannel controlling depth was 10
feet from the …

(DD 18817) 15/11 

COAST PILOT 5           38 Ed 2010            Change No. 19

Page 301—Paragraph 205, lines 12 to 14; read: 

advised. In August-September 2010, the controlling depth
was 12 feet from Buoy CB to the bridge, thence 7.9 feet
through North Channel …

(L-1286-2010; DD 18687-88) 15/11 

Page 302—Paragraph 228, lines 13 to 14; read: 

bridge. In August 2010, the controlling depth was 2.3 feet
(6.0 feet at midchannel). It is reported that the channel shoals
rapidly after …

(L-1286-2010; DD 18687-88) 15/11 

Page 307—Paragraph 291, lines 2 to 3; read: 

N arm of East Bay. In September 2010, the controlling depth
was 6.1 feet to Light 33, thence 9 feet to the town of …

(L-1287-2010; DD 18689) 15/11 

Page 329—Paragraph 239, line 6; read: 

2011, the controlling depth was 8.9 feet (10.0 …
(L-265-2011; DD 19378) 15/11 

Page 329—Paragraph 239, lines 12 to 14; read: 

U.S. Route 90 highway bridge. In 2011, the controlling
depth was 8.2 feet (8.6 feet at midchannel) to Light 18;
thence in December 2010, 6.8 feet (7.9 feet at midchannel)
to the junction with the Biloxi East Channel. The …

(L-189-2011; DD 19348; L-190-2011; DD 19115) 15/11 

Page 331—Paragraph 261, lines 4 to 7; read: 
the entrance to Industrial Seaway. In December 2010, the
controlling depth was 9 feet (9.8 feet at midchannel) from
State Route 90 highway bridge to Popps Ferry Road high-
way bridge; thence in 2011, 8.2 feet (10.2 feet at …

(L-191-2011; DD 19075; L-266-2011; DD 19377) 15/11 



II-2.2

SECTION II NM 15/11

COAST PILOT 5 (Continued)

Page 457—Paragraph 27, line 11; read: 

and 117.975, chapter 2, for drawbridge regulations.) In
2010, a vertical lift bridge was under construction with a
design clearance of 69 feet; upon completion it will replace
the swing bridge. A …

(L-110-2011; 33/10 CG8) 15/11 

Page 493—Paragraph 209, lines 3 to 4; read: 

with water and electricity, gasoline, diesel fuel, ice, pump-
out and marine supplies are available. In 2010, 8 …

(DB 19282-small) 15/11 

Page 494—Paragraph 212, line 2; read: 
crosses the waterway at Mile 158.7. Just E of the bridge, on
the S side of the waterway is a marina with berths, gasoline,
diesel fuel, electricity, water, ice, marine supplies, wet stor-
age, and pump-out. In 2010, 8 feet was reported in the ap-
proach and alongside.

(DB 19282-small) 15/11 

COAST PILOT 6           41 Ed 2011              Change No. 1
                                                                     LAST NM 12/11
Page 178—Paragraph 47, line 3 to Paragraph 51; read: 
Chapter 2. It is to be noted that the units of miles are nauti-
cal miles.

The city of Cornwall, with a population of 45,965 (2006),
is on the north shore of the St. Lawrence River, north of
Cornwall Island. There are several industrial plants in the
city. Cornwall has bus and rail services. Highway 401 is 3
km north of the harbour. The St. Lawrence Seaway Manage-
ment Corporation has their operating headquarters in Corn-
wall. The distance by the Seaway channel from Montreal is
69 miles.

The harbour at Cornwall is a public harbour administered
by Transport Canada.

The Canada Border Services Agency offers customs and
immigration services in Cornwall. There is a customs suffer-
ance warehouse at the port. For more information, contact
the Border Information Service, at 1-800-461-9999 for ser-
vice in English or 1-800-959-2036 for service in French or
visit: http://www.cbsa-asfc.gc.ca.

Cornwall Wharf, 574 feet (175 m) long with a depth of 27
feet (8.2 m) in 2006, is 0.4 mile west of Windmill Point. This
wharf is operated by Transport Canada (2008). Tugs are not
normally required for berthing; with sufficient notice, tugs
can be available for emergency or standby use. A transit
shed on Cornwall wharf has 11,360 square feet (1,055 m²) of
storage space for general cargo.

(CSD-CEN301-10/10) 15/11 

Page 180—Paragraph 76, line 3 to Paragraph 81; read: 
Chapter 3. It is to be noted that the units of miles are nauti-
cal miles.

The village of Morrisburg is on the north shore opposite
the Murphy Islands (44°54'N., 75°11'W.), which are wood-
ed.

The United Church spire, near the shore, and the water
tower, 50m (164 ft) in elevation, behind the town, are con-
spicuous.

Morrisburg Town Dock, at Morrisburg, is an L-shaped
Public wharf that extends 23m (75 ft) from the shore with an
end section 33m (108 ft) long. The wharf had depths of 2.1m
(7 ft) in 2006 and offered dockage and concrete ramps.

Morrisburg Town Dock is a Canada Border Services
Agency telephone reporting site for pleasure craft; to report,
dial 1-888-226-7277.

Morrisburg Boat Docks Park, east of the Public wharf of-
fered washrooms, picnic tables, tennis courts, pay phone,
drinking water, showers, children’s playground and super-
vised swimming beach (2006).

(CSD-CEN301-4/10) 15/11 

Page 181—Paragraph 100, line 3 to Page 182—Paragraph
107; read: 
Chapter 3. It is to be noted that the units of miles are nauti-
cal miles.

The Port of Prescott (44°44'N., 75°28'W.), on the NW
shore 0.5 mile upstream of the bridge, is a major trans-ship-
ment point for grain. This terminal at one time was adminis-
tered and operated by Ports Canada as the Lower Lakes
Terminal; it is now administered by the Township of Ed-
wardsburg/Cardinal. The Port Manager is available at 1-
613-925-4228. In 2007, 42 ships used the port.

The Port of Prescott is a Canada Border Services Agency
commercial vessel reporting site. For more information,
contact the Border Information Service, at 1-800-461-9999
for service in English or 1-800-959-2036 for service in
French, or visit: http://www.cbsa-asfc.gc.ca.

The grain elevator, a long narrow structure with wharves
on both sides, has a capacity of 154,020 tonnes of grain.
Railway car loading facilities are at the inshore end of the
elevator. The railway yard has space for 125 cars.

There is a fluorescent-orange rectangular daymark on the
SE side of the grain elevator.

Self-unloading vessels, only, can discharge grain products
or bulk cargo.

The unloading berth, slip “B”, on the north side of the el-
evator, is 398m (1,306 ft) long, with a depth of 7.9m (26 ft).
There is a hopper for receiving grain discharged by ships.
The loading berth, slip “A”, on the south side of the eleva-
tor, is 282 m (925 ft) long and had a depth of 7.6m (25 ft) in
1992. This berth is equipped with eleven spouts for loading
grain. There is also berthing space for vessels waiting to
load or unload. For the loading of railway cars or trucks,
there are four elevator legs with a capacity of 476 tonnes per
hour.



II-2.3

SECTION II NM 15/11

COAST PILOT 6 (Continued)

There is an open stockpile area of 5,580 m2 (60,060 sq. ft.)
north of the Harbour Front Dock, opposite unloading slip
“B”, for the storage of salt and nitrates. There is an open
stockpile area of 2,415 m2 (25,990 sq. ft.) south of Port
Dock, opposite slip “A”.

Caution
In 1994, there was a submerged obstruction 23 m (75 ft)

east of the NE corner of the jetty on the south side of slip
“A”. This obstruction is a pile or metal object, submerged by
7.7 m (25 ft).

Pilots and tugs are available for berthing at the Port of
Prescott; pilots require four hours notice.

(CSD-CEN301-7/10) 15/11 

Page 183—Paragraph 121, line 3 to Paragraph 131; read: 
Chapter 3. It is to be noted that the units of miles are nauti-
cal miles.

The town of Prescott, with a population of 4,180 (2006), is
on the NW shore 3 miles upstream of the suspension bridge.
Prescott has rail and bus services. By the Seaway channel,
Prescott is 110 miles from Montreal.

The Canada Border Services Agency (CBSA) has an office
in Prescott. For more information, contact Border Informa-
tion Service, at 1-800-461-9999 for service in English or 1-
800-959-2036 for service in French, or visit http://www.cb-
sa-asfc.gc.ca.

A ruined ferry slip fronts a landfill area at the east end of
the Prescott waterfront.

Sandra S. Lawn Harbour Marina, west of the landfill area,
had depths of 2.1 m (7 ft) in 2006 and offered dockage with
power and water, pump out, picnic area, pay phone, show-
ers, laundromat, ice, gasoline and diesel fuel, and monitored
VHF Channel 68. This marina is an authorized dealer for
Canadian Hydrographic Service nautical charts and publi-
cations.

Prescott Heritage Harbour light (312.5), at the south side
of the entrance to the marina.

A wreck, submerged 10.5 m (34 ft), is close offshore at the
west end of the marina breakwater.

In Prescott, the blockhouse of Fort Wellington, elevation
29 m (95 ft); the Anglican Church spire, elevation 55 m (180
ft); and a water tower with an elevation of 61 m (200 ft) are
conspicuous. A grey silo with a red and white top, elevation
45 m (148 ft), is SW of the town.

Along the waterfront, west of the marina, are a breakwall
and a wharf owned by the town. The breakwall is 66 m (216
ft)long, with an elevation of 1.8 m (6 ft). There were depths
of 3.4 to 5.8 m (11 to 19 ft) along the face (2006). From early
May until late September, pleasure craft can berth at this
breakwall. The wharf called Prescott Town Dock, is for the
use of pleasure craft. The wharf is 76 m (249 ft) long with a

deck elevation of 1.8 m (6 ft). There were depths of 5.2 to 7.3
m (17 to 24 ft) along the face (2006).

Sandra S. Lawn Harbour Marina and Prescott Town Dock
are Canada Border Services Agency telephone reporting
sites for pleasure craft; to report, dail 1-888-226-7277.

The Canadian Coast Guard (CCG) maintains a base in
Prescott. There is a Marine Communications and Traffic
Services (MCTS) centre, dockage for several small to medi-
um CCG vessels and a work area with several warehouse
buildings.

At the Prescott Canadian Coast Guard base there are two
wharves, each 100 m (328 ft) long with an elevation of 1.8 m
(6 ft). There were depths of 4.6 to 5.8 m (15 to 19 ft) at the
outer face of the downstream wharf and 3.4 and 5.5 m (11 to
18 ft) at the outer face of the upstream wharf; the basin be-
tween the two wharves had depths of 1.8 to 3.7 m (6 to 12 ft)
in 2006. There is a buoy storage and repair depot and a heli-
copter hangar near the downstream wharf. 

The shore property for 305 m (1,001 ft) upstream of the
Canadian Coast Guard base is the municipal Centennial of
Confederation Prescott Community Park. Facilities include
an excellent concrete launching ramp, picnic area, swim-
ming pool, river-side swimming area, tennis courts, chil-
dren’s playground, drinking water and showers (2006).

(CSD-CEN301-8/10) 15/11 

Page 183—Paragraph 134, line 4 to Paragraph 135; read: 

(17 ft).

Prescott Anchorage, with 8 anchorage areas, is in the
river upstream of Prescott.

Anchorage is prohibited in a cable area, 0.5 mile wide,
that extends across the river from Prescott to Ogdensburg,
NE of the anchorage area.

(CSD-CEN301-9/10) 15/11 

Page 184—Paragraph 141, line 3 to Paragraph 142, line 2;
read: 
Chapter 3. It is to be noted that the units of miles are nauti-
cal miles.

The city of Brockville, with a population of 21,957 (2006),
is on the NW shore 10 miles SW of Prescott. The …

(CSD-CEN301-11/10) 15/11 

Page 184—Paragraph 143 to Paragraph 144, line 2; read: 
The Canada Border Services Agency (CBSA) has an office

in Brockville. For more information, contact the Border In-
formation Service, at 1-800-461-9999 for service in English
or 1-800-959-2036 for service in French, or visit: http://
www.cbsa-asfc.gc.ca.

Blockhouse Island, connected to the mainland by a cause-
way at its NE end, is a municipal park.

(CSD-CEN301-11/10) 15/11 
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Page 184—Paragraph 146, line 2 to Paragraph 147; read: 
extends SW from Blockhouse Island. A Golden Hawk aero-
batic jet plane mounted on a pedestal on Blockhouse Island
jetty is prominent. Brockville Public wharf, on the Block-
house Island jetty, is 142 m (466 ft) long and had depths of
0.6 to 3 m (2 to 10 ft) in 2006. Facilities included dockage
with power and water, picnic area, pay phones and ice.

A conspicuous town clock tower, elevation 42 m (138 ft),
is north of Blockhouse Island. A conspicuous water tower
0.75 mile NW of the Public wharf has an elevation 74 m (243
ft).

(CSD-CEN301-12/10) 15/11 

Page 185—Paragraph 164 to Page 186—Paragraph 174; 
read: 

The following is extracted (partial) from the Canadian
Sailing Directions CEN 301, St. Lawrence River, Chap-
ter 5. It is to be noted that the units of miles are nautical
miles.

Rockport is a resort community on the Canadian
mainland 0.4 mile west of Tar Island light.

At Rockport, a Public wharf 30 m (98 ft) long and 6.1 m
(20 ft) wide, with a deck elevation of 1.8 m (6 ft), extends in a
SW direction from the south end of the waterfront. There are
depths of 2.1 to 2.7 m (7 to 9 ft) at the outer end of this
wharf. There is a public boat launching ramp north of the
wharf. The L-shaped former Public wharf north of the ramp
is condemned and fenced off.

Ivy Lea, part of Leeds and the Thousand Islands Town-
ship, is a summer resort on the Canadian mainland 0.5 mile
NNW of Ash Island.

At the east end of Ivy Lea is an L-shaped Public wharf
known as Ivy Lea Township Dock; the outer face is 35 m
(115 ft) long with an elevation of 1.5 m (5 ft) and a depth of
0.7 m (2 ft). There is a launching ramp next to the Public
wharf.

(CSD-CEN301-2/10) 15/11 

Page 186—Paragraph 176, line 3 to Paragraph 177, line 2;
read: 
Chapter 5. It is to be noted that the units of miles are nauti-
cal miles.

The town of Gananoque, with a population of 5,285
(2006), is built along both sides of the Ganaoque …

(CSD-CEN301-5/10) 15/11 

Page 186—Paragraphs 178 to 179; read: 

A Public wharf, with a total length of 177 m (581 ft) and
an elevation of 1.8 m (6 ft), extends SW along the shore from
the mouth of the river.

Gananoque Municipal Marina, on the north shore west of
the Gananoque river, had depths of 0.7 to 2.6 m (2 to 9 ft) in
2006, and offered dockage with power and water, pump out,

ramp, picnic area, pay phone, showers, Laundromat, ice,
and a free shuttle to the facilities in Gananoque, most of
which are within walking distance. The entrance to the basin
is between a headland to the east and the east end of a com-
bined breakwater and boom which protects the basin. 

(CSD-CEN301-5/10) 15/11 

Page 188—Paragraph 213, line 2; read: 

Directions CEN301, St. Lawrence River, Chapter 4.
(CSD-CEN301-4/10) 15/11 

Page 188—Paragraph 214, line 6 to Paragraph 215; read: 

is marked by buoys and light buoys.
A submerged power cable crosses Wolfe Island Cut from

Wolfe Island to Arabella Island and continues on to Hickory
Island. A submerged telephone cable also crosses the cut
form Wolfe Island to Arabella Island.

Wolfe Island Light (378), is on Quebec Head (44°14'N.,
76°11'W.), which is the NE end of Wolfe Island.

(CSD-CEN301-4/10) 15/11 

COAST PILOT 7           43 Ed 2011              Change No. 8
                                                                     LAST NM 13/11
Page 491—Paragraph 63, lines 6 to 7; read: 

extremity. A jetty extends W from the point. A wreck
covered 24 feet is about 1.1 miles W of the jetty at
46°55'38"N., 124°12'30"W.

A small-craft basin is NE of the point. The entrance to the
basin …

(H 11939; DD 18283) 15/11 

Page 578—Paragraph 424, line 9; read: 

craft for hull and engine repair. Obstructions covered 1 to 2¼
fathoms are …

(H 12051; DD 18634) 15/11 

Page 578—Paragraph 432, line 4; read: 

consists of two rocks covered 3½ fathoms and is …
(H 12051; DD 18634) 15/11 


