
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

9695 - CHANNEL LIGHT 25 42 38 08 N
70 41 10 W

Fl G 2.5s 11  3 SG on black cylindrical structure.

* 40/11

*17576 URI Temporary Lighted 
Research Buoy GSO-SAK

41 22 18 N
71 11 57 W

Fl Y 6s Yellow. Property of URI.
Private aid.

40/11

*17576.1 URI Temporary Lighted 
Research Buoy GSO-CRS

41 17 00 N
71 15 09 W

Fl Y 6s Yellow. Property of URI.
Private aid.

40/11

29625 - Channel Lighted
Buoy 6

40 39 03 N
73 20 32 W

Fl R 4s Red. Private aid.

* 40/11

29640 - Channel Lighted
Buoy 9

40 40 06 N
73 21 15 W

Fl G 4s Green. Private aid.

* 40/11

29645 - Channel Lighted
Buoy 10

40 40 05 N
73 20 02 W

Fl R 4s Red. Private aid.

* 40/11

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

28732.1 - Channel Buoy 12A 35 11 56 N
75 44 27 W

Red nun.

* 40/11

28732.2 - Channel Buoy 12B 35 11 56 N
75 44 44 W

Red nun.

* 40/11

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

9700 - Entrance Channel Lighted 
Buoy 18

28 24 42 N
80 37 13 W

Fl R 4s  4 Red.

* 40/11

9710 - Entrance Channel
 Lighted Buoy 20

28 24 47 N
80 37 19 W

Fl R 4s  3 Red.

* 40/11



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

22850 GADSDEN POINT CUT/
HILL CUT C CHANNEL 
OUTBOUND RANGE
FRONT LIGHT

27 48 34 N
82 26 55 W

Fl W 2.5s (Night)
Fl W 2.5s (Day)

28
25

KRW on skeleton tower on piles. Gadsden Point visible all 
around with higher intensity 
on rangeline.

Hillsborough Cut C lighted 
throughout 24 hours.

DAY: Visible 0.5°  each side of 
rangeline.

NIGHT: Visible 1.5°  each side 
of rangeline.

* 40/11

22855 - RANGE REAR LIGHT
2,338 yards, 069°
from front light.

27 48 59 N
82 25 42 W

Iso W 6s 75 KRW on skeleton tower on piles. Visible 1.5°  each side of 
rangeline.

Lighted throughout 24 hours.

* 40/11

23190 - OUTBOUND RANGE REAR 
LIGHT
2,769 yards, 185°  from front 
light.

27 47 12 N
82 27 03 W

Iso W 6s (Night)
Iso W 6s (Day)

90
88

On skeleton tower on piles. NIGHT: Visible 1.5°  each side 
of rangeline. 

DAY: Visible 0.5°  each side of 
rangeline.

Lighted throughout 24 hours.

* * * 40/11

26310 - LIGHT 39 28 09 40 N
82 46 13 W

Fl G 4s 16  5 SG on dolphin.

* 40/11

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2545 - Lighted Buoy 10 29 46 42 N
84 40 28 W

Fl R 2.5s  4 Red.

* 40/11

4730 Massachusetts Wreck Lighted 
Bell Buoy WR2

30 17 43 N
87 18 44 W

Q R  3 Red.

* 40/11

5260 - Bridge Approach Buoy 1 30 23 34 N
87 11 39 W

Green can.

* 40/11

*6722 MOBILE COUNTY 
SCIENTIFIC MONITORING 
PLATFORM LIGHT A

30 46 56 N
88 04 25 W

Fl Y 2.5s On pile. Private aid.

40/11

*7762 MOBILE COUNTY 
SCIENTIFIC MONITORING 
PLATFORM LIGHT B

30 24 21 N
88 14 53 W

Fl Y 2.5s On pile. Private aid.

40/11

23635 - Entrance Lighted Buoy 2A
150 feet outside channel limit.

29 17 12 N
94 35 44 W

Fl R 6s  4 Red.

* 40/11

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

8116 NOYO RIVER ENTRANCE 
SMALL BOAT WARNING 
LIGHT

39 25 40 N
123 48 20 W

Q Y 15  8 NR labeled ROUGH BAR on 
tower.

Lights flash when seas 
exceed eight feet in height. 
Lights extinguished for 
lesser sea conditions, but 
with no guarantee that bar is 
safe.

* 40/11

27280 - Buoy 6 55 03 12 N
163 26 36 W

Red nun.

* 40/11

27350 - Buoy 20 54 59 23 N
163 24 47 W

Red nun.

* 40/11

27355 - Buoy 21 54 59 26 N
163 23 51 W

Green can.

* 40/11

27360 - Buoy 22 54 59 23 N
163 23 56 W

Red nun.

* 40/11

28791.16 - RANGE REAR LIGHT 21 25 01 N
157 45 57 W

F R 30 Private aid.

* 40/11

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*992 - LIGHT 44 41 52 N
75 30 12 W

Fl W 10s 70
21

Private aid.

40/11


