SECTION I

Chart 11493 NM N44/11
ST. MARYS ENTRANCE AND CUMBERLAND SOUND CHANNEL DEPTHS
TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - REPORT OF APR 2008
AND SURVEYS TO JUN 2011

CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW) PROJECT DIMENSIONS

LEFT LEFT RIGHT RIGHT WIDTH LENGTH DEPTH

NAME OF CHANNEL OUTSIDE INSIDE INSIDE OUTSIDE DATE OF SURVEY (FEET) MLLWY

QUARTER QUARTER QUARTER QUARTER MILES) (FEET)
ENTRANCE CHANMEL 44.4 458 476 382 811 500 83 46
RANGE A 434 48.1 439 414 &1 482 134 42
RANGE A1, A2 445 423 389 383 811 591834 066 42
RANGE B 481 46.4 484 are &1 5824655 055 42
RANGE C 334 422 455 398 &1 488 1.19 42
RANGE D 356 416 414 385 &1 489488 135 42
RANGE E 427 428 423 389 811 512 0.87 42
RANGE F (WARRIOR REACH) B2 44 w42 44 811 56483 025 42
RANGE G (SOUTH TURNING BASIN) 28 0 412 434 81 611181 040 42
RANGE H (TENNESSEE REACH) 198 403 307 296 81 4621197 083 42
RANGE | (NORTH TURNING BASIN) 42 427 431 2586 3,611 4931425 048 42

NOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION

Chart 11494 NM N44/11
ST. MARYS ENTRANCE AND CUMBERLAND SOUND CHANNEL DEPTHS
TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - REPORT OF APR 2006
AND SURVEYS TO JUN 2011
CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW) PROVJECT DIMENSIONS
LEFT LEFT RIGHT RIGHT WIDTH LENGTH DEPTH
NAME OF CHANNEL OUTSIDE  INSIDE ~ INSIDE  OUTSIDE | DATE OF SURVEY FeEn  MAUT
CUARTER QUARTER QUARTER GLIARTER MILES)  (FEET)
ENTRANGE CHANMEL 444 456 476 382 811 500 83 48
QUARATINE REACH™ -- -a -a -- 10/2003 400-1100 167 15
RANGE A 43.4 48.1 439 44 &1 482 1.34 42
RANGE A1, A2 446 423 39.9 383 611 591834 0866 42
RANGE B 461 46.4 464 e 611 582655 0.55 42
RANGE C 334 422 455 V6 611 488 1.18 42
RANGE D a5 415 414 385 &1 485488 135 42
RANGE E 427 428 423 B9 611 512 0.87 42
NOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION
Chart 11503 NM 44/11
ST. MARYS ENTRANCE AND CUMBERLAND SOUND CHANNEL DEPTHS
TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - REPORT OF APR 2006
AND SURVEYS TO JUN 2011
CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW) PROVJECT DIMENSIONS
LEFT LEFT RIGHT RIGHT WIDTH LENGTH DEPTH
NAME OF CHANNEL OUTSIDE  INSIDE ~ INSIDE  OUTSIDE | DATE OF SURVEY FeEn  MAUT
CUARTER QUARTER QUARTER GLIARTER MILES)  (FEET)
ENTRANCE CHANMEL 44.4 45.6 47.6 382 611 500 83 45
RANGE A 43.4 481 439 414 611 482 134 42
RANGE A1, A2 446 423 39.9 383 611 591834 0866 42
RANGE B 461 46.4 464 e 611 582655 0.55 42
RANGE C 334 422 455 V6 611 488 1.18 42
RANGE D a5 415 414 385 &1 485488 135 42
RANGE E 427 428 423 B9 611 512 0.87 42
RANGE F (WARRIOR REACH) B2 41.4 4.2 A4 611 564836 025 42
RANGE G (SOUTH TURNING BASIN) 218 7.0 41.2 434 611 661-1181 0.49 42
RANGE H (TENNESSEE REACH) 198 403 3|7 396 611 482-1197 0.83 42
RANGE | (NORTH TURNING BASIN) #.2 427 431 256 3,61 483-1425 0.46 42
NOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION
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SECTION I NM 44/11

Chart 11506 NM 44/11

BRUNSWICK HARBOR CHANMNEL DEPTHS

TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - REPORT OF AUG 2011

CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW) PROJECT DIMENSIONS
LEFT LEFT RIGHT RIGHT
NAME OF CHANMEL QUTSIDE INSIDE INSIDE QUTSIDE DATE OF SURVEY WOTH  LENGTH m
FEED  QES) oo
ENTRANCE THRU TURTLE RIVER
ST. SIMONS RANGE (4) 25 B0 370 345 811 50 97 38
PLANTATION CREEK RANGE (B) 360 400 420 420 811 400 18 3B
JEKYLL ISLAND RANGE (C) 0 380 W5 365 811 400 18 38
GEDAR HAMMOCK RANGE (D) %5 30 O 330 811 400 14 36
BRUNSWICK POINT CUT RANGE 350 365 %80 870 811 400 24 36
TURTLE RIVER LOWER RANGE %5 5 75 A0 811 00 18 3%
BLYTHE ISLAND RANGE 300 280 280 270 811 W 15 0
TURTLE RIVER UPPER RANGE 05 310 85 270 811 300 27 30
EAST RIVER (E)
ENTRANGCE TO SECOND AVE (F) 360 950 350 350 811 00 12 941
SECOND AVE TO MAYOR'S POINT K360 870 370 370 811 00 10 %
SOUTH BRUNSWICK RIVER (G & H) 360 380 380 965 811 400 13 36

A. THE ST. SIMONS RANGE WIDENER LEAST DEPTH WAS 32.0 FEET, LOCATED 50 FEET INSIDE THE CHANNEL LIMIT FROM
THE RIGHT SIDE.
B. THE WIDENER AT INTERSECTION OF PLANTATION CREEK RANGE AND JEKYLL ISLAND RANGE LEAST DEPTHS WERE 45.0 FEET,
LOCATED 100 FEET INSIDE THE CHANMEL LIMIT, AND 52.0 FEET, LOCATED 400 FEET INSIDE THE CHANNEL LIMIT FROM
THE LEFT SIDE.
C. THE WIDENER AT INTERSECTION OF JEKYLL ISLAND RANGE AND CEDAR HAMMOCK RANGE LEAST DEPTH WAS 36.5 FEET,
LOCATED 75 FEET INSIDE THE CHANNEL LIMIT FROM THE RIGHT SIDE.
D. THE WIDENER AT INTERSECTION OF CEDAR HAMMOCK RANGE AND BRUNSWICK POINT CUT RANGE LEAST DEPTH WAS
36.0 FEET, LOCATED 50 FEET INSIDE THE CHANNEL LIMIT FROM THE RIGHT SIDE.
E. THE EAST RIVER TURNING BASIN LEAST DEFTHS WERE 37.0 FEET 100 FEET FROM BACKSIDE, 36.0 FEET 400 FEET FROM
BACKSIDE AND 34.0 FEET 600 FEET FROM BACKSIDE.
F. THE EAST RIVER ENTRANCE TO SECOND AVE WIDENER LEAST DEPTHS WERE 25.0 FEET LOCATED 50 FEET INSIDE
THE CHANNEL LIMIT AND 35.5 FEET LOCATED 150 FEET INSIDE THE CHANNEL LIMIT FROM THE LEFT SIDE, AND 41.0 FEET
LOCATED 50 FEET INSIDE THE CHANNEL LIMIT FROM THE RIGHT SIDE.
@. THE SOUTH BRUNSWICK RIVER TURNING BASIN LEAST DEPTHS WERE 39.0 FEET, 100 FEET AND 40.0 FEET, 400 FEET FROM
THE LEFT SIDE AND 40.0 FEET, 100 FEET AND 39.5 FEET, 400 FEET FROM THE RIGHT SIDE.
H. THE SOUTH BRUNSWICK RIVER GPA DOCK LEAST DEPTHS WERE 33.0 FEET ALONG THE DOCK AND 30.0 FEET ON THE RIGHT
SIDE.
J. EXCEPT FOR A 35 FEET OBSTRUCTION LOCATED BY A NOS SURVEY OF JUL 2006 AT 31°04'15.5"N, 081*16'S7.4"W.

K. EXCEPFT FOR A DANGEROUS WRECK LOCATED IN APPROXIMATE POSITION 31°08'49.8"N, 81°29'58.3"W.
MNOTE - FOR THE LEFT OUTSIDE AND RIGHT OUTSIDE QUARTERS, DEPTHS GIVEN REPRESENT CONDITIONS 50 FEET INSIDE THE
CHANNEL LIMITS. (EXCEFT FOR THE EAST RIVER TURNING BASIN}
MNOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION

Chart 11521 NM 44/11

CHARLESTON HARBOR ENTRAMNCE
TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - SURVEYS TO JUL 2011

CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW) PROJECT DIMENSIONS
LEFT LEFT FIGHT  RIGHT WIDTH LENGTH DEPTH

NAME OF GHANNEL OUTSIDE  INSIDE INSIDE ~ OUTSIDE | DATE OF SURVEY (FEET)  (MILES) LW

QUARTER QUARTER QUARTER QUARTER (FEET)

ENTRANCE CHANNEL 452 485 48.4 461 n 1000 175 AT
MOUNT PLEASANT RANGE 458 49.2 482 495 611 1000-600 1.8 Ad5

A. FOR WIDTH OF 1000 FEET, THE PROJECT DEPTH IS 42 FEET FOR OUTER 100 FEET.
NOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION
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SECTION I

Chart 11523

NM 44/11

CHARLESTON HARBOR ENTRANCE

TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS - SURVEYS TOJUL 2011

CONTROLLING DEPTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW)

PROJECT DIMENSIONS

LEFT LEFT RIGHT RIGHT
OUTSIDE  INSIDE INSIDE  OUTSIDE DATE OF SURVEY
QUARTER QUARTER QUARTER QUARTER

MAME OF CHANNEL

(FEET)  (MILES) MW

ENTRANCE CHANNEL 452 485 484 461 n 1000 175 AAT
MOUNT PLEASANT RANGE 459 492 482 48.5 &1 1000600 1.8 A4S
REBELLION REACH 465 483 489 465 &1 600 16 45

A. FOR WIDTH OF 1000 FEET, THE PROJECT DEPTH IS 42 FEET FOR QUTER 100 FEET.

NOTE - CONSULT THE CORPS OF ENGINEERS FOR CHANGES SUBSEQUENT TO THE ABOVE INFORMATION

Chart 11524 NM 44/11
CHARLESTON HARBOR, COOPER RIVER AND SHIFYARD RIVER
TABULATED FROM SURVEYS BY THE CORPS OF ENGINEERS- SURVEYS TO JUL 2011
CONTROLLING DEFTHS FROM SEAWARD IN FEET AT MEAN LOWER LOW WATER (MLLW)} PROJECT DIMENSIONS
LEFT LEFT RIGHT ~ RIGHT WIDTH LENGTH DEPTH
NAME OF GHANNEL OUTSIDE  INSIDE INSIDE ~ OUTSIDE | DATE OF SURVEY FEET)  (MILEZ)  mMLLwW
GUARTER QUARTER QUARTER QUARTER (FEET)
ENTRANCE CHANNEL 452 485 484 48.1 31 1000 175 M7
MOUNT PLEASANT RANGE 459 492 482 495 &1 1000600 1.8 AdS
REBELLION REACH 465 483 489 465 &1 600 16 45
BENNIS REACH 454 478 480 478 &1 600 1.5 45
HORSE REACH 505 49.1 499 4.6 811 (B) VARIES 0.6 a5
CUSTOMHOUSE REACH B0 490 43.0 470 410 1385 0.2 45
SOUTH CHANNEL 250 250 250  C25.0 10-96; 1110 600-1000 38 a5
HOG ISLAND REACH 472 472 476 C44.2 &1 800500 16 45
DRUM ISLAND REACH 448 496 48.7 457 910 1200600 0.8 45
TIDEWATER REACH 355 332 331 30 711 850 07 40
TOWN CREEK LOWER REACH 370 420 452 454 711 450400 14 45
TOWN CREEK LOWER REACHTB 1o 3|2 3|2 38.0 71 300 025 35
TOWN CREEK UPPER REACH 40.7 405 405 auz 71 250 1.0 16
MYERS BEND 487 487 478 418 810 800-1500 05 45
DANIEL ISLAND REACH 4.7 455 439 are 810 B80 1.4 45
DANIEL ISLAND BEND 490 50.4 512 498 810 BOO-700 05 45
CLOUTER CREEK REACH 468 482 481 455 810 600 1.3 45
NAVY YARD REACH 450 4856 417 411 810 600700 1.1 45
NORTH CHARLESTON REACH 468 454 48.0 470 810 500-600 1.0 45
FILBIN CREEK REACH 455 46.7 48.3 48.4 810 500 [1E:] 45
PORT TERMIMAL REACH 445 46.0 48.8 47.4 810 600 0.7 45
ORDMNANCE REACH aa 369 422 43.0 810 600 0.4 45
ORDMANCE REACH TURNING BASIN 448 BT 3BT s 810 800 0.4 45
WANDO RIVER
LOWER REACH 458 478 48.0 432 810 1500400 1.4 a5
UPPER REACH 477 431 a7 435 810 850600 0.9 45
TURNING BASIN 433 48.1 48.1 470 810 550 0.4 45
SHIFYARD CREEK
MAIN CHANNEL 268 282 282 248 21 1200-200 1.1 4530
LOWER TURNING BASIN 488 479 479 48.0 21 VARIES 02 45
UPPER TURNING BASIN 14.0 207 207 196 2407 510,211 VARIES 041 30
COOPER RIVER
RANGE A 390 390 390 310 &1 400550 1.2 35
RANGE B 26 3541 351 5.0 0, 611 500-700 08 35
RANGE C 220 328 390 35.0 1-89; 12-03; 6-11 550-1000 08 35
RANGE D 288 30.0 280 26.0 3061 400650 0.7 35
RANGE E 3o /O 380 380 611 350650 04 35
RANGE F 250 340 380 4.0 1-85; 611 650-800 0.3 35
A. FOR WIDTH OF 1000 FEET, THE PROJECT DEFTH IS 42 FEET FOR OQUTER 100 FEET.
B. ONLY REPORTING 600" WIDTH FROM RIGHT TOE OF CHANNEL
C. ALONG CHANMEL EDGE.
NOTE - CONSULT THE GORPS OF ENGINEERS FOR CHAMGES SUBSEQUENT TO THE ABOVE INFORMATION

I-2.3

NM 44/11



SECTION I

Chart 52038 NM N44/11
SUBMARINE CABLES

Mariners are advised not to anchor, trawl or fish in the
vicinity of submarine cables.
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