
SECTION II NM 50/11

NAVIGATION PUBLICATIONS

II-2.1

COAST PILOT CORRECTIONS

COAST PILOT 2           41 Ed 2012         NEW EDITION
   (NOS) 50/11 

COAST PILOT 5           39 Ed 2011              Change No. 5
                                                                     LAST NM 40/11
Page 249—Paragraph 225, lines 4 to 7; read: 

200 feet wide. A marina in the basin has gasoline, diesel
fuel, electricity, pump-out, water, ice, marine supplies, boat
storage, and hull, engine and electronic repairs available. In
2011, a depth of 6 feet was reported …

(DB 19498-small) 50/11 

Page 282—Paragraph 303, lines 2 to 5; read: 
river. Marinas below the first highway bridge have gasoline,
diesel fuel, pump-out, ice, boat storage, limited marine sup-
plies and lifts to 22 tons; hull, engine and electronic repairs
are available.

(L-858-2011) 50/11 

Page 296—Paragraph 79, lines 3 to 5; read: 

basin in Scipio Creek. In 2011, the controlling depths were
5 feet in the channel, thence 7 feet in the basin.

(L-1027-2011; DD 20750) 50/11 

Page 309—Paragraph 257, lines 6 to 7; read: 
Pilots, Inc., 1609 E. Strong St., Pensacola, FL 32501, office
telephone 850–434–8163, cell 850–418–4222. Pilots board
vessels seaward ….

(L-672-2011) 50/11 

Page 309—Paragraph 257, lines 14 to 20; read: 

telephone numbers or through the Port of Pensacola at 850–
436–5070 (24-hours). For boarding, pilots request that …

(L-672-2011) 50/11 

Page 319—Paragraph 53, lines 4 to 5; read: 

daybeacons. In 2011, the controlling depth was 5 feet from
the entrance in Mobile …

(L-887-2011) 50/11 

Page 327—Paragraph 165, lines 5 to 8; read: 

2011, the controlling depth was 12½ feet in the entrance
channel, thence 11 feet to the turning basin and 16½ feet in
the basin, thence 9½ feet to the highway bridge. The …

(L-884-2011; L-565-2011) 50/11 

Page 333—Paragraph 237, lines 6 to 7; read: 

2011, the controlling depth was 10 feet. The channel is
marked by light and …

(L-1108-2011) 50/11 

Page 337—Paragraph 283, lines 5 to 6; read: 

In 2011, the controlling depths were 6½ feet in the channel
with 4 feet in the basin. The channel is …

(L-1014-2011) 50/11 

Page 388—Paragraph 23; read: 

Doullut Canal is crossed by a highway swing bridge with
a clearance of 3 feet about 0.2 mile W of its E entrance. A
fixed highway bridge with a clearance of 53 feet (55 feet for
a midwidth of 100 feet) crosses the canal about 0.4 mile of
the swing bridge.

(L-1040-2011; NOS 11364) 50/11 

Page 400—Paragraph 182, line 11 to Page 401—Paragraph
184, line 5; read: 

channel entrance. Belle Isle, on the N shore of the bay is 75
feet high and conspicuous for some …

(34/11 CG8; NOS 11351) 50/11 

Page 494—Paragraph 84, lines 3 to 6; read: 

approach depth of 4.5 feet in 2011, leads to a marina basin
with berths, electricity, gasoline, pump-out, water, ice, dry
storage, marine supplies and lifts to 6 tons; hull, engine and
electronic repairs are also available. U.S. Route 41 fixed
highway bridge and a …

(DB 19510-small) 50/11 

Page 530—Paragraph 203, line 8; read: 

180.9° lighted range and lighted buoys mark the entrance …
(L-682-2011; LL/11) 50/11 

COAST PILOT 6           41 Ed 2011            Change No. 15
                                                                     LAST NM 46/11
Page 121—Paragraph 1821 to Page 122—Paragraph 1826;
read: 

(a) Location. All waters of Lake Michigan within Burn-
ham Park Harbor shoreward of a line across the entrance of
the harbor connecting coordinates 41°51'09"N., 087°36'
36"W. and 41°51'11"N., 087°36'22"W.

(FR 10/12/11) 50/11 

Page 122—Paragraphs 1844 to 1845; read: 

(1) Jardine Water Filtration Plant.
(i) Location. All waters of Lake Michigan within the

arc of a 100-yard radius with its center located on the
north wall of Jardine Water Filtration Plant, approximate
position 41°53'46"N., 087°36'23"W.; (NAD 83)
(FR 10/12/11) 50/11 



II-2.2

SECTION II NM 50/11

COAST PILOT 6 (Continued)

Page 123—Paragraph 1866; insert after: 
(10) Wilson Avenue Intake Crib. All waters of Lake

Michigan within the arc of a circle with a 100-yard radius of
the Wilson Avenue Crib with its center in approximate posi-
tion 41°58'00"N., 087°35'30"W.

(11) Four Mile Intake Crib. All waters of Lake Michigan
within the arc of a circle with a 100-yard radius of the Four
Mile Crib with its center in approximate position 41°52'
40"N., 087°32'45"W.

(FR 10/12/11) 50/11 

Page 252—Paragraph 461, line 1; read: 

Huron Boat Basin has its entrance just SW of the turning
basin and can provide transient berths, gasoline, electricity,
water, ice and pump-out facility. Numerous additional small-
craft facilities are on the W side of …

(DB-19729-small) 50/11 

Page 263—Paragraph 608, line 24; read: 

monitor VHF-FM channels 68 and 80.
(DB-19704-small) 50/11 

Page 352—Paragraph 216, lines 4 to 8; read: 
diesel fuel, electricity, water, ice and a pump-out facility. A
large marina is just SE of the municipal marina with about
60 transient berths and provides gasoline, diesel fuel, elec-
tricity, water, ice and pump-out facility. Additional …

(DB 19697-small) 50/11 

Page 376—Paragraph 474, lines 2 to 4; read: 
over all waters of Lake Michigan within Burnham Park Har-
bor. (See 165.1 through 165.9, 165.20 through 165.33, …

(FR 10/12/11) 50/11 

Page 379—Paragraph 498, line 3; read: 

Light. (See 33 CFR 165.1 through 165.9, 165.30 through
165.33 and 165.910, chapter 2 for limits and regulations.)

(FR 10/12/11) 50/11 

Page 382—Paragraph 512, lines 4 to 6; read: 

security zone has been established in the waters along the
north side of the water filtration plant. (See 33 CFR 165.1
through 165.9, 165.30 through 165.33, …

(FR 10/12/11) 50/11 

Page 388—Paragraph 540, line 10; read: 

through 165.9, 165.30 through 165.33 and 165.910 …
(33 CFR 165) 50/11 

Page 389—Paragraph 548, line 3; read: 

Harbor entrance. A security zone has been established in the
waters of Lake Michigan, surrounding the crib. (See 33 CFR
165.1 through 165.9, 165.30 through 165.33 and 165.910,

chapter 2 for limits and regulations.) An automatic wave
recorder, covered 6½ …

(FR 10/12/11) 50/11 

COAST PILOT 8           33 Ed 2011              Change No. 4
                                                                     LAST NM 42/11
Chapter 15—Paragraph 95; read: 

Lemesurier Island is in the  middle  of Icy Strait,  4 miles E of
the Inian  Islands. Lemesurier Island Light (58°19'09"N.,
136°02'27"W.),  22 feet (6.7 m)  above the  water,  is shown
from a small house with a red and white diamond-shaped
daymark on the NE point of the island. South Passage Light
(58°15'31"N., 136°06'56"W.) marks the SW point of the Lem-
esurier Island. The island is heavily timbered and has several
summits. A small wooded island is about  200 yards off the NW
shore. A shoal extends 0.4 mile offshore from the E side of the
island and about 0.9 mile SSE from the light; a reef extends
about 0.2 mile from the SE point of the island. Tide rips occur
off this  reef, off Jacks Cove, and about  1 mile E of South
Passage Light. Willoughby Cove on the SE side of Lemesurier
Island, affords anchorage in 8 to 10 fathoms in the E part of
the cove about 0.2 mile off the beach; a strong eddy occasionally
sweeps in a small iceberg.

(LNM 44/11 CG17) 50/11 


