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FLEET GUIDES CORRECTIONS

PUB 940           6 Ed 2011                          NEW EDITION
   (NGA) N51/11 

PUB 941           6 Ed 2011                          NEW EDITION
   (NGA) N51/11 

COAST PILOT CORRECTIONS

COAST PILOT 3           44 Ed 2011            Change No. 12
                                                                     LAST NM 47/11
Page 67—Paragraph 631; read: 

(a) The draw of the Peninsula Parkway Bridge, mile 2.1,
between Dundalk and Sparrows Point, shall open on signal;
except that, from April 16 through November 15 from 12
midnight to 8 a.m. except Saturdays and Sundays, and Fed-
eral and State holidays, at least one half hour notice is re-
quired.

(FR 10/20/11) 51/11 

Page 313—Paragraph 68, lines 4 to 5; read: 

2011, the controlling depth was 6 feet to the basin, thence
depths ranging from 2 feet at the edge to 6 feet …

(L-533-2011; DD 19881) 51/11 

Page 314—Paragraph 70, lines 5 to 7; read: 

the entrance to the creek. In 2011, the length of the project
had a midchannel controlling depth of 5 feet, with depths to
7 feet in the left outside quarter, and shoaling to bare in the
right outside quarter. Depths of about 5 feet may be carried
to …

(L-722-2011; DD 20350) 51/11 

Page 316—Paragraph 109, lines 1 to 2; read: 
Above Dahlgren, Upper Machodoc Creek had a midchan-

nel controlling depth of 2 feet in 2009 to Little Ferry Land-
ing, …

(L-534-2011; DD 19885) 51/11 

Page 341—Paragraph 27, lines 4 to 11; read: 

leads across the bar to the mouth of the creek. In 2011, the
controlling depth was 2 feet in the dredged channel to the
mouth of the creek; thence in 2007, 2.5 feet was reported in
the creek channel to the wharf in ruins at the settlement of
Nandua, 3 miles above the mouth. The bar channel, marked
…

(DD 21033) 51/11 

Page 342—Paragraph 43, lines 8 to 10; read: 

miles and depths are 8 feet or more all the way. In 2010, the
controlling depth was 2.3 feet to the turning basin, thence 4.1
feet in the basin.

(L-329-2011; DD 19568) 51/11 

Page 370—Paragraph 110, lines 4 to 5; read: 

Rocks, covered 2 feet, are southeast of Sollers Point in about
…

(NOS 12281; 15/02 CG5) 51/11 

COAST PILOT 3           44 Ed 2011            Change No. 13

Page 188—Paragraph 41, lines 5 to 8; read: 
charted. Mariners are advised to use caution and local
knowledge. It was reported that various aids marking Oyster
Creek …

(DD 20971) 51/11 

Page 191—Paragraph 72, line 6; read: 

lights on the towers on the east side, and from the U.S. Coast
Guard rescue tower on the west of the inlet are visible …

(L-510-2011) 51/11 

Page 220—Paragraph 138, lines 1 to 7; read: 
In 2011, the controlling depth was 5 feet in the entrance

channel to the jetties, thence 7 feet inside the jetties, thence 4
feet to a point in about 38°57'00"N., 75°19'46"W.; thence in
1981-1996, the controlling depth was 2 feet to the State
Route 14 bascule bridge just east of Milford, thence the riv-
er channel shoals from 2 feet to 1 foot at Milford, Mariners
are advised …

(DD 20115, NOS 12304) 51/11 

Page 321—Paragraph 198, lines 6 to 13; read: 

(38°51'06"N., 77°01'20"W.). (See Notice to Mariners and
latest editions of the charts for controlling depths.)

(L-760-2011; DD 20331; 42/11 CG5) 51/11 

Page 322—Paragraph 205, lines 3 to 6; read: 
Street causeway. (See Notice to Mariners and latest editions
of the charts for controlling depths.) The channel is un-
marked above Hains …

(L-760-2011; DD 20331; 42/11 CG5) 51/11 

Page 342—Paragraph 45, lines 6 to 7; read: 

has a seasonal fog signal. In 2010, the controlling depth was
2 feet to the basin, thence depths of 1.5 to 4 feet …

(CL 317-2011; DD 19549) 51/11 



II-2.2

SECTION II NM 51/11

COAST PILOT 3 (Continued)

Page 345—Paragraph 85, lines 1 to 3; read: 

Somers Cove is a well protected basin on the south side of
Crisfield. In 2011, the entrance to the basin had a controlling
depth of 8 feet with depths of 8 to 10 feet available in the
basin. A …

(DD 21070; L-766/11) 51/11 

Page 352—Paragraph 186, lines 3 to 4; read: 
Peachblossom Creek, thence in 2011, there was a midchan-
nel controlling depth of 8 feet in the dredged …

(L-1401-2011; DD 21083) 51/11 

Page 358—Paragraph 286, line 9; read: 
harbor. The Rock Hall waterfront is a 500-foot long bulk-
head permitting overnight tie-up. No facilities are at the
bulkhead. There is a boat ramp west of the bulkhead. The
second channel leads northeast from inside …

(DB 19750-coast) 51/11 

Page 359—Paragraph 287, line 6; read: 

and lifts to 30 tons.
(DB 19428-coast) 51/11 

COAST PILOT 3           44 Ed 2011            Change No. 14

Page 188—Paragraph 34, lines 3 to 5; read: 

Manasquan River. In 2011, the midchannel controlling
depth was 7 feet in the inlet …

(DD 21038) 51/11 

Page 220—Paragraph 141, lines 5 to 7; read: 

sides of the bridge. In 2011, the midchannel controlling
depth was 2 feet.

(DD 21038) 51/11 

Page 221—Paragraph 144, line 3; read: 

craft. In 2011, the controlling depth was 1.5 feet in the …
(DD 20116) 51/11 

Page 260—Paragraph 99, lines 7 to 8; read: 
2010, the controlling depth was 1 foot in the dredged chan-
nel, thence 2.6 feet in the basin. A …

(L-487-2011; DD 19821) 51/11 

Page 272—Paragraph 103, lines 3 to 4; read: 
boats, pleasure craft and petroleum barges. In 2010, the con-
trolling depth was 11 feet (12 feet at …

(L-479-2011; DD 19803) 51/11 

Page 286—Paragraph 42, lines 4 to 6; read: 

Menchville. In 2010, the controlling depth was 4 feet (6.7
feet at midchannel) from the channel entrance to the turning
basin with 4.5 feet in the basin. Traffic consists …

(L-485-2011; DD 19808) 51/11 

Page 296—Paragraph 54, line 3; read: 

have depths of about 29 to 39 feet at their outer ends. A …
(L-1442-2011) 51/11 

Page 317—Paragraph 135, lines 3 to 7; read: 
for 2 miles upstream. The fixed railroad bridges over the en-
trance have 30-foot spans with a clearance of 12 feet. An …

(L-454-2011) 51/11 

Page 349—Paragraph 148, lines 4 to 7; read: 

Chesapeake Bay. In 2011, the controlling depth was 3 feet
from the entrance at Light 10 to Daybeacon A; 2.5 feet to
Tyler Cove Channel; 2 feet to Daybeacon B, thence 1.5 feet
through Tar Bay to Chesapeake Bay.

(L-546-2011; DD 19906) 51/11 

Page 349—Paragraph 152, lines 3 to 5; read: 

an anchorage basin in Tyler Cove. The channel to the basin
is marked by daybeacons. In 2011, the controlling depth was
1 foot in the entrance channel and 5 feet …

(L-546-2011; DD 19906) 51/11 

CHART NO. 1 CORRECTIONS

CHART NO. 1           11 Ed 2011              NEW EDITION
   (NGA) 51/11 


