
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

9820 Avery Ledge Lighted Buoy 2 42-40-02.77N
70-35-16.71W

Fl R 4s  3 Red.

* 7/12

30570 - Daybeacon 9 40-48-18.91N
72-37-08.49W

SG on pile.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1535 BROWN SHOAL LIGHT 38-55-21.04N
75-06-00.66W

Fl W 2.5s 23  7 NB on skeleton 
tower.

RACON: B (-• • •).

* 7/12

6445
7000

Oyster Creek Channel 
Warning Daybeacon A

Remove from list.

* 7/12

6447
7002

Oyster Creek Channel 
Junction Lighted Buoy OC

37-17-46.01N
75-54-17.63W

Fl (2+1) R 6s  3 Red with green 
band.

* 7/12

7000
6445

Oyster Creek Channel 
Warning Daybeacon A

Remove from list.

* 7/12

7002
6447

Oyster Creek Channel 
Junction Lighted Buoy OC

37-17-46.01N
75-54-17.63W

Fl (2+1) R 6s  3 Red with green 
bands.

* 7/12

8005 - Entrance Lighted Buoy 1C 39-01-22.51N
76-22-41.17W

Q G  5 Green. Replaced by LIB of reduced
intensity from Dec. 1 to 
Mar. 15.

* 7/12

8440 - Lighted Buoy 10 39-10-21.42N
76-24-43.49W

Fl R 2.5s  5 Red. Replaced by LIB of reduced
intensity from Dec. 1
to Mar. 15.

* 7/12

9520 - Channel Lighted Bell Buoy 
10

36-56-35.93N
76-20-22.99W

Fl R 4s  6 Red.

* 7/12

9530 - Channel Lighted Buoy 12 36-55-47.53N
76-20-26.99W

Fl R 6s  6 Red.

* 7/12

*9602 Craney Island Lighted 
Warning Buoy A

36-54-03.39N
76-20-37.26W

Fl W 2s White with orange 
diamond worded 
DANGER 
OBSTRUCTION.

Private aid.

7/12

*9602.1 Craney Island Lighted 
Warning Buoy B

36-54-12.70N
76-20-38.79W

Fl W 2s White with orange 
diamond worded 
DANGER 
OBSTRUCTION.

Private aid.

7/12

*9602.2 Craney Island Lighted 
Warning Buoy C

36-54-31.61N
76-20-42.02W

Fl W 2s White with orange 
diamond worded 
DANGER 
OBSTRUCTION.

Private aid.

7/12

*9602.3 Craney Island Lighted 
Warning Buoy D

36-54-43.37N
76-20-44.03W

Fl W 2s White with orange 
diamond worded 
DANGER 
OBSTRUCTION.

Private aid.

7/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*9602.4 Craney Island Lighted 
Warning Buoy E

36-54-41.88N
76-20-57.44W

Fl W 2s White with orange 
diamond worded 
DANGER 
OBSTRUCTION.

Private aid.

7/12

13860 - Daybeacon 18 37-17-56.23N
76-38-45.91W

TR on pile.

* 7/12

28003 - Lighted Buoy 6 35-47-20.74N
75-31-12.26W

Q R  4 Red.

* 7/12

28025 - Lighted Buoy 12 35-46-36.16N
75-31-55.90W

Fl R 2.5s  3 Red.

* 7/12

28030 - Buoy 15 35-46-29.87N
75-31-59.31W

Green can.

* 7/12

28035 - Buoy 15A 35-46-24.64N
75-32-04.57W

Green can.

* 7/12

*28729 - Channel Buoy 11 35-11-57.17N
75-44-24.23W

Green can.

7/12

28730 - Daybeacon 11 35-11-56.75N
75-44-20.74W

NW on multi-pile 
structure worded 
DANGER 
SHOALING

Ra ref. 

* * * * * 7/12

28730.1 - Channel Lighted Buoy 11A 35-11-54.90N
75-44-20.37W

Fl G 4s  4 Green can.

* * * 7/12

28955.1 Teaches Hole Buoy 20A 35-04-51.91N
76-01-28.84W

Red nun.

* 7/12

28964 - Lighted Buoy 27 35-04-44.70N
76-00-20.55W

Fl G 4s  3 Green.

* 7/12

29057 - Buoy 9AA 35-08-29.02N
76-00-20.72W

Green can.

* 7/12

32505 - Warning Daybeacon B 35-14-15.50N
76-28-57.30W

NW on multi-pile 
structure worded 
DANGER 
BOMBING RANGE.

* 7/12

32840 - Warning Daybeacon 35-19-23.57N
76-32-49.87W

NW on pile worded 
DANGER 
SHOALING.

* * * * * * 7/12

32950 - LIGHT 5 35-31-39.30N
76-36-57.71W

Fl G 4s 15  5 SG on pile.

* 7/12

33720 - LIGHT 2 35-01-22.54N
76-41-09.07W

Fl R 2.5s 15  4 TR on pile.

* 7/12

40190 - Daybeacon 16 33-57-12.66N
78-13-32.18W

TR on pile.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2225 - Lighted Buoy 1 32-59-12.70N
79-27-54.93W

Fl G 2.5s  5 Green.

* 7/12

2245 - Lighted Buoy 5 33-00-22.36N
79-28-27.82W

Q G  4 Green.

* 7/12

4145 -Port Royal Sound Lighted 
Buoy 23

32-13-08.50N
80-37-44.35W

Fl G 6s  5 Green.

* 7/12

4155 - Lighted Bell Buoy 24 32-15-41.02N
80-39-18.99W

Q R  4 Red.

* 7/12

7080
37960

- Lighted Buoy 8 30-41-03.05N
81-27-40.13W

Q R  4 Red with yellow 
triangle.

* 7/12

8195 UPPER PALATKA LIGHT 1 29-38-34.08N
81-37-22.12W

Fl G 4s 12  5 SG on pile.

* 7/12

8215 - LIGHT 6 29-38-31.26N
81-36-12.36W

Fl R 4s 16  5 TR on pile.

* 7/12

8255 SAN MATEO LIGHT 12 29-36-36.84N
81-35-50.22W

Fl R 4s 16  5 TR on dolphin.

* 7/12

8285 - LIGHT 20 29-35-55.48N
81-39-04.21W

Fl R 4s 16  5 TR on pile.

* 7/12

8290 - LIGHT 22
Marks shoal off
Horseshoe Point.

29-35-49.76N
81-39-18.98W

Fl R 4s 16  5 TR on dolphin.

* 7/12

18095 - Daybeacon 4 26-27-55.05N
81-58-07.98W

TR on pile.

* 7/12

23425 - Lighted Buoy 23 27-51-48.29N
82-26-37.44W

Fl G 4s  5 Green.

* 7/12

31070 - Lighted Buoy 1 18-26-54.54N
66-06-09.58W

Fl G 2.5s  5 Green.

* 7/12

31970 - Lighted Buoy 5 17-57-09.65N
66-37-45.20W

Fl G 2.5s  5 Green.

* 7/12

35085 - LIGHT 151 32-34-53.35N
80-23-39.25W

Fl G 4s 12  5 SG-SY on pile.

* 7/12

35140 FENWICK CUT LIGHT 162 32-32-16.67N
80-24-41.37W

Fl R 4s 12  5 TR-TY on pile.

* 7/12

35400 - LIGHT 231 32-27-12.99N
80-40-00.00W

Fl G 4s 16  5 SG-SY on pile.

* 7/12

35440 - LIGHT 235 32-26-02.35N
80-39-31.47W

Fl G 4s 12  5 SG-SY on pile.

* 7/12
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  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

37960
7080

- Lighted Buoy 8 30-41-03.05N
81-27-40.13W

Q R  4 Red with yellow 
triangle.

* 7/12

39285 - LIGHT 31 29-49-03.29N
81-17-40.61W

Fl G 4s 16  5 SG-SY on dolphin.

* 7/12

39340 - LIGHT 45 29-47-29.49N
81-16-28.57W

Fl G 4s 16  5 SG-SY on dolphin.

* 7/12

39545 - LIGHT 82 29-42-44.28N
81-14-37.72W

Fl R 4s 12  5 TR-TY on pile.

* 7/12

50635 - Lighted Buoy 2 27-10-00.46N
80-10-54.71W

Fl R 4s  3 Red.

* 7/12

52235 - Daybeacon 24 26-41-23.13N
81-49-26.54W

TR-TY on pile.

* 7/12

58740 Sarasota Bay Obstruction
Daybeacon

Remove from list.

* 7/12

60685 - Daybeacon 13 27-43-15.27N
82-42-07.07W

SG on pile.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

14635 HESTER LIGHT 152
LDB mile 151.7.

30-01-05.52N
90-45-24.65W

Iso R 6s  5 TR on skeleton 
tower on piles.

* 7/12

24790 - LIGHT 95
100 feet outside channel 
limit.

Remove from list.

* 7/12

*24790.1 - Lighted Buoy 95 29-41-33.92N
94-59-31.15W

Fl G 6s  4 Green.

7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

6833 - LIGHT 40 38-06-09.33N
121-36-57.29W

Fl R 4s 15 TR on pile. Ra ref. 

* * 7/12

10410 HUNTS MILL POINT
LIGHT 44A

46-11-36.14N
123-26-01.88W

Fl R 2.5s 12  3 TR on pipe. Ra ref. 

* 7/12

11932 - Lighted Buoy 36 45-43-22.12N
121-30-32.16W

Fl R 4s  4 Red.

* * * * * 7/12

16385 Partridge Bank Buoy 1 Remove from list.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

16390 Partridge Bank Lighted Buoy 
1

48-15-23.66N
122-49-56.22W

Fl G 4s  5 Green.

* * * 7/12

16510 Puget Sound Traffic
Lane Separation
Lighted Buoy SC

48-01-51.17N
122-38-13.68W

Fl Y 2.5s  6 Yellow. May be submerged during 
periods of extreme current.

* 7/12

17131 Commencement Bay
Shoal Lighted Buoy A

47-16-22.11N
122-26-58.19W

Fl Y 4s  4 Yellow.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3870 - West Breakwater Light 41-46-04.30N
81-16-52.20W

Iso W 6s 56
17

 13 Tower. HORN:  2 blasts ev 30s (2s bl-
2s si-2s bl-24s si).  Operates 
by keying microphone five 
times on VHF channel 79.

* 7/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2011

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


