SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2011

(1) 2 ) (3) @ () (6) (7 (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
3990 - Lighted Gong Buoy 26 44-05-48.46N FIR 2.5s 3 Red.
68-56-48.78W
* * * 12/12
9605 - Channel Buoy 4 42-39-57.53N Red nun.
70-40-57.80W
* 12/12
15215 NANTUCKET FERRY SLIP 41-17-10.26N Strobe 25 Shown only when authority
FOG LIGHT 70-05-42.72W vessels approach dock in fog.
Private aid.
* * 12/12
15735 - FERRY SLIP 1 FOG LIGHT 41-31-21.36N Strobe On pile. Shown only when authority
70-40-15.90W vessels approach dock in fog.
Private aid.
HORN: 1 blast ev 15s (3s bl).
* * * 12/12
15737 - FERRY SLIP 1 LIGHT 2 41-31-20.58N FR 14 Marks ferry slip. Private aid.
70-40-14.82W
* * * * 12/12
15740 - FERRY SLIP 1 LIGHT 1 41-31-18.00N FG 14 Marks ferry slip. Private aid.
70-40-15.90W
* * * 12/12
15740.8 - FERRY SLIP 2 LIGHT 1 41-31-20.46N FG 14 Marks ferry slip. Private aid.
70-40-14.76W
* * * 12/12
15740.9 - FERRY SLIP 2 FOG LIGHT 41-31-19.14N Strobe 14 Marks ferry slip. Shown only when authority
70-40-15.42W vessels approach dock in fog.
Private aid.
* * * * * 12/12
15741 - FERRY SLIP LIGHT 10 Remove from list.
* 12/12
21830 New London Dumping 41-16-16.08N FIY 4s Yellow. Seasonal, deployed from Oct.
Ground Lighted Buoy NDA  72-05-06.54W 1to May 31.
Private aid.
* 12/12
27651 LAGUARDIA AIRPORT 40-46-30.68N FIW 4s 18 On pile. Private aid.
SECURITY ZONE LIGHT A 73-53-22.94W
* * * * 12/12
27652 LAGUARDIA AIRPORT 40-46-41.96N FIW 4s 18 On pile. Private aid.
SECURITY ZONE LIGHT B 73-53-15.92W
* * * * 12/12
*36477 Rutgers University Lighted 40-30-01.12N FIY 4s Yellow. Temporary, deployed until 1
Research Buoy RR3 74-18-49.08W Aug 2012.
Private aid.
12/12
*36496 Rutgers University Lighted 40-29-42.30N FlY 4s Yellow. Temporary, deployed until 1
Research Buoy RR2 74-19-33.60W Aug 2012.
Private aid.
12/12
39000 PORT OF ALBANY 42-37-32.28N Qw 18 On pile. Private aid.
MOORING DOLPHIN 73-45-11.04W
LIGHT
* 12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.

I1-3.1



SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2011

(1) 2 ) (3) @ (5) (1) (8)
No. Name and Location Position Characteristic Height Structure Remarks
3243 Commodore Barry Bridge Remove from list.
Construction Zone Lighted
Warning Buoy A
* 12112
3243.1 Commodore Barry Bridge Remove from list.
Construction Zone Lighted
Warning Buoy B
* 12/12
3243.2 Commodore Barry Bridge Remove from list.
Construction Zone Lighted
Warning Buoy C
* 12/12
3243.3 Commodore Barry Bridge Remove from list.
Construction Zone Lighted
Warning Buoy D
* 12/12
8015 - Lighted Buoy 3 39-02-13.19N FIG 4s Green. Replaced by LIB of reduced
76-23-00.43W intensity from Dec. 1 to
Mar. 15.
12/12
8345 - Lighted Buoy 3 39-05-23.38N FI G 2.5s Green. Replaced by LIB of reduced
76-18-19.36W intensity from Dec. 1 to
Mar. 15.
12/12
8375 - Lighted Buoy 8 39-07-36.29N FIR 2.5s Red. Replaced by LIB of reduced
76-19-11.05W intensity from Dec. 1 to
Mar. 15.
12/12
8380 - Lighted Buoy 10 39-08-22.95N Red. Replaced by LIB of reduced
76-19-21.43W intensity from Dec. 1 to
Mar. 15.
12/12
8445 - Lighted Buoy 11 39-09-01.17N Green. Replaced by LIB of reduced
76-19-14.36W intensity from Dec. 1 to
Mar. 15.
12/12
8465 - Lighted Buoy 15 39-10-33.53N FIG 4s Green. Replaced by LIB of reduced
76-17-32.78W intensity from Dec. 1 to
Mar. 15.
12/12
8505 - Lighted Buoy 21 39-12-36.92N FI G 2.5s Green. Replaced by LIB of reduced
76-15-16.83W intensity from Dec. 1 to
Mar. 15.
12/12
8540 -Lighted Buoy 24 39-13-23.32N FIR 4s Red. Replaced by LIB of reduced
76-14-39.70W intensity from Dec. 1 to
Mar. 15.
12/12
8545 - Lighted Buoy 25 39-14-05.71N FI G 2.5s Green. Replaced by LIB of reduced
76-14-25.92W intensity from Dec. 1 to
Mar. 15.
12/12
28280 - LIGHT 12 35-44-00.49N FIR 4s 15 TR on pile. Light equipment removed
75-36-51.87W when endangered by ice.
Ra ref.
12/12
28580 - CHANNEL LIGHT 33 35-55-55.49N FIG 4s 15 SG on pile. Light equipment removed
75-39-17.95W when endangered by ice.

12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2011

(1) (2 ) (3) @ () (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
28605 - CHANNEL LIGHT 39 35-56-49.48N FI G 4s 15 5 SGonpile. Light equipment removed
75-41-28.27TW when endangered by ice.
* 12/12
28620 - CHANNEL LIGHT 42 35-56-19.82N FIR 6s 15 5 TRon pile. Light equipment removed
75-44-34.80W when endangered by ice.
* 12/12
28775.1 - Channel Lighted Wreck Remove from list.
Buoy 23A
* 12112
28815 - LIGHT 30 35-13-21.51N QR 15 4 TR on pile.
75-41-44.69W
* 12/12
31520 -LIGHT 5 36-06-07.75N FI G 4s 15 6  SGon pile. Light equipment removed
76-17-46.62W when endangered by ice.
* 12/12
31530 - LIGHT 8 36-08-08.66N FIR 4s 15 5 TR on pile. Light equipment removed
76-22-25.01W when endangered by ice.
* 12/12
31645 - LIGHT 6AS 36-00-43.99N FIR 4s 15 5 TR on pile.
76-27-11.19W
* 12/12
32020 - CHANNEL LIGHT 7 35-40-54.61N FI G 2.5s 15 4 SGon pile. Light equipment removed
75-45-19.34W when endangered by ice.
* 12/12
37655 - LIGHT 128 36-18-55.49N QR 15 4 TR-TY on pile.
75-58-20.22W
* 12/12
37690 - LIGHT 138 36-17-16.21N QR 15 4 TR-TY on pile.
75-57-55.19W
* 12/12
37745 - LIGHT 153 36-15-58.51N QG 15 4 SG-SY on pile.
75-57-39.31W
* 12/12
CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC AND GULF COAST, 2011
(1) 2 ) (3) @ (5) (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
200 Charleston Entrance Lighted 32-37-04.84N Mo (A) W 6 Red and white RACON: K (= * ).
2370 Buoy C 79-35-29.71W stripes with red
spherical topmark.
* 12/12
425 Georgia Fish Haven Remove from list.
Buoy L
* 12112
445.1 Georgia Fish Haven Remove from list.
Buoy BH
* 12/12
2370 Charleston Entrance Lighted 32-37-04.84N Mo (A) W 6  Red and white RACON: K (= * -).
200 Buoy C 79-35-29.71W stripes with red
spherical topmark.
* 12/12
2430 - Channel Lighted Buoy 20 32-43-56.18N FIR 4s 5 Red.
79-49-39.08W
* 12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC AND GULF COAST, 2011

(1) 2 ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
2435 - Channel Lighted Buoy 21 32-44-17.64N QG 4 Green.
79-50-48.31W
* 12/12
2620 Hog Island Reach Channel 32-48-15.74N FIR 2.5s 5 Red.
Lighted Buoy 42 79-54-50.06W
* 12/12
2635 - Lighted Buoy 2 32-45-34.41N FIR 2.5s 5 Red with yellow
34570 79-52-55.86W triangle.
* 12/12
2803 - Lighted Buoy 49 32-50-36.08N FI G 4s 5 Green.
79-55-47.85W
* 12/12
2925 - Lighted Buoy 60 32-54-12.38N FIR 4s 5 Red.
79-57-16.24W
* 12/12
5010 FIG ISLAND LIGHT 57 32-04-47.47N FI G 4s 16 5 SG on dolphin.
120 feet outside channel 81-03-36.76W
limit.
* 12/12
5015 ACL TURNING BASIN 32-04-54.20N FIR 4s 16 5 TR on pile.
LIGHT 58 81-04-00.00W
* 12/12
5020 ACL TURNING BASIN 32-04-52.18N FIR 4s 16 5 TR on pile.
LIGHT 60 81-04-14.64W
* 12/12
5025 CITY FRONT CHANNEL 32-04-48.84N FIR 4s 16 5 TRon pile.
LIGHT 62 81-04-29.65W
* 12/12
7250 - Lighted Buoy 18 30-23-15.39N FIR 4s 5 Red.
81-26-18.91W
* 12/12
34570 - South Channel Lighted Buoy 32-45-34.41N FIR 2.5s 5 Red with yellow
2635 2 79-52-55.86W triangle.
* 12/12
CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2011
(1) ) ) (3) @ (5) (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
415 South Pass Lighted Bell Buoy Remove from list.
12575 2
* 12/12
10180 - West Buoy 4 30-10-00.70N Red nun.
89-16-11.84W
* 12/12
11635 Tickfaw River Buoy 5 30-20-48.50N Green can.
90-28-26.59W
* 12/12
12575 - Lighted Bell Buoy 2 Remove from list.
415
* 12/12
24150 - Daybeacon 5 Remove from list.
* 12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2011

(1) ) ) (3) 4 () (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
25385 - LIGHT 115 29-43-55.27N FI G 2.5s 17 4 SG on pile.
118 feet outside channel 95-03-00.00W
limit.
* 12/12
CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2011
(1) (2 ) (3) @ () (6) (7 (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
1165 LATAX ROCKS LIGHT 58-41-28.55N FIW 4s 40 8 NRon post.
27045 152-29-00.81W
* 12/12
5185 - ENTRANCE LIGHT 3 37-33-00.00N FIG 4s 15 SG on pile.
122-11-36.08W
* 12/12
7840 - Channel Daybeacon 13 38-18-44.77N SG on pile.
123-03-12.95W
* 12/12
10685 - DIKE LIGHT 6 46-10-18.27N FIR 4s 12 3 TRon pile.
123-06-32.80W
* 12/12
16085 Quillayute River Entrance 47-53-55.79N FIR 4s 3 Rednun.
Lighted Buoy 2 124-38-46.47TW
* 12/12
17670 - CHANNEL LIGHT 5 47-57-43.19N QG 10 3 SG on steel tower.
122-41-04.64W
* 12/12
17870 DOSEWALLIPS FLATS 47-41-25.69N FIG 4s 15 4 SGonpile. Ra ref.
LIGHT 17 122-52-39.12W
* 12/12
19320 Lawson Reef Junction Lighted 48-24-03.32N FI (2+1) R 6s 3 Redand green
Bell Buoy 122-42-57.73W bands.
* 12/12
19400 Reef Point Junction Lighted 48-31-43.79N Fl (2+1) R 6s 3 Redand green
Buoy 122-43-33.20W bands.
* 12/12
19680 Harbor Rock Buoy 48-37-46.16N White can with
122-58-39.34W orange bands
worded DANGER
ROCK.
* 12/12
19855 Ewing Island Reef Danger 48-45-38.22N White with orange;
Buoy 122-52-33.02W can with orange
diamond.
* 12/12
19880 SANDY POINT LIGHT 2 48-47-12.43N FIR 4s 16 3 TR on multi-pile.
122-42-44.75W
* 12/12
27045 LATAX ROCKS LIGHT 58-41-28.55N FIW 4s 40 8 NR on tower.
1165 152-29-00.81W
* 12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VIl GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2011

(1) (2 ) (3) @ () (6) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
1775 Point Peninsula Lighted Buoy 43-56-53.11N FI G 6s 4 Green. Maintained from May 7 to
3 76-16-24.25W Nov. 14.
* 12/12
1940 Lime Barrel Shoal Lighted 43-54-44.22N FIG 4s 4 Green. Maintained from May 7 to
Buoy 1 76-11-55.74W Nov. 14.
* 12/12
1995 Galloo Island Shoal Lighted ~ 43-53-43.52N FIG 4s 4 Green. Replaced by can from Nov. 14

Buoy 3 76-28-34.73W
Marks southwest side of
shoal.

to May 7.

12/12

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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