
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

265
8990

Merrimack River Entrance
Lighted Whistle
Buoy MR

42-48-34.33N
70-47-03.18W

Mo (A) W  4 Red and white 
stripes with red 
spherical topmark.

* 35/12

730 Hudson Canyon Traffic Lane 
Lighted Whistle Buoy HA

Remove from list.

* 35/12

970 - Lighted Buoy 19 45-10-15.37N
67-12-12.60W

Q G  3 Green. Maintained from Apr. 1 to Nov. 
1.

* 35/12

8990
265

- Entrance Lighted
Whistle Buoy MR

42-48-34.33N
70-47-03.18W

Mo (A) W  4 Red and white 
stripes with red 
spherical topmark.

* 35/12

15690 - DIRECTIONAL LIGHT 41-31-39.00N
70-40-33.00W

F RWG 37 On tower. Red from 342.25°  to 343.25° , 
white from 343.25°  to 344.75° , 
green from 344.75°  to 
345.75° .

* 35/12

23095 STRAITS HILL LIGHT 41-33-48.97N
72-36-14.88W

Q W 23  7 NR on skeleton 
tower.

Higher intensity beam up river.

* 35/12

29170 - Lighted Buoy 11 40-37-40.81N
73-17-31.10W

Fl G 2.5s  3 Green. Replaced by can when 
endangered by ice.

* 35/12

29220 - Lighted Buoy 5 40-38-15.04N
73-12-52.21W

Fl G 4s  3 Green. Replaced by can from
Nov. 15 to Apr. 1.

* 35/12

29730 BROWN POINT EAST
BREAKWATER LIGHT 2

40-43-21.60N
73-04-08.00W

Fl R 4s 20  3 TR on pile.

* 35/12

31010 - LIGHT 4 40-35-30.31N
73-33-31.12W

Fl R 4s 12  3 TR on pile.

* 35/12

31030 - Lighted Buoy 6 40-35-51.65N
73-33-03.90W

Fl R 2.5s  3 Red.

* 35/12

31215 - LIGHT 25 40-37-00.30N
73-25-57.20W

Fl G 2.5s  3 SG on pile.

* 35/12

31220 - LIGHT 29 40-37-15.46N
73-25-00.00W

Fl G 4s 12  3 SG on pile.

* 35/12

31235 - LIGHT 35 40-37-29.46N
73-23-59.18W

Fl G 2.5s 12  3 SG on pile. Maintained from Apr. 1
to Nov. 15.

* 35/12

31565 - Lighted Buoy 1 40-35-28.92N
73-43-35.08W

Fl G 2.5s  3 Green. Replaced by can when 
endangered by ice.

* 35/12

31575 - Lighted Buoy 3 40-35-29.99N
73-42-47.34W

Fl G 4s  3 Green. Replaced by can when 
endangered by ice.

* 35/12

31580 - Lighted Buoy 5 40-35-25.27N
73-41-45.20W

Fl G 6s  3 Green. Replaced by can when 
endangered by ice.

* 35/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

31585 - LIGHT 7 40-35-25.14N
73-41-20.73W

Fl G 2.5s 16  3 SG on pile.

* 35/12

32535 - LIGHT 18 40-35-49.77N
73-37-00.00W

Fl R 2.5s 16  3 TR on pile.

* 35/12

32555 - LIGHT 24
On edge of marsh.

40-35-43.84N
73-35-56.01W

Fl R 4s 12  3 TR on pile.

* 35/12

37661 - Kayak Crossing Lighted 
Buoy A

Remove from list.

* 35/12

37662 - Kayak Crossing Lighted 
Buoy B

Remove from list.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

635 NOAA Lighted Data
Buoy 41001 (ODAS)

34-35-51.77N
72-40-06.91W

Fl (4) Y 20s  5 Yellow boat-shaped 
hull.

Aid maintained by NOAA.

* 35/12

3080 -  FRONT LIGHT 39-44-07.34N
75-30-14.30W

Fl G 2.5s (Night)
Fl G 2.5s (Day)

36
39

On tower. Lighted throughout 24 hours.
DAY: Visible 0.9°  either side of 
rangeline.
NIGHT: Visible 1.5°  either side 
of rangeline.

* 35/12

3085 - REAR LIGHT
1,083 yards, 216°
from front light.

39-43-41.21N
75-30-38.44W

F G (Night)
F G (Day)

93
90

On tower. Lighted throughout 24 hours.
DAY: Visible 0.9°  either side of 
rangeline.
NIGHT: Visible 0.5°  either side 
of rangeline.

* * 35/12

14440 York Spit Daybeacon 6 37-13-34.29N
76-16-43.97W

TR on pile.

* 35/12

22115 WATTS ISLAND ROCKS 
WARNING
LIGHT

37-46-46.28N
75-53-43.27W

Fl W 2.5s 15  5 NW on pile worded 
DANGER 
SUBMERGED 
ROCKS.

* * 35/12

23830 - CHANNEL LIGHT 25 38-15-18.01N
75-48-23.94W

Fl G 2.5s 15  4 SG on pile.

* 35/12

*27327 Aberdeen Proving Ground 
Lighted Warning Buoy A

39-23-04.02N
76-16-08.72W

Fl W 2.5s White. Aid maintained by US Army.

35/12

*29388 - Channel Lighted Buoy 16A 34-41-28.15N
76-40-07.18W

Fl R 2.5s  3 Red.

35/12

*29391 - Channel Lighted Buoy 17A 34-41-36.30N
76-40-16.53W

Fl G 4s  3 Green.

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

30540
39955

HORSESHOE SHOAL 
CHANNEL RANGE REAR 
LIGHT
1,482 yards, 203.8°  from
front light.

33-55-54.33N
77-58-10.15W

Iso W 6s (Night)
Iso W 6s (Day)

48
45

On skeleton tower. Lighted throughout 24 hours. 
DAY: Visible 1.5°  either side of 
rangeline.
NIGHT: Visible 5.5°  either side 
of rangeline.

* * 35/12

*32021 - Buoy 7A 35-41-16.76N
75-45-46.25W

Green can.

35/12

*32026 - Buoy 8A 35-41-19.17N
75-45-45.18W

Red nun.

35/12

32220 - LIGHT 8 Remove from list.

* 35/12

*32221 - Lighted Wreck Buoy WR8 35-17-34.93N
75-33-48.17W

Q R  4 Red.

35/12

33977 - Lighted Wreck Buoy WR15A Remove from list.

* 35/12

34825 - Daybeacon 3A 34-42-33.24N
76-40-48.62W

SG on pile.

* 35/12

34840 - Daybeacon 8 34-42-49.24N
76-40-36.09W

TR on pile.

* 35/12

38200 - LIGHT 15 35-17-02.94N
76-36-47.77W

Fl G 4s 15  4 SG-SY on pile.

* 35/12

39955
30540

HORSESHOE SHOAL 
CHANNEL RANGE REAR 
LIGHT
1,482 yards, 203.8°  from
front light.

33-55-54.33N
77-58-10.15W

Iso W 6s (Night)
Iso W 6s (Day)

48
45

On skeleton tower. Lighted throughout 24 hours.
DAY:  Visible 1.5°  either side of 
rangeline.
NIGHT:  Visible all around; 
higher intensity 5.5°  either side 
of rangeline.

* * 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2440 - Channel Lighted Bell
Buoy 22

32-44-25.51N
79-50-40.75W

Q R  4 Red.

* 35/12

8350 SEVEN SISTERS ISLANDS
LIGHT 34

29-33-10.08N
81-42-01.14W

Fl R 4s 16  5 TR on pile.

* 35/12

8425 WELAKA LIGHT 50 29-28-29.80N
81-40-37.57W

Fl R 4s 16  5 TR on pile.

* 35/12

*Add Heading:
Burnt Point Channel

*13607 - Buoy 1 24-45-38.88N
80-59-08.76W

Green can. Private aid.

35/12

*13607.1 - Buoy 2 24-45-38.82N
80-59-09.42W

Red nun. Private aid.

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*13607.2 - Daybeacon 3 24-45-27.78N
80-59-07.02W

SG on pile. Private aid.

35/12

*13607.3 Burnt Point Danger Shoal 
Daybeacon

24-45-38.52N
80-59-09.36W

NW on pile worded 
DANGER SHOAL.

Private aid.

35/12

15030 - LIGHT 16 24-35-44.76N
81-47-44.37W

Fl R 4s 16  5 TR on pile.

* 35/12

15220 - LIGHT 12 24-36-10.59N
81-51-47.23W

Fl R 2.5s 16  5 TR on pile.

* 35/12

22565 - Lighted Buoy 8B 27-39-45.27N
82-35-58.14W

Fl R 4s  4 Red.

* 35/12

22880 - Lighted Buoy 5 27-47-50.17N
82-29-09.87W

Fl G 4s  5 Green.

* 35/12

23730 - Lighted Buoy 11J 27-47-47.10N
82-34-26.45W

Q G  4 Green.

* 35/12

38350 - LIGHT 1 30-22-51.73N
81-27-30.68W

Fl G 4s 18  5 SG-SY on tripod.

* 35/12

50440 - LIGHT 55 25-05-39.32N
80-27-54.70W

Fl G 4s 16  5 SG-SY on dolphin.

* 35/12

61820 - LIGHT 15 27-58-29.59N
82-48-15.00W

Fl G 4s 16  5 SG-SY on pile.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

15 South Shoal Lighted Buoy 26 29-47-57.17N
84-20-41.72W

Fl R 6s  4 Red.

* 35/12

Bayou St. John

*5940.01 - Buoy 1 30-16-46.24N
87-33-01.84W

35/12

6580 - LIGHT 64
200 feet outside
channel limit.

30-32-21.23N
88-01-21.88W

Fl R 4s 17  3 TR on pile. Ra ref. 

* 35/12

11895
34745

- LIGHT 130
150 feet outside channel
limit.

Remove from list.

* 35/12

14910 RATEAU LIGHT 173A
RDB mile 173.0.

30-06-27.67N
90-56-47.43W

Q G  4 SG on skeleton 
tower on piles.

* 35/12

*15510.01 - Lighted Buoy 18 29-09-03.09N
89-24-25.79W

Fl R 6s  3 Red.

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

*15510.02 - Buoy 18A 29-09-04.90N
89-24-19.09W

Red.

35/12

*15515.01 - Lighted Buoy 19 29-09-07.16N
89-24-14.17W

Fl G 4s  4 Green.

35/12

15915 - Lighted Buoy 1 29-16-24.69N
89-57-17.32W

Fl G 2.5s  4 Green.

* 35/12

17690 - Lighted Buoy 3 29-02-09.39N
90-34-13.52W

Fl G 2.5s  4 Green.

* 35/12

17760 - Buoy 3 29-06-23.02N
90-34-48.02W

Green can. Ra ref. 

* 35/12

17765 - Buoy 4 29-06-49.78N
90-34-43.52W

Red nun. Ra ref. 

* 35/12

18185 Grand Bayou Du Large Buoy 
3

29-11-58.85N
90-57-27.99W

Green can.

* 35/12

18550 - Lighted Buoy 7 29-13-04.36N
91-31-15.66W

Fl G 2.5s  4 Green.

* 35/12

18615 - Lighted Buoy 19 29-17-52.10N
91-27-00.69W

Fl G 2.5s  4 Green.

* 35/12

*20657 - LIGHT 23 29-46-18.00N
92-10-42.00W

Fl G 2.5s 17  2 SG on pile.

35/12

*20658 - JUNCTION LIGHT FW 29-46-28.00N
92-10-16.00W

Fl(2+1) R 6s 17  2 JR-SY on pile.

35/12

*20659 INTERCOASTAL CITY LIGHT 
1

29-46-33.00N
92-10-42.00W

Fl G 4s 17  2 SG on pile. Ra ref. 

35/12

21255 - Lighted Buoy 9 29-31-14.76N
93-13-43.78W

Q G  3 Green.

* 35/12

21270 - Lighted Buoy 14 29-32-47.35N
93-14-52.58W

Fl R 4s  3 Red.

* 35/12

21310 - Lighted Buoy 24 29-36-46.21N
93-18-28.59W

Fl R 2.5s  3 Red.

* 35/12

21430 - LIGHT 50
130 feet outside channel
limit.

29-46-40.68N
93-20-40.28W

Fl R 2.5s 17  3 TR on pile.

* 35/12

21455 - LIGHT 57 29-49-50.50N
93-20-59.00W

Q G 30  3 SG on skeleton 
tower on piles.

* 35/12

21630 - LIGHT 72 29-55-45.61N
93-20-18.79W

Fl R 4s 17  3 TR on skeleton 
tower on piles.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.6

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

21810
35400

- RANGE REAR LIGHT
102 yards, 226.1°  from
front light.

30-05-12.67N
93-19-49.64W

Iso W 6s 40 KRW-1 on skeleton 
tower.

Visible all around.
Higher intensity on the 
rangeline.

* 35/12

22340 - Lighted Buoy 8
50 feet outside channel
limit.

29-28-55.84N
93-39-55.58W

Q R  3 Red.

* 35/12

22555 - Lighted Buoy 30 29-41-53.65N
93-50-33.36W

Fl R 2.5s 17  3 TR on pile.

* 35/12

22570 - Lighted Buoy 36 29-43-27.79N
93-51-46.19W

Fl R 4s  3 Red.

* 35/12

22630 - LIGHT 38 29-44-33.96N
93-52-36.70W

Q R 17  3 TR on pile.

* 35/12

23355 - LIGHT 20 29-59-14.61N
93-54-31.50W

Fl R 4s 17  3 TR on dolphin.

* 35/12

23770 - Entrance Channel Lighted 
Buoy 9

29-20-39.42N
94-42-55.67W

Q G  3 Green.

* 35/12

23775 - Entrance Channel Lighted 
Bell Buoy 10

29-20-50.70N
94-42-54.15W

Q R  3 Red.

* 35/12

23795 - Entrance Channel Lighted 
Buoy 12
100 feet outside
channel limit.

29-20-43.85N
94-44-47.20W

Fl R 2.5s  3 Red.

* 35/12

23805 Galveston Anchorage
Lighted Buoy B
Marks northwest corner
of anchorage area.

29-21-15.85N
94-44-27.70W

Fl Y 6s  4 Yellow.

* 35/12

23900
36055

- Entrance Lighted Buoy 18 29-21-03.95N
94-47-00.67W

Q R  3 Red with yellow 
square.

* 35/12

24095 - LIGHT 44
 235 feet outside
 channel limit.

29-27-30.40N
94-50-45.29W

Fl R 4s 17  3 TR on pile. Ra ref. 

* 35/12

24215 UPPER GALVESTON BAY
INNER RANGE FRONT 
LIGHT

29-37-08.37N
94-57-42.64W

Q W 25 KRW on piles. Visible only on rangeline.

* 35/12

24295 - LIGHT 63
500 feet from the channel 
centerline.

29-32-58.03N
94-54-36.84W

Fl G 4s 17  3 SG on pile.

* 35/12

24375 - LIGHT 73
500 feet from the channel 

centerline.

29-35-42.34N
94-56-43.26W

Fl G 4s 17  3 SG on pile. Ra ref. 

* 35/12

24555 - LIGHT 87
500 feet from the channel 

centerline.

29-39-45.20N
94-58-32.30W

Fl G 2.5s 17  3 SG on pile. Ra ref. 

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.7

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

24580 - LIGHT 90A 29-40-39.70N
94-58-41.01W

Fl R 4s 17  3 TR on pile.

* 35/12

24755 - LIGHT 93
125 feet outside channel 
limit.

29-41-17.79N
94-59-12.29W

Fl G 4s 17  3 SG on pile.

* 35/12

25095 -LIGHT 102A
120 feet outside channel 
limit.

29-42-11.96N
95-00-46.44W

Fl R 4s 17  3 TR on pile.

* 35/12

25350 - LIGHT 112A 29-43-53.61N
95-01-54.17W

Fl R 2.5s 17  3 TR on pile. Ra ref. 

* 35/12

25420 - LIGHT 117
125 feet outside channel 
limit.

29-44-09.40N
95-03-24.00W

Q G 17  3 SG on pile.

* 35/12

25440 - LIGHT 120 29-44-28.38N
95-03-30.45W

Fl R 2.5s 17  3 TR on pile. Ra ref. 

* 35/12

25510 - LIGHT 125A 29-45-33.73N
95-04-27.19W

Fl G 2.5s 17  3 SG on pile.

* 35/12

25520 - LIGHT 126A 29-45-41.30N
95-04-22.29W

Fl R 2.5s 17  3 TR on pile.

* 35/12

25700 - LIGHT 128
170 feet outside channel 
limit.

29-45-53.75N
95-05-05.68W

Fl R 2.5s 17  3 TR on pile. Ra ref. 

* 35/12

25805 -LIGHT 151
355 feet outside
channel limit.

29-44-38.74N
95-09-57.06W

Fl G 4s 17  3 SG on pile.

* 35/12

26915 - Lighted Buoy 2 28-53-39.98N
95-15-03.96W

Fl R 4s  4 Red. Ra ref. 

* 35/12

26930 - Lighted Buoy 5 28-55-05.55N
95-16-50.24W

Fl G 2.5s  3 Green. Ra ref. 

* 35/12

26935 - Lighted Bell Buoy 6 28-55-26.05N
95-16-55.85W

Fl R 2.5s  3 Red. Ra ref. 

* 35/12

27005 FREEPORT HARBOR
OUTBOUND RANGE 
FRONT LIGHT

28-56-35.85N
95-18-09.91W

Q R 25 KRW on skeleton 
tower.

Visible 2°  each side of 
rangeline.

* 35/12

27010 FREEPORT HARBOR 
OUTBOUND RANGE 
REAR LIGHT
480 yards, 083.2°
from front light.

28-56-37.13N
95-17-57.59W

F R 50 KRW on skeleton 
tower.

Visible 2°  each side of 
rangeline.

* 35/12

*28747 CORPUS CHRISTI BAY 
ALTERNATE ROUTE 
LEADING LIGHT

27-48-46.32N
97-17-26.71W

Fl W 2.5s 17  4

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*28747.1 Corpus Christi Bay Alternate 
Route Daybeacon 7

27-47-09.82N
97-16-28.00W

SG on pile. Ra ref. 

35/12

*28747.2 CORPUS CHRISTI BAY 
ALTERNATE ROUTE 
LIGHT 6

27-46-32.42N
97-15-25.86W

Fl R 4s 17  3 TR on pile. Ra ref. 

35/12

*28747.3 Corpus Christi Bay Alternate 
Route Daybeacon 5

27-43-48.31N
97-14-00.00W

SG on pile. Ra ref. 

35/12

*28747.4 CORPUS CHRISTI BAY 
ALTERNATE ROUTE 
LIGHT 4

27-44-37.00N
97-14-04.40W

Fl R 2.5s 17  3 TR on pile. Ra ref. 

35/12

*28747.5 Corpus Christi Bay Alternate 
Route Daybeacon 3

27-43-48.31N
97-14-00.00W

SG on pile. Ra ref. 

35/12

29560 - RANGE REAR LIGHT
823 yards, 055.7°
from front light.

26-04-18.42N
97-09-26.50W

Iso G 6s 67 KRW on skeleton 
tower.

Visible 2°  each side of 
rangeline.

* 35/12

*29606 - LIGHT 29 26-02-47.55N
97-11-52.80W

Fl G 4s 17  3 SG on pile.

35/12

30060 - LIGHT 14 29-43-56.73N
84-47-18.08W

Fl R 2.5s 17  3 TR-TY on piles. Ra ref. 

* 35/12

30080 - Daybeacon 18 29-43-37.48N
84-48-05.24W

TR-TY on pile. Ra ref. 

* 35/12

34745
11895

- LIGHT 130
150 feet outside channel 
limit.

Remove from list.

* 35/12

35400
21810

DEVILS ELBOW RANGE 
REAR LIGHT
102 yards, 226.1°  from
front light.

30-05-12.67N
93-19-49.64W

Iso W 6s 40 KRW-I on skeleton 
tower.

Visible all around; higher 
intensity on rangeline.

* 35/12

36055
23900

Houston Ship Channel 
Entrance Lighted Buoy 18

29-21-03.95N
94-47-00.67W

Q R  3 Red with yellow 
square.

* 35/12

37005.1 - A RANGE FRONT LIGHT 
PASSING LIGHT

29-10-26.29N
95-06-43.54W

Fl R 2.5s 10  3 On same structure 
as Chocolate Bay A 
Range Front Light.

* 35/12

37675 - H RANGE FRONT LIGHT 28-30-57.14N
96-14-22.67W

Q G 21 KRW-I on skeleton 
tower on piles.

For westbound traffic. 
Visible 2°  each side of 
rangeline.

* 35/12

37680 - H RANGE FRONT LIGHT 
PASSING LIGHT

28-30-57.14N
96-14-22.67W

Fl W 4s 23  5 On same structure 
as Matagorda Bay H 
Range Front Light.

* 35/12

38355 - Buoy 1 Remove from list.

* 35/12

*38355.01 - Daybeacon 1 28-18-46.65N
96-40-28.98W

SG on pile. Ra ref. 

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
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II-3.9

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

38365 - Buoy 3 Remove from list.

* 35/12

*38365.01 -Daybeacon 3 28-18-24.17N
96-41-00.99W

SG on pile. Ra ref. 

35/12

38370 - Buoy 3A Remove from list.

* 35/12

38375 - Buoy 4 Remove from list.

* 35/12

*38375.01 - Daybeacon 4 28-18-27.62N
96-41-00.18W

SG on pile. Ra ref. 

35/12

38380 - Buoy 5 Remove from list.

* 35/12

38385 - LIGHT 5
90 feet outside channel 
limit.

28-17-57.35N
96-41-38.03W

Fl G 2.5s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38390 - Daybeacon 6 28-18-00.00N
96-41-40.17W

TR-TY on pile. Ra ref. 

* 35/12

38395 - Buoy 7 28-17-46.07N
96-41-54.77W

Green can with 
yellow square.

* 35/12

38400 - Buoy 9A Remove from list.

* 35/12

*38400.01 - Daybeacon 9 28-17-34.71N
96-42-10.75W

SG on pile. Ra ref. 

35/12

38405 - Buoy 11 Remove from list.

* 35/12

38410 - LIGHT 1
90 feet outside channel 
limit.

28-17-11.29N
96-42-42.88W

Fl G 4s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38415 - Buoy 14 Remove from list.

* 35/12

*38415.01 - Daybeacon 12 28-17-12.97N
96-42-44.44W

TR on pile. Ra ref. 

35/12

38420 - Buoy 15 Remove from list.

* 35/12

38425 -Buoy 15A Remove from list.

* 35/12

*38425.01 - Daybeacon 13 28-16-48.60N
96-43-15.41W

SG on pile. Ra ref. 

35/12

38430 - Buoy 17 Remove from list.

* 35/12

38435 - LIGHT 15
90 feet outside channel 
limit.

28-16-24.96N
96-43-47.91W

Fl G 4s 17  4 SG-SY on pile. Ra ref. 

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.
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(7)
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Remarks



II-3.10

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

38440 - Daybeacon 16 28-16-27.35N
96-43-50.00W

TR-TY on pile. Ra ref. 

* 35/12

38445 - Buoy 21 Remove from list.

* 35/12

38450 - Buoy 21A Remove from list.

* 35/12

*38450.01 - Daybeacon 17 28-16-02.22N
96-44-20.59W

SG on pile. Ra ref. 

35/12

38465 - Buoy 23 Remove from list.

* 35/12

38470 - LIGHT 19
90 feet outside channel 
limit.

28-15-38.75N
96-44-52.83W

Fl G 4s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38475 - Buoy 26 Remove from list.

* 35/12

*38475.01 - Daybeacon 20 28-15-40.46N
96-44-54.41W

TR on pile. Ra ref. 

35/12

38480 - Buoy 27 Remove from list.

* 35/12

38485 - Buoy 27A Remove from list.

* 35/12

*38485.01 - Daybeacon 21 28-15-17.92N
96-45-24.67W

SG on pile. Ra ref. 

35/12

38490 - Buoy 29 Remove from list.

* 35/12

38495 - LIGHT 23
90 feet outside channel 
limit.

28-14-52.53N
96-45-57.74W

Fl G 4s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38500 - Daybeacon 24 28-14-54.90N
96-46-00.00W

TR on yellow 
triangle on pile.

Ra ref. 

* 35/12

38505 - Buoy 33 Remove from list.

* 35/12

38510 - Buoy 35 Remove from list.

* 35/12

*38510.01 - Daybeacon 25 28-14-22.23N
96-46-41.46W

SG on pile. Ra ref. 

35/12

38520 - LIGHT 27
90 feet outside channel 
limit.

28-14-06.41N
96-47-02.80W

Fl G 4s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38525 - Buoy 39A Remove from list.

* 35/12

38530 - Buoy 40 Remove from list.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.
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II-3.11

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

*38530.01 - Daybeacon 28 28-14-00.66N
96-47-15.27W

TR on pile. Ra ref. 

35/12

38535 - Buoy 41 Remove from list.

* 35/12

38540 - LIGHT 29
90 feet outside channel 
limit.

28-13-23.55N
96-48-02.61W

Fl G 2.5s 17  4 SG-SY on pile. Ra ref. 

* 35/12

38545 - Buoy 44 Remove from list.

* 35/12

*38545.01 - Daybeacon 30 28-13-17.24N
96-48-16.63W

TR on pile. Ra ref. 

35/12

38550 - Buoy 45 Remove from list.

* 35/12

*38550.01 - Daybeacon 31 28-13-06.00N
96-48-28.54W

SG on pile. Ra ref. 

35/12

38555 - Buoy 46 Remove from list.

* 35/12

*38555.01 - Daybeacon 32 28-13-00.12N
96-48-40.64W

TR on pile. Ra ref. 

35/12

38560 - Buoy 47 Remove from list.

* 35/12

*38560.01 - Daybeacon 33 28-12-49.83N
96-48-51.04W

SG on pile. Ra ref. 

35/12

38565 - LIGHT 34 28-12-43.07N
96-49-04.95W

Q R 17  4 TR-TY on pile. Ra ref. 

* 35/12

38570 - Buoy 49 Remove from list.

* 35/12

*38570.01 - Daybeacon 35 28-12-32.47N
96-49-10.34W

SG on pile. Ra ref. 

35/12

38575 - Buoy 50 Remove from list.

* 35/12

*38575.01 - Daybeacon 36 28-12-24.78N
96-49-19.75W

TR on pile. Ra ref. 

35/12

38580 - Buoy 51 Remove from list.

* 35/12

*38580.01 - Daybeacon 37 28-12-14.47N
96-49-25.04W

SG on pile. Ra ref. 

35/12

38585 - LIGHT 39 28-12-05.49N
96-49-32.65W

Q G 17  4 SG-SY on pile. Ra ref. 

* 35/12

38590 - Buoy 54 Remove from list.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.
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Remarks



II-3.12

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*38590.01 - Daybeacon 40 28-11-45.38N
96-50-05.58W

TR on pile. Ra ref. 

35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

5 Point Loma Light 32-39-54.25N
117-14-33.55W

Fl W 15s 88  22 Black house on 
white square 
pyramidal skeleton 
tower.
70

Emergency light of reduced 
intensity when main light is 
extinguished.
HORN:  1 blast ev 30s (3s bl). 

* 35/12

984 NOAA Data Lighted Buoy 
46001

56-18-16.00N
147-55-13.00W

Fl (4) Y 20s Yellow boat-shaped 
hull.

* 35/12

8216 - LIGHT 13 40-46-03.80N
124-12-55.34W

Fl G 6s 20  4 SG on pile. Ra ref. 

* * 35/12

8290 - LIGHT 3 40-44-38.45N
124-13-28.17W

Fl G 2.5s 20  3 SG on pile. Ra ref. 

* * 35/12

8300 - RANGE REAR LIGHT
103 yards, 327.9°  from
front light.

40-44-35.50N
124-13-39.67W

Iso R 6s 30  6 KRW on pile. Visible all around; higher 
intensity on rangeline.

* 35/12

8315 - LIGHT 7 40-44-26.26N
124-13-28.54W

Fl G 4s 20  4 SG on pile. Ra ref. 

* 35/12

*22329 Moser Bay Coast Guard 
Lighted Mooring Buoy

55-34-01.09N
131-40-38.88W

Fl W 2.5s  3 White with blue 
band.

35/12

28060 - RANGE FRONT LIGHT 19-43-56.90N
155-03-12.16W

F G 75 KRW on post.  70 Visible 4°  each side of 
rangeline. Lighted throughout 
24 hours.

* 35/12

28065 - RANGE REAR LIGHT
470 yards, 097.5°  from
front light.

19-43-55.12N
155-02-57.59W

F G 124 KRW on square 
pyramidal skeleton 
tower. 121

Visible 4°  each side of 
rangeline. Lighted throughout 
24 hours.

* 35/12

28285 - CHANNEL RANGE FRONT
LIGHT

20-02-05.70N
155-49-38.36W

F G 70 KRW on post.
65

Visible 4°  each side of 
rangeline. Lighted throughout 
24 hours.

* 35/12

28290 - CHANNEL RANGE REAR
LIGHT
247 yards, 120°  from
front light.

20-02-02.04N
155-49-31.66W

F G 93 KRW on pile.
85

Visible 4°  each side of 
rangeline. Lighted throughout 
24 hours.

* 35/12

28420 - RANGE FRONT LIGHT 20-47-31.24N
156-30-40.67W

Q R 29 KRW on post.
17

Visible 4°  each side of 
rangeline.  Lighted during 
periods of darkness only.

* 35/12

28425 - RANGE REAR LIGHT
64 yards, 339°  from
front light.

20-47-33.20N
156-30-41.49W

Iso R 6s 43 KRW on post. Visible 4°  each side of 
rangeline.  Lighted during 
periods of darkness only.

* 35/12
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II-3.13

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

28470 - RANGE FRONT LIGHT 20-52-20.83N
156-40-43.53W

Q G 10 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

28475 - RANGE REAR LIGHT
50 yards, 044.4°  from
front light.

20-52-21.74N
156-40-42.60W

Iso G 6s 22 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

28605 - ENTRANCE RANGE
FRONT LIGHT

21-05-15.89N
157-01-29.31W

Q R 27 KRW on skeleton 
tower on house.

Visible 4°  each side of 
rangeline.

* 35/12

28610 - RANGE REAR LIGHT
200 yards, 034°  from
front light.

21-05-20.84N
157-01-25.80W

Iso R 6s 41 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

28710 ENTRANCE AND KUALOA 
POINT RANGE FRONT 
LIGHT

21-29-44.53N
157-49-58.33W

Q R 22 KRW on multi-pile 
structure.

Visible all around with higher 
intensity beam on rangeline.

* 35/12

28715 ENTRANCE RANGE REAR 
LIGHT
550 yards, 227°  from
front light.

21-29-33.25N
157-50-11.36W

Iso R 6s 55 KRW on multi-pile 
structure. 55.

Visible 4° each side of 
rangeline.

* 35/12

28720 KUALOA POINT RANGE 
REAR LIGHT
235 yards, 349.5°  from front 
light.

21-29-51.34N
157-50-00.00W

Iso R 6s 38  12 KRW on multi-pile 
structure.

Visible 4°  each side of 
rangeline.

* 35/12

28810 - RANGE FRONT LIGHT 21-26-05.27N
157-48-18.26W

Q R 38 KRW on post. 27 Visible 4°  each side of 
rangeline.

* 35/12

28815 - RANGE REAR LIGHT
475 yards, 217.2°  from
front light.

21-25-53.86N
157-48-27.52W

Iso R 6s 80  15 KRW on post.
40

Visible 4°  each side of 
rangeline.

* 35/12

29185 - ENTRANCE CHANNEL
RANGE FRONT LIGHT

21-18-19.08N
157-51-55.70W

F R 45 KRW on concrete 
structure.
34

Visible 4°  each side of 
rangeline.  Lighted throughout 
24 hours.

* 35/12

29190 - ENTRANCE CHANNEL
RANGE REAR LIGHT
164 yards, 028°  from
front light.

21-18-23.41N
157-51-53.24W

F R 60 KRW on single pile 
mast.

Visible 4°  each side of 
rangeline.  Lighted thoughout 
24 hours.

* 35/12

29245 - RANGE FRONT LIGHT 21-18-32.66N
157-53-42.99W

Q G 36 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

29250 - RANGE REAR LIGHT
677 yards, 007°  from
front light.

21-18-52.54N
157-53-40.31W

Iso G 6s 68 KRW on skeleton
tower.62

Visible 4°  each side of 
rangeline.

* 35/12

29380 - ENTRANCE RANGE 
FRONT LIGHT

21-19-36.47N
157-58-15.76W

Q R 51 KRW on post. Visible 4°  on either side of 
rangeline.
Operates during periods of 
darkness only.

* 35/12

29385 - ENTRANCE RANGE REAR
LIGHT
750 yards, 333.6°  from
front light.

21-19-56.09N
157-58-26.14W

Oc R 4s 97 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.
Operates during periods of 
darkness only.

* 35/12
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II-3.14

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

29510 - ENTRANCE RANGE 
FRONT
LIGHT

21-21-07.22N
157-59-00.00W

Q G 32 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

29515 - ENTRANCE RANGE REAR
LIGHT
300 yards, 323°  from
front light.

21-21-14.38N
157-59-05.24W

Iso G 6s 47 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

29680 - RANGE FRONT LIGHT 21-26-55.67N
158-11-46.75W

Q R 20 KRW on post. 11

* 35/12

29685 - RANGE REAR LIGHT
78 yards, 003°  from
front light.

21-26-57.98N
158-11-46.61W

Iso R 6s 27  5 KRW on post.
18

* 35/12

29700 - RANGE FRONT LIGHT 21-35-43.10N
158-06-11.64W

F G 24  13 KRW on post.
18

Visible 4°  each side of 
rangeline.

* 35/12

29705 - RANGE REAR LIGHT
305 yards, 129°  from
front light.

21-35-37.76N
158-06-04.56W

F G 46 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

29760 - RANGE FRONT LIGHT 21-57-22.96N
159-21-08.78W

F R 45 KRW on post.
35

Visible 4°  each side of 
rangeline.

* 35/12

29765 - RANGE REAR LIGHT
181 yards, 289.4°  from
front light.

21-57-24.75N
159-21-14.24W

F R 68 KRW on building.
62

Visible 4°  each side of 
rangeline.

* 35/12

30665 - RANGE FRONT LIGHT 13-28-44.38N
144-45-06.62E

Q R 19 KRW on post.
14

Visible 4°  each side of 
rangeline.

* 35/12

30670 - RANGE REAR LIGHT
133 yards, 186.5°  from
front light.

13-28-41.18N
144-45-06.23E

Iso R 6s 37 KRW on post.
30

Visible 4°  each side of 
rangeline.

* 35/12

30700 - ENTRANCE RANGE 
FRONT
LIGHT

13-27-23.28N
144-40-00.00E

Q Y 35 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

30705 - ENTRANCE RANGE REAR
LIGHT
700 yards, 083°  from
front light.

13-27-25.45N
144-40-19.73E

Iso Y 6s 65 KRW on skeleton 
tower.
60

Visible 4°  each side of 
rangeline.

* 35/12

30790 POLARIS POINT RANGE
FRONT LIGHT

13-26-32.33N
144-40-01.90E

Q R 15  11 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

30795 POLARIS POINT RANGE 
REAR LIGHT
420 feet, 141°  from
front light.

13-26-29.10N
144-40-04.57E

Iso R 6s 24 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

30800 - RANGE FRONT LIGHT 13-25-06.53N
144-40-01.74E

Q G 38 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012
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II-3.15

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

30805 - RANGE REAR LIGHT
200 yards, 176°  from
front light.

13-25-00.94N
144-40-02.09W

Iso G 6s 55 KRW on post. Visible 4°  each side of 
rangeline.

* 35/12

30845 - RANGE FRONT LIGHT 14-08-11.85N
145-08-05.94E

Q G 33 KRW on post.
25

* 35/12

30850 - RANGE REAR LIGHT
41 yards, 118°  from
front light.

14-08-11.43N
145-08-06.76E

Iso G 6s 46 KRW on post.
35

* 35/12

30875 - RANGE FRONT LIGHT 15-13-45.59N
145-44-25.59E

Q G 50 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

30880 - RANGE REAR LIGHT
1,100 yards, 088.4°
from front light.

15-13-46.52N
145-44-58.82W

Iso G 6s 97 KRW on skeleton 
tower.

Visible 4°  each side of 
rangeline.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*4252 MAST Lighted Mooring Buoy 
"Dundee"

41-41-19.80N
81-50-38.04W

Q W Private aid.

35/12

*4262 MAST Lighted Mooring Buoy 
"Sand Merchant"

41-34-25.68N
81-57-31.44W

Q W Private aid.

35/12

*4263 MAST Lighted Mooring Buoy 
"Craftsman"

41-31-56.54N
82-00-22.50W

Q W Private aid.

35/12

*4400 MAST Lighted Mooring Buoy 
"Morning Star"

41-36-48.78N
82-12-31.86W

Q W Private aid.

35/12

*Delete Heading:
Harbor Village Marina

*Delete Note:
Lights maintained from May 1 to Nov. 30.

18466 - ENTRANCE LIGHT 1 Remove from list.

* 35/12

18466.1 - ENTRANCE LIGHT 2 Remove from list.

* 35/12

18466.2 - ENTRANCE LIGHT 3 Remove from list.

* 35/12

18466.3 - ENTRANCE LIGHT 4 Remove from list.

* 35/12

18466.4 - ENTRANCE LIGHT 6 Remove from list.

* 35/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012
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