
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

372 Northeast Gateway 
Deepwater Port Lighted 
Buoy A2

Remove from list.

* 36/12

374 Northeast Gateway 
Deepwater Port Lighted 
Buoy B2

Remove from list.

* 36/12

13262 Griffin Island Aquaculture
Buoy A

Remove from list.

* 36/12

13262.5 Griffin Island Aquaculture
Buoy B

Remove from list.

* 36/12

13263 Griffin Island Aquaculture
Buoy C

Remove from list.

* 36/12

13263.5 Griffin Island Aquaculture
Buoy D

Remove from list.

* 36/12

14605 - Channel Buoy 1A 41-38-20.20N
70-16-23.40W

Green can. Private aid.

* 36/12

14610 - Channel Buoy 2A 41-38-21.30N
70-16-20.50W

Red nun. Private aid.

* 36/12

14615 - Channel Buoy 3A 41-38-20.90N
70-16-28.00W

Green can. Private aid.

* 36/12

14620 - Channel Buoy 4A 41-38-21.60N
70-16-27.50W

Red nun. Private aid.

* 36/12

14880 - Buoy 2 41-34-24.30N
70-31-37.20W

Red nun. Private aid.

* 36/12

18260 Ohio Ledge Bell Buoy OL 41-40-56.17N
71-19-18.67W

Green and red 
bands.

Removed when endangered by 
ice.

* 36/12

23770 - Buoy 1W 41-15-21.48N
72-39-54.12W

Green can. Private aid.

* 36/12

23775 - Buoy 2W 41-15-22.98N
72-39-50.64W

Red nun. Private aid.

* 36/12

23780 - Buoy 3 41-15-38.64N
72-40-10.32W

Green can. Private aid.

* 36/12

23785 - Buoy 4 41-15-33.66N
72-40-04.08W

Red nun. Private aid.

* 36/12

23790 - Buoy 5 41-15-39.48N
72-40-13.20W

Green can. Private aid.

* 36/12

23795 - Buoy 6 41-15-39.78N
72-40-10.68W

Red nun. Private aid.

* 36/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

23800 - Buoy 7 41-15-46.44N
72-40-18.90W

Green can. Private aid.

* 36/12

23805 - Buoy 8 41-15-46.92N
72-40-18.06W

Red nun. Private aid.

* 36/12

23810 WEST RIVER RANGE 
FRONT LIGHT

41-16-07.20N
72-40-40.56W

Q W 16 KRW on pile. Visible on range line only. 
Private aid.

* 36/12

23815 WEST RIVER RANGE REAR
LIGHT
215 yards, 321.3°  from
front light.

41-16-12.18N
72-40-45.72W

Iso W 6s 30 KRW on pile. Visible on range line only. 
Private aid.

* 36/12

31615 - Buoy A7 40-36-14.82N
73-41-28.00W

Green can. Private aid.

* 36/12

31675 - Buoy A23 40-37-02.16N
73-41-52.80W

Green can. Private aid.

* 36/12

32075 - Buoy D17 40-37-18.84N
73-39-40.02W

Green can. Private aid.

* 36/12

32495 - Buoy N5 40-37-28.38N
73-35-36.18W

Green can. Private aid.

* 36/12

40095 - Lighted Buoy 2 44-56-03.00N
72-13-00.00W

Fl R 4s Red nun. Maintained from June 1 to 
Sept. 30. 
Private aid.

* * 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

5125 - Channel Lighted Buoy 31 38-12-08.50N
75-11-33.00W

Fl G 4s  3 Green. Replaced by can when 
endangered by ice.

* 36/12

6050 - Lighted Buoy 137 37-34-40.75N
75-40-12.25W

Fl G 4s  4 Green.

* * * 36/12

10755 Knitting Mill Creek
Daybeacon 3

36-53-12.40N
76-17-31.99W

SG on pile.

* 36/12

17090 - LIGHT 7 38-15-25.30N
76-39-52.15W

Fl G 2.5s 15  3 SG on pile.

* 36/12

20370 WHITE ROCKS LIGHT 39-10-25.77N
76-29-17.01W

Fl W 4s 19  7 White house on 
concrete foundation.

* 36/12

22365 - SHOAL LIGHT 8 37-52-27.56N
75-49-24.22W

Fl R 4s 15  5 TR on multi-pile 
structure.

* 36/12

22370 - SHOAL LIGHT 9 37-53-48.54N
75-48-39.87W

Fl G 2.5s 15  5 SG on multi-pile 
structure.

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

23840 - CHANNEL LIGHT 27 38-16-00.18N
75-47-45.66W

Fl G 2.5s 15  3 SG on pile.

* 36/12

24115 - CHANNEL LIGHT 25 38-26-13.50N
75-49-24.08W

Fl G 2.5s 15  4 SG on pile. Light equipment removed 
when endangered by ice.

* 36/12

24130 - CHANNEL LIGHT 30 38-27-51.41N
75-48-51.80W

Fl R 4s 15  4 TR on pile. Light equipment removed 
when endangered by ice.

* 36/12

25415 - LIGHT 12 38-41-20.35N
76-10-09.27W

Fl R 4s 15  3 TR on pile.

* * 36/12

26345 - LIGHT 1K 38-57-13.96N
76-14-36.46W

Fl G 4s 18  4 SG on pile. Higher intensity down channel.
Light equipment removed 
when endangered by ice.

* 36/12

26417 - Lighted Buoy 3 38-59-02.02N
76-14-35.16W

Fl G 4s  4 Green. Maintained from Apr. 1 to Dec. 
1.

* 36/12

28955.1 Teaches Hole Buoy 20A 35-04-39.97N
76-01-40.67W

Red nun.

* 36/12

28955.2 - Buoy 20B 35-04-52.92N
76-01-30.91W

Red nun.

* 36/12

28962 - Lighted Buoy 24 35-04-54.33N
76-00-55.80W

Fl R 2.5s  3 Red.

* 36/12

29247 - Buoy 27 34-39-42.51N
76-31-20.41W

Green can.

* 36/12

29825 - CHANNEL LIGHT 28A 34-34-52.53N
77-25-07.83W

Q R 15  4 TR on pile.

* 36/12

40050 - LIGHT 2A 33-54-59.14N
78-01-46.25W

Fl R 4s 15  4 TR-TY on pile.

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

6635 - Lighted Buoy 19 30-42-32.07N
81-24-53.33W

Fl G 6s  5 Green.

* 36/12

6770
37855

- Lighted Buoy 29 30-43-29.34N
81-29-04.02W

Fl G 2.5s  5 Green with yellow 
triangle.

* 36/12

7070
37950

- Lighted Buoy 6 30-41-18.15N
81-27-37.83W

Fl R 2.5s  5 Red with yellow 
triangle.

* 36/12

7665 Commodore Point Lighted 
Buoy 82

30-18-59.32N
81-38-12.15W

Fl R 4s  5 Red.

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

11815 - LIGHT 9 25-06-00.00N
80-24-45.50W

Fl G 4s 16  5 SG on pile.

* 36/12

37380 - Lighted Buoy 30 31-00-00.98N
81-25-17.40W

Fl R 4s  5 Red with yellow 
triangle.

* 36/12

37855
6770

- Lighted Buoy 29 30-43-29.34N
81-29-04.02W

Fl G 2.5s  5 Green with yellow 
triangle.

* 36/12

37950
7070

- Lighted Buoy 6 30-41-18.15N
81-27-37.83W

Fl R 2.5s  5 Red with yellow 
triangle.

* 36/12

54830 - LIGHT 6 26-29-53.29N
82-02-28.02W

Fl R 4s 16  5 TR-TY on pile.

* 36/12

55400 - LIGHT 13 26-28-49.69N
82-04-48.67W

Fl G 4s 12  5 SG-SY on pile.

* 36/12

55415 - LIGHT 16 26-28-27.19N
82-05-36.86W

Fl R 4s 16  5 TR-TY on pile.

* 36/12

55420 - LIGHT 18 26-28-30.22N
82-06-05.84W

Fl R 2.5s 16  5 TR-TY on pile.

* 36/12

55900 - LIGHT 45A 26-35-35.69N
82-11-43.14W

Fl G 4s 12  5 SG-SY on pile.

* 36/12

56020 - LIGHT 57 26-38-49.67N
82-13-12.60W

Fl G 4s 16  5 SG-SY on dolphin.

* 36/12

58560 - LIGHT 12 27-20-12.22N
82-33-36.93W

Fl R 4s 16  5 TR-TY on pile.

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

10
1490

ST MARKS LIGHT & RIVER 
RANGE REAR LIGHT

30-04-25.73N
84-10-46.69W

Oc W 4s 80  8 White conical tower. Light obscured from 106°  to 
246° .

* * 36/12

280 Tana-117-30 Lighted Buoy
Marks subsea installation

29-25-48.75N
88-25-34.71W

Fl W 2.5s White with orange 
bands.

SIGN: ERT-MP-233-1
Private aid.

* 36/12

1490
10

ST MARKS LIGHT & RIVER 
RANGE REAR LIGHT
4,002 yards, 356°
from front light.

30-04-25.73N
84-10-46.69W

Oc W 4s 80  8 White conical tower. Light obscured from 106°  to 
246° .
Higher intensity on rangeline.

* * 36/12

5940.01 - Buoy 1 30-16-46.24N
87-33-01.84W

Green can.

* 36/12

*6712 ARC TERMINAL MOORING 
DOLPHIN LIGHTS

30-43-17.81N
88-02-23.19W

Fl R 2.5s Mark outermost 
upstream and 
downstream 
dolphins.

Private aid.

36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

8375 - CUTOFF LIGHT 6 30-25-16.37N
88-31-57.42W

Fl R 4s 17  3 TR on skeleton 
tower.

Ra ref. 

* 36/12

8385 - CUTOFF LIGHT 9 30-25-06.92N
88-31-28.90W

Fl G 4s 17  4 SG on skeleton 
tower on piles.

Ra ref. 

* 36/12

23650 - Channel Lighted Buoy 1B
150 feet outside channel limit.

29-18-10.67N
94-37-17.14W

Q G  3 Green.

* * 36/12

26935 - Lighted Buoy 6 28-55-26.05N
95-16-55.85W

Fl R 2.5s  3 Red. Ra ref. 

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1500 - ENTRANCE RANGE 
FRONT LIGHT

32-42-17.95N
117-14-00.90W

Q G 25  15 KRW on white 
column.

Visible 1.5°  each side of 
rangeline.
HORN   (1s bl-10s si). 

* * 36/12

1505 - ENTRANCE RANGE REAR 
LIGHT
495 yards, 353°  from
front light.

32-42-32.54N
117-14-03.02W

Iso G 6s 55  15 KRW on skeleton 
tower.

Visible 1.5°  each side of 
rangeline.

* * 36/12

3021 - LIGHT 4 33-43-58.83N
118-11-44.66W

Fl R 4s 30  4 TR on post.

* 36/12

3035 - LIGHT 12 33-45-26.75N
118-12-58.63W

Fl R 2.5s 20  5 TR on post.

* 36/12

4610 - RANGE B FRONT LIGHT 37-48-57.43N
122-19-29.13W

Q R 30 KRW on pile. Visible 4°  each side of the 
rangeline.

* * 36/12

4615 - RANGE B REAR LIGHT
328 yards, 055.8°  from front 
light

37-49-02.90N
122-19-18.98W

Iso R 6s 40 KRW on pile. Visible 4°  each side of the 
rangeline.

* * 36/12

4617 - CENTERLINE RANGE 
FRONT LIGHT

37-48-57.76N
122-19-33.96W

Q Y 26 KBW on pile. Visible 4°  each side of the 
rangeline.

* * 36/12

4618 - CENTERLINE RANGE 
REAR LIGHT
265 yards, 056.8°  from front 
light.

37-49-02.07N
122-19-25.67W

Iso Y 6s 44 KBW on pile. Visible 4°  each side of the 
rangeline.

* * * 36/12

4620 - RANGE A FRONT LIGHT 37-48-56.32N
122-19-41.96W

Q G 22 KRW on white pile. Visible 4°  each side of the 
rangeline.

* * 36/12

4625 - RANGE A REAR LIGHT
348 yards, 057.3°  from front 
light.

37-49-01.89N
122-19-31.01W

Iso G 6s 34 KRW on white pile. Visible 4°  each side of the 
rangeline.

* * * 36/12

6595 - LIGHT 31 38-02-57.99N
121-53-15.46W

Fl G 6s 15  4 SG on pile. Ra ref. 

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.6

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

6815 - LIGHT 36 38-05-08.07N
121-38-28.92W

Fl R 4s 15  3 TR on pile. Ra ref. 

* 36/12

9585 - ENTRANCE RANGE REAR 
LIGHT
386 yards, 061°  from
front light.

44-37-13.57N
124-03-20.04W

Iso R 6s 52 KRB on skeleton 
tower on multi-pile 
structure.

Visible 1.5°  each side of 
rangeline.

* 36/12

15280 - RANGE B FRONT LIGHT 46-42-33.77N
123-51-17.99W

Q W 25 KRB on pile 
structure.

Visible all around; higher 
intensity on rangeline.

* * 36/12

15285 - RANGE B REAR LIGHT
1,240 yards, 074°  from front 
light.

46-42-43.89N
123-50-26.68W

Iso W 6s 56 KRB on skeleton 
tower on pile 
structure.

Visible 4°  each side of 
rangeline.

* * * 36/12

27838 - Buoy 5 59-38-08.29N
162-19-22.65W

Green can. Maintained from June 1 to 
October 1.

* 36/12

28007.31 FAD Site ZZ -Mahukona 20-09-30.00N
155-57-30.00W

Fl Y 4s Yellow spherical 
buoy.

Swing circle radius of up to 3.5 
NM from charted position.
Private aid.

* 36/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


