
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1406 MIDDLE HARDWOOD 
ISLAND AQUACULTURE 
LIGHTS (2)

Remove from list.

* 38/12

2307 Penobscot Bay 
Oceanographic Lighted 
Buoy G

Remove from list.

* 38/12

13295 PILGRIM BEACH FISH TRAP 
LIGHT

Remove from list.

* 38/12

19741 Garden State Offshore 
Energy Temporary 
Research Lighted Buoy 
NJORD

Remove from list.

* 38/12

26985 - Harbor Inner Channel Buoy 
3B

40-52-50.60N
73-31-16.80W

Green can. Private aid.

* 38/12

26990 - Harbor Inner Channel Buoy 
2B

40-52-51.50N
73-31-19.10W

Red nun. Private aid.

* 38/12

26995 - Harbor Inner Channel Buoy 
5B

40-52-42.70N
73-31-22.00W

Green can. Private aid.

* 38/12

27000 - Harbor Inner Channel 
Lighted Buoy 4B

40-52-42.70N
73-31-25.00W

Fl R 4s Red. Private aid.

* * 38/12

27005 - Harbor Inner Channel Buoy 
7B

40-52-41.70N
73-31-25.60W

Green can. Private aid.

* 38/12

27020 - Harbor Inner Channel Buoy 
9B

40-52-41.60N
73-31-48.70W

Green can. Private aid.

* 38/12

27638 - Mooring Buoy Remove from list.

* 38/12

*28047 GULL POND LIGHT 41-06-41.86N
72-20-53.73W

Fl R 4s 6 Single pile. Private aid.

38/12

29135 - Lighted Buoy 6 40-37-55.43N
73-19-16.66W

Q R  3 Red. Replaced by nun when 
endangered by ice.

* 38/12

38800 STONEHOUSE BAR 
CHANNEL NORTH END 
RANGE FRONT LIGHT

42-27-14.04N
73-47-11.93W

Q G 32 KRW on skeleton 
tower.

Visible on range line only. 

* * 38/12

38805 STONEHOUSE BAR 
CHANNEL NORTH END 
RANGE REAR LIGHT
276 yards, 350.1°  from
front light.

42-27-27.09N
73-47-13.82W

Iso G 6s 45 KRW on skeleton 
tower.

Visible on range line only. 

* * * 38/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1073 - Buoy 35 39-47-33.03N
74-08-32.97W

Green can.

* 38/12

1405 - Lighted Buoy 2T 39-05-51.91N
74-41-48.37W

Fl R 2.5s  4 Red. Replaced by nun from
Nov. 15 to May 1.

* 38/12

5305 Chinoteague Channel Lighted 
Buoy 8

37-52-32.00N
75-25-03.73W

Fl R 2.5s  4

* 38/12

9595 - Channel Lighted Buoy 17 36-54-17.03N
76-20-12.09W

Fl G 2.5s  6 Green.

* 38/12

20120 SILLERY BAY LIGHT 3 39-05-25.22N
76-26-39.02W

Fl G 4s 15  5 SG on pile. Higher intensity beam up and 
down channel.

* 38/12

22275 - Daybeacon 6 37-48-16.06N
75-43-42.49W

TR on pile.

* * * * 38/12

24465 Hearns Cove Channel 
Daybeacon 3

38-16-23.73N
76-05-36.41W

SG on pile.

* * * * 38/12

24470 Hearns Cove Channel 
Daybeacon 6

38-16-40.18N
76-05-14.86W

TR on pile.

* * * * 38/12

24475 Hearns Cove Channel 
Daybeacon 7

38-16-49.87N
76-04-55.96W

SG on multi-pile 
structure.

* * * * 38/12

24495 - LIGHT 2 38-16-01.57N
76-09-01.30W

Fl R 4s 15  4 TR on pile.

* * 38/12

*25872 NOAA Lighted Data Buoy HC 38-42-56.00N
76-18-32.40W

Fl Y 4s Yellow. Aid maintained by NOAA.

38/12

25940 - EAST CHANNEL LIGHT 3E 38-42-34.51N
76-19-24.58W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 38/12

28025 - Lighted Buoy 12 35-46-36.16N
75-31-55.90W

Fl R 2.5s  4 Red.

* 38/12

28765 - CHANNEL LIGHT 19 35-12-16.78N
75-43-17.92W

Fl G 2.5s 15  4 SG on pile.

* 38/12

30340 - Entrance Channel Lighted 
Buoy 6

33-49-16.55N
78-02-02.93W

Fl R 4s  5 Red.

* 38/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

4580.1 - Lighted Buoy 8A 32-00-02.04N
80-47-17.81W

Fl R 4s  4 Red.

* 38/12



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

7545 - Cut Lighted Buoy 64 30-23-27.79N
81-37-33.83W

Fl R 2.5s  5 Red.

* 38/12

10185 LAKE WORTH ENTRANCE
RANGE FRONT LIGHT

26-46-21.50N
80-02-30.96W

Fl G 2.5s 19 Visible 5.5°  each side of range 
line.

* 38/12

10190 LAKE WORTH ENTRANCE
RANGE REAR LIGHT
439 yard, 271°  from
front light.

26-46-21.83N
80-02-45.49W

Iso G 6s 53 Visible 5.5°  each side of range 
line.

* 38/12

50640.5 - Buoy 3A 27-09-57.20N
80-11-01.52W

Green can with 
yellow square.

* 38/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1131 NOAA Data Lighted Buoy 
46061

60-13-57.54N
146-50-01.40W

Fl (4) Y 20s Yellow boat-shaped 
hull.

Aid maintained by NOAA.

* 38/12

4826.1 BAY FARM ISLAND LIGHT 2 37-44-08.64N
122-16-15.22W

Fl R 4s 14 TR on pile. Private aid.

* 38/12

4826.2 BAY FARM ISLAND LIGHT 4 37-44-06.18N
122-16-05.59W

Fl R 4s 14 TR on pile. Private aid.

* 38/12

11155 - UPPER RANGE FRONT
LIGHT

45-41-01.19N
122-46-40.22W

Q W 32 KRB on multi-pile 
structure. On same 
structure as Morgan 
Upper Range Front 
Light.

Visible all around; higher 
intensity on range line.

* * * * 38/12

11160 - UPPER RANGE REAR 
LIGHT
342 yards, 193.8°  from
front light.

45-40-51.36N
122-46-43.66W

Iso W 6s 51 KRB on skeleton 
tower.

Visible 14°  each side of 
rangeline.

* * * 38/12

11190 - UPPER RANGE FRONT 
LIGHT

45-41-01.19N
122-46-40.22W

Q W 32 KRB on multi-pile 
structure. On same 
structure as Willow 
Upper Range Front 
Light.

Visible all around; higher 
intensity on range line.

* * * * 38/12

11195 - UPPER RANGE REAR 
LIGHT
241 yards, 341.3°  from
front light.

45-41-07.93N
122-46-43.48W

Iso W 6s 53 KRB on skeleton 
tower.

Visible 14°  each side of 
rangeline.

* * * 38/12

15785 - NORTH CHANNEL RANGE 
F FRONT LIGHT

46-58-11.63N
123-55-54.23W

Q W 24 KRB on skeleton 
tower on multi-pile 
structure.

Visible all around; higher 
intensity on range line.

* * * 38/12

15790 - NORTH CHANNEL RANGE 
F REAR LIGHT
371 yards, 274°  from
front light.

46-58-12.41N
123-56-10.24W

Iso W 6s 53 KRB on skeleton 
tower on multi- pile 
structure.

Visible 5.5°  each side of 
rangeline.

* * * * 38/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

15815 - REACH RANGE G REAR 
LIGHT
636 yards, 120.1°  from
front light.

46-57-14.73N
123-49-52.82W

Iso W 6s 34 KRB on skeleton 
tower.

Visible 10°  each side of range 
line.

* * * 38/12

15870 - REACH RANGE K FRONT 
LIGHT

46-57-24.17N
123-50-16.63W

Q W 21 KRB on skelton 
towere on multi-pile 
structure. On same 
structure as Cow 
Point Reach Range 
G Front Light.

Visible all around; higher 
intensity on rangeline.

* * 38/12

15875 - REACH RANGE K REAR 
LIGHT
978 yards, 231.8°  from
front light.

46-57-06.27N
123-50-49.86W

Iso W 6s 42 KRB on skeleton 
tower on multi-pile 
structure.

Visible 5.5°  each side of range 
line.

* * * 38/12

16291 - BREAKWATER
OBSTRUCTION LIGHT

48-08-22.50N
123-24-42.60W

Fl Y 4s 14  4 NY on concrete wall.

* 38/12

18300 Kenmore Channel Lighted 
Buoy 4

47-45-14.16N
122-15-41.46W

Fl R 4s  3 Red.

* 38/12

25646 NOAA Data Lighted Buoy 
46060

60-35-01.70N
145-47-02.09W

Fl (4) Y 20s Yellow disc-shaped 
hull.

Aid maintained by NOAA.

* 38/12

27110 HUMBOLDT HARBOR
BREAKWATER LIGHT 3

55-19-56.39N
160-30-03.85W

Fl G 2.5s 24  5 SG on spindle.

* 38/12

27230 FOX ISLAND LIGHT 54-57-18.47N
162-26-00.66W

Fl W 6s 40  6 NR on steel square 
frame.

Obscured from 280°  to 021° .

* 38/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

13575 - Lighted Buoy 36 46-17-38.34N
84-12-53.88W

Fl R 2.5s  4 Red. Year-round lighted ice buoy.

* * 38/12

14947 Portage Buoy "B" 47-06-58.02N
88-30-47.77W

Maintained from May 14 to 
Nov. 14.

* 38/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


