
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

735 Barnegat Traffic Lane Lighted 
Whistle Buoy BA

40-20-02.29N
73-47-37.25W

Fl Y 6s  4 Yellow.

* 39/12

13300 HIGH HEAD FISH TRAP 
LIGHT

42-02-45.00N
70-07-17.00W

Fl Y 6s 10 White sign with 
black numerals.

Maintained from Mar. 15 to Jul. 
1. 
Private aid.

* 39/12

14470 SENATOR SHOAL FISH 
TRAP LIGHT N

Remove from list.

* 39/12

14475 SENATOR SHOAL FISH 
TRAP LIGHT C

Remove from list.

* 39/12

14480 SENATOR SHOAL FISH 
TRAP LIGHT S

Remove from list.

* 39/12

14758.2 - Buoy 14 41-36-32.20N
70-24-34.70W

Red nun. Private aid.

* 39/12

14758.4 - Buoy 15 41-36-32.90N
70-24-34.50W

Green can. Private aid.

* 39/12

14758.6 - Buoy 16 41-36-31.70N
70-24-32.10W

Red nun. Private aid.

* 39/12

14758.8 - Buoy 17 41-36-32.50N
70-24-32.20W

Green can. Private aid.

* 39/12

14759 - Buoy 18 41-36-31.00N
70-24-28.40W

Red nun. Private aid.

* 39/12

14759.2 - Buoy 19 41-36-31.80N
70-24-29.10W

Green can. Private aid.

* 39/12

14759.4 - Buoy 21 41-36-30.50N
70-24-22.80W

Green can. Private aid.

* 39/12

14759.6 - Buoy 23 41-36-29.50N
70-24-10.50W

Green can. Private aid.

* 39/12

14759.8 - Buoy 24 41-36-28.70N
70-24-06.90W

Red nun. Private aid.

* 39/12

16963 Buzzards Bay Environmental
Monitoring Lighted Buoy

41-33-31.68N
70-49-35.88W

Fl Y 4s Yellow. Marked: ENVIRONMENTAL 
MONITORING MODULE.
Private aid.

* * * 39/12

22900 - RANGE A FRONT LIGHT 40 41-25-01.81N
72-25-34.95W

Fl R 2.5s 36 KRW and TR on 
skeleton tower.

Visible all around; higher 
intensity on range line.

* * 39/12

22905 - RANGE A REAR LIGHT
94 yards, 343.2°  from
front light.

41-25-04.47N
72-25-36.02W

F R 50 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

22965 - RANGE B FRONT LIGHT 54 41-29-36.59N
72-30-48.26W

Fl R 2.5s 40 KRW and TR on 
skeleton tower.

Visible all around; higher 
intensity on range line.

* * 39/12

22970 - RANGE B REAR LIGHT
68 yards, 110.3°  from
front light.

41-29-35.89N
72-30-45.73W

F R 57 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12

22990 - RANGE C FRONT LIGHT 41-29-52.44N
72-31-25.06W

Fl Y 2.5s 60 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * 39/12

22995 - RANGE C REAR LIGHT
39 yards, 097.3°  from
front light.

41-29-52.29N
72-31-23.55W

F Y 96 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12

23025 - RANGE D FRONT LIGHT 
67

41-31-12.34N
72-33-31.54W

Q G 31 KRW and SG on 
skeleton tower.

Visible all around; higher
intensity on range line.

* * 39/12

23030 - RANGE D REAR LIGHT
82 yards, 206.3°  from
front light.

41-31-10.16N
72-33-32.98W

Oc G 4s 43 KRW on skeleton 
tower.

Visible 10°  each side of range 
line.

* * * * 39/12

23095 STRAITS HILL LIGHT 41-33-49.01N
72-36-14.73W

Q W 23  7 NR on skeleton 
tower.

Higher intensity beam up river.

* 39/12

23165 - RANGE E FRONT LIGHT 
102

41-36-40.13N
72-36-42.72W

Fl R 2.5s 25 KRW and TR on 
skeleton tower.

Visible all around; high
intensity beam on range line.

* * 39/12

23170 - RANGE E REAR LIGHT
116 yards, 126.7°  from
front light.

41-36-38.08N
72-36-39.04W

F R 45 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12

23220 - RANGE G FRONT LIGHT 
116

41-40-24.82N
72-36-29.97W

Fl R 2.5s 47 KRW and TR on 
skeleton tower.

Visible all around; higher 
intensity on range line.

* * * 39/12

23225 - RANGE G REAR LIGHT
71 yards, 070.5°  from
front light.

41-40-25.52N
72-36-27.33W

F R 109 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12

23270 - RANGE J FRONT LIGHT 41-41-58.88N
72-38-12.11W

Fl G 2.5s 33 KRW on skeleton 
tower.

Visible all around; higher 
intensity on range line.

* * * 39/12

23275 - RANGE J REAR LIGHT
66 yards, 260.1°  from
front light.

41-41-58.55N
72-38-14.68W

F G 51 KRW on skeleton 
tower.

Visible on range line only. 
Visible 1.5°  each side of range 
line.

* * * * 39/12

24020 - OUTER CHANNEL RANGE 
FRONT LIGHT

41-15-38.74N
72-56-05.06W

F G 34 On skeleton tower. Visible 0.5°  each side of range 
line.
Lighted throughout 24 hours.

* * * * 39/12

24025 - OUTER CHANNEL RANGE 
REAR LIGHT
839 yards, 333.6°  from
front light.

41-16-01.02N
72-56-19.74W

F G 68 On skeleton tower. Visible 0.5°  each side of range 
line.
Lighted throughout 24 hours.

* * * * * 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

8693 POOLES ISLAND LIGHT 39-17-25.74N
76-15-59.13W

Fl (4+3) W 4s 38 Stone tower. Aid maintained by U.S. Army.

* 39/12

Long Creek East Channel

*10337 - Warning Daybeacon A 36-54-13.30N
76-04-16.50W

NW on pile worded 
DANGER 
SUBMERGED 
REEF.

Private aid.

39/12

*10338 - Warning Daybeacon B 36-54-13.30N
76-04-13.40W

NW on pile worded 
DANGER 
SUBMERGED 
REEF.

Private aid.

39/12

10880 - Lighted Buoy 12 36-57-17.03N
76-24-25.61W

Fl R 2.5s  5 Red.

* 39/12

12616 Weanack Channel Entrance 
Lighted Buoy 2WC

Remove from list.

* 39/12

16912 Maryland Historical Trust 
Diving Preserve Mooring 
Buoy

38-08-10.00N
76-33-10.00W

White with blue 
band.

Maintained from Apr. 1 to Oct. 
31. 
Private aid.

* 39/12

18920 - HARBOR JUNCTION 
LIGHT SH

38-19-19.80N
76-27-14.18W

Fl (2+1) R 6s 15  3 JR on pile.

* 39/12

28070 - Channel Buoy 21 35-46-29.37N
75-32-31.32W

Green can.

* 39/12

29655 - Buoy 1 34-31-20.68N
77-19-58.09W

Green can.

* 39/12

29660 - Buoy 2 34-31-23.52N
77-19-58.00W

Red nun.

* 39/12

29665 - Buoy 3 34-31-29.56N
77-20-13.85W

Green can.

* 39/12

29670 - Buoy 4 34-31-31.31N
77-20-13.85W

Red nun.

* 39/12

29673 - Buoy 4A 34-31-39.52N
77-20-24.69W

Red nun.

* 39/12

29675 - Lighted Buoy 5 34-31-42.09N
77-20-32.28W

Fl G 2.5s  3 Green.

* 39/12

29700 - Buoy 8 34-31-56.84N
77-20-38.66W

Red nun.

* 39/12

29720 - Buoy 10 34-32-05.35N
77-20-38.66W

Red nun.

* 39/12

29721 - Buoy 10A 34-32-23.20N
77-20-25.41W

Red nun.

* 39/12



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

29723 - Buoy 10B 34-32-32.84N
77-20-28.82W

Red nun.

* 39/12

29725 - Buoy 11 34-32-33.47N
77-20-31.53W

Green can.

* 39/12

34805 - Lighted Buoy 2 34-42-16.45N
76-40-40.83W

Q R  3 Red.

* 39/12

34810 - Lighted Buoy 1BH 34-42-15.44N
76-40-46.12W

Q G  4 Green.

* 39/12

34815 - Lighted Buoy 3 34-42-18.41N
76-40-41.56W

Fl G 2.5s  3 Green.

* * * * * 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

440.1 Georgia Fish Haven Buoy BL 31-38-31.26N
81-04-47.52W

Yellow nun. Private aid.

* 39/12

3050 - Lighted Buoy 73 32-56-15.22N
79-55-50.91W

Fl G 4s  5 Green.

* 39/12

23900 - Lighted Buoy 4K 27-50-07.70N
82-33-54.54W

Fl R 2.5s  5 Red.

* 39/12

24700
60510

- LIGHT 1 27-40-58.40N
82-36-33.52W

Fl G 2.5s 16  5 SG on pile.

* 39/12

24955 - Lighted Buoy 3 27-45-59.04N
82-36-34.99W

Fl G 4s  5 Green.

* 39/12

25693 Sand Key Jetty Lighted Buoy 
A

27-57-54.16N
82-50-00.72W

Fl W 2.5s White can with 
orange bands and 
diamond worded 
DANGER JETTY.

Private aid.

* 39/12

25693.1 Sand Key Jetty Lighted Buoy 
B

27-57-53.99N
82-49-57.34W

Fl W 4s White can with 
orange bands and 
diamond worded 
DANGER JETTY.

Private aid.

* 39/12

25693.2 Sand Key Jetty Lighted Buoy 
C

27-57-52.92N
82-49-55.38W

Fl W 2.5s White can with 
orange bands and 
diamond worded 
DANGER JETTY.

Private aid.

* 39/12

38790 - LIGHT 44 29-59-45.72N
81-19-57.66W

Fl R 4s 16  5 TR-TY on pile.

* 39/12

48485 - LIGHT 55 25-46-27.80N
80-10-59.10W

Fl G 6s 16  5 SG-SY on pile.

* 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

60510
24700

- LIGHT 1 27-40-58.40N
82-36-33.52W

Fl G 2.5s 16  5 SG-SY on pile.

* 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

280 Tana-117-30 Lighted Buoy
Marks subsea installation

29-25-48.75N
88-25-34.71W

Fl W 2.5s White with orange 
bands.

SIGN: TEC-MP-233-1
Private aid.

* 39/12

4195 - Daybeacon 2 Remove from list.

* 39/12

*4195.01 - Buoy 2 30-16-08.97N
85-39-18.81W

Red nun.

39/12

4200 - Daybeacon 3 Remove from list.

* 39/12

*4200.01 - Buoy 3 30-16-17.16N
85-39-13.65W

Green can.

39/12

9585 - Lighted Buoy 2
100 feet outside channel 
limit.

30-07-10.27N
88-53-49.18W

Fl R 2.5s  3 Red.

* 39/12

9590 - Lighted Buoy 3
250 feet outside channel 
limit.

30-07-00.97N
88-54-44.36W

Fl G 4s  4 Green.

* 39/12

9595 - Lighted Buoy 4
100 feet outside channel 
limit.

30-07-08.41N
88-54-44.62W

Fl R 4s  3 Red.

* 39/12

9600 - Lighted Buoy 6
90 feet outside channel 
limit.

30-07-06.52N
88-55-39.55W

Q R  3 Red.

* 39/12

9605 - Lighted Buoy 7
50 feet outside channel 
limit.

30-07-00.46N
88-55-50.32W

Q G  3 Green.

* 39/12

9610 - Lighted Buoy 8
130 feet outside channel 
limit.

30-07-14.16N
88-55-53.44W

Oc R 4s  4 Red.

* 39/12

9615 - Lighted Buoy 9
70 feet outside channel 
limit.

30-07-49.56N
88-56-30.88W

Fl G 2.5s  4 Green.

* 39/12

9620 - Lighted Buoy 10
130 feet outside channel 
limit.

30-07-53.01N
88-56-25.32W

Fl R 2.5s  3 Red.

* 39/12

9625 - Lighted Buoy 11
80 feet outside channel 
limit.

30-08-28.61N
88-57-02.98W

Fl G 4s  4 Green.

* 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

9630 - Lighted Buoy 12
120 feet outside channel 
limit.

30-08-32.07N
88-56-57.42W

Fl (2) R 5s  3 Red.

* 39/12

9635 - Lighted Buoy 13
120 feet outside channel 
limit.

30-09-07.62N
88-57-35.58W

Fl G 2.5s  4 Green.

* 39/12

9640 - Lighted Buoy 14
120 feet outside channel 
limit.

30-09-11.12N
88-57-29.53W

Fl R 2.5s  3 Red.

* 39/12

9645 - Lighted Buoy 15
90 feet outside channel 
limit.

30-09-46.73N
88-58-07.21W

Fl G 4s  4 Green.

* 39/12

9650 - Lighted Buoy 16
110 feet outside channel 
limit.

30-09-50.18N
88-58-01.65W

Fl R 4s  4 Red.

* 39/12

9655 - Lighted Buoy 17
90 feet outside channel 
limit.

30-10-25.78N
88-58-39.33W

Fl G 6s  4 Green.

* 39/12

9660 - Lighted Buoy 18
110 feet outside channel 
limit.

30-10-29.23N
88-58-33.77W

Fl R 6s  4 Red.

39/12

9665 - Lighted Buoy 20
100 feet outside channel 
limit.

30-11-08.35N
88-59-05.97W

Q R  4 Red.

* 39/12

9670 - Lighted Buoy 21
100 feet outside channel 
limit.

30-11-19.70N
88-59-23.65W

Q G  4 Green.

* 39/12

9690 - Lighted Buoy 22
100 feet outside channel 
limit.

30-11-38.71N
88-59-21.20W

Oc R 4s  3 Red.

* 39/12

9695 - Lighted Buoy 23
100 feet outside channel 
limit.

30-12-12.11N
88-59-36.04W

Fl G 4s  3 Green.

* 39/12

9700 - Lighted Buoy 24
100 feet outside channel 
limit.

30-12-13.30N
88-59-29.34W

Fl R 6s  4 Red.

* 39/12

9720 - Lighted Buoy 25
100 feet outside channel 
limit.

30-12-56.97N
88-59-46.60W

Fl G 2.5s  4 Green.

* 39/12

9725 - Lighted Buoy 26
100 feet outside channel 
limit.

30-12-58.16N
88-59-39.91W

Fl R 2.5s  3 Red.

* 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.7

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

29860 Kalanipuao Rock Buoy 2 21-52-37.91N
159-31-21.56W

Red nun.

* 39/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*5553 Battle of Lake Erie Buoy 41-44-50.00N
83-02-00.00W

Blue and red banded 
can.

Maintained from Apr. 7 to Nov. 
1.

39/12

8160 River Rouge River Canal 
Entrance Lighted Buoy 2

42-16-31.19N
83-06-33.30W

Fl R 4s  4 Red. Replaced by nun from Dec. 7 
to Apr. 1.

* 39/12

11345 STURGEON POINT LIGHT 44-42-45.50N
83-16-21.00W

Fl W 6s 69
21

 9

* * 39/12

12960 - LIGHT 19 46-07-48.48N
84-01-00.63W

Fl G 2.5s 33
10

 7 White cylindrical 
tower with green 
band.

* * * * * * 39/12

13575 WEST NEEBISH LIGHT 36 46-17-38.34N
84-12-53.88W

Fl R 2.5s 33
10

 7 White cylindrical 
tower with red band.

* * * * * 39/12

15510 BAYFIELD HARBOR SOUTH
BREAKWATER LIGHT

46-48-34.62N
90-48-41.05W

Fl G 4s 25
8

 7 SG on post. HORN: 1 blast ev 15s (2s bl).  
Operates by keying the 
microphone five times on VHF 
channel 83A.

* 39/12

16505 - East Breakwater Light 47-00-38.19N
91-40-10.10W

Fl R 6s 32
10

 10 Square pyramidal 
skeleton tower with 
upper part enclosed.

Standby light shows Fl R 5s at 
reduced intensity.
HORN: 2 blasts ev 30s (2s bl-
2s si-2s bl-24s si).  Operates 
by keying the microphone five 
times on VHF channel 83A.

* 39/12

16615 Light 47-44-42.79N
90-20-16.38W

Fl W 2.5s 48
15

 12 White square 
pyramidal skeleton
tower with upper 
part enclosed.

Light obscured from 170°  to 
190° .
HORN: 2 blast ev 30s (2s bl-2s 
si-2s bl-24s si).  Operates by 
keying the microphone five 
times on VHF channel 83A.

* * 39/12

16835 Passage Island Light 48-13-25.32N
88-21-56.07W

Fl W 5s 78
24

 12 Octagonal tower.
44

RACON: G (– – •).
HORN: 1 blast ev 30s (3s bl).  
Operates by keying the 
microphone five times on VHF 
channel 83A.

* 39/12

18340 North Manitou Shoal Light
Marks south side of shoal.

45-01-15.60N
85-57-25.69W

Fl R 15s 79
24

 14 RACON: N(– •).
Standby light of reduced 
intensity.
HORN: 2 blasts ev 20s (2s bl-
2s si-2s bl-14s si). 

* 39/12

*19583 - Shoal Buoy 1 41-39-10.00N
87-08-08.00W

Green can.

39/12


