
SECTION II NM 40/12

NAVIGATION PUBLICATIONS

II-2.1

COAST PILOT CORRECTIONS

COAST PILOT 3           45 Ed 2012              Change No. 8
                                                                     LAST NM 39/12
Chapter 5—Paragraph 121; read: 

(121) At Mile 80.4, a 2-mile combination of highway
bridges and causeways extends southeastward over the
Intracoastal Waterway, channels and islands in Great
Egg Harbor Bay from Somers Point to Ocean City. In
2011, the bridges were under construction. (See 117.1
through 117.59, 117.733, and 117.753, chapter 2, for
drawbridge regulations for the bridges over Ship Channel
and the Intracoastal Waterway, respectively.)

(L 323-2012) 40/12 

Chapter 12—Paragraph 202; read: 
(202) The Eleventh Street Bridge, 2.2 miles above the

mouth, was under construction in 2011. Twelfth Street
Bridge has a fixed channel span with a clearance of 28
feet. The remaining fixed bridges have a minimum width
of 40 feet and clearance of 12 feet. The CSX Railroad
Bridge, 3.3 miles above the mouth, has a vertical-lift span
with a width of 33 feet and clearance of 5 feet down and 29
feet up. (See 117.1 through 117.59 and 117.253, chapter
2, for drawbridge regulations.)

(L 287-2012) 40/12 

COAST PILOT 6           42 Ed 2012            Change No. 13
                                                                     LAST NM 39/12
Chapter 12—Paragraph 50; read: 

(50) Course 10, marked by a 322.1° lighted range on the
south end of Neebish Island, leads northwest for 2.1 miles
from the junction with the downbound channel at the
upper end of Lower Course 8. The channel has a depth of
27 feet for a least width of 500 feet.

(30/12 CG9) 40/12 

Chapter 12—Paragraphs 53 to 54; read: 
(53) Course 8 leads northwest for 1 mile from Johnson

Point to Mirre Point. The northeast side of the channel has a
depth of 21 feet for a width of 400 feet, and the southwest
side has a depth of 28 feet for a least width of 600 feet.
The deep side of the channel is marked by a 134.9°
lighted range at the lower end and a 314.7° lighted range
at the upper end.

 (54) Course 7, Munuscong Channel, leads north for 3.2
miles from Mirre Point to Stribling Point (46°18'48"N.,
84°06'54"W.), the northwest point of St. Joseph Island. The
east side of the channel has a depth of 21 feet for a width of
200 feet, and the west side has a depth of 27 feet for a least

width of 300 feet. Both east and west sides of the channel
are marked by a 176.6° range at the lower end and by a
356.6° range at the upper end.

(30/12 CG9; LL 2012) 40/12 

Chapter 12—Paragraphs 57 to 58; read: 
(57) Course 6, Middle Neebish Channel, leads

westnorthwest for 3.2 miles from Stribling Point between
the north side of Neebish Island and the south side of
Sugar Island to the lower end of Lake Nicolet. The north side
of the channel has a depth of 21 feet for a least width of
200 feet and the south side of the channel has a depth of 28
feet for a least width of 300 feet. The lower end of the
channel is marked by a 111.9° lighted range and at the
upper end by a 292° lighted range. A dike, marked at the
center and ends by lights, borders the north side of the
channel for 1.2 miles near midlength of the course. The
range structures at the upper end of the course are in the
open water of Lake Nicolet. They are well protected with
riprap and should not be passed close aboard.

 (58) Course 5 leads northwest from the lower end of
Lake Nicolet for about 4.5 miles to the junction with the
downbound channel near midlake. The east side of the
channel has a depth of 21 feet for a width of 200 feet and
the west side of the channel has a depth of 27 feet for a least
width of 300 feet. The east and west sides of the channel
are marked at the lower end by a 150.5° lighted range.

(30/12 CG9; LL 2012) 40/12 

Chapter 12—Paragraph 73; read: 
(73) At the upper end of Course 2, Course 1, Bayfield

Channel, turns west-northwest in the approach to St.
Marys Falls Canal. The channel has a depth of 28 feet west
to the outer end of East Center Pier of the canal and is
marked at the lower end by a 109.2° lighted range. Bayfield
Dike, marked by a light, parallels the north channel limit
about 1 mile northwest of Mission Point. west of the dike,
the north channel limit is marked by lighted buoys.

(30/12 CG9) 40/12 

Chapter 12—Paragraph 132; read: 
(132) Vidal Shoals Channel, the approach to St. Marys

Falls Canal, with a depth of 28 feet, leads eastnortheast
from Big Point for 2.2 miles to the canal entrance. The
channel is marked by 076.2° Vidal Shoals Channel Range.

(30/12 CG9) 40/12 



II-2.2

SECTION II NM 40/12

 

COAST PILOT 9           30 Ed 2012              Change No. 3
                                                                     LAST NM 38/12
Chapter 5—Paragraph 13; read: 

(13) Latax Rocks, the northernmost feature of the Ko-
diak-Afognak-Shuyak group, are three rocky islets lying in
line of the trend of the W coast of Shuyak Island. They are
32, 27, and 20 feet high, respectively, the outer one being
the lowest and the most ragged. A rock, which uncovers 7
feet, is about 0.5 mile N of the outermost rock, and a reef,
which uncovers 6 feet, is about 0.4 mile W of the outer-
most rock. Several detached shoals are in the vicinity of
Latax Rocks. Ships using Stevenson Entrance should pass N
of Latax Rocks. Latax Rocks Light (58°41'29"N.,
152°29'01"W.), 40 feet above the water, is shown from a
tower with a red and white diamondshaped daymark on
the N end of the northernmost rock.

 (10/12 CG17) 40/12 


