
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

12565 - Channel Lighted Buoy 5 41-59-41.49N
70-36-53.44W

Fl G 2.5  4 Green.

* 47/12

30925 - Lighted Buoy 4 40-34-47.17N
73-34-37.42W

Q R  3 Red.

* 47/12

34815 - Lighted Buoy 7 40-30-08.14N
73-57-32.16W

Fl G 4s  4 Green.

* 47/12

35095 - Lighted Buoy 2 40-27-17.73N
73-56-10.91W

Fl R 2.5s  3 Red.

* 47/12

36670 MAURER NORTH RANGE 
REAR LIGHT
120 yards, 230°  from
front light.

40-32-02.64N
74-15-18.06W

F G 88 KRW on orange 
pole.

Private aid.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

28732.3 - Channel Buoy 12C 35-12-03.86N
75-44-06.62W

Red nun.

* 47/12

39597 - Buoy 121 34-15-00.00N
77-46-56.30W

Green can with 
yellow square.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

430 Georgia Fish Haven Buoy 
CCA-JL

Remove from list.

* 47/12

1063 NOAA Data Lighted buoy 
42080

Remove from list.

* 47/12

2180 SAMPIT RIVER SIDE
CHANNEL LIGHT 47

33-21-51.38N
79-17-25.45W

Fl G 4s 12  5 SG on dolphin.

* 47/12

10240 - LIGHT 10 26-46-16.32N
80-02-37.19W

Fl R 6s 16  5 TR on dolphin.

* 47/12

10302 - ENTRANCE LIGHT 4 26-15-25.01N
80-04-48.76W

Fl R 4s 16  5 TR on dolphin

* 47/12

12040 TAVERNIER KEY LIGHT 2 25-00-13.75N
80-28-57.29W

Fl R 4s 16  5 TR on pile.

* 47/12

30850 - Lighted Buoy 2 18-26-49.93N
66-06-35.31W

Fl R 2.5s  5 Red.

* * 47/12



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

30860 - Lighted Buoy 4 18-26-30.53N
66-06-34.19W

Fl R 4s  5 Red nun.

* * * 47/12

30875 - Lighted Buoy 5 18-26-27.46N
66-06-28.81W

Fl G 6s  5 Green.

* 47/12

30880 - Lighted Buoy 6 18-26-14.01N
66-06-33.17W

Fl R 2.5s  5 Red.

* * 47/12

43840 - LIGHT 92 27-44-54.30N
80-24-09.98W

Fl R 4s 16  3 TR-TY on pile.

* 47/12

47265 - Daybeacon 11 26-07-01.10N
80-06-31.53W

SG-SY on pile.

* 47/12

47600 - LIGHT 39A 26-02-14.39N
80-07-01.95W

Fl G 4s 16  5 SG-SY on pile.

* 47/12

50590 - LIGHT 71 25-00-58.11N
80-32-52.94W

Fl G 4s 16  5 SG-SY on pile.

* 47/12

51270 - Daybeacon 4 26-47-31.26N
80-52-00.43W

TR-TY on pile.

* 47/12

51910 - Daybeacon 5 27-12-13.59N
80-47-48.56W

SG on pile.

* 47/12

59550 - LIGHT 46 27-27-13.34N
82-40-56.37W

Fl R 4s 16  5 TR-TY on pile.

* 47/12

60845 - LIGHT 24 27-41-55.23N
82-43-27.69W

Q R 16  4 TR-TY on pile.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*827 Apache-107-30 Lighted Buoy 28-38-58.30N
92-04-12.11W

Fl W 2.5s White with orange 
bands.

SIGN: APACHE-SM-69-11.
Private aid.

47/12

*1377 COLORADO RIVER EAST 
JETTY ENTRANCE 
OBSTRUCTION LIGHT

28-35-25.97N
95-58-48.87W

Q W 20  4 NB on platform.

47/12

*15728.08 Great Lakes Dredge and 
Dock Lighted Danger Buoy

29-21-56.15N
89-35-56.09W

Fl W 2.5s Marks submerged 
dredge pipeline.

Private aid.

47/12

*15728.09 Great Lakes Dredge and 
Dock Lighted Danger Buoy

29-20-43.17N
89-35-35.19W

Fl W 2.5s Marks submerged 
dredge pipeline.

Private aid.

47/12

*15728.11 Great Lakes Dredge and 
Dock Lighted Danger Buoys 
(4)

29-18-55.74N
89-36-12.21W

Fl W 2.5s Marked submerged 
dredge pipeline.

Private aid.

47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

*15728.12 Great Lakes Dredge and 
Dock Lighted Danger Buoys 
(3)

29-17-41.95N
89-35-54.91W

Fl W 2.5s Marks submerged 
dredge pipeline.

Private aid.

47/12

17855 HOUMA NAVIGATION 
CANAL B RANGE FRONT 
LIGHT

29-11-13.20N
90-36-33.59W

Q W 25 KRW on tower.

* 47/12

*23730 - Entrance Channel Lighted 
Buoy 7

29-20-20.03N
94-41-20.22W

Q G  3 Green.

47/12

*27047 COLORADO RIVER EAST 
JETTY ENTRANCE 
OBSTRUCTION LIGHT

28-35-25.97N
95-58-48.87W

Q W 20  4 NB on platform.

47/12

*36352 - Daybeacon 4 29-17-16.99N
94-53-18.50W

TR on pile.

47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

125
3012

Long Beach Light 33-43-23.48N
118-11-12.54W

Fl W 5s 50  20 NG on white building 
with columnar base.
42

Emergency light of reduced 
intensity when main light is 
extinguished.
HORN: 1 blast ev 30s (3s bl).  
Operates continuously.

* 47/12

3012
125

Long Beach Light 33-43-23.48N
118-11-12.54W

Fl W 5s 50  20 NG on white building 
with columnar base.
42

Emergency light of reduced 
intensity when main light is 
extinguished.
HORN: 1 blast ev 30s (3s bl).  
Operates continuously.

* 47/12

4380 CONE ROCK LIGHT 37-51-50.46N
122-28-11.02W

Q W 17  5 NR on pile.

* 47/12

*10830 Rainier Anchorage Lighted 
Buoy R

46-05-31.47N
122-55-48.11W

Fl W 6s White with blue 
band.

Maintained by U.S. Army Corp 
of Engineers.
Private aid.

47/12

*10894.5 Prescott Anchorage Lighted 
Buoy P

46-02-45.80N
122-52-58.40W

Fl W 6s White with blue 
band.

Maintained by U.S. Army Corp 
of Engineers.
Private aid.

47/12

*11207 Lower Vancouver Anchorage 
Lighted Buoy V

45-40-05.10N
122-46-02.92W

Fl W 6s White with blue 
bands.

Maintained by U.S. Army Corp 
of Engineers.
Private aid.

47/12

11243 Hayden Island Anchorage 
Lighted Buoy A

45-38-40.00N
122-44-30.00W

Fl Y 6s Yellow. Maintained by U.S. Army Corp 
of Engineers.
Private aid.

* 47/12

11244 Hayden Island Anchorage 
Lighted Buoy B

45-38-21.00N
122-43-28.00W

Fl Y 6s Yellow. Maintained by U.S. Army Corp 
of Engineers.
Private aid.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

11700 - UPPER RANGE FRONT 
LIGHT

45-36-49.69N
122-02-05.53W

Q W 41 KRB on multi-pile 
structure. On same
structure as 
Warrendale Lower
Range Front Light.

Visible all around; higher
intensity on range line.

* * * 47/12

11705 - UPPER RANGE REAR 
LIGHT
1,171 yards, 057.1°  from
front light.

45-37-06.39N
122-01-28.72W

Iso W 6s 78 KRB on skeleton 
tower.

Visible 4°  each side of
range line.

* * 47/12

11715 - LOWER RANGE FRONT 
LIGHT

45-36-49.69N
122-02-05.53W

Q W 41 KRB on multi-pile 
structure. On same
structure as 
Multnomah Falls
Upper Range Front 
Light.

Visible all around; higher
intensity on range line.

* * * 47/12

11720 - LOWER RANGE REAR 
LIGHT
236 yards, 263.9°  from
front light.

45-36-48.94N
122-02-15.42W

Iso W 6s 67 KRB on skeleton 
tower on multi-pile 
structure.

Visible 5.5°  each side of range 
line.

* * * * 47/12

12615 MESSNER UPPER RANGE
FRONT LIGHT

45-51-17.58N
119-39-58.89W

Q R 12 KRB on multi-pile 
structure.

Visible 4°  each side of range 
line.

* * * 47/12

12620 MESSNER UPPER RANGE 
REAR LIGHT
301 yards, 211.2°  from
front light.

45-51-09.96N
119-40-05.50W

Iso R 6s 42 KRB on skeleton 
tower on multi-pile 
structure.

Visible 4°  each side of range 
line.

* * * * 47/12

12665 IRRIGON LOWER RANGE 
FRONT LIGHT 60

45-54-08.88N
119-30-50.08W

Q R 23 KRW on skeleton 
tower on multi-pile 
structure, TR 
oriented upstream.

Visible all around; higher 
intensity on range line.

* * * 47/12

12670 IRRIGON LOWER RANGE 
REAR LIGHT
353 yards, 117.4°  from
front light.

45-54-04.07N
119-30-36.77W

Iso R 6s 43 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * 47/12

15620 - South Reach Lighted Bell 
Buoy 14

46-55-14.51N
124-06-13.71W

Q R  3 Red.

* 47/12

23802 AUKE BAY BREAKWATER 
LIGHT 1

58-22-57.35N
134-39-15.07W

Fl G 2.5s  4 SG on steel pile.

* * * 47/12

*28217 Kiholo Water Quality Lighted 
Buoy

19-51-36.00N
155-55-48.00W

Fl Y 4s Private aid.

47/12

28285 - CHANNEL RANGE FRONT 
LIGHT

20-02-05.70N
155-49-38.36W

F G 68 KRW on post. Visible 4°  each side of range 
line. Lighted throughout 24 
hours.

* 47/12

28290 - CHANNEL RANGE REAR 
LIGHT
247 yards, 120°  from
front light.

20-02-02.04N
155-49-31.66W

F G 92 KRW on pile. Visible 4°  each side of range 
line. Lighted throughout 24 
hours.

* 47/12

28605 - ENTRANCE RANGE 
FRONT LIGHT

21-05-15.89N
157-01-29.31W

Q R 30 KRW on skeleton 
tower on house.

Visible 4°  each side of range 
line.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

28610 - RANGE REAR LIGHT
200 yards, 033.7°  from
front light.

21-05-20.84N
157-01-25.80W

Iso R 6s 43 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * 47/12

29185 - ENTRANCE CHANNEL 
RANGE FRONT LIGHT

21-18-19.08N
157-51-55.70W

F R 44 KRW on concrete 
structure.

Visible 4°  each side of range 
line.  Lighted throughout 24 
hours.

* 47/12

29190 - ENTRANCE CHANNEL 
RANGE REAR LIGHT
165 yards, 027.9°  from
front light.

21-18-23.41N
157-51-53.24W

F R 64 KRW on single pile 
mast.

Visible 4°  each side of range 
line.  Lighted throughout 24 
hours.

* * 47/12

29380 - ENTRANCE RANGE 
FRONT LIGHT

21-19-36.47N
157-58-15.76W

Q R 60 KRW on post. Visible 4°  on either side of 
range line.
Operates during periods of 
darkness only.

* 47/12

29385 - ENTRANCE RANGE REAR 
LIGHT
737 yards, 333.6°  from
front light.

21-19-56.09N
157-58-26.14W

Oc R 4s 95 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.
Operates during periods of 
darkness only.

* * 47/12

29510 - ENTRANCE RANGE 
FRONT LIGHT

21-21-07.22N
157-59-00.00W

Q G 34 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* 47/12

29515 - ENTRANCE RANGE REAR 
LIGHT
300 yards, 323.5°  from
front light.

21-21-14.38N
157-59-05.24W

Iso G 6s 55 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * 47/12

30700 - ENTRANCE RANGE 
FRONT LIGHT

13-27-23.28N
144-40-00.00E

Q Y 39 KRW on post. Visible 4°  each side of range 
line.

* 47/12

30705 - ENTRANCE RANGE REAR 
LIGHT
661 yards, 083.6°  from
front light.

13-27-25.45N
144-40-19.76E

Iso Y 6s 81 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * 47/12

30790 POLARIS POINT RANGE
FRONT LIGHT

13-26-32.33N
144-40-01.90E

Q R 16 KRW on post. Visible 4°  each side of range 
line.

* 47/12

30795 POLARIS POINT RANGE 
REAR LIGHT
140 feet, 141°  from
front light.

13-26-29.10N
144-40-04.57E

Iso R 6s 30 KRW on post. Visible 4°  each side of range 
line.

* * 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

11370 - Light 45-03-37.23N
83-25-23.02W

Fl R 6s 44
13

 12 Red skeleton tower 
with upper part 
enclosed.
44

HORN: 1 blast ev 15s (2s bl).  
Operates by keying the 
microphone five times on VHF 
channel 83A.

* 47/12

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


