
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

5620 - Entrance Lighted Buoy 2SR 43-45-38.21N
69-41-09.10W

Fl R 4s  4 Red.

* 4/13

10928 Gillette Temporary Water 
Monitoring Buoy A

42-21-05.34N
71-03-04.20W

Yellow can. Private aid.

* 4/13

*20576 Mystic River Transient 
Anchorage Area Buoy 1

41-20-32.94N
71-58-18.72W

Green can. Private aid.

4/13

*20576.1 Mystic River Transient 
Anchorage Area Buoy 3

41-20-33.00N
71-58-12.60W

Green can. Private aid.

4/13

22505 - Lighted Buoy 2 41-15-47.44N
72-20-28.90W

Fl R 2.5s  3 Red. Replaced by nun when 
endangered by ice.

* 4/13

22525 - Lighted Buoy 5 41-16-18.68N
72-20-29.99W

Fl G 4s  3 Green. Replaced by nun when 
endangered by ice.

* 4/13

22540 - Lighted Buoy 8
Marks shoal.

41-16-42.23N
72-20-37.42W

Fl R 4s  3 Red. Replaced by nun when 
endangered by ice.

* 4/13

25235 - RANGE REAR LIGHT
211 yards, 356.8°  from
front light.

41-01-55.11N
73-32-15.57W

Iso R 6s 45 KRW on skeleton 
tower.

Visible all around; higher
intensity on range line.

* * 4/13

26160 PORT JEFFERSON 
DIRECTIONAL LIGHT

40-56-47.40N
73-04-14.89W

F W 43 KRW on pile. White from 145.7°  to 147.3° .

* 4/13

26730 - Channel Lighted Buoy 1 40-54-00.00N
73-21-43.00W

Fl G 3s Green. Private aid.

* 4/13

*28179 REYDON SHORES MARINA 
LIGHT

41-02-55.70N
72-23-46.97W

Fl Y 2.5s Private aid.

4/13

35135 - RANGE FRONT LIGHT 40-29-15.10N
73-59-35.12W

Q W 
(G sector)
(R sector)

45 W 6
G 4
R 4

KGB (E section) 
KRW (Main section) 
on skeleton tower.

Red from 063.0°  to 073.0° . 
Green from 300.5°  to 315.5° . 
RACON: C(– • – •).

* * 4/13

35140 - RANGE REAR LIGHT
(EAST SECTION)
1,729 yards, 308.1°
from front light.

40-29-46.75N
74-00-27.96W

Iso G 6s 94 KGB on skeleton 
tower.

Visible 4°  each side of range 
line.
Passing light Fl Y 4s, nominal 
range 5 miles.

* * 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

965 Barnegat Harbor Channel 
Lighted Buoy 14

39-45-50.04N
74-06-33.99W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 15 
to
May 1.

* 4/13

1020 - Lighted Buoy 26 39-46-41.96N
74-07-02.10W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 15 
to May 1.

* 4/13



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

2915 PEA PATCH ISLAND DIKE 
WARNING LIGHT B
On submerged dike.

39-37-37.75N
75-35-09.35W

Fl W 2.5s 30  5 NW on skeleton 
tower worded 
DANGER 
SUBMERGED 
DIKE.

* 4/13

7970 - Lighted Buoy 95 39-00-26.90N
76-22-43.85W

Fl G 2.5s  5 Green. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 4/13

8310 - Lighted Buoy 18 39-15-19.26N
76-34-00.21W

Fl R 2.5s  6 Red. Replaced by nun when 
endangered by ice.

* 4/13

15240 - CHANNEL LIGHT 2 37-38-30.97N
76-33-47.45W

Fl R 4s 19  4 TR on pile.

* 4/13

20920 - Channel Lighted Buoy 11 39-13-04.35N
76-34-29.18W

Fl G 4s  5 Green.

* 4/13

33115 - CHANNEL LIGHT 4 35-21-26.90N
76-40-36.34W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 4/13

40215 - LIGHT 44
35 feet outside channel
limit.

33-55-19.81N
78-13-43.97W

Fl R 4s 15  4 TR-TY on pile.

* 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2585 HOG ISLAND REACH 
RANGE REAR LIGHT
141 yards, 172.4°  from
front light.

32-46-47.89N
79-54-57.33W

Iso W 6s 41 Visible 4°  each side of range 
line.
Lighted throughout 24 hours.

* * * 4/13

2770 - LIGHT 2 32-49-50.00N
79-56-07.10W

Fl R 4s 12  5 TR on pile.

* 4/13

4640 - Lighted Bell Buoy 17 32-02-12.01N
80-50-30.93W

Fl G 4s  5 Green.

* 4/13

6690
37870

- UPPER RANGE A FRONT 
LIGHT

30-43-30.49N
81-29-41.01W

Q W 18 KRW-I on tower on 
piles.

Visible all around; higher 
intensity on range line.

* 4/13

6695
37875

- UPPER RANGE A REAR 
LIGHT
771 yards, 294.3°  from
front light.

30-43-39.89N
81-30-05.16W

Iso W 6s 48 KRW on tower on 
piles.

Visible all around; higher 
intensity on range line.

* * * 4/13

6935
37710

- LOWER RANGE E FRONT 
LIGHT

30-46-23.62N
81-29-08.99W

Q W 18 KRW-I on pile. Light obscured from 250°  to 
120° . 
Higher intensity on range line.

* * 4/13

6940
37715

- LOWER RANGE E REAR 
LIGHT
736 yards, 152.3°  from
front light.

30-46-04.02N
81-28-57.23W

Iso W 6s 55 KRW on skeleton 
tower. On same 
structure as 
Cumberland Sound 
Range C Rear Light.

Visible all around; higher 
intensity on range line.

* * * 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

7470 - Lighted Buoy 51 30-23-47.88N
81-34-23.20W

Fl G 4s  5 Green.

* 4/13

9710 - Entrance Channel Lighted 
Buoy 20

Remove from list.

* 4/13

25730 - LIGHT 2 27-57-47.15N
82-49-08.99W

Q R 16  4 TR on pile.

* * * * * 4/13

25735 - Daybeacon 3 27-57-49.89N
82-49-10.33W

SG on pile.

* * * * * 4/13

25750 - Daybeacon 5 27-57-55.59N
82-49-04.78W

TR on pile.

* 4/13

36875 - LIGHT 195 31-19-56.21N
81-19-31.15W

Fl G 2.5s 12  3 SG-SY on pile.

* 4/13

37710
6935

- LOWER RANGE E FRONT 
LIGHT

30-46-23.36N
81-29-08.99W

Q W 18 KRW-I on pile. Light obscured from 250°  to 
120° . 
Higher intensity on range line.

* * 4/13

37715
6940

- LOWER RANGE E REAR 
LIGHT
736 yards, 152.3°  from
front light.

30-46-04.02N
81-28-57.23W

Iso W 6s 55 KRW on skeleton 
tower. On same 
structure as 
Cumberland Sound 
Upper Range C 
Rear Light.

Visible all around; higher 
intensity on range line.

* * * 4/13

37870
6690

- UPPER RANGE A FRONT 
LIGHT

30-43-30.49N
81-29-41.01W

Q W 18 KRW-I on skeleton 
tower on piles.

Visible all around; higher 
intensity on range line.

* 4/13

37875
6695

- UPPER RANGE A REAR 
LIGHT
771 yards, 294.3°  from
front light.

30-43-39.89N
81-30-05.16W

Iso W 6s 48 KRW on skeleton 
tower on piles.

Visible all around; higher 
intensity on range line.

* * * 4/13

40950 - LIGHT 13 28-51-39.18N
80-49-31.18W

Fl G 4s 16  5 SG-SY on dolphin.

* 4/13

41050 - LIGHT 38 28-45-29.90N
80-45-44.91W

Fl R 4s 16  5 TR-TY on dolphin.

* 4/13

47205 - LIGHT 69 26-16-00.04N
80-04-52.14W

Fl G 4s 16  5 SG-SY on pile.

* 4/13

50375 - LIGHT 41 25-08-35.47N
80-25-25.95W

Fl G 4s 16  5 SG-SY on dolphin.

* 4/13

57075 - Daybeacon 30a Remove from list.

* 4/13

57085 - Daybeacon 32 26-50-42.19N
82-17-24.80W

TR-TY on pile.

* 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*998 Arena Offshore-108-7 Lighted 
Buoy

28-16-14.95N
93-20-29.66W

Fl W 2.5s White with orange 
bands.

SIGN: ARENA-WC-564-1.
Private aid.

4/13

1385
27110

Matagorda Ship Channel 
Entrance Light

28-25-18.47N
96-19-05.92W

Fl W 10s 64  5 On same structure 
as Matagorda Ship 
Channel Range B 
Rear Light.
52

Obscured from 257°  to 040° .

* * 4/13

7940 - Lighted Buoy 16 30-12-45.15N
88-30-34.62W

Fl R 2.5s  3 Red.

* 4/13

22910
35715

- H RANGE REAR LIGHT
326 yards, 040°  from
front light.

29-52-13.25N
93-55-41.97W

Iso R 6s 49 KRW on skeleton 
tower on concrete 
block.

* 4/13

22950
35675

- L RANGE REAR LIGHT
957 yards, 037.5°  from
front light.

29-56-58.20N
93-51-26.69W

Iso W 6s 56 KRW on skeleton 
tower on piles.

* 4/13

22965
35665

- K RANGE REAR LIGHT
669 yards, 200°  from
front light.

29-55-45.82N
93-52-12.96W

Iso W 6s 53 KRW on skeleton 
tower.

* 4/13

22975
35635

- M UPPER RANGE REAR 
LIGHT
745 yards, 020.1°  from
front light.

29-58-37.58N
93-51-01.13W

Iso W 6s 40 On skeleton tower 
on piles. On same 
structure as Neches 
River Outer Range 
R Rear Light.

* * 4/13

23010
35620

- N RANGE REAR LIGHT
972 yards, 250.3°
from front light.

29-57-52.49N
93-52-15.87W

Iso G 6s 85 KRW on skeleton 
tower on piles.

* 4/13

23090
35540

- O RANGE REAR LIGHT
954 yards, 070.3°  from
front light.

29-59-40.57N
93-46-31.66W

Fl R 4s 54 KRW on skeleton 
tower on mud sills.

* 4/13

23125
35515

- P RANGE REAR LIGHT
1,204 yards, 038.9°
from front light.

30-01-34.54N
93-44-50.09W

Iso W 6s 47 KRW-I on skeleton 
tower on piles.

Visible 4°  either side of range 
line.

* 4/13

23175
35455

- OUTER Q RANGE REAR 
LIGHT
464 yards, 231.6°  from
front light.

30-02-13.84N
93-44-30.36W

Iso W 6s 49 KRW on skeleton 
tower on mud sills.

Visible all around; higher 
intensity on rangeline.

* 4/13

23435 - T RANGE REAR LIGHT
283 yards, 107.9°  from
front light.

30-00-24.79N
93-58-32.45W

F G
F G

55
57

On skeleton tower 
on block.

Lighted throughout 24 hours.

* 4/13

25350 - LIGHT 112A 29-43-53.81N
95-01-54.42W

Fl R 2.5s 17  3 TR on pile. Ra ref. 

* 4/13

27110
1385

- Entrance Light 28-25-18.47N
96-19-05.92W

Fl W 10s 64  5 On same structure 
as Matagorda Ship 
Channel Range B 
Rear Light.
52

Obscured from 257°  to 040° .

* * 4/13



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

27180 - B RANGE REAR LIGHT
1,192 yards, 128.7°
from front light.

28-25-18.47N
96-19-05.92W

Oc W 4s 62 KRW on skeleton 
tower block. On 
same structure as 
Matagorda Bay 
Entrance Light.

* * * * 4/13

27520 - D RANGE REAR LIGHT
658 yards, 181.5°
from front light.

28-35-26.68N
96-34-02.96W

Oc G 4s 47 KRW on skeleton 
tower on piles.

* * * * 4/13

27525 - D RANGE REAR LIGHT 
PASSING LIGHT

28-35-26.68N
96-34-02.96W

Fl W 4s 18  5 On same structure 
as Matagorda Ship 
Channel Range D 
Rear Light.

* 4/13

28150 HARBOR ISLAND RANGE
REAR LIGHT
1,500 yards, 301.2°
from front light.

27-51-08.41N
97-04-24.07W

F W (Night)
F W (Day)

123
122

Skeleton tower. Visible 2°  each side of range 
line. 
Lighted throughout 24 hours.
Fl Y 2.5s exhibited when range 
light is on emergency power.

* * * 4/13

28310 - CUT A EAST RANGE REAR 
LIGHT
989 yards, 078.3°
from front light.

27-50-47.19N
97-02-44.65W

Iso W 6s 93 KRW on skeleton 
tower on concrete 
block.

* * * 4/13

28875 - E RANGE FRONT LIGHT 27-49-01.91N
97-28-18.89W

Q G 26 KRW on skeleton 
tower.

Lighted throughout 24 hours.

* * 4/13

28970 - INNER RANGE FRONT 
LIGHT

27-52-31.87N
97-15-01.00W

Q G 26 KRW  on skeleton 
tower on piles.

Ra ref. 

* * 4/13

28975 - INNER RANGE REAR 
LIGHT
2,136 yards, 336.8°
from front light.

27-53-30.19N
97-15-29.10W

Iso G 6s 64 KRW on skeleton 
tower on piles.

* * * 4/13

34035 - Buoy 14 30-17-11.38N
88-08-14.26W

Red nun with yellow 
triangle.

* 4/13

35455
23175

- Q RANGE REAR LIGHT
464 yards, 231.6°
from front light.

30-02-13.84N
93-44-30.36W

Iso W 6s 49 KRW-I on skeleton 
tower on mud sills.

Visible all around; higher 
intensity on range line.

* 4/13

35515
23125

- P RANGE REAR LIGHT
1,204 yards, 038.9°
from front light.

30-01-34.54N
93-44-50.09W

Iso W 6s 47 KRW-I on skeleton 
tower on piles.

Visible 4°  either side of range 
line.

* 4/13

35540
23090

- O RANGE REAR LIGHT
954 yards, 070.3°  from
front light.

29-59-40.57N
93-46-31.66W

Fl R 4s 54 KRW on skeleton 
tower on mud sills.

Passing light visible all around.

* 4/13

35620
23010

- N RANGE REAR LIGHT
972 yards, 250.3°
from front light.

29-57-52.49N
93-52-15.87W

Iso G 6s 85 KRW on skeleton 
tower on piles.

* 4/13

35635
22975

- M UPPER RANGE REAR 
LIGHT
745 yards, 020.1°
from front light.

29-58-37.58N
93-51-01.13W

Iso W 6s 40 On skeleton tower 
on piles. On same 
structure as Neches 
River Outer Range 
R Rear Light.

* 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

35665
22965

- K RANGE REAR LIGHT
669 yards, 200°
from front light.

29-55-45.82N
93-52-12.96W

Iso W 6s 53 KRW on skeleton 
tower.

* 4/13

35675
22950

- L RANGE REAR LIGHT
957 yards, 037.5°
from front light.

29-56-58.20N
93-51-26.69W

Iso W 6s 56 KRW on skeleton 
tower on piles.

* 4/13

35715
22910

- H RANGE REAR LIGHT
326 yards, 040°
from front light.

29-52-13.25N
93-55-41.97W

Iso R 6s 49 KRW on skeleton 
tower on concrete 
block.

* * 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

357 NOAA Environmental Lighted 
Buoy 46026

37-45-18.21N
122-50-20.84W

Fl (4) Y 20s  5 Yellow disc-shaped 
buoy.

Aid maintained by National 
Oceanic and Atmospheric 
Adminstration.

* 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3000 - UPPER RANGE FRONT 
LIGHT

42-57-12.31N
78-54-37.63W

F R 25
8

KRW on gray post. Visible 4°  each side of range 
line.

* * * 4/13

3005 - UPPER RANGE REAR 
LIGHT
788 feet, 001.4°  from
front light.

42-57-20.10N
78-54-37.37W

F R 48
15

KRW on gray post. Visible 4°  each side of range 
line.

* * * * 4/13

3015 - LOWER RANGE FRONT 
LIGHT

42-57-01.98N
78-54-33.93W

F R 27
8

KRW on gray post. Visible 1.5°  each side of range 
line.

* * * 4/13

3020 - LOWER RANGE REAR 
LIGHT
733 feet, 138.8°  from
front light.

42-56-56.53N
78-54-27.44W

F R 86
26

KRW on skeleton 
tower.

Visible 1.5°  each side of range 
line.

* * * * 4/13

3545 - ENTRANCE RANGE 
FRONT LIGHT

42-09-08.10N
80-04-36.87W

F G 32
10

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

3550 - ENTRANCE RANGE REAR 
LIGHT
752 feet, 235.3°  from
front light.

42-08-03.86N
80-04-45.08W

F G 62
19

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

7165 GROSSE ILE SOUTH 
CHANNEL RANGE FRONT 
LIGHT

42-11-07.08N
83-08-31.01W

F G 30
9

KRW on square 
skeleton tower.

Lighted throughout 24 hours.

* * * 4/13

7170 GROSSE ILE SOUTH 
CHANNEL RANGE REAR 
LIGHT
1,491 feet, 342.6°  from
front light.

42-11-21.13N
83-08-36.95W

F G 55
17

KRW on square 
skeleton tower.

Lighted throughout 24 hours.

* * * * 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

8400 PECHE ISLAND RANGE 
FRONT LIGHT

42-21-37.56N
82-54-24.96W

F W 35
11

KRW on white 
skeleton tower with 
round conical 
foundation.

Lighted throughout 24 hours.
RACON: G (– – •).

* * * 4/13

8410 PECHE ISLAND RANGE 
REAR LIGHT
3,697 feet, 227.7°  from
front light.

42-21-12.99N
82-55-01.39W

F W 114
35

KRW on white 
skeleton tower with 
round conical 
foundation.

Lighted throughout 24 hours.

* * * * * 4/13

8535 ST. CLAIR FLATS CANAL 
RANGE FRONT LIGHT

42-33-02.60N
82-39-02.75W

F G 48
15

White daymark on 
pyramidal tower.

Lighted throughout 24 hours.

* * * 4/13

8540 ST. CLAIR FLATS CANAL 
RANGE REAR LIGHT
4,018 feet, 041.1°  from
front light.

42-33-32.51N
82-38-27.46W

F G 112
34

White daymark on 
pyramidal tower.

Lighted throughout 24 hours.

* * * * 4/13

9675 - Lighted Buoy 17 42-33-54.34N
82-34-55.06W

Fl G 4s  4 Green.

* 4/13

9990 FORT GRATIOT RANGE 
FRONT LIGHT

42-59-36.16N
82-25-38.43W

F W 41
12

KRW with 12-foot 
vertical bar light on 
brown cylindrical 
tower.

Port Huron-Sarnia Bridge 
center span lights (Oc G) are 
on Fort Gratiot rangeline.
Lighted throughout 24 hours.

* * * * 4/13

9995 FORT GRATIOT RANGE 
FRONT PASSING LIGHT

42-59-36.16N
82-25-38.43W

F G 44
13

 9 On same structure 
as Fort Gratiot 
Range Front Light.

* * * 4/13

10000 FORT GRATIOT RANGE 
REAR LIGHT
460 feet, 207.6°  from
front light.

42-59-32.13N
82-25-41.30W

F W 52
16

KRW with 12-foot 
vertical bar light on 
brown octagonal 
tower.

Lighted throughout 24 hours.

* * * 4/13

10550 - RANGE FRONT LIGHT 43-38-54.32N
83-51-05.67W

F R (Night)

F R (Day)

70
21
66
20

On skeleton tower. Lighted throughout 24 hours.

* * 4/13

*10555 - RANGE FRONT PASSING 
LIGHT

43-38-54.32N
83-51-05.67W

F R 66
20

 8 On same structure 
as Saginaw Bay 
Channel Range 
Front Light.

4/13

10560 - RANGE REAR LIGHT
8,708 feet, 211.2°  from
front light.

43-37-40.76N
83-52-07.02W

F G 159
48

On skeleton tower. Lighted throughout 24 hours.

* * * 4/13

10760 ESSEXVILLE RANGE 
FRONT LIGHT

43-37-21.71N
83-50-19.20W

F G 38
12

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

10765 ESSEXVILLE RANGE REAR 
LIGHT
1,099 feet, 160.1°  from
front light.

43-37-11.50N
83-50-14.13W

F G 53
16

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * * 4/13

14015 FRECHETTE POINT RANGE 
FRONT LIGHT

46-27-20.22N
84-16-46.00W

Q G 38
12

KRW on square 
skeleton tower.

Visible 1.5°  each side of range 
line.

* * * 4/13
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

14020 FRECHETTE POINT RANGE 
REAR LIGHT
4,481 feet, 323.4°  from
front light.

46-27-55.73N
84-17-24.16W

F G 93
28

KRW on triangular 
skeleton tower.

Visible 1.5°  each side of range 
line.

* * * * 4/13

14045 SIX MILE POINT RANGE 
FRONT LIGHT

46-26-23.76N
84-15-58.77W

F W 30
9

KRW on white 
cylindrical tower.

Lighted throughout 24 hours.

* * 4/13

14050 SIX MILE POINT RANGE 
REAR LIGHT
2,382 feet, 153.1°  from
front light.

46-26-02.79N
84-15-43.39W

Iso W 6s 63
19

KRW on square 
skeleton tower.

Higher intensity on range line.
Lighted throughout 24 hours.

* * * * * 4/13

21118 Sturgeon Bay Ship Canal 
Lighted Buoy 16A

44-49-37.26N
87-22-17.10W

Fl R 4s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21120 Sturgeon Bay Ship Canal 
Lighted Buoy 17

44-49-39.86N
87-22-37.15W

Q G  4 Green can. Replaced by can from Nov. 21 
to Apr. 21.

* 4/13

21185 - Lighted Buoy 26 44-51-35.44N
87-24-09.31W

Fl R 4s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21206 - Lighted Buoy 30 44-52-33.00N
87-24-48.00W

Q R  4 Red. Replaced by nun from Apr. 21 
to Nov. 21.

* 4/13

21215 - Lighted Buoy 32 44-52-43.81N
87-24-48.73W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21605 Southwest Drisco Shoal 
Lighted Buoy DA

45-32-09.89N
87-00-36.45W

Fl (2) W 5s  4 Black with red band 
and two top marks.

Replaced by can from Nov. 21 
Apr. 28.

* 4/13

21775 Whaleback Shoal East End 
Lighted Bell Buoy 4

45-21-00.69N
87-10-12.12W

Fl R 6s  4 Red. Replaced by nun from Dec. 1 
to Apr. 21.

* 4/13

21790 Cedar River Entrance Lighted
Buoy 1
Marks rock.

45-23-43.82N
87-20-28.63W

Fl G 6s  5 Green can. Maintained from May 1 to Nov. 
15.

4/13
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