
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

12355 North River Junction Buoy NR 42-09-37.78N
70-42-48.75W

Green can with red 
bands.

* 7/13

21245 Stratford Point Lighted Buoy 
18

41-06-49.08N
73-08-09.40W

Fl R 4s  4 Red. Removed when endangered by 
ice.

* 7/13

22065 ICE HOUSE LIGHT 15 41-25-04.34N
72-05-33.71W

Fl G 2.5s 18  3

* 7/13

22140 STODDARDS OLD DOCK 
LIGHT 30

41-27-38.42N
72-04-03.05W

Fl R 4s 20  3

* 7/13

22595 - LIGHT 22 41-19-51.51N
72-21-00.00W

Fl R 4s 27  3 TR on skeleton 
tower.

* 7/13

24785 - LIGHT 7 41-07-18.76N
73-17-14.19W

Fl G 4s 32  4 SG on skeleton 
tower.

* 7/13

28260 - Buoy 1 41-00-53.82N
72-15-08.70W

Green can. Private aid.

* 7/13

28265 - Buoy 2 31-00-53.70N
72-15-11.28W

Red nun. Private aid.

* 7/13

28270 - Buoy 4 41-00-44.52N
72-15-10.26W

Red nun. Private aid.

* 7/13

28275 - Buoy 5 41-00-40.38N
72-15-08.16W

Green can. Private aid.

* 7/13

28280 - Buoy 6 41-00-38.04N
72-15-08.70W

Red nun. Private aid.

* 7/13

28285 - Buoy 8 41-00-37.38N
72-15-02.52W

Red nun. Private aid.

* 7/13

28290 - Buoy 10 41-00-37.08N
72-15-56.88W

Red nun. Private aid.

* 7/13

31530 - Lighted Buoy 5 40-35-07.80N
73-45-31.68W

Fl G 4s  4 Green. Replaced by can when 
endangered by ice.

* 7/13

37405 - Channel Lighted Buoy 7 40-39-19.01N
74-08-51.81W

Fl G 2.5s  3 Green.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*74 Fishermen's Energy 
Research Lighted Data 
Buoy B

39-10-07.73N
74-23-58.61W

Fl Y 2.5s Yellow. Private aid.

7/13



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

345 Cape Charles Lighted Bell 
Buoy 14

37-07-23.52N
75-40-58.71W

Fl R 2.5s  5 Red.

* 7/13

445 - Lighted Buoy 7 36-51-31.32N
75-50-55.16W

Fl G 2.5s  7 Green.

* 7/13

455 - Lighted Buoy 9 36-52-11.61N
75-52-15.96W

Q G  7 Green.

* 7/13

600
27970

- Approach Lighted Whistle 
Buoy OI

35-48-37.21N
75-30-37.67W

Mo (A) W  6 Red and white 
stripes.

Position frequently shifted with 
changing conditions.
Topmark not installed on this 
aid.

* 7/13

2500 REEDY ISLAND DIKE 
SOUTH WARNING LIGHT

39-28-04.28N
75-34-28.55W

Fl W 2.5s 21  5 NW on skeleton 
tower worded 
DANGER 
SUBMERGED 
DIKE.

* * 7/13

4750 - Lighted Buoy 10 38-19-31.75N
75-05-30.29W

Fl R 4s  4 Red.

* 7/13

4753 - Junction Lighted Buoy OC 38-19-35.06N
75-05-34.62W

Fl (2+1) R 6s  4 Red and green.

* 7/13

8230 - Lighted Buoy 2 39-12-27.26N
76-30-55.09W

Q R  6 Red. Replaced by nun when 
endangered by ice.

* 7/13

8250 - Lighted Buoy 6 39-13-19.79N
76-31-54.08W

Fl R 4s  6 Red. Replaced by nun when 
endangered by ice.

* 7/13

8295 - Lighted Buoy 15 39-14-46.98N
76-33-40.15W

Fl G 4s  6 Green. Replaced by can when 
endangered by ice.

* 7/13

8315 Fort McHenry Angle Junction 
Lighted Buoy FM

39-15-23.79N
76-34-18.32W

Fl (2+1) G 6s  6 Green and red 
bands.

Replaced by can when 
endangered by ice.

* 7/13

9230 - Lighted Buoy 6 36-58-00.43N
76-04-38.32W

Fl R 6s  6 Red.

* 7/13

13507 VIMS Lighted Data Buoy GI Remove from list.

* 7/13

19515 - ENTRANCE LIGHT 2RR 38-52-01.36N
76-30-49.45W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 7/13

20910 - Channel Lighted Buoy 9 39-13-12.01N
76-34-25.30W

Fl G 2.5s  6 Green.

* 7/13

21155 - Lighted Buoy 6 39-15-15.26N
76-33-28.15W

Q R  4 Red.

* 7/13

25055 CAMBRIDGE SEWER 
OUTFALL WARNING 
LIGHT

38-34-21.21N
76-03-10.05W

Q W 15  4 NW on pile worded 
DANGER 
SUBMERGED 
PIPE.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

27970
600

- Approach Lighted Whistle 
Buoy OI

35-48-37.21N
75-30-37.67W

Mo (A) W  6 Red and white 
stripes.

Position frequently shifted
with changing conditions.
Topmark not installed on
this aid.

* 7/13

27975 - Lighted Buoy 1 35-48-09.74N
75-30-48.18W

Fl G 2.5s  4 Green.

* 7/13

27980 - Buoy 2 35-48-12.36N
75-30-55.74W

Red nun.

* 7/13

27985 - Buoy 3 35-47-47.73N
75-31-00.47W

Green can.

* 7/13

27990 - Buoy 4 35-47-49.25N
75-31-06.09W

Red nun.

* 7/13

*31626 TOWN OF COLUMBIA 
(WWTP DIFFUSER) 
WARNING LIGHT A

35-55-17.53N
76-15-29.29W

Fl W 4s NW on pile. Private aid.

7/13

37120 - LIGHT 42 36-43-46.97N
76-16-30.66W

Fl R 4s 14  3 TR-TY on pile.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

833 NOAA Data Lighted Buoy 
41008

31-24-00.00N
80-52-05.26W

Fl (4) Y 20s Yellow disc-shaped 
with mast.

Aid maintained by NOAA.

* 7/13

3005 - LIGHT 70 32-55-13.18N
79-55-42.74W

Fl R 4s 12  5 TR on dolphin.

* 7/13

6760
37845

- RANGE FRONT LIGHT A-2 30-44-14.24N
81-29-27.18W

Q W 16 KRW-I on dolphin. Visible all around; higher 
intensity on range line.

* * 7/13

6765
37850

- RANGE REAR LIGHT A-2
76 yards, 330°  from
front light.

30-44-16.20N
81-29-28.49W

Iso W 6s 32 KRW on tower on 
piles.

Visible all around; higher 
intensity on range line.

* * * 7/13

8280 - LIGHT 19 29-35-50.70N
81-38-54.78W

Fl G 2.5s 12  5 SG on pile.

* 7/13

8380 NASHUA LIGHT 41 29-30-38.96N
81-40-48.02W

Fl G 2.5s 16  5 SG on dolphin.

* 7/13

37845
6760

- RANGE FRONT LIGHT A-2 30-44-14.24N
81-29-27.18W

Q W 16 KRW-I on dolphin. Visible all around; higher 
intensity on range line.

* * 7/13

37850
6765

- RANGE REAR LIGHT A-2
76 yards, 330°  from
front light.

30-44-16.20N
81-29-28.49W

Iso W 6s 32 KRW on tower on 
piles.

Visible all around; higher 
intensity on range line.

* * * 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

44690 - LIGHT 164 27-34-09.57N
80-21-07.48W

Fl R 4s 16  5 TR-TY on pile.

* 7/13

44705 - LIGHT 167 27-33-57.04N
80-20-58.40W

Fl G 4s 12  5 SG-SY on pile.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*943 Nippon-102-10 Lighted Buoy 28-21-12.63N
93-01-24.90W

Q G Marks subsea 
obstruction.

SIGN: NIPPON-WC-533-A.
Private aid.

7/13

1365
27100

Matagorda Ship Channel 
Approach Lighted Buoy 
MSC

28-12-01.03N
96-05-12.88W

Mo (A) W  4 Red and white 
stripes with red 
spherical topmark.

* 7/13

27100
1365

- Approach Lighted Buoy 
MSC

28-12-01.03N
96-05-12.88W

Mo (A) W  4 Red and white 
stripes with red 
spherical topmark.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2289.2 Scripps Waverider Lighted 
Research Buoy 045

Remove from list.

* 7/13

*2289.5 Scripps Waverider Lighted 
Research Buoy 045

33-10-46.00N
117-28-17.00W

Fl (5) Y 20s Yellow sphere with 
whip antenna.

Private aid.

7/13

7960 - CHANNEL RANGE D 
FRONT LIGHT 37

38-19-57.35N
123-03-09.00W

Q G 14 KRW on pile; SG 
facing upstream.

Visible all around; higher 
intensity on range line.

* 7/13

9265 - CHANNEL RANGE FRONT 
LIGHT

43-41-20.52N
124-11-08.13W

Q W 24 KRB on multi-pile 
structure.

Visible 10°  each side of range 
line.

* * * 7/13

9270 - CHANNEL RANGE REAR 
LIGHT
394 yards, 026.7°  from
front light.

43-41-30.95N
124-11-00.91W

Iso W 6s 39 KRB on skeleton 
tower.

Visible 10°  each side of range 
line.

* * * 7/13

9395 SMITH RIVER LIGHT 2 43-42-22.60N
124-05-12.85W

Fl R 4s 16  4 TR on skeleton 
tower.

* * 7/13

15500 - LIGHT 6 46-38-24.15N
123-58-20.19W

Fl R 4s 21  5 TR on multi-pile 
structure.

* * * 7/13

16221 Race Rocks South Cautionary 
Lighted Buoy VF
(C)

48-14-14.40N
123-31-58.70W

Fl Y 4s Yellow. RACON: B(– • • •).

* 7/13

16265 Trial Islands Light
(C)

48-23-42.30N
123-18-18.60W

Fl G 5s 93  13 White circular tower.

* * * 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

22327 - RANGE FRONT LIGHT 55-32-10.11N
131-49-57.06W

Fl W 2.5s 29  7 KRW and NR on 
skeleton tower.

* * 7/13

22328 - Range Rear Daybeacon
1,534 yards, 210.5 from 
front light

55-31-31.04N
131-50-37.71W

KRW on skeleton 
tower.

* * 7/13

24555 Hermanos Island Range Front
Daybeacon

55-34-14.84N
133-17-55.19W

KRW on spindle.

* 7/13

24560 Hermanos Island Range Rear
Daybeacon
229 yards, 105.1°  from
front daybeacon.

55-34-13.07N
133-17-43.66W

KRW on spindle.

* * 7/13

24710 Chapin Island Range Front
Daybeacon

55-47-45.87N
133-18-41.48W

KRW on skeleton 
tower.

* 7/13

24715 Chapin Island Range Rear
Daybeacon
74 yards, 305.4°  from
front daybeacon.

55-47-47.14N
133-18-44.66W

KRW on skeleton 
tower.

* * 7/13

26410 FIRE ISLAND RANGE 
FRONT LIGHT

61-10-20.63N
150-12-00.00W

Q W 83 KRB on multi-pile 
structure.

Visible 4°  each side of range 
line.

* 7/13

26415 FIRE ISLAND RANGE REAR 
LIGHT
510 yards, 242°  from
front light.

61-10-13.56N
150-12-27.07W

Iso W 6s 124 KRB on multi-pile 
structure.

Visible 4°  each side of range 
line.

* 7/13

26435 POINT WORONZOF RANGE 
FRONT LIGHT

61-12-06.33N
150-01-22.89W

Oc G 4s 52 KRW on single pile. Visible 4°  each side of range 
line.
Lighted throughout 24 hours.

* 7/13

26440 POINT WORONZOF RANGE 
REAR LIGHT
278 yards, 079°  from front 
light.

61-12-07.90N
150-01-06.20W

F G 140 KRW on multi-pile 
structure.

Visible 4°  each side of range 
line.
Lighted throughout 24 hours.

* 7/13

27972 NOME HARBOR RANGE 
FRONT LIGHT

64-30-14.14N
165-25-22.77W

Iso Y 6s 33 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* 7/13

27973 NOME HARBOR RANGE 
REAR LIGHT
167 yards 029.9°  from front 
light

64-30-18.41N
165-25-17.06W

Q Y 66 KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * 7/13

30420 - Buoy 4 08-49-19.59N
167-36-20.59E

Red can.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

14946 Portage Buoy "A" Remove from list.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.6

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

14947 Portage Buoy "B" Remove from list.

* 7/13

14948 Portage Buoy "C" Remove from list.

* 7/13

21360 - CHANNEL LIGHT 4 45-20-13.01N
86-56-07.25W

Fl R 4s 32
10

 4 TR on post.

* 7/13

21365 - CHANNEL LIGHT 5 45-20-16.84N
86-56-10.76W

Fl G 2.5s 32
10

 4 SG on post.

* 7/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


