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COAST PILOT CORRECTIONS

COAST PILOT 4           44 Ed 2012              Change No. 9
                                                                     LAST NM 12/13
Chapter 5—Paragraph 73; read: 

(73) Beaufort is connected by a highway bridge across
Gallants Channel to Radio Island and thence to Morehead
City by bridges over the Intracoastal Waterway. The min-
imum clearance is 13 feet for the bascule bridge over Gal-
lants Channel. (See 117.1 through 117.49 and 117.823,
chapter 2, for drawbridge regulations.) An overhead power
cable close northward of the highway bridge has a clear-
ance of 67 feet. The bridges over the Intracoastal Water-
way are described in chapter 12.

(L 2093-2012) 13/13 

Chapter 6—Paragraph 27; read: 
(27) Little River Inlet, 28 miles westward of Cape Fear

River, is entered between Waties Island on the west and
Bird Island on the east. A lighted whistle buoy is off the
entrance and several dangerous wrecks are south and
west of the entrance. The entrance is protected by jetties,
each marked on the outer end by a light. The bar channel
is subject to continual change and the buoys marking it
are shifted frequently to mark the best water, and there-
fore not charted. Once past the jetties, a marked channel
leads northwestward for about 1.8 miles to a junction with
the Intracoastal Waterway. There is a large sand bar cen-
tered at 33°51'25"N., 78°32'50"W. Extreme caution is ad-
vised when entering and leaving the inlet. The mean
range of tide at the inlet is about 5 feet.

(NOS 11534) 13/13 

Chapter 6—Paragraph 221; read: 
(221) A dredged  channel in Ashley River leads from a

point about 1 mile southeastward of the Battery
(32°46'08"N., 79°55'44"W.) to a turning basin 5.8 miles
above the Battery. About 1 mile above the U.S. Route 17
bascule bridges, trestle ruins extend from the west side of
the channel to about midchannel; extreme caution is ad-
vised. Local knowledge is advised for vessels navigating
above the turning basin. The river is marked lights and
buoys to the first bridge and by daybeacons to the fixed
highway bridge 8.4 miles above the Battery.

(NOS 11524; LNM 09/12 CG7; LL 2013) 13/13 

Chapter 8—Paragraph 222; read: 
(222) St. Marys River, the principal tributary of Cumber-

land Sound, enters from westward, and is a portion of the
boundary between Georgia and Florida. It is used primari-
ly by shrimp fishermen and tugs towing fuel oil as far as
St. Marys. Above St. Marys a vessel with a draft of 10 feet
or less should have little difficulty going as far as Kings Fer-
ry, 32 miles above the mouth, on a rising tide. The river
is very crooked, and some of the turns are sharp. Caution
is advised when entering the river, especially in late after-
noon, as the indefinite shoreline of the surrounding marsh-
lands make the unmarked channel in the first reach
difficult to negotiate. Unpredictable currents have been re-
ported in the entrance to the river, at the junctions with
Jolly and North Rivers, and along the piers at St. Marys. Refer
to the table at the end of this chapter for tidal information.
The water is fresh above the railroad bridge, 20 miles
above the mouth. A pilot for the river is available at
Fernandina Beach.

(NOS 11502) 13/13 

Chapter 9—Paragraph 21.01; read: 
(21.01)Gate Terminal Northside Generating Plant
(L 2139-2012) 13/13 

COAST PILOT 5           40 Ed 2012            Change No. 19
                                                                     LAST NM 12/13
Chapter 2—Paragraph 1119.01; read: 

(1119.01)(34) Belmont  Anchorage. An area 1.1 miles in
length along the left descending bank of the river extend-
ing from mile 152.9 (Belmont Light) to mile 154.0 above
Head of Passes. The width of the anchorage is 300 feet.
The inner boundary of the anchorage is a line parallel to
the nearest bank 400 feet from the water’s edge into the
river as measured from the LWRP. The outer boundary of
the anchorage is a line parallel to the nearest bank 700 feet
from the water’s edge into the river as measured from the
LWRP.

(FR 2/20/13) 13/13 

COAST PILOT 6           43 Ed 2013              Change No. 3
                                                                     LAST NM 12/13
Chapter 6—Paragraph 443; read: 

(443) In the southeast part of Sandusky Bay, a privately
dredged and marked channel leads to Pipe Creek. Marinas
on the both sides of the creek can provide transient
berths, gasoline, diesel fuel, electricity, water, launching
ramps, pump-out facility and marine supplies. Marine lifts
to 30 tons and marine railways to 100 tons are available for
hull and engine repairs. In 2013, the approach to the facili-
ties had a reported depth of 5 feet. The highway bridge
over the channel entrance has a 38-foot fixed span with a
clearance of 21 feet. The channel is bordered on the west side
by diked wetland areas.

(DB 20966-small) 13/13 
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Chapter 9—Paragraphs 117 to 118; read: 
(117) A 207.6° lighted range on the west side of the river0.5

mile below the Blue Water Bridge marks the channel
through the head of the river to just below the bridge.

(118) Bay Point is a long narrow point that extends south
along the east side of the river about 1.4 miles below the head.
A buoy marks the south end of the point. Lighted buoys
mark shallow water on the east side of the river north of
the point.

(LNM 2/13 CG9; NOS 14852) 13/13 

COAST PILOT 7           45 Ed 2013            Change No. 10
                                                                     LAST NM 12/13
Chapter 2—Paragraphs 2055 to 2094; read: 

§110.230 Anchorages, Captain of the Port Puget Sound
Zone, WA.

(2055) (a) Anchorage grounds. All coordinates are ex-
pressed in North American Datum 1983.

(2055.01)(1) Freshwater Bay Emergency Anchorage. All
waters of Freshwater Bay and adjacent waters shore-
ward of a line beginning at Observatory Point,

(2056)48°09'03''N, 123°381'2''W; thence 000°T to
(2057)48°09'36''N, 123°38'12''W; thence 090°T to
(2058)48°09'36''N, 123°33'27''W; thence 180°T ending at

Angeles Point,
(2058.01)48°09'00''N, 123°33'27''W.

(2059) (i) This anchorage may only be assigned to ves-
sels experiencing an emergency that requires anchor-
ing. Vessel emergencies include equipment failures,
cargo securing, etc. Vessels requiring a customs in-
spection will not be allowed to anchor in this area.

(2059.01)(ii) [Reserved.]
(2060) (2) Bellingham Bay Anchorages—(i) General

Anchorage. The waters of Bellingham Bay within a
circular area with a radius of 2,000 yards, having its
center at

(2061)48°44'14.39''N, 122°32'26.62''W.
(2062) (ii) Explosives Anchorage. The waters of Bell-

ingham Bay within a circular area with a radius of
1,000 yards, having its center at

(2063) 48°42'47.39''N, 122°33'41.62''W.
(2064) (3) Port Townsend Anchorages. (i) Fair weather

explosives anchorage area. A circular area having a
radius of 300 yards, whose center is at

(2065) 48°06'25.30''N, 122°43'50.60''W.
(2066) (ii) Foul weather explosives anchorage area. A

circular area having a radius of 300 yards, whose center
is at

(2067) 48°04'04.33''N, 122°44'56.60''W.
(2068) (4) Holmes Harbor General Anchorage. All wa-

ters of Holmes Harbor lying south of a line between
48°05'50''N, 122°31'24''W; thence 311°T to 48°07'03''N,

122°33'31''W.
(2069) (5) Port Gardner General Anchorage. All waters

in a quadrilateral area bounded as follows: Beginning at
(2070) 47°58'57''N, 122°14'05''W; thence 302°T to
(2070.01)47°59'21.5''N, 122°15'02''W; thence 229°T to
(2070.02)47°58'57''N, 122°15'44''W; thence 122°T to
(2070.03)47°58'32.5''N, 122°14'47''W; thence 048°T to

point of origin.
(2071) (6) Thorndike Bay Emergency Explosives An-

chorage. All waters in a quadrilateral area bounded as
follows: Beginning at

(2071.01)47°47'59''N, 122°43'30''W; thence 270°T to
(2071.02)47°47'59''N, 122°44'30''W; thence 180°T to
(2071.03)47°47'30''N, 122°44'30''W; thence 090°T to
(2071.04)47°47'30''N, 122°43'30''W, thence 000°T to

point of origin.
(2072) (7) Elliott Bay Anchorages—(i) Smith Cove

West General Anchorage. All waters inside the area be-
ginning at

(2072.01)47°38'20.44''N, 122°24'48.56''W; thence 207°T
to

(2072.02)47°37'51.6''N, 122°25'10.5''W; thence 124°T to
(2072.03)47°36'56.2''N, 122°23'07''W; thence 000°T to
(2072.04)47°37'59.5''N,  122°23'07''W; thence  northwest

along the shoreline to the point of origin.
(2073) (ii) Smith Cove East General Anchorage. All wa-

ters inside the area beginning at
(2074) 47°37'36.2''N, 122°22'43''W; thence 180°T to
(2075) 47°36'56.2''N, 122°22'43''W; thence 090°T to
(2076) 47°36'56.2''N,  122°21'22.5''W,  thence  north-

west along the shoreline to the point of origin.
(2077) (iii) Elliott Bay East General Anchorage. All

waters inside the area beginning at
(2078) 47°35'25.8''N, 122°20'45.5''W; thence 000°T to
(2079) 47°35'55.85''N, 122°20'45.5''W; thence 270°T to
(2080) 47°35'55.85''N, 122°21'30''W; thence 180°T to
(2081) 47°35'19.2''N, 122°21'30''W; thence east along

the shoreline to the point of origin.
(2082) (iv) Elliott Bay West General Anchorage. All

waters inside the area beginning at
(2083) 47°35'30''N, 122°21'41''W, thence 000°T to
(2084) 47°35'45.5''N, 122°21'41''W; thence 336°T to
(2085) 47°35'55.85''N, 122°21'48.5''W; thence 270°T to
(2085.01)47°35'55.85''N, 122°23'16.46''W, thence 180°T

to Duwamish Head thence southeast following the
shoreline to

(2085.02)47°3'530''N, 122°22'54.5''W; thence 090°T to
the point of origin.

(2086) (8) Yukon Harbor General Anchorage. All wa-
ters inside the area beginning at

(2087) 47°33'54.66''N, 122°31'54.68''W; thence 106°T
to
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(2088) 47°33'23''N, 122°29'05''W; thence 180°T to
(2089) 47°32'39.5''N, 122°29'05''W; thence south along

the eastern shoreline of Blake Island to
(2090)47°31'48''N, 122°29'21''W; thence 250°T to
(2091) 47°31'20.5''N, 122°31'10''W; thence west and

north along the Kitsap Peninsula shoreline to the point
of origin.

(2092) (9) Cherry Point General Anchorage. The wa-
ters within a circular area with a radius of 1,600 yards,
having its center at

(2093)48°48'29.39''N, 122°46'04.66''W.
(2094) (10) Anacortes General Anchorages. (i) Ana-

cortes East (ANE) Anchorage. The waters within a
circular area with a radius of 600 yards, having its
center at 48°31'27''N, 122°33'45''W.

(FR 2/12/2013) 13/13 

Chapter 2—Paragraphs 2096 to 2099.17; read: 
(2096) (ii) Anacortes Center (ANC) Anchorage. The

waters within a circular area with a radius of 600
yards, having its center at 48°30'54''N,
122°34'06''W.

(2097) (iii) Anacortes West (ANW) Anchorage. The
waters within a circular area with a radius of 600
yards, having its center at 48°31'09''N, 122°34'55''W.
(2098) (11) Cap Sante Tug and Barge General An-

chorage. The Cap Sante Tug and Barge General An-
chorage includes all waters enclosed by a line
connecting the following points:

(2098.01)48°31'16''N, 122°36'00''W, which is approxi-
mately the northeast tip of Cap Sante; then southeast to

(2098.02)48°30'53''N, 122°35'28''W; then west south-
west to

(2098.03)48°30'45''N, 122°35'52''W, approximately the
south tip of Cap Sante; then north along the shoreline
to the point of origin.

(2099) (12) Hat Island Tug and Barge General An-
chorage. The Hat Island Tug and Barge General An-
chorage includes all waters enclosed by a line
connecting the following points:

(2099.01)48°31'19''N, 122°33'04''W, near the west side of
Hat Island; then southwest to

(2099.02)48°30'37''N, 122°33'38''W; then east to
(2099.03)48°30'37''N, 122°32'00''W; then northwest to

the point of origin.
(2099.04)(13) Commencement Bay General Anchor-

age. Aquadrilateral area bounded as follows: Beginning
at

(2099.05)47°17'36.36''N, 122°26'04.45''W; thence due
south to

(2099.06)47°17'18.36''N, 122°26'04.45''W; thence due
east to

(2099.07)47°17'18.36''N, 122°25'04.45''W; thence due
north to

(2099.08)47°17'32.36''N,  122°25'04.45''W;  thence
westnorthwest to the point of origin.

(2099.09)(14) Non-anchorage area Port Angeles Harbor.
Beginning at a point on the shore at

(2099.10)48°07'03.83''N, 123°24'20.67''W; thence to
(2099.11)48°07'38.43''N, 123°24'04.67''W; thence to
(2099.12)48°07'36.03''N, 123°23'50.67''W; thence to a

point on the shoreline at
(2099.13)48°06'56.73''N, 123°24'08.67''W.

(2099.14)(i)No vessel may anchor in this nonanchor-
age area at any time.

(2099.15)(ii)Dragging, seining, fishing, or other ac-
tivities which may foul underwater installations
within this non-anchorage area are prohibited.

(2099.16)(iii) Vessels may transit this nonanchor-
age area, but must proceed by the most direct
route and without unnecessary delay.

(2099.17)Note to paragraph (a)(14): The city of Port
Angeles will mark this area with signs on the
shoreline visible (during normal daylight) 1 mile to
seaward reading, ‘‘Do not Anchor in This Area.’’

(FR 2/12/2013; FR 2/22/2013) 13/13 

Chapter 5—Paragraph 34; read: 
(34) Wilson Cove Light (33°00'14"N., 118°33'10"W.),

125 feet above the water, is shown from a post with a red
and white diamond-shaped daymark.

(LNM 07/13 CG11) 13/13 


