
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*112 WHOI Lighted Research Buoy 
ESP-1

43-10-46.02N
70-26-37.86W

Fl Y 4s Yellow. Private aid.

15/13

466.5 WHOI Temporary Lighted 
Research Buoy OOI-A

Remove from list.

* 15/13

3616 WALDO HANCOCK WEST 
LIGHT

44-33-39.27N
68-48-10.47W

Fl W 2.5s 15 White. Marks end of bridge abutment.
Private aid.

* 15/13

3617 WALDO HANCOCK EAST 
LIGHT

44-33-35.52N
68-48-00.74W

Fl W 2.5s White. Marks end of bridge abutment.
Private aid.

* 15/13

28950 - LIGHT Remove from list.

* 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

4870 - LIGHT 13 38-22-02.17N
75-05-25.32W

Fl G 2.5s 15  4 SG on pile. Light equipment removed 
when endangered by ice.

* 15/13

9155 - Lighted Buoy 25 39-31-11.82N
75-52-51.76W

Fl G 4s  5 Green. Replaced by LIB of reduced 
intensity from Nov. 27 to Mar. 
15.

* 15/13

11860 - Daybeacon 7
25 feet outside channel 
limit.

37-09-59.14N
76-36-46.01W

SG on pile.

* * 15/13

11870 - Daybeacon 9
25 feet outside channel 
limit.

37-10-04.75N
76-36-34.02W

SG on pile.

* * 15/13

20515 NORTH POINT CREEK 
LIGHT 2

39-13-07.80N
76-26-29.17W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 15/13

29370 - Channel Lighted Buoy 12 34-40-29.02N
76-40-08.24W

Fl R 2.5s  5 Red.

* 15/13

29520 - Lighted Buoy 6 34-38-47.76N
77-06-21.55W

Q R  4 Red.

* 15/13

30040 - Buoy 12 34-20-44.41N
77-40-09.37W

Red nun.

* 15/13

30045 - Buoy 13 Remove from list.

* 15/13

30047 - Buoy 14 34-20-51.17N
77-40-02.06W

Red nun.

* 15/13

*Add Heading:
Banks Slough Channel

30048 - Buoy 2BS 34-20-30.01N
77-39-49.16W

Red nun.

* * 15/13



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*30048.02 - Buoy 3 34-20-35.92N
77-39-55.49W

Green can.

15/13

*30048.04 - Buoy 4 34-20-40.36N
77-39-54.94W

Red nun.

15/13

*30048.06 - Buoy 5 34-20-46.78N
77-39-51.83W

Green can.

15/13

*30048.08 - Buoy 7 34-20-52.91N
77-39-41.55W

Green can.

15/13

30049 - Buoy 17 Remove from list.

* 15/13

30140.02 - Buoy 2 34-20-54.44N
77-39-57.01W

Red nun.

* 15/13

30140.04 - Buoy 4 34-20-58.27N
77-39-51.29W

Red nun.

* 15/13

30140.05 - Buoy 5 34-21-06.31N
77-39-45.52W

Green can.

* 15/13

30140.06 - Buoy 6 34-21-08.50N
77-39-45.73W

Red nun.

* 15/13

30140.07 - Buoy 7 34-21-09.06N
77-39-47.85W

Green can.

* 15/13

34985 - LIGHT 2 40-03-48.84N
74-03-01.92W

Q R 15  4 TR-TY on pile.

* * 15/13

35210 - LIGHT 57 39-41-06.98N
74-09-48.60W

Fl G 2.5s 15  4 SG-SY on pile.

* 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1890 - Channel Lighted Buoy 5 33-11-30.88N
79-08-02.11W

Fl G 2.5s  5 Green.

* 15/13

1890.5 - Channel Lighted Buoy 5A 33-11-30.42N
79-08-34.15W

Fl G 4s  5 Green.

* 15/13

1920 - Channel Lighted Buoy 9 33-11-43.59N
79-10-07.75W

Fl G 2.5s  5 Green.

* 15/13

1955 - Channel Lighted Buoy 14 33-12-32.96N
79-11-02.14W

Q R  4 Red.

* 15/13

*4683 - Lighted Buoy 2 32-03-53.72N
80-49-42.46W

Q R  4 Red.

15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

14505 - LIGHT 1 24-32-46.73N
81-43-34.48W

Fl G 4s 16  5 SG on pile.

* 15/13

14990 - LIGHT 3 24-35-21.87N
81-48-16.09W

Fl G 4s 16  5 SG on pile.

* 15/13

35735 - LIGHT 28 32-12-21.69N
80-47-08.87W

Fl R 4s 16  5 TR-TY on pile.

* 15/13

37520 - LIGHT 41 30-54-38.20N
81-28-13.57W

Fl G 2.5s 12  5 SG-SY on pile.

* 15/13

37555 - LIGHT 50 30-53-14.04N
81-30-55.44W

Fl R 4s 16  5 TR-TY on dolphin.

* 15/13

37600 - LIGHT 58 30-51-45.54N
81-29-46.26W

Fl R 4s 12  5 TR-TY on pile.

* 15/13

38800 - LIGHT 45 29-59-25.22N
81-19-46.52W

Fl G 4s 16  5 SG-SY on pile.

* 15/13

38815 - LIGHT 49 29-57-33.60N
81-19-19.39W

Fl G 4s 16  5 SG-SY on pile.

* 15/13

46075 - LIGHT 23 27-06-00.00N
80-08-13.61W

Fl G 4s 12  5 SG-SY on pile.

* 15/13

46110 - LIGHT 32 27-03-14.03N
80-07-09.85W

Fl R 4s 16  5 TR-TY on pile.

* 15/13

46135 - LIGHT 37 27-02-14.75N
80-06-27.60W

Fl G 4s 12  5 SG-SY on pile.

* 15/13

*46881 South Cove Danger 
Daybeacon A

26-42-32.40N
80-02-50.40W

NW on pile worded 
ROCKS.

Private aid.

15/13

*46881.1 South Cove Danger 
Daybeacon B

26-42-24.00N
80-02-51.60W

NW on pile worded 
ROCKS.

Private aid.

15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

15180 PLAQUEMINE LIGHT 209
RDB mile 209.0.

30-17-41.40N
91-14-01.59W

Iso G 6s  4 SG on skeleton 
tower on pile.

Higher intensity beam up and 
down river.

* 15/13

18945 - Lighted Buoy 18 29-32-18.62N
91-16-30.91W

Fl R 4s  3 Red.

* 15/13

19055 - Buoy 29 29-34-14.05N
91-13-50.85W

Green can.

* 15/13

21080 - A RANGE FRONT LIGHT 30-02-17.00N
92-45-15.85W

Q W 25 KRW on skeleton 
tower on piles.

Visible all around; higher 
intensity on range line.

* 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

21085 - A RANGE REAR LIGHT
255 yards, 255°
from front light.

30-02-15.06N
92-45-24.29W

Iso W 6s 35 KRW on skeleton 
tower on piles.

Visible all around; higher 
intensity on range line.

* * 15/13

21090 - B RANGE FRONT LIGHT 30-03-00.74N
92-42-06.22W

Q W 17 KRW on dolphin. Visible all around; higher 
intensity on range line.

* 15/13

21095 - B RANGE REAR LIGHT
399 yards, 074.8°
from front light.

30-03-03.84N
92-41-53.09W

Iso W 6s 37 KRW on skeleton 
tower on piles.

Visible all around; higher 
intensity on range line.

* * 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

694 Scripps Institute Wave 
Recorder Lighted Buoy 
46243/162

46-12-57.30N
124-07-41.28W

Fl (5) Y 20s Yellow sphere-
shaped buoy.

Private aid.

* * 15/13

710 Scripps Institute Wave 
Recorder Lighted Buoy 
46248/179

46-08-00.18N
124-38-39.36W

Fl (5) Y 20s Yellow sphere-
shaped buoy.

Private aid.

* * 15/13

*3343 - Channel Buoy 4 33-50-38.05N
118-23-48.27W

Red nun. Private aid.

15/13

3740 RINCON ISLAND LIGHT Remove from list.

* 15/13

4187 Scripps Waverider Lighted 
Research Buoy 142

37-47-30.00N
122-36-24.00W

Fl (5) Y 20s Yellow sphere with 
whip antenna.

Private aid.

* 15/13

15497 - Buoy 4 Remove from list.

* 15/13

15505 - Buoy 8 Remove from list.

* 15/13

15510 - Buoy 10 Remove from list.

* 15/13

15526 Palix River Buoy 16 Remove from list.

* 15/13

18426 HUNGERFORD POINT 
LIGHT 2

47-12-18.58N
122-56-08.39W

Fl R 4s 17  3 TR on multi-pile 
structure.

* 15/13

18645 PENN COVE MUSSEL RAFT 
EAST LIGHTS (4)

48-13-15.66N
122-42-13.49W

Fl Y 6s On aquaculture 
facility.

Private aids.

* * 15/13

*18646 PENN COVE MUSSEL RAFT 
WEST LIGHTS (4)

48-13-05.15N
122-42-45.45W

Fl Y 6s On aquaculture 
facility.

Private aids.

15/13

23625 HOLKHAM BAY RANGE 
FRONT LIGHT

57-46-03.29N
133-38-40.13W

Q W 73 KRW on skeleton 
tower.

Light maintained from May 1 to 
Oct. 1.

* * 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

23630 HOLKHAM BAY RANGE 
REAR LIGHT
42 yards, 211.7°  from front 
light.

57-46-02.24N
133-38-41.34W

F W 101 KRW on skeleton 
tower.

Light maintained from May 1 to 
Oct. 1.

* * * 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

10010 NOAA Lighted Weather Buoy 
45008

44-17-00.00N
82-24-59.00W

Fl (4) Y 20s Yellow disc-shaped 
hull.

Maintained from May 14 to 
Dec. 1.
Aid maintained by NOAA.

* 15/13

11745 Cordwood Point Lighted Buoy 
1
Marks north side of shoal.

45-40-51.84N
84-18-06.48W

Fl G 4s  4 Green. Replaced by can from Dec. 7 to 
May 1.

* 15/13

12180 Cheboygan Traffic Lighted 
Bell Buoy

45-42-14.51N
84-28-18.24W

Mo (A) W  4 Red and white 
stripes.

NOTE: Vessels are requested 
to leave buoy on porthand in 
passing. 
Maintained from May 1 to Dec. 
7.

* 15/13

12625 Mackinac Bridge Lighted Bell 
Buoy 1

45-48-29.34N
84-42-26.08W

Fl G 4s  5 Green. Maintained from May 1 to Dec. 
7.

* 15/13

12630 Mackinac Bridge Lighted 
Gong Buoy 2

45-49-07.85N
84-42-27.28W

Fl R 4s  4 Red. Maintained from May 1 to Dec. 
7.

* 15/13

12645 Mackinac Bridge Lighted Bell 
Buoy 3

45-48-38.74N
84-44-08.48W

Fl G 2.5s  4 Green. Maintained from May 1 to Dec. 
7.

* 15/13

12650 Mackinac Bridge Lighted 
Gong Buoy 4

45-49-15.54N
84-44-08.48W

Fl R 2.5s  4 Red. Maintained from May 1 to Dec. 
7.

* 15/13

18100 South Point Lighted Bell Buoy 
2
Marks shoal.

45-19-35.60N
85-17-59.37W

Fl R 4s  4 Red. Replaced by nun from Nov. 14 
to May 1.

* 15/13

18115 - Shoal Lighted Bell Buoy 3
Marks northwest side of 
shoal.

45-08-07.80N
85-26-12.00W

Fl G 4s  4 Green. Replaced by can from Nov. 14 
to May 1.

* 15/13

18240 - Lighted Bell Buoy 4
Marks shoal.

44-56-01.05N
85-35-33.17W

Fl R 4s  4 Red. Maintained from May 1 to Nov. 
14.

* 15/13

18265 - Lighted Buoy 8 44-47-33.44N
85-37-23.60W

Fl R 4s  5 Red. Replaced by nun from Nov. 14 
to May 1.

* 15/13

18336 Leland Harbor Shoal Buoy 2A Remove from list.

* 15/13

18337 Leland Harbor Shoal Buoy 2B Remove from list.

* 15/13

18760 LAKE MUSKEGON RANGE 
FRONT LIGHT

Remove from list.

* 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.6

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

18765 LAKE MUSKEGON RANGE 
REAR LIGHT
200 feet, 174°  from
front light.

Remove from list.

* 15/13

19541 - Shoal Buoy A Remove from list.

* 15/13

19542 - Shoal Buoy B Remove from list.

* 15/13

19543 - Shoal Buoy C Remove from list.

* 15/13

19790 - Northeast Shoal Lighted 
Buoy 2
Marks east side of shoal.

41-45-36.27N
87-28-02.02W

Fl R 4s  4 Red. RACON: C (– • – •). 
Replaced by nun from Dec. 1 
to Apr. 21.

* 15/13

19795 Calumet East Shoal Lighted 
Buoy 4

41-43-59.01N
87-28-13.84W

Fl R 6s  5 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

19910 Clemson Shoal Lighted Bell 
Buoy 4

41-48-24.57N
87-32-04.73W

Fl R 4s  4 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

20250 Wilmette Wreck Lighted Bell 
Buoy WR2

42-05-41.11N
87-38-57.87W

Q R  4 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

20255 Grossepoint Outer Lighted 
Bell Buoy 4

42-08-14.36N
87-35-17.48W

Fl R 6s  5 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

20330 - Shoals Lighted Buoy 3
Marks northeast side of 
shoal.

42-21-40.90N
87-47-52.82W

Fl G 2.5s  5 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

20485 - Reef West End Lighted Buoy 
1

42-43-33.06N
87-45-56.46W

Fl G 4s  4 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

20610 Wind Point North Shoal 
Lighted Buoy 14
Marks southeast side of
shoals.

42-47-33.37N
87-43-32.12W

Fl R 4s  4 Red. Replaced by nun from Dec. 1 
to Apr. 21.

* 15/13

20630 Milwaukee South Point 
Lighted Bell Buoy 1
Marks east side of shoal.

42-59-20.59N
87-49-50.49W

Fl G 4s  5 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

21470 Wiggins Point Shoal Lighted 
Bell Buoy 4

45-50-26.99N
86-16-52.88W

Fl R 4s  4 Maintained from Apr. 28 to Nov. 
14.

* 15/13

21495 - Lighted Bell Buoy 2 45-54-18.75N
85-52-39.89W

Fl R 4s  4 Red. Maintained from Apr. 28 to Nov. 
14.

* 15/13

21540 Garden Island Shoal Lighted 
Bell Buoy 1
Marks northeast side of 
shoal.

45-52-05.69N
85-28-26.13W

Fl G 4s  5 Green. Replaced by can from Nov. 14 
to Apr. 28.

* 15/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES AND THE ST. LAWRENCE RIVER ABOVE THE ST. REGIS RIVER, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks


