
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*112.5 WHOI Temporary Lighted 
Research Buoy ESP-2

43-10-29.58N
70-26-29.82W

Fl Y 4s Yellow. Private aid.

20/13

908.1 Rogers Island Aquaculture 
Lighted Buoy RI1

Remove from list.

* 20/13

908.2 Rogers Island Aquaculture 
Lighted Buoy RI2

Remove from list.

* 20/13

908.3 Rogers Island Aquaculture 
Lighted Buoy RI3

Remove from list.

* 20/13

908.4 Rogers Island Aquaculture 
Lighted Buoy RI4

Remove from list.

* 20/13

931.1 Moose Island Aquaculture 
Lighted Buoy HP1

Remove from list.

* 20/13

931.2 Moose Island Aquaculture 
Lighted Buoy HP2

Remove from list.

* 20/13

931.3 Moose Island Aquaculture 
Lighted Buoy HP3

Remove from list.

* 20/13

931.4 Moose Island Aquaculture 
Lighted Buoy HP4

Remove from list.

* 20/13

9380 - Buoy 16 42-42-48.60N
70-48-49.71W

Red nun.

* 20/13

12925 - CHANNEL LIGHT 12
50 feet west of channel
limit.

41-58-47.27N
70-39-24.42W

Q R 16  4 TR on skeleton 
tower on black 
cylindrical pier.

* * * 20/13

*Delete Heading:
Cotuit Anchorage

14760 Cotuit Entrance Lighted Buoy 
C

Remove from list.

* 20/13

21825 New London Ledge Light
On west side of Southwest 
Ledge.

41-18-21.14N
72-04-38.78W

Fl (4) WR 30s
0.3s R  fl 4.7s ec. 
0.3s W  fl 9.7s ec. 
0.3s W  fl 9.7s ec. 
0.3s W  fl 4.7s ec. 

58 W 17
R 14

Red brick dwelling 
on square pier.
58

Emergency light of Fl (3) W 30s 
and reduced intensity when 
main light is extinguished.
HORN: 2 blast ev 20s (2s bl-2s 
si-2s bl-14s si). 

* 20/13

31465 - Buoy 84 40-38-37.37N
73-14-54.47W

Red nun. Removed when endangered by 
ice.

* 20/13

35168 - Lighted Gong Buoy 15 Remove from list.

* 20/13

*36572 - Lighted Buoy 71 40-29-33.80N
74-26-10.90W

Fl G 3s Green. Private aid.

20/13

*37746 TARRYTOWN LIGHT 41-05-03.18N
73-52-28.38W

Fl W 3s 54 White cast iron and 
concrete tower.

Private aid.

20/13
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  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

37846 HDR Research Lighted Buoy 41-13-18.00N
73-57-46.00W

Fl W 4s White and orange. Private aid.

* 20/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2013

(1)
No.

(2)
Name and Location

(3)
Position

(4)
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(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3 NOAA Lighted Data Buoy 
44066 (ODAS)

39-35-00.71N
72-35-57.64W

Fl(4)Y 20s  5 Yellow boat-shaped 
hull.

Aid maintained by National 
Oceanic and Atmospheric 
Administration.

* 12/13

30 Ocean Power Technologies
Lighted Data Buoy A

40-02-00.00N
73-40-00.02W

Fl Y 6s Yellow boat-hull 
buoy.

Moored in close proximity to 
three yellow lighted disc-
shaped buoys marked "B", "C', 
and "D" all showing Fl Y 4s.
Private aid.

* * * 11/13

67 Fisherman's Energy Lighted 
Data Buoy A

39-18-51.90N
74-24-02.10W

Fl Y 4s Yellow. Private aid.

* 11/13

*74 Fishermen's Energy 
Research Lighted Data 
Buoy B

39-20-56.75N
74-25-10.38W

Fl Y 2.5s Yellow. Private aid.

7/13

87 Garden State Offshore 
Energy Lighted Data Buoy 
GS

39-04-36.00N
74-18-36.00W

Fl Y 2s Yellow. RACON: G(– – •).
Private aid.

* 18/13

160 McCrie Shoal Lighted Buoy 
2MS

38-50-29.21N
74-50-16.61W

Fl R 4s  5 Red.

* 6/13

190
1490

Hen and Chickens Shoal 
Lighted Gong Buoy 1HC
Off southeast end of shoal.

38-42-42.76N
74-58-55.89W

Fl G 2.5s  5 Green.

* 6/13

345 Cape Charles Lighted Bell 
Buoy 14

37-07-23.52N
75-40-58.71W

Fl R 2.5s  5 Red.

* 7/13

445 - Lighted Buoy 7 36-51-31.32N
75-50-55.16W

Fl G 2.5s  7 Green.

* 7/13

455 - Lighted Buoy 9 36-52-11.61N
75-52-15.96W

Q G  7 Green.

* 7/13

485 - Lighted Buoy 15 36-54-58.59N
75-55-24.29W

Q G  6 Green.

* 14/13

600
27970

- Approach Lighted Whistle 
Buoy OI

35-48-37.21N
75-30-37.67W

Mo (A) W  6 Red and white 
stripes.

Position frequently shifted with 
changing conditions.
Topmark not installed on this 
aid.

* 7/13

*868 Cape Fear Lighted Research 
Buoy A

33-43-16.02N
78-00-52.80W

Fl (5) Y 20s Yellow. Private aid.

10/13
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Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

873 SHARK RIVER INLET 
NORTH
BREAKWATER LIGHT 2

40-11-14.84N
74-00-28.97W

Fl R 4s 33  6 TR on skeleton 
tower.

* 8/13

965 Barnegat Harbor Channel 
Lighted Buoy 14

39-45-50.04N
74-06-33.99W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 15 
to
May 1.

* 4/13

1020 - Lighted Buoy 26 39-46-41.96N
74-07-02.10W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 15 
to May 1.

* 4/13

1050 - Lighted Buoy 30 39-47-10.97N
74-07-11.67W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 15 
to May 1.

* 18/13

1407 - Lighted Buoy 3 39-06-00.00N
74-42-09.90W

Q G  4 Green. Replaced by can from Nov. 15 
to May 1.

* 18/13

1415 - Lighted Buoy 6 39-06-34.55N
74-42-13.32W

Fl R 4s  4 Red. Replaced by nun from Nov. 15 
to May 1.

* 18/13

1480 - North Approach Lighted 
Buoy 4

38-47-56.05N
74-58-33.02W

Fl R 4s  5 Red.

* 6/13

1490
190

Hen and Chickens Shoal 
Lighted Gong Buoy 1HC
Off southeast end of shoal.

38-42-42.76N
74-58-55.89W

Fl G 2.5s  5 Green.

* 6/13

1605 - Lighted Buoy 29 39-10-49.61N
75-16-28.19W

Q G  4 Green. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 11/13

1630 - Lighted Buoy 35 39-16-02.21N
75-20-41.40W

Fl G 2.5s  6 Green. Replaced by smaller LIB of 
reduced intensity when 
endangered by ice.

* 14/13

1675
36790

- NORTH JETTY LIGHT 11 38-58-03.68N
74-58-00.00W

Fl G 2.5s 34  6 SG-TY on skeleton 
tower.

HORN: 1 blast ev 15s (2s bl).  
Activated for 30 minutes by 
keying microphone five times 
on VHF channel 83A.

* * 13/13

*2140 - Channel Buoy 16B 38-37-21.54N
75-05-44.39W

Red nun.

19/13

2148 - Channel Buoy 19 38-37-13.46N
75-05-36.25W

Green can.

* 19/13

2151 - Channel Buoy 20 38-37-10.03N
75-05-33.52W

Red nun.

* 19/13

2155 - Channel Buoy 21 38-37-00.62N
75-05-27.40W

Green can.

* 19/13

2156 - Channel Buoy 21A Remove from list.

* 19/13

2157 - Channel Buoy 22 38-36-54.90N
75-05-36.18W

Red nun.

* 19/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2013
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2160 - Channel Warning 
Daybeacon

38-36-57.02N
75-05-59.07W

SG on pile.

* 19/13

2165 - Buoy 23 38-36-43.88N
75-05-32.12W

Green can.

* * * 19/13

2170 - Channel Daybeacon 27 Remove from list.

* 19/13

2171 - Channel Buoy 28 Remove from list.

* 19/13

2275 - INLET NORTH JETTY 
LIGHT 2

38-56-13.81N
75-17-52.62W

Fl R 4s 25  6 TR on skeleton 
tower.

* 12/13

2460 - Lighted Bell Buoy 6L 39-23-59.30N
75-29-35.42W

Fl R 2.5s  5 Red. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 11/13

2500 REEDY ISLAND DIKE 
SOUTH WARNING LIGHT

39-28-04.28N
75-34-28.55W

Fl W 2.5s 21  5 NW on skeleton 
tower worded 
DANGER 
SUBMERGED 
DIKE.

* * 7/13

2645 - Channel Lighted Buoy 2 39-32-39.66N
75-32-13.79W

Fl R 4s  5 Red. Replaced by LIB of reduced 
intensity from Jan. 1 to Feb. 28.

* 12/13

2690 - CHANNEL LIGHT 9 39-34-14.14N
75-30-58.99W

Q G 15  4 SG on multi-pile 
structure.

* 6/13

2695 - CHANNEL LIGHT 10 39-34-11.16N
75-30-55.64W

Fl R 2.5s 15  4 TR on multi-pile 
structure.

* 6/13

2720 - Lighted Buoy 1N 39-33-06.47N
75-32-36.90W

Q G  5 Green. Replaced by a LIB of reduced 
intensity from Jan. 1 to Feb. 28.

* * 12/13

2745 - Junction Lighted Buoy CD 39-33-51.77N
75-33-17.56W

Fl (2+1) R 6s  4 Red with green 
band.

Replaced by LIB of reduced 
intensity from Jan. 1 to Feb 28.

* 12/13

2760 - LIGHT 3 39-33-07.99N
75-37-15.60W

Fl G 2.5s 20  5 SG on pile. Higher intensity towards center
span of bridge.

* 6/13

2915 PEA PATCH ISLAND DIKE 
WARNING LIGHT B
On submerged dike.

39-37-37.75N
75-35-09.35W

Fl W 2.5s 30  5 NW on skeleton 
tower worded 
DANGER 
SUBMERGED 
DIKE.

* 4/13

2955 Deepwater Point Range 
Lighted Buoy 6D

39-39-24.16N
75-32-27.22W

Fl R 4s  4 Red. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 11/13

2977 CHERRY ISLAND RANGE 
FRONT PASSING LIGHTS 
(2)

39-45-02.17N
75-29-39.05W

Fl W 4s 15  4 Located on same 
structure as Cherry 
Island Range Front 
Light.

* 6/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2013
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Denotes a new entry when preceding the station number.

3000 - SOUTH JETTY LIGHT 1 39-42-54.91N
75-30-45.01W

Fl G 2.5s 21  6 SG on skeleton 
tower.

* 6/13

3260 Eddystone Range Lighted 
Buoy 1E
50 feet outside channel 
limit.

39-50-45.67N
75-20-34.38W

Fl G 2.5s  5 Green. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 20/13

3430 - Entrance Fog Signal Remove from list.

* 8/13

3670 - Channel Lighted Buoy 6 40-00-06.60N
75-03-23.82W

Fl R 2.5s  6 Red. Replaced by LIB of reduced 
intensity from Dec. 15 to Mar. 
15.

* 14/13

3680 - Channel Lighted Buoy 8 40-00-24.90N
75-03-05.02W

Q R  5 Red. Replaced by LIB of reduced 
intensity from Dec. 15 to Mar. 
15.

* 9/13

3730 - Channel Lighted Buoy 14 40-01-07.20N
75-01-14.72W

Fl R 4s  5 Red. Replaced by nun when 
endangered by ice.

* 9/13

3800 MUD ISLAND UPPER 
RANGE REAR LIGHT
933 yards, 052.6°  from front 
light.

40-03-52.47N
74-56-49.61W

Iso W 6s 52 On small house on 
concrete base.

Lighted throughout 24 hours.
Visible 0.5°  either side of range 
line.

* 17/13

3955 - Channel Lighted Buoy 43 40-05-00.00N
74-51-52.39W

Q G  6 Green. Replaced by can when 
endangered by ice.

* 9/13

4160 - Channel Lighted Buoy 72 40-07-36.40N
74-46-19.58W

Fl R 4s  5 Red. Replaced by nun when 
endangered by ice.

* 8/13

4430 Indian River Junction Lighted 
Buoy IR

38-36-34.40N
75-05-30.95W

Fl (2+1) R 6s  3 Red and green 
bands.

Maintained from May 1 to Nov 
15.

* 19/13

4750 - Lighted Buoy 10 38-19-31.75N
75-05-30.29W

Fl R 4s  4 Red.

* 7/13

4753 - Junction Lighted Buoy OC 38-19-35.06N
75-05-34.62W

Fl (2+1) R 6s  4 Red and green.

* 7/13

4870 - LIGHT 13 38-22-02.17N
75-05-25.32W

Fl G 2.5s 15  4 SG on pile. Light equipment removed 
when endangered by ice.

* 15/13

4995 - Buoy 1 38-19-33.76N
75-05-48.71W

Green can.

* 10/13

5000 - Channel Lighted Wreck 
Buoy WR2

38-19-33.29N
75-05-51.63W

Q R  4 Red.

* * * * * 10/13

5305 Chinoteague Channel Lighted 
Buoy 8

37-52-33.79N
75-25-08.02W

Fl R 2.5s  4 Red.

* 5/13

5310 Chincoteague Channel 
Lighted Buoy 10

37-52-54.96N
75-25-00.29W

Q R  3

* 5/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2013
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            Denotes a new entry when preceding the station number.

5315 Chincoteague Channel 
Lighted Buoy 11

37-53-00.00N
75-24-19.97W

Fl G 4s  4 Green.

* 5/13

5360 - Lighted Buoy 20 37-54-28.25N
75-24-22.73W

Fl R 2.5s  3 Red.

* 5/13

6665 - LIGHT 7 37-36-10.93N
75-38-37.69W

Fl G 2.5s 15  4 SG on multi-pile 
structure.

* 17/13

6815 - Lighted Buoy 4 37-21-58.72N
75-43-11.40W

Fl R 2.5s  4 Red.

* 9/13

6840 - Daybeacon 8 37-22-30.30N
75-45-04.84W

TR on pile.

* 12/13

6915 - LIGHT 6 Remove from list.

* 19/13

6920 - LIGHT 8 37-28-22.07N
75-48-22.50W

Fl R 4s 15  4 TR on multi-pile 
structure.

Light equipment removed 
when endangered by ice.

* 9/13

6925 - Daybeacon 10 Remove from list.

* 19/13

*6927 - Lighted Wreck Buoy WR10 37-29-00.31N
75-48-00.73W

Q R  3 Red.

19/13

7225 - Lighted Buoy 37
75 feet outside channel
limit.

37-17-33.54N
76-06-54.72W

Fl G 2.5s  6 Green.

* 11/13

7575 - Mid-Channel Lighted Whistle 
Buoy HS

38-12-19.45N
76-14-33.80W

Mo (A) W  5 Red and white 
stripes with red 
spherical topmark.

Replaced by nun when 
endangered by ice.

* 10/13

7620 - Lighted Buoy 76 38-21-23.44N
76-18-32.41W

Fl R 4s  5 Red. Replaced by nun when 
endangered by ice.

* 12/13

7970 - Lighted Buoy 95 39-00-26.90N
76-22-43.85W

Fl G 2.5s  5 Green. Replaced by LIB of reduced 
intensity when endangered by 
ice.

* 4/13

8110 - Lighted Buoy 20 39-08-19.12N
76-24-08.66W

Fl R 2.5s  5 Red. Replaced by LIB of reduced 
intensity from Dec. 1 to Mar. 
15.

* 14/13

8195 - Lighted Buoy 11 39-11-41.57N
76-29-36.96W

Fl G 6s  6 Green. Replaced by can when 
endangered by ice.

* 12/13

8200 - Lighted Buoy 12 39-11-51.01N
76-29-38.76W

Fl R 6s  6 Red. Replaced by nun when 
endangered by ice.

* 12/13

8205 - Lighted Buoy 14 39-12-00.04N
76-30-08.17W

Q R  6 Red. Replaced by nun when 
endangered by ice.

* 12/13

8230 - Lighted Buoy 2 39-12-27.26N
76-30-55.09W

Q R  6 Red. Replaced by nun when 
endangered by ice.

* 7/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2013
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8250 - Lighted Buoy 6 39-13-19.79N
76-31-54.08W

Fl R 4s  6 Red. Replaced by nun when 
endangered by ice.

* 7/13

8255 - Lighted Buoy 7 39-13-27.54N
76-32-16.52W

Fl G 4s  6 Green. Replaced by can when 
endangered by ice.

* 10/13

8265 - Lighted Buoy 9 39-13-54.58N
76-32-44.29W

Fl G 4s  6 Green. Replaced by can when 
endangered by ice.

* 10/13

8295 - Lighted Buoy 15 39-14-46.98N
76-33-40.15W

Fl G 4s  6 Green. Replaced by can when 
endangered by ice.

* 7/13

8310 - Lighted Buoy 18 39-15-19.26N
76-34-00.21W

Fl R 2.5s  6 Red. Replaced by nun when 
endangered by ice.

* 4/13

8315 Fort McHenry Angle Junction 
Lighted Buoy FM

39-15-23.79N
76-34-18.32W

Fl (2+1) G 6s  6 Green and red 
bands.

Replaced by can when 
endangered by ice.

* 7/13

8356 SWAN POINT SOUTH 
RANGE REAR PASSING 
LIGHTS (2)

39-03-14.37N
76-17-25.43W

Fl W 2.5s 25  4 On same structure 
as Swan Point South 
Range Rear Light.

* * 6/13

8490 - Lighted Buoy 20 39-12-24.80N
76-15-13.27W

Q R  5 Red. Replaced by LIB of reduced 
intensity from Dec. 1 to Mar. 
15.

* 17/13

8590 - Lighted Buoy 30 39-15-45.33N
76-14-06.99W

Q R  5 Red. Replaced by LIB of reduced 
intensity from Dec. 1 to Mar. 
15.

* 17/13

8800 - Lighted Buoy 42 39-20-50.70N
76-10-13.69W

Fl R 2.5s  5 Red. Replaced by LIB of reduced 
intensity from Nov. 27 to Mar. 
15.

* 16/13

8805 - ENTRANCE LIGHT 2S 39-20-07.20N
76-08-13.99W

Fl R 2.5s 15  4 TR on multi-pile 
structure.

* 12/13

8811 - Channel Buoy 3A 39-20-02.21N
76-08-01.56W

Green can. Maintained from Mar. 15 to 
Dec. 1.

* 13/13

9155 - Lighted Buoy 25 39-31-11.82N
75-52-51.76W

Fl G 4s  5 Green. Replaced by LIB of reduced 
intensity from Nov. 27 to Mar. 
15.

* 15/13

9230 - Lighted Buoy 6 36-58-00.43N
76-04-38.32W

Fl R 6s  6 Red.

* 7/13

9290 - Lighted Buoy 16 37-00-05.75N
76-12-43.77W

Fl R 4s  6 Red.

* 18/13

9295 - Lighted Buoy 17 37-00-20.93N
76-14-23.28W

Fl G 2.5s  5 Green.

* 18/13

9707 Lambert Bend Turning Basin 
Daybeacon A

36-52-13.39N
76-20-18.63W

NW on pile.

* 20/13
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9815 - Lighted Buoy 3PM 36-51-41.52N
76-19-14.30W

Q G  4 Green.

* 5/13

9957
36807

- Lighted Buoy 2A 36-48-30.15N
76-17-25.85W

Q R  4 Red with yellow 
triangle.

* 9/13

9960
36810

- Buoy 3
75 feet outside channel 
limit.

36-47-32.23N
76-17-52.69W

Green can with 
yellow square.

* 9/13

9963
36813

- Lighted Buoy 3A 36-48-30.10N
76-17-23.15W

Q G  4 Green with yellow 
square.

* 9/13

9965
36815

- Buoy 5
75 feet outside channel 
limit.

36-47-27.73N
76-18-01.46W

Green can with 
yellow square.

* 9/13

9985
36835

- Buoy 10 36-47-14.40N
76-18-12.62W

Red nun with yellow 
triangle.

* 9/13

9990
36840

- Buoy 12 36-47-07.32N
76-18-15.75W

Red nun with yellow 
triangle.

* 9/13

9995
36845

- Buoy 14 36-47-02.53N
76-18-19.69W

Red nun with yellow 
triangle.

* 12/13

10000
36850

- Buoy 15 36-46-54.52N
76-18-24.50W

Green can with 
yellow square.

* 9/13

10005
36855

- Buoy 17 36-46-49.53N
76-18-27.79W

Green can with 
yellow square.

* 9/13

10070
36920

- Buoy 26 36-46-06.88N
76-17-53.67W

Red nun with yellow 
triangle.

* 9/13

10080
36930

- Buoy 28 36-45-41.92N
76-17-55.53W

Red nun with yellow 
triangle.

* 10/13

10138 - Lighted Buoy 4 36-54-49.49N
76-05-28.43W

Fl R 4s  4 Red.

* 14/13

10845 - Lighted Buoy 4 36-57-41.95N
76-21-06.64W

Q R  5 Red.

* 12/13

10855 - Lighted Buoy 6 36-57-35.23N
76-21-25.50W

Fl R 4s  5 Red.

* 12/13

11050 - Daybeacon 4 36-52-56.40N
76-28-54.40W

TR on pile.

* 20/13

11055 - Daybeacon 5 36-52-41.55N
76-28-56.40W

SG on pile.

* 20/13
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II-3.9

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

11450 - Channel Daybeacon 18 36-59-49.45N
76-37-00.00W

TR on pile.

* 14/13

11860 - Daybeacon 7
25 feet outside channel 
limit.

37-09-59.14N
76-36-46.01W

SG on pile.

* * 15/13

11870 - Daybeacon 9
25 feet outside channel 
limit.

37-10-04.75N
76-36-34.02W

SG on pile.

* * 15/13

12141.5 - Channel Daybeacon 2 37-13-50.95N
76-49-14.11W

TR on pile.

* 14/13

12142.5 - Channel Daybeacon 4 37-14-12.85N
76-50-19.97W

TR on pile.

* 14/13

12220 - Channel Lighted Buoy 62 37-12-58.17N
76-52-18.55W

Fl R 2.5s  5 Red.

* 12/13

12360 - Channel Lighted Buoy 83
75 feet outside
channel limit.

37-18-35.73N
77-05-15.19W

Fl G 4s  5 Green. Replaced by can when 
endangered by ice.

* 5/13

12370 - Channel Lighted Buoy 85
60 feet outside
channel limit.

37-18-42.03N
77-05-37.19W

Fl G 2.5s  5 Green.

* 5/13

12535 - JUNCTION LIGHT AR 37-19-19.44N
77-16-43.37W

Fl (2+1) G 6s 19  5 JG on pile.

* 9/13

12665 - CHANNEL LIGHT 139 37-21-54.09N
77-18-35.41W

Fl G 6s 18  4 SG on pile.

* 9/13

12690 - CHANNEL LIGHT 147 37-22-43.83N
77-19-18.11W

Fl G 4s 15  5 SG on pile.

* 9/13

12740 - CHANNEL LIGHT 155A 37-23-38.51N
77-23-02.17W

Fl G 2.5s 15  4 SG on pile.

* 9/13

12760 - CHANNEL LIGHT 160 37-25-30.80N
77-24-08.87W

Q R 15  4 TR on pile.

* 9/13

Back River South Channel

*12949 - Daybeacon A 37-06-30.60N
76-17-45.66W

JR on pile. Private aid.

8/13

12950 - Daybeacon 2 37-06-26.68N
76-17-39.25W

TR on pile. Private aid.

* * 8/13

*12952 - Daybeacon 3 37-06-27.60N
76-17-38.10W

SG on pile. Private aid.

8/13

12954 - Daybeacon 4 37-06-23.19N
76-17-37.69W

TR on pile. Private aid.

* * 8/13
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II-3.10

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*12955 - Daybeacon 5 37-06-23.27N
76-17-36.15W

SG on pile. Private aid.

8/13

12956 - Daybeacon 6 37-06-16.29N
76-17-39.69W

TR on pile. Private aid.

* * 8/13

12957 - Daybeacon B 37-06-15.52N
76-17-38.44W

JG on pile. Private aid.

* * * * 8/13

12958 - Daybeacon 8 37-06-12.92N
76-17-41.44W

TR on pile. Private aid.

* * 8/13

12960 - Daybeacon 9 37-06-07.82N
76-17-46.38W

SG on pile. Private aid.

* * 8/13

*12962 - Junction Daybeacon WC 37-06-04.90N
76-17-52.31W

JG on pile. Private aid.

8/13

12963 - Daybeacon 10 37-06-02.94N
76-18-00.94W

TR on pile. Private aid.

* * 8/13

13465 - Entrance Channel Lighted 
Buoy 12

37-12-34.25N
76-17-02.45W

Fl R 2.5s  5 Red.

* 9/13

13507 VIMS Lighted Data Buoy GI Remove from list.

* 7/13

13860 - Buoy 18 37-17-56.23N
76-38-45.91W

Red nun.

* * 19/13

14125 - CHANNEL LIGHT 1DC 37-19-12.62N
76-17-59.09W

Fl G 4s 15  4 SG on pile.

* 10/13

14230 - LIGHT 1BB 37-18-08.53N
76-22-56.98W

Fl G 4s 15  4 SG on multi-pile 
structure.

Light equipment removed 
when endangered by ice.

* * 10/13

15240 - CHANNEL LIGHT 2 37-38-30.97N
76-33-47.45W

Fl R 4s 19  4 TR on pile.

* 4/13

15575 - Lighted Buoy 24 37-54-05.61N
76-47-35.56W

Fl R 4s  5 Red. Replaced by nun when 
endangered by ice.

* 8/13

15650 - LIGHT 38 37-59-03.37N
76-54-06.69W

Fl R 2.5s 15  4 TR on multi-pile 
structure.

* 9/13

16405 - Lighted Wreck Buoy WR7 37-53-03.93N
76-15-11.54W

Q G  4 Green.

* * * * 8/13

16410 - Buoy 8 37-53-03.25N
76-15-10.00W

Red nun.

* * 8/13

17100 - LIGHT 8 38-15-53.97N
76-39-00.36W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 14/13
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II-3.11

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

17125 - Channel Buoy 3A 38-13-58.76N
76-44-33.45W

Green can.

* 19/13

17635 - Channel Lighted Buoy 29 38-18-30.46N
76-59-28.90W

Fl G 4s  5 Green. Replaced by can when 
endangered by ice.

* 9/13

17915 - LIGHT 2PC 38-20-38.19N
77-16-40.15W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 14/13

18420 - Buoy 1 38-42-14.82N
77-05-10.50W

Green can. Private aid.

* 18/13

18425 - Buoy 2 38-42-13.56N
77-05-09.84W

Red nun. Private aid.

* 18/13

18430 - Lighted Buoy 4 38-42-19.68N
77-04-58.14W

Fl R 2.5s Red. Private aid.

* 18/13

18435 - Lighted Buoy 5 38-42-25.20N
77-04-50.88W

Q G Green. Private aid.

* 18/13

*18437 - Buoy 6 38-42-30.42N
77-04-43.80W

Red nun. Private aid.

18/13

18440 - Buoy 7 38-42-31.02N
77-04-44.52W

Green can. Private aid.

* 18/13

18445 - Lighted Buoy 8 38-42-35.88N
77-04-38.04W

Q R Red. Private aid.

* 18/13

18450 - Buoy 9 38-42-41.70N
77-04-32.88W

Green can. Private aid.

* 18/13

18455 - Buoy 10 38-42-41.28N
77-04-32.28W

Red nun. Private aid.

* 18/13

18460 - Lighted Buoy 11 38-42-45.00N
77-04-29.34W

Q G  4 Green. Private aid.

* * 18/13

18465 - Buoy 12 38-42-44.64N
77-04-28.56W

Red nun. Private aid.

* 18/13

18475 - LIGHT 14 38-42-47.82N
77-04-24.66W

Fl R 2.5s TR on pile. Private aid.

* * * 18/13

18477 - Buoy 15 38-42-51.00N
77-04-22.98W

Green can. Private aid.

* 18/13

18480 - Buoy 16 38-42-51.66N
77-04-21.42W

Red nun. Private aid.

* 18/13

18485 - Buoy 17 38-42-56.22N
77-04-23.40W

Green can. Private aid.

* 18/13
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II-3.12

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

18490 - Lighted Buoy 18 38-43-00.66N
77-04-27.36W

Fl R 2s Red. Private aid.

* 18/13

*18491 - Buoy 18A 38-42-56.46N
77-04-22.98W

Red nun. Private aid.

18/13

18495 - Buoy 19 38-43-02.88N
77-04-31.44W

Green can. Private aid.

* 18/13

18511.1 - Lighted Buoy 1A 38-42-24.42N
77-03-25.08W

Q G Green. Private aid.

* 18/13

18511.2 - Buoy 2A 38-42-25.62N
77-03-25.02W

Red nun. Private aid.

* 18/13

18511.3 - Buoy 3A 38-42-20.58N
77-03-49.14W

Green can. Private aid.

* 18/13

18511.4 - Buoy 4A 38-42-22.20N
77-03-49.62W

Red nun. Private aid.

* 18/13

18511.5 - Buoy 5A 38-42-15.42N
77-04-19.44W

Green can. Private aid.

* 18/13

18511.6 - Buoy 6A 38-42-17.94N
77-04-12.48W

Red nun. Private aid.

* 18/13

18511.7 - Lighted Buoy 7A 38-42-16.62N
77-04-30.36W

Fl G 2s Green. Private aid.

* 18/13

18560 FORT WASHINGTON LIGHT 
80

38-42-44.18N
77-02-12.80W

Fl R 6s 28  7 TR on tower.

* 8/13

18661 - Buoy 7 38-49-23.35N
77-01-56.57W

Green can.

* 12/13

18900 - RESEARCH PIER LIGHT 38-19-02.46N
76-27-03.12W

Fl Y 4s 14 On post on top of 
pump house.

Private aid.

* 9/13

19345 - RANGE FRONT LIGHT 38-43-32.35N
76-32-35.35W

F Y 19 Orange dayboards 
with black and white 
stripe on pile.

Private aid.

* 13/13

19355 - ENTRANCE LIGHT 1 38-43-54.60N
76-32-21.87W

Q G 10 SG on pile. Private aid.

* 13/13

19360 - LIGHT 2 38-43-56.28N
76-32-26.82W

Q R 10 TR on pile. Private aid.

* 13/13

19365 - LIGHT 3 38-43-51.60N
76-32-23.92W

Q G 10 SG on pile. Private aid.

* 13/13

19370 - LIGHT 4 38-43-52.43N
76-32-28.21W

Q R 10 TR on pile. Private aid.

* 13/13
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II-3.13

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

19375 - LIGHT 5 38-43-47.03N
76-32-27.03W

Q G 10 SG on pile. Private aid.

* 13/13

19380 - LIGHT 6 38-43-49.73N
76-32-29.51W

Q R 10 TR on pile. Private aid.

* 13/13

19395 - CHANNEL LIGHT 1 38-45-55.85N
76-33-08.99W

Fl G 4s 15  4 SG on pile.

* 9/13

19515 - ENTRANCE LIGHT 2RR 38-52-01.36N
76-30-49.45W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 7/13

19645 - LIGHT 15 38-56-42.04N
76-32-27.24W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 19/13

19655 - LIGHT 17 38-57-11.36N
76-33-43.54W

Fl G 2.5s 15  4 SG on pile.

* 19/13

19945 - LIGHT 2 39-00-14.94N
76-29-42.01W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 13/13

19955 - LIGHT 4 39-01-26.14N
76-31-29.82W

Fl R 2.5s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 13/13

20065 - LIGHT 2W 38-59-12.61N
76-26-16.50W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 13/13

20435 - RANGE REAR LIGHT
1,000 yards, 353.6°  from 
front.

39-13-34.42N
76-27-47.19W

Iso G 6s 45 KRW on pile. Private aid.

* 19/13

20485 - Buoy 14 39-12-37.05N
76-27-29.02W

Red nun.

* 10/13

20515 NORTH POINT CREEK 
LIGHT 2

39-13-07.80N
76-26-29.17W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 15/13

20535 - LIGHT 6 39-13-04.93N
76-27-30.90W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* * 13/13

20895 - Channel Lighted Buoy 6 39-13-20.47N
76-33-31.92W

Fl R 4s  6 Red. Replaced by nun when 
endangered by ice.

* * 12/13

20910 - Channel Lighted Buoy 9 39-13-12.01N
76-34-25.30W

Fl G 2.5s  6 Green.

* 7/13

20920 - Channel Lighted Buoy 11 39-13-04.35N
76-34-29.18W

Fl G 4s  5 Green.

* 4/13

21155 - Lighted Buoy 6 39-15-15.26N
76-33-28.15W

Q R  4 Red.

* 7/13

21265 - Lighted Buoy 6 39-15-23.51N
76-35-37.20W

Q R  5 Red. Light equipment removed 
when endangered by ice.

* 10/13
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II-3.14

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

21580 - LIGHT 1MC 37-23-21.83N
75-59-39.46W

Fl G 4s 15  4 SG on pile. Light equipment removed 
when endangered by ice.

* 19/13

22830 - LIGHT 4 37-58-02.54N
75-53-26.52W

Fl R 4s 19  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 12/13

23125 - Channel Daybeacon 1 37-59-26.79N
76-01-03.17W

SG on pile.

* 10/13

23435 - ENTRANCE LIGHT 1SP 38-08-28.21N
75-49-53.36W

Fl G 4s 15  4 SG on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 13/13

23715 - Channel Daybeacon 4 38-11-56.57N
75-53-00.00W

TR on pile. Private aid.

* 8/13

23820 - CHANNEL LIGHT 23 38-15-30.29N
75-49-22.91W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 10/13

24585 - CHANNEL LIGHT 2 38-20-53.27N
76-15-51.24W

Fl R 4s 15  4 TR on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 10/13

*24628 Bluff Point Warning Buoy SW 38-19-02.50N
76-14-30.70W

White with orange 
diamond worded 
DANGER.

Private aid.

11/13

*24628.1 Bluff Point Warning Buoy NW 38-19-08.90N
76-14-31.40W

White with orange 
diamond worded 
DANGER.

Private aid.

11/13

*24628.2 Bluff Point Warning Buoy NE 38-19-10.10N
76-14-31.40W

White with orange 
diamond worded 
DANGER.

Private aid.

11/13

*24628.3 Bluff Point Warning Buoy SE 38-19-04.20N
76-14-26.80W

White with orange 
diamond worded 
DANGER.

Private aid.

11/13

24645 - LIGHT 2SC 38-30-18.12N
76-16-18.88W

Fl R 2.5s 15  4 TR on pile.

* 14/13

24660 - LIGHT 4 38-30-07.86N
76-16-14.78W

Fl R 4s 15  4 TR on multi-pile 
structure.

Light equipment removed from 
Dec. 1 to Mar. 15.

* 14/13

25055 CAMBRIDGE SEWER 
OUTFALL WARNING 
LIGHT

38-34-21.21N
76-03-10.05W

Q W 15  4 NW on pile worded 
DANGER 
SUBMERGED 
PIPE.

* * 7/13

26015 - LIGHT 1CC 38-50-08.69N
76-17-16.19W

Fl G 4s 15  4 SG on pile. Light equipment removed from 
Dec. 1 to Mar. 15.

* 12/13

26790 - CHANNEL LIGHT 34 39-10-07.50N
76-02-12.63W

Fl R 4s 15  3 TR on pile.

* 9/13

27055 - LIGHT 5 39-14-33.96N
76-23-51.11W

Fl G 6s 15  4 SG on multi-pile 
structure.

* 14/13
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II-3.15

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

27580 - Daybeacon 12 39-27-37.11N
76-05-43.36W

TR on pile.

* 16/13

27970
600

- Approach Lighted Whistle 
Buoy OI

35-48-37.21N
75-30-37.67W

Mo (A) W  6 Red and white 
stripes.

Position frequently shifted
with changing conditions.
Topmark not installed on
this aid.

* 7/13

27975 - Lighted Buoy 1 35-48-09.74N
75-30-48.18W

Fl G 2.5s  4 Green.

* 7/13

27980 - Buoy 2 35-48-12.36N
75-30-55.74W

Red nun.

* 7/13

27985 - Buoy 3 35-47-47.73N
75-31-00.47W

Green can.

* 7/13

27990 - Buoy 4 35-47-49.25N
75-31-06.09W

Red nun.

* 7/13

28003 - Lighted Buoy 6 35-47-19.66N
75-31-23.32W

Q R  4 Red.

* 6/13

28025 - Lighted Buoy 12 35-46-32.80N
75-31-50.96W

Fl R 2.5s  4 Red.

* 6/13

28029 - Buoy 14 35-46-25.06N
75-32-00.60W

Red nun.

* 6/13

28030 - Buoy 15 Remove from list.

* 9/13

28065 - Lighted Buoy 19 35-46-20.06N
75-32-20.34W

Fl G 4s  4 Green.

* 6/13

28119 - Channel Lighted Buoy 34B Remove from list.

* 18/13

28135 - Channel Buoy 38 35-46-06.82N
75-35-08.87W

Red nun.

* 18/13

28137 - Channel Lighted Buoy 39 35-46-17.76N
75-35-03.01W

Fl G 4s  4 Green.

* 18/13

*28137.1 - Channel Buoy 39A 35-46-25.10N
75-34-55.33W

Green can.

18/13

28139 - Channel Buoy 40 35-46-17.06N
75-35-00.88W

Red nun.

* 18/13

28140 - Channel Buoy 40A Remove from list.

* 18/13

28145 - Channel Buoy 42 35-46-23.72N
75-34-52.92W

Red nun.

* 18/13
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II-3.16

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

28193 - CHANNEL LIGHT 54 35-47-21.46N
75-34-17.19W

Q R 15  3 TR on pile.

* 16/13

28195 - Channel Lighted Buoy 55 35-47-20.37N
75-34-19.54W

Q G  3 Green.

* 16/13

28233 - Lighted Buoy 1H 35-45-34.54N
75-35-31.10W

Fl G 2.5s  3 Green.

* 10/13

28235 - Buoy 3 35-45-24.80N
75-35-38.55W

Green can.

* 10/13

28275 - Buoy 11 35-43-56.49N
75-36-53.26W

Green can.

* 10/13

28280 - LIGHT 12 35-44-01.10N
75-36-53.33W

Fl R 4s 15  4 TR on pile. Light equipment removed 
when endangered by ice.
Ra ref. 

* 12/13

28310 - LIGHT 3 34-47-22.44N
75-34-00.00W

Fl G 4s 15  4 SG on pile.

* 12/13

28330 - Buoy 7 35-47-32.61N
75-33-36.94W

Green can.

* 8/13

28335 - Buoy 8 35-47-31.12N
75-33-29.38W

Red nun.

* 8/13

28340 - Lighted Buoy 9 35-47-32.48N
75-33-27.12W

Fl G 2.5s  3 Green.

* 8/13

28430 - CHANNEL LIGHT 16 35-50-36.50N
75-36-22.68W

Fl R 2.5s 15  3 TR on pile.

* 19/13

28455 - Daybeacon 4 35-50-30.24N
75-36-43.74W

TR on pile.

* 16/13

28655 - Lighted Buoy 5 35-10-57.20N
75-45-57.19W

Fl G 2.5s  4 Green.

* 9/13

28665 - Buoy 7 Remove from list.

* 20/13

28666 - Buoy 7A Remove from list.

* 20/13

*28669 - Buoy 9 35-11-44.76N
75-45-36.67W

Green can.

20/13

*28670 - Buoy 9A 35-11-52.74N
75-45-19.77W

Green can.

20/13

28724 - Lighted Buoy 9B 35-11-59.10N
75-45-04.33W

Fl G 4s  4 Green.

* * 20/13
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II-3.17

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

28725.1 - Lighted Buoy 9A Remove from list.

* 20/13

28726.1 - Buoy 10A 35-11-52.92N
75-45-16.15W

Red nun.

* 20/13

28726.2 - Lighted Buoy 10B 35-11-57.77N
75-45-05.33W

Fl R 2.5s  4 Red.

* 20/13

*28729 - Lighted Buoy 11 35-12-00.94N
75-44-49.34W

Fl G 4s  3 Green can.

20/13

28730.1 - Channel Lighted Buoy 11A 35-12-03.76N
75-44-17.69W

Fl G 4s  4 Green can.

* 20/13

28730.2 - Channel Lighted Buoy 11B 35-12-03.61N
75-44-05.56W

Q G  4 Green.

* * * * * 20/13

28732 - Channel Buoy 12 35-12-00.19N
75-44-44.05W

Red nun.

* 20/13

28732.1 - Channel Lighted Buoy 12A 35-12-02.61N
75-44-07.96W

Fl R 2.5s  3 Red.

* * * * * 20/13

28732.2 - Channel Buoy 12B Remove from list.

* 20/13

28732.3 - Channel Buoy 12C Remove from list.

* 20/13

28735.2 - Channel Buoy 13 35-12-06.85N
75-44-03.59W

Green can.

* * * * * 20/13

*28735.6 - Channel Lighted Buoy 14 35-12-10.65N
75-43-50.18W

Fl R 2.5s  3 Red.

20/13

28736 - Channel Buoy 15 35-12-11.76N
75-43-47.88W

Green can.

* * 20/13

28740 - Daybeacon 17 35-12-12.64N
75-43-35.61W

SG on pile.

* 20/13

28755 - Daybeacon 17A 35-12-13.11N
75-43-25.28W

SG on pile.

* * 20/13

29329 - Channel Lighted Buoy 1 34-35-56.59N
76-41-20.42W

Q G  5 Green.

* 16/13

29330 - Channel Lighted Buoy 2 34-35-55.67N
76-41-13.95W

Q R  5 Red.

* 16/13

29370 - Channel Lighted Buoy 12 34-40-29.02N
76-40-08.24W

Fl R 2.5s  5 Red.

* 15/13

29385 Shackleford Point Warning 
Daybeacon

Remove from list.

* 18/13
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II-3.18

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

29388 - Channel Lighted Buoy 16B Remove from list.

* 13/13

29485
38523

- Daybeacon 28 34-43-05.04N
76-41-28.21W

TR-TY on pile.

* 10/13

29495 - Lighted Buoy 1 34-37-51.84N
77-06-31.77W

Fl G 2.5s  4 Green.

* * 18/13

*29497 - Lighted Wreck Buoy WR1A 34-38-02.91N
77-06-26.39W

Q G  4 Green.

14/13

29500 - Buoy 2 34-37-55.27N
77-06-25.99W

Red nun.

* 14/13

29515 - Lighted Buoy 5 34-38-22.65N
77-06-13.29W

Fl G 4s  3 Green.

* 14/13

29520 - Lighted Buoy 6 34-38-47.76N
77-06-21.55W

Q R  4 Red.

* * 15/13

*29525 - Buoy 6A 34-38-52.37N
77-06-51.03W

Red nun.

14/13

29530 - Buoy 7 34-38-49.39N
77-06-52.49W

Green can.

* 14/13

29559 - Lighted Buoy 14 34-39-24.77N
77-06-21.80W

Q R  4 Red.

* 12/13

29645 - LIGHT 5 34-39-15.66N
77-05-45.03W

Q G 15  4 SG on pile.

* 10/13

30010 - Buoy 5 34-20-23.03N
77-39-33.48W

Green can.

* * * 14/13

30040 - Buoy 12 34-20-44.41N
77-40-09.37W

Red nun.

* 15/13

30045 - Buoy 13 Remove from list.

* 15/13

30047 - Buoy 14 34-20-51.17N
77-40-02.06W

Red nun.

* 15/13

*Add Heading:
Banks Slough Channel

30048 - Buoy 2BS 34-20-30.01N
77-39-49.16W

Red nun.

* * 15/13

*30048.02 - Buoy 3 34-20-35.92N
77-39-55.49W

Green can.

15/13

*30048.04 - Buoy 4 34-20-40.36N
77-39-54.94W

Red nun.

15/13
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II-3.19

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

*30048.06 - Buoy 5 34-20-46.78N
77-39-51.83W

Green can.

15/13

*30048.08 - Buoy 7 34-20-52.91N
77-39-41.55W

Green can.

15/13

30049 - Buoy 17 Remove from list.

* 15/13

30140.02 - Buoy 2 34-20-54.44N
77-39-57.01W

Red nun.

* 15/13

30140.04 - Buoy 4 34-20-58.27N
77-39-51.29W

Red nun.

* 15/13

30140.05 - Buoy 5 34-21-06.31N
77-39-45.52W

Green can.

* 15/13

30140.06 - Buoy 6 34-21-08.50N
77-39-45.73W

Red nun.

* 15/13

30140.07 - Buoy 7 34-21-09.06N
77-39-47.85W

Green can.

* 15/13

31010 - Buoy 1 33-54-26.01N
78-14-27.13W

Green can.

* 19/13

31015 - Buoy 2 33-54-25.16N
78-14-24.05W

Red nun.

* 19/13

31020 - Buoy 3 33-54-32.33N
78-14-24.03W

Green can.

* 19/13

31025 - Buoy 4 33-54-36.18N
78-14-23.13W

Red nun.

* 19/13

31027 - Buoy 5 33-54-41.92N
78-14-23.00W

Green can.

* 19/13

31030 - Buoy 6 33-54-42.92N
78-14-21.03W

Red nun.

* 19/13

31365 Powells Point Daybeacon 
2PP

36-03-00.00N
75-50-17.51W

TR on pile.

* 19/13

31565 - LIGHT 6 36-04-30.50N
76-24-21.00W

Q R 8 TR on pile. Private aid.

* 10/13

*31626 TOWN OF COLUMBIA 
(WWTP DIFFUSER) 
WARNING LIGHT A

35-55-17.53N
76-15-29.29W

Fl W 4s NW on pile. Private aid.

7/13

31660 KENDRICK CREEK 
CHANNEL ENTRANCE 
LIGHT 1KC
10 feet outside channel
limit.

35-56-33.31N
76-36-42.44W

Fl G 2.5s 15  4 SG on pile.

* 5/13
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II-3.20

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*32086 Long Shoal Oyster Sanctuary 
Daybeacon A

35-33-51.59N
75-49-46.01W

White with orange 
diamond on multi-
pile structure 
worded OYSTER 
SANCTUARY 
DANGER 
SUBMERGED 
ROCKS.

Private aid.

19/13

*32086.1 Long Shoal Oyster Sanctuary 
Daybeacon B

35-33-45.06N
75-49-46.01W

White with orange 
diamond on multi-
pile structure 
worded OYSTER 
SANCTUARY 
DANGER 
SUBMERGED 
ROCKS.

Private aid.

19/13

*32086.2 Long Shoal Oyster Sanctuary 
Daybeacon C

35-33-45.06N
75-49-53.99W

White with orange 
diamond on multi-
pile structure 
worded OYSTER 
SANCTUARY 
DANGER 
SUBMERGED 
ROCKS.

Private aid.

19/13

*32086.3 Long Shoal Oyster Sanctuary 
Daybeacon D

35-33-51.59N
75-49-53.99W

White with orange 
diamond on multi-
pile structure 
worded OYSTER 
SANCTUARY 
DANGER 
SUBMERGED 
ROCKS.

Private aid.

19/13

32915
38110

- LIGHT 8 35-30-08.69N
76-35-36.79W

Fl R 4s 15  5 TR-SY on multi-pile.

* 20/13

33115 - CHANNEL LIGHT 4 35-21-26.90N
76-40-36.34W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 4/13

33275 - LIGHT 1 35-27-06.82N
76-49-13.35W

Fl G 2.5s 15  4 SG on pile.

* 10/13

33280 - Daybeacon 2 35-27-17.38N
76-49-08.96W

TR on pile.

* 10/13

33285 - Daybeacon 3 35-28-05.17N
76-49-02.58W

SG on pile.

* 10/13

33290 - LIGHT 4 35-28-18.67N
76-49-00.23W

Fl R 4s 15  3 TR on pile.

* 10/13

34360 - Lighted Buoy 7 34-59-00.00N
76-12-38.06W

Q G  3 Green.

* * * 16/13

34785 - Warning Daybeacon Remove from list.

* 19/13

34803 - Buoy 1 Remove from list.

* 5/13

34805 - Lighted Buoy 2 34-42-15.25N
76-40-38.12W

Q R  3 Red.

* 20/13
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II-3.21

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

34807 - Buoy 2A 34-42-20.44N
76-40-40.27W

Red nun.

* 20/13

34810 - Lighted Buoy 1BH 34-42-11.14N
76-40-38.60W

Q G  4 Green.

* 20/13

34932 - LIGHT 3 40-06-01.37N
74-01-54.24W

Fl G 6s 35  8 SG on skeleton 
tower.

HORN: 1 blast ev 30s (3s bl).  
Activated for 30 minutes by 
keying the microphone five 
times on VHF channel 83A.

* 14/13

34985 - LIGHT 2 40-03-48.84N
74-03-01.92W

Q R 15  4 TR-TY on pile.

* * 15/13

35030 - LIGHT 15 40-01-53.22N
74-03-23.58W

Q G 17  4 SG-SY on pile.

* 14/13

35045 - LIGHT 20 40-00-36.60N
74-04-54.42W

Fl R 2.5s 15  4 TR-TY on pile.

* 14/13

35055 - LIGHT 22 39-59-35.39N
74-06-21.28W

Q R 15  4 TR-TY on pile.

* 14/13

35060 - LIGHT 24 39-59-00.00N
74-06-41.45W

Fl R 2.5s 15  4 TR-TY on pile.

* 14/13

35075 - LIGHT 28 39-57-36.54N
74-06-16.92W

Fl R 4s 15  4 TR-TY on pile.

* 14/13

35080 - LIGHT 29 39-57-04.32N
74-06-01.14W

Q G 16  4 SG-SY on pile.

* 14/13

35125 - LIGHT 40 39-51-42.41N
74-07-21.06W

Fl R 2.5s 17  3 TR-TY on multi-pile 
structure.

Maintained year round.

* 12/13

35130 BARNEGAT BAY LIGHT BB 39-49-21.42N
74-08-45.60W

Mo (A) W 17  5 MR-I on multi-pile 
structure.

Maintained year round.

* 12/13

35135 BARNEGAT INLET LIGHT BI 39-47-31.97N
74-09-54.88W

Mo (A) W 17  5 MR-I on multi-pile 
structure.

Maintained year round.

* 12/13

35155 - LIGHT 42 39-45-46.50N
74-10-14.28W

Q R 17  3 TR-TY on multi-pile 
structure.

Maintained year round.

* 12/13

35210 - LIGHT 57 39-41-06.98N
74-09-48.60W

Fl G 2.5s 15  4 SG-SY on pile.

* 15/13

*35417 LITTLE EGG HARBOR 
RESEARCH LIGHT A

39-33-22.38N
74-16-14.34W

Fl W 6s NW on pile. Private aid.

19/13

35467 - Buoy 116A 39-30-42.59N
74-18-03.10W

Red nun. Maintained year round.

* 12/13

35500 - LIGHT 126 39-30-28.53N
74-20-18.59W

Q R 15  4 TR-TY on multi-pile 
structure.

Maintained year round.

* 12/13
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II-3.22

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

*35527 - Buoy 128A 39-30-03.36N
74-20-42.84W

Red nun with yellow 
square.

18/13

35570 - LIGHT 139 39-29-52.74N
74-22-51.96W

Q G 15  3 SG-SY on multi-pile 
structure.

Maintained year round.

* 12/13

35573 Mullica River Lighted Data 
Buoy R

Remove from list.

* 17/13

35575 - LIGHT 141 39-29-24.66N
74-22-53.94W

Fl G 2.5s 15  3 SG-SY on multi-pile 
structure.

Maintained year round.

* 12/13

35665 - Daybeacon 165 39-26-16.45N
74-23-55.40W

SG-SY on pile.

* 18/13

35867 - Daybeacon 221 39-20-40.67N
74-30-17.60W

SG-SY on pile.

* * 18/13

36385 - Buoy 374 39-06-56.87N
74-43-30.86W

Red nun with yellow 
triangle.

Maintained year round.

* 12/13

36393 - Buoy 376 39-06-30.42N
74-44-15.28W

Red nun with yellow 
triangle.

Maintained year round.

* 12/13

36518 - Buoy 418 39-02-45.57N
74-46-38.69W

Red nun with yellow 
triangle.

* 10/13

36580 - LIGHT 437 39-01-58.08N
74-48-21.12W

Fl G 2.5s 15  4 SG-SY on pile.

* 12/13

36680 - Daybeacon 466 38-59-06.13N
74-50-26.92W

TR-TY on pile.

* 18/13

36780 CAPE MAY CANAL EAST 
END ENTRANCE LIGHT 16

38-57-07.86N
74-54-08.38W

Fl R 4s 12  4 TR on multi-pile 
structure.

* 11/13

36790
1675

- NORTH JETTY LIGHT 11 38-58-03.68N
74-59-00.00W

Fl G 2.5s 34  6 SG-TY on skeleton 
tower.

HORN: 1 blast ev 15s (2s bl).  
Activated for 30 minutes by 
keying the microphone 5 times 
on VHF channel 83A.

* * 13/13

36807
9957

- Lighted Buoy 2A 36-48-30.15N
76-17-25.85W

Q R  4 Red with yellow 
triangle.

* 9/13

36810
9960

- Buoy 3
75 feet outside channel 
limit.

36-47-32.23N
76-17-52.69W

Green can with 
yellow square.

* 9/13

36813 - Lighted Buoy 3A 36-48-30.10N
76-17-23.15W

Q G  4 Green with yellow 
square.

* 9/13

36815
9965

- Buoy 5
75 feet outside channel 
limit.

36-47-27.73N
76-18-01.46W

Green can with 
yellow square.

* 9/13
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II-3.23

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

36835
9985

- Buoy 10 36-47-14.40N
76-18-12.62W

Red nun with yellow 
triangle.

* 9/13

36840
9990

- Buoy 12 36-47-07.32N
76-18-15.75W

Red nun with yellow 
triangle.

* 9/13

36845
9995

- Buoy 14 36-47-02.53N
76-18-19.69W

Red nun with yellow 
triangle.

* 12/13

36850
10000

- Buoy 15 36-46-54.52N
76-18-24.50W

Green can with 
yellow square.

* 9/13

36855
10005

- Buoy 17 36-46-49.53N
76-18-27.79W

Green can with 
yellow square.

* 9/13

36920
10070

- Buoy 26 36-46-06.88N
76-17-53.67W

Red nun with yellow 
triangle.

* 9/13

36930
10080

- Buoy 28 36-45-41.92N
76-17-55.53W

Red nun with yellow 
triangle.

* 10/13

36945 - Daybeacon 4 36-45-20.16N
76-19-37.87W

TR-TY on pile.

* 9/13

37120 - LIGHT 42 36-43-46.97N
76-16-30.66W

Fl R 4s 14  3 TR-TY on pile.

* 7/13

37185 - LIGHT 8 36-41-56.66N
76-04-32.93W

Fl R 4s 15  4 TR-TY on multi-pile 
structure.

* * 16/13

37665 - Daybeacon 132 36-18-24.89N
75-58-16.71W

TR-TY on pile.

* 19/13

37803 - Buoy 168 36-09-36.76N
75-53-32.02W

Red nun with yellow 
triangle.

* 10/13

37805 - Daybeacon 169 36-09-49.70N
75-53-24.74W

SG-SY on pile.

* 19/13

37851 - Lighted Buoy 8A 35-56-26.75N
75-59-26.97W

Q R  3 Red with yellow 
triangle.

* 10/13

37865 - LIGHT 14 35-53-00.07N
76-01-00.74W

Fl R 2.5s 18  5 TR-TY on pile.

* 5/13

38110
32915

- LIGHT 8 35-30-08.69N
76-35-36.79W

Fl R 4s 15  5 TR-SY on multi-pile.

* 20/13

38290
33790

- LIGHT 1AC 34-58-30.09N
76-41-45.91W

Fl G 4s 15  4 SG-SY on multi-pile 
structure.

* 10/13

38523
29485

Morehead City Channel
Daybeacon 28

34-43-05.04N
76-41-28.21W

TR-TY on pile.

* 10/13
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II-3.24

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

39031 -Daybeacon 42A 34-40-31.58N
77-03-17.15W

TR-TY on pile.

* 8/13

39035 - Daybeacon 44 34-40-24.02N
77-04-49.96W

TR-TY on pile.

* 10/13

39210 - LIGHT 58 34-37-57.05N
77-12-18.00W

Q R 15  4 TR-TY on pile.

* 8/13

39217 - Buoy 60 34-35-55.66N
77-14-27.19W

Red nun with yellow 
triangle.

* 10/13

39223 - Buoy 61A 34-35-51.15N
77-14-31.25W

Green can with 
yellow square.

* 20/13

39548 - Buoy 99A 34-21-17.94N
77-40-51.34W

Green can yellow 
square.

* 10/13

39549 - Buoy 99B Remove from list.

* 10/13

39620 - LIGHT 127 34-12-47.68N
77-49-01.12W

Fl G 4s 15  4 SG-SY on pile.

* 20/13

39700 - Daybeacon 149 34-06-32.14N
77-52-25.49W

SG-SY on pile.

* 20/13

39735 - Buoy 155A 34-04-37.85N
77-53-01.43W

Green can with 
yellow square.

* 10/13

39740 - Daybeacon 156 34-04-22.61N
77-53-09.09W

TR-TY on pile.

* 20/13

39750 - Daybeacon 159 34-03-51.35N
77-53-16.81W

SG-SY on pile.

* 20/13

40215 - LIGHT 44
35 feet outside channel
limit.

33-55-19.81N
78-13-43.97W

Fl R 4s 15  4 TR-TY on pile.

* 4/13

40230 - Buoy 47A 33-55-15.27N
78-14-14.45W

Green can with 
yellow square.

* 19/13

40337 - Buoy 80A 33-54-27.17N
78-23-03.10W

Red nun with yellow 
triangle.

* 10/13

40340 - Buoy 81 33-54-25.09N
78-23-05.26W

Green can with 
yellow square.

* 19/13
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II-3.25

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

6130 PLANTATION CREEK 
RANGE FRONT LIGHT

31-08-13.92N
81-26-00.00W

Q R 16 KRW on dolphin. Visible 2°  each side of range 
line.

* * 20/13

6135 PLANTATION CREEK 
RANGE REAR LIGHT
1,381 yards, 285°  from front 
light.

31-08-24.52N
81-26-45.74W

Iso R 6s 44 KRW on skeleton 
tower on piles.

Visible 2°  each side of range 
line.

* * * 20/13

6180
37245

JEKYLL ISLAND RANGE 
FRONT LIGHT 1

31-06-06.25N
81-26-06.30W

Q G 17 SG-SY and KRW on 
dolphin.

Visible 1.5°  each side of range 
line.  
Passing light visible all around.

* * 20/13

6183 JEKYLL ISLAND RANGE 
REAR LIGHT 1127 yards, 
217°  from front light.

32-05-39.54N
81-26-29.73W

Iso G 6s 47 KRW on skeleton 
tower on piles.

Visible 1.5°  each side of range 
line.

* * 20/13

6195 CEDAR HAMMOCK RANGE 
REAR LIGHT

31-06-00.88N
81-28-05.07W

Q G 16 KRW on dolphin. Visible 2°  each side of range 
line.

* * 20/13

6200 CEDAR HAMMOCK RANGE 
REAR LIGHT
1,411 yards, 255.3°  from 
front light.

31-05-50.22N
81-28-52.14W

Iso G 6s 45 KRW on skeleton 
tower on piles.

Visible 2°  each side of range 
line.

* * * 20/13

6270 BRUNSWICK HARBOR 
RANGE FRONT LIGHT

31-09-06.17N
81-30-02.34W

Q R 20 KRW on dolphin. Visible 1.5°  each side of range 
line.

* * 20/13

6275 BRUNSWICK HARBOR 
RANGE REAR LIGHT
1,416 yards, 343.8°  from 
front light.

31-09-46.55N
81-30-16.02W

Iso R 6s 43 KRW on skeleton 
tower on piles.

Visible 1.5°  each side of range 
line.

* * * 20/13

6305 ANDREWS ISLAND SPIT 
RANGE FRONT LIGHT
Marks the easterly extremity 
of shoal.

31-06-56.49N
81-29-33.69W

Q Y 10 KYB on pile.

* * 20/13

6310 ANDREWS ISLAND SPIT 
RANGE REAR LIGHT
134 yards, 179.7°  from front 
light.

31-06-52.51N
81-29-33.67W

Iso Y 6s 18 KYB on pile.

* * * 20/13

14970 - Daybeacon 6 24-34-29.85N
81-47-58.15W

TR on pile. Maintained by U.S. Navy.
Private aid.

* 20/13

15595 ARSENIC BANK LIGHT 2 24-52-17.63N
80-53-11.06W

Fl R 4s 16  5 TR on dolphin.

* 20/13

15605 SPRIGGER BANK LIGHT 5 24-54-50.10N
80-56-17.39W

Fl G 4s 16  5 SG on pile.

* 20/13

15610 SCHOONER BANK LIGHT 6 24-57-26.40N
80-58-47.41W

Fl R 4s 16  5 TR on dolphin.

* 20/13

15625 OXFOOT BANK LIGHT 10 24-59-15.10N
81-00-41.10W

Fl R 4s 16  5 TR on dolphin.

* 20/13



II-3.26

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

23510 - Lighted Buoy 35 27-54-23.50N
82-26-23.76W

Fl G 2.5s  5 Green.

* 20/13

23535 - Lighted Buoy 1 27-55-39.13N
82-26-52.98W

Q G  4 Green.

* 20/13

30910 - Lighted Buoy 3 18-26-08.26N
66-05-48.94W

Fl G 4s  5 Green.

* 20/13

30915 - Lighted Buoy 5 18-26-23.16N
66-05-23.22W

Q G  4 Green

* 20/13

37245
6180

JEKYLL ISLAND RANGE 
FRONT LIGHT 1

31-06-06.25N
81-26-06.30W

Q G 17 SG-SY and KRW on 
dolphin.

Visible 1.5°  each side of range 
line.  
Passing light visible all around.

* * 20/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*7763 Point Aux Pins Special 
Lighted Buoys (5)

30-22-57.12N
88-18-48.06W

Fl Y 2.5s Mark perimeter of 
oyster farm.

Private aid.

20/13

*8093 Mississippi Phosphates 
Lighted Danger Buoy

30-21-07.36N
88-30-20.33W

Fl W 2.5s Marks submerged 
pipe.

Private aid.

20/13

14600 Upper Grand View Reach 
Anchorage Lower 
Daybeacon 147.5

30-02-10.38N
90-41-45.78W

NY on pile. Ra ref. 

* 20/13

*25107 - Daybeacon 2 29-42-13.59N
95-01-22.33W

TR on pile. Private aid.

20/13

25110 - Daybeacon 3 29-42-11.08N
95-01-21.02W

SG on pile. Private aid.

* 20/13

25115 - Daybeacon 4 29-42-13.59N
95-01-31.85W

TR on pile. Private aid.

* 20/13

25120 - Daybeacon 5 29-42-10.24N
95-01-33.94W

SG on pile. Private aid.

* 20/13

*25123 - Daybeacon 7 29-42-12.58N
95-01-40.47W

SG on pile. Private aid.

20/13

25125 - Daybeacon 6 29-42-15.71N
95-01-39.47W

TR on pile. Private aid.

* 20/13

25130 - Daybeacon 8 29-42-17.77N
95-01-47.40W

TR on pile. Private aid.

* 20/13

*25132 - Daybeacon 9 29-42-15.34N
95-01-48.18W

SG on pile. Private aid.

20/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.27

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

25135 - Daybeacon 10 29-42-20.19N
95-01-56.40W

TR on pile. Private aid.

* 20/13

*25138 - Daybeacon 11 29-42-17.80N
95-01-57.64W

SG on pile. Private aid.

20/13

25140 - Daybeacon 12 29-42-22.86N
95-02-06.19W

TR on pile. Private aid.

* 20/13

*25142 - Daybeacon 13 29-42-20.21N
95-02-06.67W

SG on pile. Private aid.

20/13

25145 - Daybeacon 14 29-42-25.17N
95-02-14.48W

TR on pile. Private aid.

* 20/13

25150 - Daybeacon 15 29-42-22.36N
95-02-14.98W

SG on pile. Private aid.

* 20/13

25155 - Daybeacon 16 29-42-28.05N
95-02-24.80W

TR on pile. Private aid.

* 20/13

*25158 - Daybeacon 17 29-42-25.24N
95-02-25.30W

SG on pile. Private aid.

20/13

25160 - Daybeacon 18 29-42-30.75N
95-02-35.67W

TR on pile. Private aid.

* 20/13

*25162 - Daybeacon 19 29-42-27.81N
95-02-35.76W

SG on pile. Private aid.

20/13

25165 - Daybeacon 20 29-42-33.22N
95-02-44.87W

TR on pile. Private aid.

* 20/13

*25168 - Daybeacon 21 29-42-31.59N
95-02-49.76W

SG on pile. Private aid.

20/13

25170 - Daybeacon 22 29-42-36.28N
95-02-53.57W

TR on pile. Private aid.

* 20/13

25175 - Daybeacon 23 29-42-35.37N
95-03-03.75W

SG on pile. Private aid.

* 20/13

25180 - Daybeacon 24 29-42-39.34N
95-03-02.28W

TR on pile. Private aid.

* 20/13

25185 - Daybeacon 25 29-42-36.53N
95-03-07.47W

SG on pile. Private aid.

* 20/13

25190 - Daybeacon 26 29-42-42.49N
95-03-08.27W

TR on pile. Private aid.

* 20/13

25195 - Daybeacon 27 29-42-39.69N
95-03-13.06W

SG on pile. Private aid.

* 20/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

25200 - Daybeacon 28 29-42-46.34N
95-03-14.91W

TR on pile. Private aid.

* 20/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2013

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3765 - LIGHT 4 34-24-28.99N
119-41-06.30W

Fl R 6s 25  6 TR on post.

* 20/13

4680.5 COAST GUARD ISLAND 
PIER NORTH LIGHT

Remove from list.

* 20/13

4681 COAST GUARD ISLAND 
PIER SOUTH LIGHT

Remove from list.

* 20/13

7120 - RANGE J FRONT LIGHT 37-59-12.00N
121-23-31.83W

Q W 21 KRW on pile. Visible all around; higher 
intensity on the range line.

* 20/13

8175 - Lighted Bell Buoy 5 40-45-25.15N
124-13-49.88W

Fl G 4s  4 Green.

* 20/13

17675 - RANGE FRONT LIGHT 47-57-44.08N
122-41-07.18W

Q R 8 KRB on multi-pile 
structure.

Visible all around.

* * * 20/13

17680 - RANGE REAR LIGHT
63 yards, 261°  from front 
light.

47-57-43.79N
122-41-09.94W

Iso R 6s 20 KRB on pile. Visible all around.

* * * * 20/13

25185 SULOIA POINT LIGHT 5 57-23-21.97N
135-38-59.92W

Fl G 2.5s 22  4 SG on steel skeleton 
tower.

Obscured from 021°  to 190° .

* 20/13

27027 Dry Spruce Bay Coast Guard 
Mooring Buoy

57-56-00.00N
153-01-05.88W

White with blue 
band.

* 20/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2013

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3000 - UPPER RANGE FRONT 
LIGHT

42-57-12.31N
78-54-37.63W

F R 25
8

KRW on gray post. Visible 4°  each side of range 
line.

* * * 4/13

3005 - UPPER RANGE REAR 
LIGHT
788 feet, 001.4°  from
front light.

42-57-20.10N
78-54-37.37W

F R 48
15

KRW on gray post. Visible 4°  each side of range 
line.

* * * * 4/13

3015 - LOWER RANGE FRONT 
LIGHT

42-57-01.98N
78-54-33.93W

F R 27
8

KRW on gray post. Visible 1.5°  each side of range 
line.

* * * 4/13

3020 - LOWER RANGE REAR 
LIGHT
733 feet, 138.8°  from
front light.

42-56-56.53N
78-54-27.44W

F R 86
26

KRW on skeleton 
tower.

Visible 1.5°  each side of range 
line.

* * * * 4/13

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2012

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

3545 - ENTRANCE RANGE 
FRONT LIGHT

42-09-08.10N
80-04-36.87W

F G 32
10

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

3550 - ENTRANCE RANGE REAR 
LIGHT
752 feet, 235.3°  from
front light.

42-08-03.86N
80-04-45.08W

F G 62
19

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

4185 - LIGHT 6 41-30-12.82N
81-42-45.23W

Fl R 2.5s 27
8

 4 TR on post.

* 10/13

6490 - Lighted Buoy 2 41-51-22.16N
83-22-17.75W

Fl R 4s  4 Red. Maintained from Apr. 21 to No. 
14.

* 16/13

6500 - Lighted Buoy 5 41-51-42.75N
83-22-28.39W

Fl G 2.5s  4 Green. Maintained from Apr. 21 to No. 
14.

* 16/13

6505 - Lighted Buoy 6 41-51-43.06N
83-22-27.25W

Fl R 4s  4 Red. Maintained from Apr. 21 to No. 
14.

* 16/13

6900 - Lighted Buoy 2 41-55-16.80N
83-06-18.66W

Q R  5 Red. Replaced by nun buoy from 
Dec. 14 to Apr. 1.

* * 17/13

7165 GROSSE ILE SOUTH 
CHANNEL RANGE FRONT 
LIGHT

42-11-07.08N
83-08-31.01W

F G 30
9

KRW on square 
skeleton tower.

Lighted throughout 24 hours.

* * * 4/13

7170 GROSSE ILE SOUTH 
CHANNEL RANGE REAR 
LIGHT
1,491 feet, 342.6°  from
front light.

42-11-21.13N
83-08-36.95W

F G 55
17

KRW on square 
skeleton tower.

Lighted throughout 24 hours.

* * * * 4/13

8400 PECHE ISLAND RANGE 
FRONT LIGHT

42-21-37.56N
82-54-24.96W

F W 35
11

KRW on white 
skeleton tower with 
round conical 
foundation.

Lighted throughout 24 hours.
RACON: G (– – •).

* * * 4/13

8410 PECHE ISLAND RANGE 
REAR
LIGHT
3,697 feet, 227.7°  from
front light.

42-21-12.99N
82-55-01.39W

F W 114
35

KRW on white 
skeleton tower with 
round conical 
foundation.

Lighted throughout 24 hours.

* * * * * 4/13

8535 ST. CLAIR FLATS CANAL 
RANGE FRONT LIGHT

42-33-02.60N
82-39-02.75W

F G 48
15

White daymark on 
pyramidal tower.

Lighted throughout 24 hours.

* * * 4/13

8540 ST. CLAIR FLATS CANAL 
RANGE REAR LIGHT
4,018 feet, 041.1°  from
front light.

42-33-32.51N
82-38-27.46W

F G 112
34

White daymark on 
pyramidal tower.

Lighted throughout 24 hours.

* * * * 4/13

8565 - Lighted Buoy 29 42-30-35.98N
82-42-02.66W

Fl G 2.5s  4 Green. Replaced by can from Dec. 21 
to Mar. 28.

* 12/13

9675 - Lighted Buoy 17 42-33-54.34N
82-34-55.06W

Fl G 4s  4 Green.

* 4/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2013

(1)
No.

(2)
Name and Location

(3)
Position

(4)
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(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

9885 St. Clair Middle Ground 
Lighted Buoy 52

42-49-40.02N
82-28-49.49W

Q R  4 Red.

* 16/13

9985 Point Edward Lighted Buoy 
A70
(C)

Remove from list.

* 8/13

9990 FORT GRATIOT RANGE 
FRONT LIGHT

42-59-36.16N
82-25-38.43W

F W 41
12

KRW with 12-foot 
vertical bar light on 
brown cylindrical 
tower.

Port Huron-Sarnia Bridge 
center span lights (Oc G) are 
on Fort Gratiot rangeline.
Lighted throughout 24 hours.

* * * * 4/13

9995 FORT GRATIOT RANGE 
FRONT PASSING LIGHT

42-59-36.16N
82-25-38.43W

F G 44
13

 9 On same structure 
as Fort Gratiot 
Range Front Light.

* * * 4/13

10000 FORT GRATIOT RANGE 
REAR
LIGHT
460 feet, 207.6°  from
front light.

42-59-32.13N
82-25-41.30W

F W 52
16

KRW with 12-foot 
vertical bar light on 
brown octagonal 
tower.

Lighted throughout 24 hours.

* * * 4/13

10010 NOAA Lighted Weather Buoy 
45008

44-17-00.00N
82-24-59.00W

Fl (4) Y 20s Yellow disc-shaped 
hull.

Maintained from May 14 to 
Dec. 1.
Aid maintained by NOAA.

* 15/13

10035 - Lighted Buoy 1 43-00-33.30N
82-25-04.17W

Q G  5 Green. Replaced by lighted ice buoy 
from Dec. 21 to Apr. 7.

* * 20/13

10550 - RANGE FRONT LIGHT 43-38-54.32N
83-51-05.67W

F R (Night)

F R (Day)

70
21
66
20

On skeleton tower. Lighted throughout 24 hours.

* * 4/13

*10555 - RANGE FRONT PASSING 
LIGHT

43-38-54.32N
83-51-05.67W

F R 66
20

 8 On same structure 
as Saginaw Bay 
Channel Range 
Front Light.

4/13

10560 - RANGE REAR LIGHT
8,708 feet, 211.2°  from
front light.

43-37-40.76N
83-52-07.02W

F G 159
48

On skeleton tower. Lighted throughout 24 hours.

* * * 4/13

10760 ESSEXVILLE RANGE 
FRONT LIGHT

43-37-21.71N
83-50-19.20W

F G 38
12

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * 4/13

10765 ESSEXVILLE RANGE REAR 
LIGHT
1,099 feet, 160.1°  from
front light.

43-37-11.50N
83-50-14.13W

F G 53
16

KRW on skeleton 
tower.

Visible 4°  each side of range 
line.

* * * * * 4/13

11355 Thunder Bay Traffic Lighted 
Bell Buoy TB

44-58-41.05N
83-15-17.28W

Mo (A) W  4 Red and white 
stripes.

Maintained from Apr. 28 to 
Dec. 1.

* 19/13

11745 Cordwood Point Lighted Buoy 
1
Marks north side of shoal.

45-40-51.84N
84-18-06.48W

Fl G 4s  4 Green. Replaced by can from Dec. 7 to 
May 1.

* 15/13

11780 - River Entrance Lighted Buoy 
2

45-39-57.83N
84-27-22.68W

Q R  4 Red. Replaced by nun buoy from 
Dec. 7 to Apr. 28.

* 17/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2013

(1)
No.

(2)
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(3)
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(4)
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(5)
Height

(6)
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(7)
Structure

(8)
Remarks
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SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

11790 - RIVER RANGE FRONT 
LIGHT

45-38-50.68N
84-28-21.97W

F R 45
14

KRW on building. Visible 4°  each side of range 
line.
Lighted throughout 24 hours.

* 13/13

11795 - RIVER RANGE REAR 
LIGHT
1,115 feet, 212.5°  from
front light.

45-38-41.45N
84-28-30.41W

F R 75
23

KRW on skeleton 
tower.
80

Visible 4°  each side of range 
line.
Lighted throughout 24 hours.

* 13/13

12180 Cheboygan Traffic Lighted 
Bell Buoy

45-42-14.51N
84-28-18.24W

Mo (A) W  4 Red and white 
stripes.

NOTE: Vessels are requested 
to leave buoy on porthand in 
passing. 
Maintained from May 1 to Dec. 
7.

* 15/13

12625 Mackinac Bridge Lighted Bell 
Buoy 1

45-48-29.34N
84-42-26.08W

Fl G 4s  5 Green. Maintained from May 1 to Dec. 
7.

* 15/13

12630 Mackinac Bridge Lighted 
Gong Buoy 2

45-49-07.85N
84-42-27.28W

Fl R 4s  4 Red. Maintained from May 1 to Dec. 
7.

* 15/13

12645 Mackinac Bridge Lighted Bell 
Buoy 3

45-48-38.74N
84-44-08.48W

Fl G 2.5s  4 Green. Maintained from May 1 to Dec. 
7.

* 15/13

12650 Mackinac Bridge Lighted 
Gong Buoy 4

45-49-15.54N
84-44-08.48W

Fl R 2.5s  4 Red. Maintained from May 1 to Dec. 
7.

* 15/13

14015 FRECHETTE POINT RANGE 
FRONT LIGHT

46-27-20.22N
84-16-46.00W

Q G 38
12

KRW on square 
skeleton tower.

Visible 1.5°  each side of range 
line.

* * * 4/13

14020 FRECHETTE POINT RANGE 
REAR LIGHT
4,481 feet, 323.4°  from
front light.

46-27-55.73N
84-17-24.16W

F G 93
28

KRW on triangular 
skeleton tower.

Visible 1.5°  each side of range 
line.

* * * * 4/13

14045 SIX MILE POINT RANGE 
FRONT LIGHT

46-26-23.76N
84-15-58.77W

F W 30
9

KRW on white 
cylindrical tower.

Lighted throughout 24 hours.

* * 4/13

14050 SIX MILE POINT RANGE 
REAR LIGHT
2,382 feet, 153.1°  from
front light.

46-26-02.79N
84-15-43.39W

Iso W 6s 63
19

KRW on square 
skeleton tower.

Higher intensity on range line.
Lighted throughout 24 hours.

* * * * * 4/13

14946 Portage Buoy "A" Remove from list.

* 7/13

14947 Portage Buoy "B" Remove from list.

* 7/13

14948 Portage Buoy "C" Remove from list.

* 7/13

18100 South Point Lighted Bell Buoy 
2
Marks shoal.

45-19-35.60N
85-17-59.37W

Fl R 4s  4 Red. Replaced by nun from Nov. 14 
to May 1.

* 15/13

18115 - Shoal Lighted Bell Buoy 3
Marks northwest side of 
shoal.

45-08-07.80N
85-26-12.00W

Fl G 4s  4 Green. Replaced by can from Nov. 14 
to May 1.

* 15/13

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2013
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SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

18240 - Lighted Bell Buoy 4
Marks shoal.

44-56-01.05N
85-35-33.17W

Fl R 4s  4 Red. Maintained from May 1 to Nov. 
14.

* 15/13

18265 - Lighted Buoy 8 44-47-33.44N
85-37-23.60W

Fl R 4s  5 Red. Replaced by nun from Nov. 14 
to May 1.

* 15/13

18315 South Fox Island Shoals Buoy 
3

45-17-19.05N
85-51-00.08W

Green can.

* 12/13

18320 South Fox Island Shoals Buoy 
4

45-18-56.21N
85-51-06.28W

Red nun.

* 12/13

18336 Leland Harbor Shoal Buoy 2A Remove from list.

* 15/13

18337 Leland Harbor Shoal Buoy 2B Remove from list.

* 15/13

18645 Little Sable Light Remove from list.

* 16/13

18760 LAKE MUSKEGON RANGE 
FRONT LIGHT

Remove from list.

* 15/13

18765 LAKE MUSKEGON RANGE 
REAR LIGHT
200 feet, 174°  from
front light.

Remove from list.

* 15/13

19520 - North Pier Inner Light 42-06-57.79N
86-29-36.48W

Iso W 2s 53
16

 7 Octagonal tower.
53

* 12/13

19541 - Shoal Buoy A Remove from list.

* 15/13

19542 - Shoal Buoy B Remove from list.

* 15/13

19543 - Shoal Buoy C Remove from list.

* 15/13

19790 - Northeast Shoal Lighted 
Buoy 2
Marks east side of shoal.

41-45-36.27N
87-28-02.02W

Fl R 4s  4 Red. RACON: C (– • – •). 
Replaced by nun from Dec. 1 
to Apr. 21.

* 15/13

19795 Calumet East Shoal Lighted 
Buoy 4

41-43-59.01N
87-28-13.84W

Fl R 6s  5 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

19910 Clemson Shoal Lighted Bell 
Buoy 4

41-48-24.57N
87-32-04.73W

Fl R 4s  4 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

20250 Wilmette Wreck Lighted Bell 
Buoy WR2

42-05-41.11N
87-38-57.87W

Q R  4 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13

20255 Grossepoint Outer Lighted 
Bell Buoy 4

42-08-14.36N
87-35-17.48W

Fl R 6s  5 Red. Replaced by nun from Dec. 7 
to Apr. 21.

* 15/13
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II-3.33

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

20330 - Shoals Lighted Buoy 3
Marks northeast side of 
shoal.

42-21-40.90N
87-47-52.82W

Fl G 2.5s  5 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

20485 - Reef West End Lighted Buoy 
1

42-43-33.06N
87-45-56.46W

Fl G 4s  4 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

20610 Wind Point North Shoal 
Lighted Buoy 14
Marks southeast side of
shoals.

42-47-33.37N
87-43-32.12W

Fl R 4s  4 Red. Replaced by nun from Dec. 1 
to Apr. 21.

* 15/13

20630 Milwaukee South Point 
Lighted Bell Buoy 1
Marks east side of shoal.

42-59-20.59N
87-49-50.49W

Fl G 4s  5 Green. Replaced by can from Dec. 1 to 
Apr. 21.

* 15/13

*20633 University of Wisconsin 
Madison Lighted Buoy ATW

43-05-53.76N
87-50-58.68W

Fl Y 4s Yellow. Maintained from Apr. 1 to Nov. 
1.
Private aid.

20/13

*20634 University of Wisconsin 
Madison Lighted Buoy SFS

43-05-47.46N
87-51-52.20W

Fl Y 4s Yellow. Maintained from Apr. 1 to Nov. 
1.
Private aid.

20/13

20836 - Harbor Buoy 3 Remove from list.

* 17/13

21118 Sturgeon Bay Ship Canal 
Lighted Buoy 16A

44-49-37.26N
87-22-17.10W

Fl R 4s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21120 Sturgeon Bay Ship Canal 
Lighted Buoy 17

44-49-39.86N
87-22-37.15W

Q G  4 Green can. Replaced by can from Nov. 21 
to Apr. 21.

* * 4/13

21185 - Lighted Buoy 26 44-51-35.44N
87-24-09.31W

Fl R 4s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21206 - Lighted Buoy 30 44-52-33.00N
87-24-48.00W

Q R  4 Red. Replaced by nun from Apr. 21 
to
Nov. 21.

* 4/13

21215 - Lighted Buoy 32 44-52-43.81N
87-24-48.73W

Fl R 2.5s  4 Red. Replaced by nun from Nov. 21 
to Apr. 21.

* 4/13

21360 - CHANNEL LIGHT 4 45-20-13.01N
86-56-07.25W

Fl R 4s 32
10

 4 TR on post.

* * 7/13

21365 - CHANNEL LIGHT 5 45-20-16.84N
86-56-10.76W

Fl G 2.5s 32
10

 4 SG on post.

* * 7/13

21380 - Channel Danger Buoy 45-20-26.07N
86-56-11.27W

Isolated Danger 
buoy.

Maintained from May 7 to Nov. 
21.

* 17/13

21470 Wiggins Point Shoal Lighted 
Bell Buoy 4

45-50-26.99N
86-16-52.88W

Fl R 4s  4 Maintained from Apr. 28 to Nov. 
14.

* 15/13
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II-3.34

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

21475 - LIGHT 45-56-41.56N
86-14-51.43W

Iso R 6s 50
15

 9 On tower. HORN:  1 blast ev 30s (3s bl).  
Operates by keying the 
microphone five times on VHF 
channel 83A.

* 13/13

21495 - Lighted Bell Buoy 2 45-54-18.75N
85-52-39.89W

Fl R 4s  4 Red. Maintained from Apr. 28 to Nov. 
14.

* 15/13

21540 Garden Island Shoal Lighted 
Bell Buoy 1
Marks northeast side of 
shoal.

45-52-05.69N
85-28-26.13W

Fl G 4s  5 Green. Replaced by can from Nov. 14 
to Apr. 28.

* 15/13

21605 Southwest Drisco Shoal 
Lighted Buoy DA

45-32-09.89N
87-00-36.45W

Fl (2) W 5s  4 Black with red band 
and two top marks.

Replaced by can from Nov. 21 
Apr. 28.

* 4/13

21775 Whaleback Shoal East End 
Lighted Bell Buoy 4

45-21-00.69N
87-10-12.12W

Fl R 6s  4 Red. Replaced by nun from Dec. 1 
to Apr. 21.

* 4/13

21790 Cedar River Entrance Lighted
Buoy 1
Marks rock.

45-23-43.82N
87-20-28.63W

Fl G 6s  5 Green can. Maintained from May 1 to Nov. 
15.

4/13
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