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COAST PILOT CORRECTIONS

COAST PILOT 1           43 Ed 2013               07 JUL 2013
                                                                     LAST NM 28/13
Chapter 3—Paragraph 199; read: 

(199)<Deleted Paragraph>
(L 1253-2013) 31/13 

Appendix A—Paragraphs 44.01 to 45; read: 
(44.01) <Deleted P a r a g r a p h  Header>
(45) <Deleted Paragraph>

(L 1253-2013) 31/13 

Appendix A—Paragraph 132; read: 
(132) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 2           42 Ed 2013               07 JUL 2013
                                                                     LAST NM 28/13
Chapter 3—Paragraph 178; read: 

(178) <Deleted Paragraph>
(L 1253-2013) 31/13 

Chapter 9—Paragraph 338; read: 
(338) Glen Cove Creek, 0.6 mile southward of the

breakwater, has a dredged channel from Mosquito Cove
to the head. In 2012, the midchannel controlling depth
was 6 feet with shoaling to 1 foot in the last 0.25 mile. An
overhead power cable near the head has a clearance of 65
feet. The entrance is buoyed.

(L 118-2013; DD 22780) 31/13 

Chapter 11—Paragraph 183; read: 
(183) Sheepshead Bay, on the northern side of the east-

ern extremity of Coney Island and northward of Manhat-
tan Beach, is well protected and is used by numerous
pleasure and party fishing craft. The entrance channel is
marked by buoys. A private light marks the outer limit of a
sewer outfall that extends southward from the bay.

(L 761-2013; DD 23046) 31/13 

Appendix A—Paragraphs 47.01 to 48; read: 
(47.01) <Deleted Paragraph Header>

(48) <Deleted Paragraph>
(L 1253-2013) 31/13 

COAST PILOT 2           42 Ed 2013               14 JUL 2013

Chapter 2—Paragraphs 1069.01 to 1069.02; read: 
(1069.01) (5) Anchorage No. 38. North of the Pennsylvania-

Lehigh Valley Railroad bridge; east of lines ranging
through a point 200 yards east of the east end of the lift
span of the said bridge and the red channel buoys marking
the dredged channel in Newark Bay and Hackensack River;
and south of the Central Railroad Company of New Jersey
bridge.

(1069.02) (6) Anchorage No. 39. Between the entrance
channels of the Hackensack and Passaic Rivers, northwest
of lines from the abutment of the Central Railroad of New
Jersey bridge on the west side of the Hackensack River to
Hackensack River Light 1, and thence to Newark Bay Light
5, and east of a line from said light ranging toward the
southeast corner of the Texas Company wharf, and of a line
ranging from the southeast corner of Gross Wharf to the
abutment and end of fill of the Central Railroad of New Jer-
sey bridge on the east side of the Passaic River.

(FR 7/1/2013) 31/13 

Chapter 7—Paragraphs 53 to 54; read: 
(5)3 Point Judith Harbor of Refuge, on the west side of

Point Judith, is formed by a main V-shaped breakwater and
two shorearm breakwaters extending to the shore. The
harbor is easy of access for most vessels except with a heavy
southerly sea. It is little used by tows. The only soft
bottom in the harbor is found in the southern part of the
deeper water enclosed by the main breakwater. On the
north side the shoaling is gradual; the 18-foot curve is
about 0.3 to 0.5 mile offshore. A shoal extends from the
north to the central part of the harbor with depths of 14
to 18 feet; the shoal is marked by a buoy.

(54) <Deleted Paragraph>
(H 12023; DD 22435) 31/13 

Chapter 7—Paragraphs 56 to 58; read: 
(56) A wreck, covered 12 feet, is about 570 yards south-

east of Point Judith Harbor of Refuge West Entrance
Light 2 in about 41°21'33"N., 71°30'28"W. Another
wreck, covered 6 feet, is marked by a lighted buoy about
475 yards westward of Point Judith Harbor of Refuge East
Entrance Light 3 in 41°21'34"N., 71°30'11"W.

(57) The southern entrance to the Harbor of Refuge,
known locally as the East Gap, is 400 yards wide; it has a
controlling depth of about 20 feet with deeper water in the
western half of the channel.

(58) The western entrance to the Harbor of Refuge,
known locally as the West Gap, is 500 yards wide; it has a
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controlling depth of about 19 feet, with lesser depths on the
north side of the entrance. A rock, covered 12 feet, is near
the north side of the entrance at 41°21'48.7"N.,
71°31'07.4"W. Another rock, covered 16 feet, is 125 yards
SE of the end of the north breakwater.

(H 12023; DD 22435) 31/13 

COAST PILOT 3           46 Ed 2013               07 JUL 2013
                                                                     LAST NM 27/13
Chapter 3—Paragraph 122; read: 

(122) Climatological tables for coastal localities, and me-
teorological tables for the coastal ocean areas covered in
this volume follow the appendix. The meteorological ta-
bles were compiled from observations made by ships in
passage. Listed in the appendix are National Weather Ser-
vice offices and radio stations which transmit weather infor-
mation.

(L 1253-2013) 31/13 

Appendix A—Paragraphs 43.01 to 44; read: 
(43.01)<Deleted Paragraph>
(44) <Deleted Paragraph>
(L 1253-2013) 31/13 

Appendix A—Paragraphs 220 to 222; read: 
(220) <Deleted Paragraph>
(221) <Deleted Paragraph>
(222) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 4           44 Ed 2012               07 JUL 2013
                                                                     LAST NM 27/13
Chapter 3—Paragraph 198; read: 

(198) <Deleted Paragraph>
(L 1253-2013) 31/13 

Chapter 12—Paragraph 20; read: 
(20) The Intracoastal Waterway affords protection from

the winds and waves of the offshore Atlantic. Land cre-
ates friction that reduces windspeeds by as much as 30
percent of those over the open sea. Wave heights are reduced
by shallow depths and limited fetch. When severe weather
does strike, shelter is usually close by, either up a protect-
ed river or at a nearby port. However, navigation be-
comes more critical in many restricted reaches along
this route, so that weather, as well as tides and currents, is
important. The waterway is covered by a network of Na-
tional Weather Service VHF-FM radio stations that pro-
vide continuously updated forecasts and warnings. Also
Coastal Warning Display signals are located at various
places along the Intracoastal Waterway and connecting
channels.

(L 1253-2013) 31/13 

Appendix A—Paragraphs 49.01 to 50; read: 
(49.01) <Deleted Paragraph Header>
(50) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 4           44 Ed 2012               14 JUL 2013

Chapter 2—Paragraphs 577 to 578; read: 
(577) (a) A line drawn from Hatteras Inlet Lookout Tower at

35°11.85'N., 75°43.9'W. 255° true to the eastern end of Oc-
racoke Island.

 (578) (b) A line drawn from the westernmost extremity of
Ocracoke Island at 35°04.0'N., 76°00.8'W. to the northeast-
ernmost extremity of Portsmouth Island at 35°03.7'N.,
76°02.3'W.

(FR 7/1/2013) 31/13 

Chapter 2—Paragraphs 583 to 584; read: 
(583) (d) A line drawn from the easternmost extremity on

the southern side of New River Inlet at 34°31.5'N.,
77°20.6'W., to the seaward tangent of the shoreline on
the northeast side on New River Inlet.

 (584) (e) A line drawn across New Topsail Inlet between
the closest extremities of the shore on either side of the inlet
parallel with the general trend of the highwater shoreline.

(FR 7/1/2013) 31/13 

Chapter 2—Paragraphs 594 to 596; read: 
(594) (f) A north-south line drawn from the northernmost

extremity of Cape Island Point to Murphy Island.
 (595) (a) A line drawn from the westernmost point on

Cape Romain to the southeasternmost point on Rac-
coon Key.

 (596) (b) A line drawn from the westernmost extremity of
Raccoon Key to the northernmost extremity of North-
east Point.

(FR 7/1/2013) 31/13 

Chapter 2—Paragraph 604; read: 
(604) (a) A straight line drawn from the seaward tangent

of Folly Island through across Stono River to the shoreline
of Sandy Point.

(FR 7/1/2013) 31/13 

Chapter 2—Paragraph 610; read: 
(610) A line drawn from the southernmost tank on Hilton

Head Island charted in approximate position 32°06.7'N.,
80°49.3'W. to Bloody Point Range Rear Light; thence to
Tybee Light.

(FR 7/1/2013) 31/13 



II-2.3

SECTION II NM 31/13

 

Chapter 10—Paragraph 74; read: 
(74) A state pilot is compulsory for all foreign flag ves-

sels and all U.S. vessels under registry with a draft of 7
feet or greater. Certain U.S. vessels under enrollment are re-
quired to carry a federal pilot. A state pilot is required for
all vessels over 500 gross tons docking or undocking at
Canaveral Port Authority docks, unless specifically ex-
empted by the Port Director. Pilotage for U.S. and foreign
naval vessels is provided by the Canaveral Pilots Associa-
tion. All Canaveral Pilots Association pilots are fully li-
censed by state and Federal Government. Pilotage for U.S.
Naval vessels is also provided by Southern Federal Pilot.
All Southern Federal Pilots are fully licensed by the Feder-
al Government.

(L 1257-2013) 31/13 

Chapter 10—Paragraph 76.01; read: 
(76.01)Southern Federal Pilot is located at 1415 Eel Ave-

nue, Merritt Island, Florida 32952; telephone 321– 446–
2635, FAX 321–735–8589, email: sparrish@southernfed-
eralpilot.com. Southern Federal Pilot monitors VHF-FM
channel 12. Pilot service is available for the U.S. Navy
and vessels in the coastwide trade, and serves the channels
and basins of Port Canaveral; the pilots also dock and un-
dock vessels. The Southern Federal Pilot boat TENA-
CIOUS is a gray military specification rigid inflatable
boat. Pilots board 1 mile east of Buoys 3 and 4.

(L 1257-2013) 31/13 

COAST PILOT 5           41 Ed 2013               07 JUL 2013
                                                                     LAST NM 29/13
Chapter 3—Paragraph 177; read: 

(177) <Deleted Paragraph>
(L 1253-2013) 31/13 

Appendix A—Paragraphs 97.01 to 98; read: 
(97.01)<Deleted Paragraph Header>
(98) <Deleted Paragraph>

(L 1253-2013) 31/13 

Appendix A—Paragraphs 199 to 203; read: 
(199) <Deleted Paragraph>
(200) <Deleted Paragraph>
(201) <Deleted Paragraph>
(202) <Deleted Paragraph>
(203) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 6           43 Ed 2013               07 JUL 2013
                                                                     LAST NM 27/13
Chapter 1—Paragraphs 365 to 367; read: 
(365) <Deleted Paragraph>

(365.01)Commercial radiotelephone coast stations
(366) Broadcasts of coastal weather and warnings are

made by some commercial radiotelephone coast stations
(marine operators) on the normal transmitting frequencies
of the stations. Vessels with suitable receivers and desiring
this service may determine the frequencies and schedules
of these broadcasts from their local stations or from Select-
ed Worldwide Marine Weather Broadcasts.

(366.01)Local broadcast-band radio stations
(367) Many local radio stations in the standard AM and

FM broadcast band give local marine weather forecasts
from NWS on a regular schedule.

(L 1253-2013) 31/13 

Chapter 1—Paragraph 541; read: 
(541) NWS marine weather products are also disseminat-

ed to marine users through the broadcast facilities of the
Coast Guard, Navy, and commercial marine radio stations.
Details on these broadcasts including times, frequencies,
and broadcast content are listed on the NWS internet site,
Marine Product Dissemination Information, http://
www.nws.noaa.gov/om/marine/home. htm.

(L 1253-2013) 31/13 

Chapter 3—Paragraph 42; read: 
(42) <Deleted Paragraph>

(L 1253-2013) 31/13 

Chapter 6—Paragraphs 411.01 to 414; read: 
(411.01)Wharves
(412) Huron Lime Co., Stone Dock: east side of the river

mouth and the outer east side of Slip No. 1; total of 1,100 feet
of berthing space; 28 to 24 feet alongside channel face, 24
to 16 feet alongside curved section, 16 to 17 feet along east
side of Slip No. 1; deck height, 8 feet; one front-end loader;
open storage for 120,000 tons of limestone; silos for 1,800
tons of lime; receipt of limestone; owned by Norfolk
Southern Railway Co. and operated by Huron Lime Co.
During the closed navigation season, vessels moor in Slip
No. 1. There are highway and rail connections and special
arrangements can be made for electrical  connections.

(413) <Deleted Paragraph>
(414) <Deleted Paragraph>
(DB 20601-obs) 31/13 

Chapter 6—Paragraph 416; read: 
(416) Huron Boat Basin has its entrance just southwest of

the turning basin and can provide transient berths, gaso-
line, electricity, water, ice and pump-out facility. A public
boat ramp is on the east side of the river just below the
Cleveland Road bridge. Numerous additional small-craft
facilities are on the west side of the lower mile of the Hu-
ron River. Transient berths, gasoline, water, ice, electricity,
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sewage pump-out facilities, marine supplies, and launch-
ing ramps are available. Lifts to 20 tons are available for
hull, engine, and electronic repairs.

(DB 20601-obs) 31/13 

Appendix A—Paragraph 109; read: 
(109) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 6           43 Ed 2013               14 JUL 2013

Chapter 10—Paragraph 204; read: 
(204) Thunder Bay is a large bight on the west side of

Lake Huron; the mouth of the bay is 10 miles wide be-
tween North Point and South Point. Thunder Bay Traf-
fic Lighted Bell Buoy TB, 3 miles south of North Point,
marks the entrance to the bay. The bay provides shelter in
all but southeast weather with good holding ground gener-
ally near the shores.

(17/13 CG9) 31/13 

Chapter 11—Paragraphs 218 to 219; read: 
(218) From Pentwater Harbor, the shore trends south-

west for 10 miles to Little Sable Point. This stretch is a
continuous line of bluffs with a regular shoal border and sev-
eral off-lying wrecks. A wreck, covered 18 feet, is 0.5 mile
offshore 2 miles southwest of Pentwater Harbor, and a
wreck, covered 1 foot, is close to shore 7 miles south-
west of the harbor. Little Sable Point is a broad
rounding point 28 miles south of Big Sable Point.

(219) From Little Sable Point, the shore trends south-
southeast for 20 miles to White Lake. This stretch is
quite rugged, with no shoals beyond 0.5 mile from shore.
A wreck, covered ½ foot, is close to shore 0.8 mile
south of Little Sable Point.

(14/13 CG9; NOS 14907) 31/13 

COAST PILOT 7           45 Ed 2013               07 JUL 2013
                                                                     LAST NM 28/13

Chapter 3—Paragraph 92; read: 
(92) <Deleted Paragraph>

(L 1253-2013) 31/13 

Chapter 15—Paragraphs 84 to 85; read: 
(84) <Deleted Paragraph>
(85) On the seaward side, between Wake Island and

Wilkes Island, there is a channel leading to a boat basin
at the W extremity of Wake Island. The boat basin can
accommodate three small-craft, which may serve as tugs or
cargo lighters. Ships should radio their ETA 48 hours in
advance. An unloading wharf is situated on the SW side
of the basin and a boat landing is at the head of the basin.
Two mooring buoys are just outside the boat basin
entrance channel. Cargo is discharged at the moorings. Sea

conditions often permit a vessel to lie offshore and
discharge dry cargo; this is reported to be the safest and
best method for large vessels. Oil is discharged through a
hose, floated out on barrels and connected to a fuel
jetty at the E entrance point of the boat channel.

(DD 22652) 31/13 

Appendix A—Paragraphs 52.01 to 53; read: 
(52.01) <Deleted Paragraph>
(53) <Deleted Paragraph>
(L 1253-2013) 31/13 

Appendix A—Paragraphs 187 to 191; read: 
(187) Taped or direct broadcasts of marine weather

forecasts and storm warnings are made by commercial and
Coast Guard radio stations in the area covered by this
Coast Pilot. These broadcasts usually are made several
times a day.

(188) <Deleted Paragraph>
(189) <Deleted Paragraph>
(190) <Deleted Paragraph>
(191) <Deleted Paragraph>
(L 1253-2013) 31/13 

COAST PILOT 8           35 Ed 2013               07 JUL 2013
                                                                     LAST NM 24/13
Chapter 3—Paragraph 30; read: 

(30) <Deleted Paragraph>
(L 1253-2013) 31/13 

Appendix A—Paragraphs 55.01 to 56; read: 
(55.01)<Deleted Paragraph Header>
(56) <Deleted Paragraph>

(L 1253-2013) 31/13 

COAST PILOT 9           31 Ed 2013         NEW EDITION
   (NOS) 31/13 

  DIGITAL PUBS - QUARTERLY CORRECTIONS 
DIGITAL PUBS - QUARTERLY     Ed 2013

                 (2ND QUARTER)                   NEW EDITION
   (NGA) N31/13 


