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COAST PILOT CORRECTIONS

COAST PILOT 1           44 Ed 2014             16 MAR 2014
                                                                     LAST NM 12/14
Chapter 8—Paragraph 856; read: 

(856) A marina in South Portland is in the cove entered
northeastward of the Casco Bay Bridge; depths of 2 to 6
feet are reported alongside the berths. A 20-ton mobile hoist
at the marina can handle craft up to 40 feet for minor engine
repairs or dry open winter storage. A privately dredged and
marked channel leads to the marina’s service float at which
gasoline and diesel fuel can be obtained. A second marina is
at the old shipyard, between Spring Point Ledge Light and
Portland Pipe Line Corp. Pier 2. A depth of 8 feet is reported
at the marina; a 35-ton mobile lift, gasoline, diesel fuel, stor-
age facilities, a pump-out station and marine supplies are avail-
able. Hull, engine and electronic repairs can be made.

(NOS 13292) 14/14 

COAST PILOT 3           47 Ed 2013               16 FEB 2014
                                                                     LAST NM 52/13
Chapter 1—Paragraphs 379.01 to 379.02; read: 

(379.01) Notification of Arrival and Vessel Response Plans
(379.02) A Notification of Arrival (NOA) must be submitted

by all U.S. and foreign vessels bound for or departing from
ports or places in the United States. (See 33 CFR 160 – Sub-
part C, chapter 2). Additionally, tank vessels and non-tank
vessels are required to submit an oil spill response plan.
(See 33 CFR 155 – Subparts D and J, not contained in this
Coast Pilot.)

(33 CFR 160; 33 CFR 155;
FR 9/30/13; IDMS 23013) 14/14 

COAST PILOT 6           44 Ed 2014             16 MAR 2014
                                                                     LAST NM 13/14
Chapter 6—Paragraph 522; read: 

(522) <Deleted Paragraph>
(NOS 14826) 14/14 

Chapter 6—Paragraph 641; read: 
(641) Toussaint River is entered about 8 miles northwest of

Port Clinton on the east side of Locust Point through an en-
trance channel that crosses a bar. The channel is marked by
seasonal buoys. The buoys are uncharted as they are frequent-
ly shifted in position to mark the best water. Mariners should
use caution and seek local knowledge before navigating the
entrance channel.

(NOS 14846) 14/14 

Chapter 6—Paragraph 650; read: 
(650) Cooley Canal is entered 2.9 miles northwest of Ward

Canal. The breakwaters that protect the entrance channel are

marked at the outer ends by lights. Facilities in the creek provide
transient berths, gasoline, diesel fuel, water, ice, electricity,
marine supplies, and launching ramps. Hoists to 75 tons are
available for hull and engine repairs.

(L 2433-2013; LNM 10/14 CG9) 14/14 

Chapter 6—Paragraph 676; replace with below: 
New table titled Structures across Maumee River at
Toledo from back of this subsection.

(L 291-2014; L 396-2014) 14/14 

Chapter 6—Paragraphs 747 to 749; read: 
(747) Put-In-Bay, OH, a harbor on the south side of the bay,

is used principally for fruit shipments and excursion
business. Ferry service is available to Sandusky, Port Clinton,
and Kelleys Island. The approach to the harbor is marked by
lighted and unlighted buoys. A dredged channel, marked by
buoys, leads west along the piers on the south side of the bay.

(748) <Deleted Paragraph Header>
(749) <Deleted Paragraph>
(NOS 14842; NOS 2014) 14/14 

Chapter 7—Paragraph 172; read: 
(172) Generally, only local and pleasure craft use the channel

on the north side of Belle Isle. The lower entrance is marked by
a lighted buoy which marks a 6-foot shoal that extends 0.5 mile
from the west end of Belle Isle. Scott Middle Ground is an
extensive shoal area, with depths to 1 foot, between Belle Isle
and the U.S. shore. Natural channels marked by buoys lead
north and south of the shoal. The north channel has a control-
ling depth of about 18 feet. Above Scott Middle Ground, a
12-foot spot is marked on its north side by a buoy in midchan-
nel north of Belle Isle. The upper entrance to the channel
north of Belle Isle is through a dredged channel marked by
lighted and unlighted buoys. A fixed highway bridge (Douglas
McArthur Bridge) with a clearance of 32 feet crosses from De-
troit to the lower end of Belle Isle.

(NOS 14853) 14/14 

Chapter 10—Paragraph 58; read: 
(58) The south end of Lake Huron in the approach to the

head of the St. Clair River is obstructed by an extensive shoal
area. A dredged channel, maintained at the Federal project
depth of 30 feet, leads south for about 6 miles through the
shoals to the head of the river. The channel is marked by light-
ed buoys and a 180.3° lighted range at Point Edward, ON.
Lake Huron Cut Lighted Buoy 12 marks the entrance to the
channel from Lake Huron. Lake Huron Cut Light 7, about
2.2 miles from the entrance, is equipped with a  racon.

(LNM 09/14 CG9; CNM 8/08) 14/14 
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Chapter 10—Paragraph 217; read: 
(217) A dredged entrance channel leads northwest from

deep water in Saginaw Bay between parallel piers to the
mouth of the river and thence upstream for about 2 miles to
U.S. Route 23 highway bridge. The approach channel is marked
by buoys and the outer ends of the piers by lights.

(DD 23697; LNM 10/14 CG9) 14/14 

Chapter 13—Paragraph 372; read: 
(372) Above Clough Island, the natural channel of the St.

Louis River is navigable for varying drafts to just above
Fond du Lac, about 8 miles above Clough Island. The river
is practically a level pool at ordinary stages to the foot of the
rapids just above Fond du Lac. A wreck, covered about 2½
feet, is on the east side of the river at Oliver, about 3.8 miles
above Clough  Island.

(LNM 5/14 CG9) 14/14 

COAST PILOT 9           31 Ed 2013             16 MAR 2014
                                                                       LAST NM 9/14
Chapter 5—Paragraph 87; read: 

(87) A straight channel, bordered by dangers, leads from
Eastern Passage to the central part of Afognak Bay. On the
NE side of the channel are the Skipwith Reefs, with shoal
water projecting channelward. On the SW side are Dan-
ger Reef, which uncovers about 5 feet. An unmarked 3¼-
fathom shoal is 1 mile SE of the reef. A rock, covered 1 3/4  fath-
oms, was reported 0.6 mile NW of Danger Reef.

(L 798-2013) 14/14 

Chapter 5—Paragraph 96; read: 
(96) Village Reefs, partly bare at low water and covered with

kelp, extend over 1 mile E from the shore around Graveyard
Point toward Hog Island. The point of the reefs is midway
between Graveyard Point and Hog Island. SE from the
point of the reefs is a detached shoal with a least reported
depth of 2 fathoms. Between this shoal and the reef extending
650 yards SW from Hog Island, is a channel 0.5 mile wide.
This channel is sometimes used by vessels, with local
knowledge, to enter Afognak Bay from Afognak Strait.

(L 798-2013) 14/14 

Chapter 5—Paragraph 170; read: 
(170) Port Lions is the name given in 1965 to a settlement

near the head of Settler Cove, created when all the inhabitants
of Afognak moved in and declared it their new home. A good
small-craft anchorage is 0.5 mile NE of the village. a
breakwater forms a small-boat harbor about 0.5 mile NE of
Port Lions. A light is on the E end of the breakwater and a
daybeacon marks the E side of the harbor entrance. In 2012,
reported depths of 14 to 24 feet were available on the approach
from the NE with 14 feet in the center of the harbor entrance

between the breakwater and daymark. Depths of 9 to 12 feet
were reported along the SW pier with 12 to 16 feet reported
along the center and N piers. The small-boat harbor has moorage
for about 80 vessels. A ferry runs to Port Lions twice a week.

(L 798-2013) 14/14 

Chapter 5—Paragraph 181; read: 
(181) Sharatin Bay, E of Kekur Point, has a small grass-

covered islet near the center of the bay. A rock, covered 1
fathom, is 400 yards N of the islet. A rock, that uncovers 4
feet, is 300 yards off the projecting point of the bay shore
W of the islet. A rock, covered 6 feet, is about 0.5 mile
NNW of Three Pillar Point. Sharatin Bay, with a muddy
bottom, can be used for safe anchorage in 8 to 10 fathoms;
a tide flat extends 0.6 mile from the head of the bay.

(L 798-2013) 14/14 

Chapter 6—Paragraphs 393 to 394; read: 
(393) Twelve Fathom Strait separates Simeonof and Little

Koniuji Islands and is 2.2 miles wide and has depths of 8 to 20
fathoms except for various shallow areas to 4½ fathoms near the
middle. Rocky outcroppings from 2 to 6 fathoms are along
the entire length of the northern half of the strait, off the
southern side of Little Koniuji Island. There are shallow areas
along the southern part of the strait, but these are behind the 10
fathom depth curve. It is recommended that vessels use the
southern half of Twelve Fathom Strait during transit. wever,
the rocky bottom may pose a risk to fishing and anchor-
ing gear. The prudent mariner should notice fast (3 to 5 knots)
currents, rocky shoreline and large masses of kelp indicative
of potentially hazardous areas inside the strait. Kelp lines
both sides of the strait and varies in extent and density de-
pending on the time of year.

(394) <Deleted Paragraph>
(L 798-2013) 14/14 

Chapter 6—Paragraph 401; read: 
(401) Northeast Harbor, the large bay in the W side of

Little Koniuji Island, has two bights and is about 4.5 miles
long. The entrance to the bay is deep, but rocky outcroppings
exist on both sides. Vessels are advised to stay in the center
half of either bight while transiting or fishing as the shoreline
of the entire harbor is marked by rocky outcroppings. The
SE bight of the harbor is somewhat open to W winds and the
holding ground is not ideal, but can be used in normal condi-
tions. The extreme SE end of the harbor is more protected and is
a favorite refuge for fishermen, though the bottom, being alter-
nately patches of rock and sand, is also not ideal but can be
used in normal conditions.

(L 796-2013) 14/14 
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