SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 ) (3) 4 () (6) (7 (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
55 Portland Disposal Area Remove from list.
7490 Lighted Buoy
* 15/14
57 Portland Disposal Area Remove from list.
7492 Lighted Buoy PDA
* 15/14
155 Boon Island Light 43-07-17.22N FIW 5s 137 19  Gray conical tower, Emergency light of reduced
70-28-35.12W connected to intensity when main light is
dwelling. extinguished.
133 HORN: 1 blast ev 10s (2s bl).
Operates continuously.
* 14/14
465.5 WHOI Temporary Research Remove from list.
Lighted Buoy DMON AB
* 21/14
498 WHOI Traffic Separation 42-03-46.04N FlY 4s Yellow. Private aid.
Scheme Research Lighted  69-50-55.79W
Buoy AB-10
* 6/14
625 Narragansett-Buzzards Bay Remove from list.
15980 Approach Lighted Whistle
Buoy A
* 18/14

630 Buzzards Bay Entrance 41-23-49.12N FIW 2.5s 67 17  Toweronred square RACON: B(— ¢ * ).

15985 Light 71-02-04.87TW on 3 red piles with  Emergency light of reduced
large tube in center, intensity when main light is
worded BUZZARDS extinguished.
on sides. HORN: 2 blasts ev 30s (2s bl-
68 2s si-2s bl-24s si). Operates

continuously.
* 14/14

*700 USGS Temporary Research ~ 40-35-04.86N FlY 4s Yellow. Private aid.

Lighted Buoy 73-06-22.57W
6/14
828 WHOI Temporary Research 40-21-53.84N FlY 4s Yellow. Private aid.
Lighted Buoy Pioneer Ul 70-41-09.64W
* 19/14
828.1 WHOI Temporary Research Remove from list.
Lighted Buoy Pioneer
CNSM
* 19/14
828.2 WHOI Temporary Research ~ 39-56-32.55N FlY 4s Yellow. Private aid.
Lighted Buoy Pioneer UO 70-46-48.40W
* 19/14
*828.3 WHOI Temporary Research ~ 40-21-48.00N FI'Y 4s Yellow. Private aid.
Lighted Buoy Pioneer ISSM  70-53-00.00W
16/14
*828.4 WHOI Temporary Research ~ 40-13-35.92N FlY 4s Yellow. Private aid.
Lighted Buoy Pioneer CI 70-53-18.89W
16/14
*828.5 WHOI Temporary Research ~ 40-05-45.79N FlY 4s Yellow. Private aid.
Lighted Buoy Pioneer CO 70-52-46.99W
16/14
*828.6 WHOI Temporary Research ~ 39-56-16.42N FlY 4s Yellow. Private aid.
Lighted Buoy Pioneer OS 70-53-13.00W
16/14
920 CHERRY ISLET LIGHT Remove from list.
On southern point of island.
©
* 7114

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 ) (3) @ () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
1120 Libby Island Light 44-34-05.99N Fl (2) W 20s 91 18  White tower. Emergency light of reduced
67-22-02.56W 91 intensity when main light is
extinguished.
HORN: 1 blast ev 15s (2s bl).
Operates continuously.
* 14/14
1390 Moose Peak Light 44-28-28.49N FI'W 30s 72 20 On white tower. Emergency light of reduced
67-31-55.17W 72 intensity when main light is
extinguished.
HORN: 2 blasts ev 30s (2s bl-
2s si-2s bl-24s si). Located
129 yards, 263° from light
tower. Operates continuously.
* 15/14
1520 Norton Island Buoy 2 44-29-24.28N Red nun.
67-45-18.63W
* * 15/14
1735 Petit Manan Light 44-22-03.29N FIW 10s 123 19  Gray granite tower. Emergency light of reduced
67-51-51.70W intensity when main light is
extinguished.
HORN: 1 blast ev 30s (3s bl).
Operates continuously.
* 15/14
3302 Penobscot Bay Lighted Buoy = 43-55-50.62N Mo (A) W 4 Red and white with
WP 68-53-08.91W red spherical
topmark.
* * 19/14
3325 SADDLEBACK LEDGE 44-00-51.70N FIW 6s 52 9 Gray conical tower. HORN: 1 blast ev 10s (1s bl).
LIGHT 68-43-35.22W Operates continuously.
* 14/14
3710 Point Ledge Daybeacon 10 Remove from list.
On ledge.
* 8/14
3930 - Lighted Buoy 16 44-07-29.46N FIR 2.5s 5 Red. Replaced by nun when
Southwest of ledge. 68-52-27.42W endangered by ice.
* 7114
3980 Dogfish Ledges Daybeacon Remove from list.
25
* 10/14
4590 Seal Island Ledge Buoy 3 43-59-05.81N Green can.
69-07-06.05W
* 13/14
6050 FORT POPHAM LIGHT 43-45-18.00N FI G 4s 27 4 On spindle.
69-47-00.20W
* 21/14
6235 - Buoy 16 43-59-22.78N Red nun.
69-49-43.37TW
* 17/14
6240 - Buoy 17 44-00-27.48N Green can.
Marks rock. 69-49-16.17W
* 17/14
6245 - Buoy 19 44-01-02.48N Green can.
69-49-13.17W
* * 17/14
6250 - Buoy 20 44-01-16.31N Red nun.
69-48-55.44W
* 17/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2) ) (3) @ (5) (6) (7) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
6255 - Buoy 21 44-01-32.07N Green can.
69-48-46.47TW
* 17/14
6260 - Channel Buoy 23 44-02-09.27N Green can.
69-48-02.97W
* 17/14
6265 - Channel Buoy 22 44-02-06.88N Red nun.
69-48-02.50W
* 17/14
6270 - Channel Buoy 24 44-02-31.39N Red nun.
69-47-41.74W
* 17/14
6280 - Buoy 27 44-03-39.17N Green can.
69-47-16.37W
* 17/14
6285 - Buoy 29 44-04-13.12N Green can.
69-46-58.45W
* 17/14
6290 - Buoy 31 44-05-07.28N Green can.
69-47-09.20W
* 17/14
6295 - Buoy 33 44-05-20.24N Green can.
69-47-09.13W
* 17/14
6300 Hathorn Rock Buoy 44-08-03.33N Green can with red
69-45-33.91W bands.
* 17/14
6305 - Channel Buoy 34 44-08-49.08N Red nun.
69-45-36.98W
* 17/14
6310 - Channel Buoy 36 44-09-37.81N Red nun.
69-45-53.54W
* 17/14
6315 - Buoy 38 44-09-58.95N Red nun.
69-45-37.23W
* 17/14
6320 - Channel Buoy 40 44-10-45.08N Red nun.
69-45-13.42W
* 17/14
6325 - Buoy 42 44-11-54.71IN Red nun.
69-45-34.02W
* 17/14
6330 - Buoy 44 44-12-51.57N Red nun.
69-45-36.63W
* 17/14
6335 - Channel Buoy 45 44-13-05.63N Green can.
69-45-33.49W
* 17/14
6340 - Channel Buoy 47 44-13-18.48N Green can.
69-45-36.79W
* 17/14
6840 Whaleboat Island Shoal Buoy 43-44-16.08N Green and red
WS 70-03-44.38W bands.
South of shoal.
* 11/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) 2 ) (3) @ ) (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
7490 Portland Disposal Area Remove from list.
55 Lighted Buoy
* 15/14
7492 Portland Disposal Area Remove from list.
57 Lighted Buoy PDA
* 15/14
7820 - Buoy 3 43-38-28.97N Green can.
70-16-08.49W
* 12/14
7825 - Lighted Buoy 5 43-38-27.80N FI G 4s 4 Green. Replaced by can when
70-16-22.46W endangered by ice.
* 12/14
8054 University of New England Remove from list.
Lighted Reasearch Buoy A
* 8/14
8095 - Buoy 4 Remove from list.
* 22/14
8785 JAFFREY POINT LIGHT 4 43-03-17.50N FIR 4s 22 4 TR on skeleton
70-42-48.71W tower.
* 22/14
*Change Note to Read:
Aids maintained from May 1 to Oct. 1 unless otherwise noted.
9540 - Channel Buoy 18 42-39-09.13N Red nun. Private aid.
70-45-01.24W
* 20/14
9545 - Channel Buoy 19 42-39-13.09N Green can. Private aid.
70-45-04.04W
* 20/14
9589.11 - Midchannel Buoy M Remove from list.
* 20114
9589.12 - Midchannel Buoy N Remove from list.
* 20/14
9589.12 - Midchannel Buoy N 42-38-25.50N Red spar, white Private aid.
70-45-51.90W stripes.
* 9/14
9589.14 - Midchannel Buoy P Remove from list.
* 20/14
9589.16 - Midchannel Buoy R Remove from list.
* 20114
9900 - Channel Lighted Buoy 9 42-36-20.45N FIG 4s 3 Green.
70-39-59.94W
* 8/14
9910 - Channel Approach Lighted Remove from list.
Buoy 11
* 5/14
11210 - Lighted Buoy 5 42-19-02.53N FI G 4s 4 Green. Replaced by can when
71-01-15.63W endangered by ice.
* 7114
11230 - Lighted Buoy 12 42-18-28.65N FIR 4s 3  Red. Replaced by nun when
71-01-58.13W endangered by ice.
* 7114

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) 2 ) (3) @ (5) (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
12690 - Buoy 2BC 42-01-05.10N Red nun. Private aid.
70-38-14.30W
* 16/14
12695 - Buoy 4 42-01-17.00N Red nun. Private aid.
70-38-15.50W
* 16/14
12700 - Buoy 6 42-01-28.90N Red nun. Private aid.
70-38-17.30W
* 16/14
12705 - Buoy 8 42-01-38.80N Red nun. Private aid.
70-38-12.60W
* 16/14
12710 - Buoy 10 42-01-48.40N Red nun. Private aid.
70-38-08.70W
* 16/14
12715 - Buoy 12 42-01-58.50N Red nun. Private aid.
70-38-08.00W
* 16/14
12720 - Buoy 14 52-02-10.50N Red nun. Private aid.
70-38-15.30W
* 16/14
12725 - Buoy 16 42-02-24.60N Red nun. Private aid.
70-38-18.00W
* 16/14
12730 - Buoy 18 42-02-40.60N Red nun. Private aid.
70-38-31.00W
* 16/14
12735 - Buoy 20 42-02-43.60N Red nun. Private aid.
70-38-44.70W
* 16/14
12740 - Buoy 22 42-02-49.10N Red nun. Private aid.
70-38-55.30W
* 16/14
12785 Standish Shore Guzzle Buoy 42-00-10.80N Red nun. Private aid.
70-40-14.00W
* 16/14
12790 Standish Shore Guzzle Buoy 42-00-22.60N Red nun. Private aid.
4 70-40-02.00W
* 16/14
12795 Standish Shore Guzzle Buoy 42-00-31.70N Red nun. Private aid.
6 70-39-51.80W
* 16/14
13875 - Buoy 4 41-39-13.21N Red nun.
69-59-22.19W
* 20/14
*15105.5 Vineyard Sound Lighted 41-31-55.00N FlY 4s Yellow. Private aid.
Research Buoy 70-38-10.00W
12/14
15466 Douglas Rock Daybeacon Remove from list.
* 11/14
15495 - Daybeacon 2 41-27-33.93N On pile. Private aid.
70-35-25.46W
* * * 18/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

@) @ 3) @ ®) ®) ) ®)
No. Name and Location Position Characteristic Height  Range Structure Remarks
15551 NSTAR Nantucket Sound Remove from list.
Channel Cable Crossing
Lighted Buoy E
* 17/14
15855 - Entrance Daybeacon 41-30-55.32N NW on spindle. Private aid.
70-41-54.96W Ra ref.
* 13/14
15980 Narragansett-Buzzards Bay Remove from list.
625 Approach Lighted Whistle
Buoy A
* 18/14

15985 Buzzards Bay Entrance 41-23-49.12N FIW 2.5s 67 17  Toweronred square RACON: B(— ¢ ¢ °).

630 Light 71-02-04.87W on 3 red piles with  Emergency light of reduced
large red tube in intensity when main light is
center, worded extinguished.

BUZZARDS on HORN: 2 blasts ev 30s (2s bl-
sides. 2s si-2s bl-24s si). Operates
68 continuously.

* 14/14

16080 Cleveland East Ledge Light 41-37-51.47N FIW 10s 74 15  White cylindrical RACON: C (= * — ).

70-41-39.05W tower and dwelling HORN: 1 blast ev 15 (2s bl).
on red caisson.
74
* 15/14
16325 Weepecket Rock Lighted 41-31-48.46N FIR 2.5s 3 Red.
Gong Buoy 8 70-43-26.39W
On northeasterly end of
shoal.
* 15/14
16736 - Lighted Bell Buoy 8 41-32-20.02N FIR 2.5s 3 Red.
70-54-24.98W
* 8/14
17395 - Buoy 4 41-44-12.28N Red nun.
70-38-02.03W
* 8/14
17590 SAKONNET BREAKWATER  41-27-59.60N FIR 4s 29 6 TR on skeleton
LIGHT 2 71-11-42.00W tower on concrete
base.
* 17/14
17590 SAKONNET BREAKWATER  41-27-59.60N FIR 4s 34 6 TR on skeleton
LIGHT 2 71-11-42.00W tower on concrete
base.
* 16/14

17640 - Buoy 13 41-36-46.14N Green can.

71-13-04.80W
* * 9/14
*17643 Gould Island Shoal Danger 41-36-56.43N Black and red bands
Buoy DGI 71-13-18.26W with two black
On east side of rock. spherical topmarks.
9/14
18005 CODDINGTON COVE 41-31-56.77N FIR 6s 30 7 TR on red skeleton HORN: 2 blasts ev 20s (2s bl-
BREAKWATER LIGHT 18  71-19-27.99W tower, with orange  2s si-2s bl-14s si). Operates

and white
dayboards.

continuously.

14/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 (3) (4) () (6) (7 (8)
No.

Name and Location Position Characteristic Height  Range Structure Remarks
18305 CONIMICUT LIGHT 41-43-01.40N FIW 2.5s 58 W 8 White conical tower Red from 322° to 349°, covers
71-20-41.70W (R sector) R 5 on cylindrical pier. Ohio Ledge.
HORN: 2 bl ev 30s (2s bl-2s si-
2s bl-24s si). Activated for 45
minutes during periods of
reduced visibility by keying the
microphone five times on VHF
channel 83A.
* 5/14
19125 Jamestown Bridge Sound Remove from list.
Signal
* 19/14
19225 - Lighted Buoy 11 41-35-54.87N FI G 6s 4 Green.
71-23-48.30W
* 22/14
19230 - Lighted Buoy 12 41-36-18.57N FIR 4s 4 Red.
71-23-41.27TW
* * * * 19/14
19505 - WEST ENTRANCE LIGHT 3 41-21-56.20N FI G 6s 35 5  SG on poston HORN: 1 blast ev 30s (3s bl).
71-30-53.00W concrete base. Activated for 45 minutes during
periods of reduced visibility by
keying the microphone five
times on VHF channel 83A.
* 18/14
19720 BLOCK ISLAND Remove from list.
BREAKWATER LIGHT 3
* 8/14
19830 Little Gull Island Light 41-12-22.90N FI (2) W 15s 91 18 91 Emergency light of reduced
72-06-24.70W intensity when main light is
extinguished.
HORN: 1 blast ev 15s (2s bl).
Operates continuously.
* 15/14
19890 Montauk Harbor West Side 41-04-33.65N NW on pile worded  Sides of daymark form 45°
Daybeacon 71-56-17.27W DANGER ROCK. angle to the centerline of
channel with apex toward
channel.
* 11/14
20085 LATIMER REEF LIGHT 41-18-16.23N FIW 6s 55 9 White conical tower, BELL: 2 strokes ev 15s.
71-55-59.94W brown midway of Operates continuously.
height; brown
cylinder.
* 15/14
20159 University of Connecticut 41-18-55.14N Yellow can. Private aid.
Bushy Point Research Buoy 72-02-48.66W
* * * 8/14
20170 STONINGTON OUTER 41-18-59.70N FIR 4s 46 5 TR on skeleton HORN: 1 blast ev 10s (1s bl).
BREAKWATER LIGHT 4 71-54-28.40W tower, small house, Operates continuously.
concrete base.
* 15/14
21060 - LIGHT 2 Remove from list.
* 8/14
21145 Long Sand Shoal West End ~ 41-13-35.43N FI (2+1) R 6s 4 Redand green
Lighted Gong Buoy W 72-27-35.73W bands.
At west point of shoal.
* 9/14
21155 Sixmile Reef Lighted Buoy 8C 41-10-47.11N FIR 4s 4  Red.
At southerly edge of reef. 72-29-26.14W
* 17/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 ) (3) 4 (5) (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
21180 SACHEM HEAD 41-14-44.16N FIR 3s 8 Pile. Maintained from Jun. 1 to Oct.
BREAKWATER LIGHT 72-42-39.48W 1.
On rock. Private aid.
* 11/14
21225 Charles Island Lighted Buoy  41-11-01.41N FIR 4s 4 Red.
6 73-03-05.74W
South point of shoal.
* 21/14
21260 - (Middle Ground) Light 41-03-35.30N FIW 5s 60 13 Gray, granite HORN: 1 blast ev 15s (2s bl).
73-06-04.70W octagonal tower Operates continuously.
projection from
house on pier.
60
* 15/14
21312 Eatons Neck Lighted 41-00-36.00N FlY 4s Yellow. Maintained Apr. 15 to Dec. 15.
Research Buoy 73-17-24.00W Property of University of
Connecticut.
Private aid.
* 20114
22560 Old Saybrook North Cove 41-17-24.54N Green can. Private aid.
Buoy 1 72-21-19.62W
* * 13/14
22565 Old Saybrook North Cove 41-17-24.48N Red nun. Private aid.
Buoy 2 72-21-32.76W
* 13/14
22570 Old Saybrook North Cove 41-17-23.10N Green can. Private aid.
Buoy 3 72-21-32.70W
* 13/14
*Delete Heading and Note:
Eight Mile River
Aids maintained from May 1 to Nov. 1.
22815 - Buoy 2 Remove from list.
* 12/14
22820 - Daybeacon 3 Remove from list.
* 12114
22825 - Daybeacon 5 Remove from list.
* 12/14
22830 - Daybeacon 7 Remove from list.
* 12114
22835 - Daybeacon 9 Remove from list.
* 12/14
22840 - Daybeacon 11 Remove from list.
* 12114
22845 - Daybeacon 13 Remove from list.
* 12114
22850 - Daybeacon 15 Remove from list.
* 12/14
22855 - Daybeacon 17 Remove from list.
* 12114
23891 Gangway Rock Remove from list.
Oceanographic Lighted
Buoy
* 15/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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Name and Location Position Characteristic Height  Range Structure Remarks
23974 Short Beach Danger Buoy Remove from list.
* 8/14
24330 - LIGHT 10 41-12-36.96N FIR 4s 27 4 TR on skeleton
73-02-54.21W tower.
* 8/14
24360 - BREAKWATER LIGHT 2A Remove from list.
* 9/14
24675 - ENTRANCE LIGHT 2A Remove from list.
* 11/14
25385 Finch Rock Buoy 1A Remove from list.
South of rock.
* 7114
27340 Deep Water Channel Lighted 40-41-57.12N FI G 2.5s 3  Green.
Buoy 3 74-00-30.45W
* 6/14
27345 Deep Water Channel Lighted 40-41-46.73N QR 3  Red.
Buoy 2 74-00-44.81W
* 6/14
27350 Deep Water Channel Lighted 40-41-52.28N QG 3  Green.
Buoy 1 74-01-16.13W
* 6/14
27662 Old Silas Rock Buoy 1 41-11-25.00N Green can.
72-08-44.06W
* 8/14
27675 Midway Shoal Lighted Buoy  41-09-44.82N FI (2+1) G 6s 3 Greenand red
MS 72-12-38.93W bands.
On east side of shoal.
* 8/14
27905 - Lighted Buoy 26 41-00-49.40N FIR 2s Red. Private aid.
72-11-01.70W
* 18/14
27910 - Buoy 27 41-00-50.90N Green can. Private aid.
72-10-58.90W
* 18/14
27915 - Lighted Buoy 28 41-00-43.10N FIR 2s Red. Private aid.
72-11-09.60W
* 18/14
27920 - Buoy 29 41-00-38.10N Green can. Private aid.
72-11-09.60W
* 18/14
27925 - Lighted Buoy 30 41-00-35.80N FIR 2s Red. Private aid.
72-11-11.30W
* 18/14
27927 - Buoy 31 41-00-30.20N Green can. Private aid.
72-11-09.00W
* 18/14
28055 - Buoy 1 41-06-12.36N Green can. Maintained from May 1 to Oct.
72-21-13.44W 1.
Private aid.
* 18/14
28060 - Buoy 2 41-06-13.38N Red nun. Maintained from May 1 to
72-21-05.76W Oct. 31.
Private aid.
* 18/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 ) (3) 4 (5) (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
28061 - Buoy 4 41-06-18.60N Red nun. Maintained from May 1 to
72-21-11.40W Oct. 31.
Private aid.
* 18/14
28062 - Buoy 6 41-06-22.62N Red nun. Maintained from May 1 to
72-21-13.44W Oct. 31.
Private aid.
* 18/14
28063 - Buoy 7 41-06-22.32N Green can. Maintained from May 1 to
72-21-18.66W Oct. 31.
Private aid.
* 18/14
*28064 - Buoy 9 41-06-24.00N Green can. Private aid.
72-21-20.10W
19/14
*28412 SHELL BEACH POINT 41-02-49.40N FIG 4s 6 Metal tower. Private aid.
LIGHT 72-20-20.00W
16/14
29037 Shinnecock Tide Temporary Remove from list.
Research Buoy
* 19/14
29038 - Entrance Buoy 1 Remove from list.
* 20114
29039 - Entrance Lighted Buoy 2 Remove from list.
* 20114
29040 - BREAKWATER LIGHT 1 40-50-23.49N FI G 2.5s 36 4 Green.
72-28-40.12W
* * 10/14
29042 - BREAKWATER LIGHT 2 40-50-17.95N FIR 2.5s 36 4 Red.
72-28-29.01W
* * 10/14
29100 Moriches Tide Temporary Remove from list.
Research Buoy
* 10114
29107.1 - East Cut Buoy 5E 40-46-06.65N Green can. Removed when endangered by
72-44-47 55W ice.
* 15/14
29125 - Lighted Buoy 4 40-37-29.06N FIR 2.5s 3 Red. Replaced by nun when
73-19-11.26W endangered by ice.
* 21/14
29130 - Lighted Buoy 3 40-37-32.07N FI G 4s 4 Green. Replaced by can when
73-19-16.85W endangered by ice.
* * 8/14
29135 - Lighted Buoy 6 40-37-47.32N QR 3  Red. Replaced by nun when
73-19-06.83W endangered by ice.
* 21/14
29140 - Buoy 5 40-37-48.86N Green can.
73-19-11.77W
* 22/14
29145 - Lighted Buoy 8 40-37-49.65N FIR 2.5s 3  Red. Replaced by nun when
73-18-39.55W endangered by ice.
* 21/14
29170 - Lighted Buoy 11 40-37-40.81N FI G 2.5s 4 Green. Replaced by can when
73-17-31.10W endangered by ice.
* 8/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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No.

Name and Location Position Characteristic Height  Range Structure Remarks
29175 - Lighted Buoy 13 40-37-40.36N FI G 4s 4 Green. Replaced by can when
73-17-03.43W endangered by ice.
* 8/14
29210 - Lighted Buoy 2 40-38-01.95N FIR 2.5s 3  Red. Replaced by nun when
73-14-00.91W endangered by ice.
* 8/14
29220 - Lighted Buoy 5 40-38-15.04N FIG 4s 4 Green. Replaced by can from Nov. 15
73-12-52.21W to Apr. 1.
* 8/14
29345 - Lighted Buoy 35 40-43-08.15N FI G 4s 4 Green. Replaced by nun from Nov. 15
73-01-56.31W to Apr. 1.
* * 8/14
29805 POINT O’ WOODS DOCK 40-39-13.44N FR 15 On pile. Private aid.
LIGHT (2) 73-08-14.10W
* 16/14
*30200 Johns Neck Creek Lighted 40-44-42.70N FIG 4s Green. Private aid.
Buoy 1 72-51-47.00W
18/14
*30201 Unchachogue Creek Lighted ~ 40-44-30.30N FIR 4s Red. Private aid.
Buoy 2 72-51-58.20W
18/14
*30201.1 Unchachogue Creek Buoy 4  40-44-36.80N Red nun. Private aid.
72-51-57.70W
18/14
*30201.2 Unchachogue Creek Buoy 6  40-44-42.10N Red nun. Private aid.
72-51-59.30W
18/14
*30211 Section Five Lighted Buoy 1~ 40-44-41.16N FI G 4s Green. Private aid.
72-51-09.12W
18/14
*30231 Section One Lighted Buoy 2 40-45-24.80N FIR 4s Red. Private aid.
72-49-57.40W
18/14
30320 - Buoy 20 40-46-51.45N Red nun. Removed when endangered by
72-45-20.65W ice.
* 22/14
30335 - Buoy 26 40-47-04.67N Red nun. Removed when endangered by
72-44-21.59W ice.
* 15/14
30559 - Daybeacon 3 40-47-52.92N SG on pile.
72-38-22.92W
* 20/14
30565 - LIGHT 7 40-48-10.14N FIG 4s 14 4 SG on pile. Maintained from Apr. 15 to Nov.
On edge of marsh. 72-37-30.00W 1.
* 8/14
30575 - LIGHT 10 40-48-23.72N FIR 2.5s 14 3 TRon pile. Maintained from Apr. 15 to Nov.
72-36-50.44W 1.
* 8/14
30770 - Lighted Buoy 17 40-50-36.68N FI G 2.5s 4 Green. Replaced by can when
72-30-13.12W endangered by ice.
* 8/14
30865 - Lighted Buoy 29 40-52-35.99N FIG 4s 4 Green. Replaced by can from Nov. 1 to
72-29-02.06W Apr. 15.
* 8/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
I1-3.11



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) 2 ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
30920 - Buoy 3 40-34-32.74N Green can.
73-34-52.94W
* 20/14
30925 - Lighted Buoy 4 40-34-33.38N QR 3  Red.
73-34-49.03W
* 20/14
30930 - Buoy 5 40-34-48.57N Green can.
73-34-50.23W
* * 21/14
30935 - Lighted Buoy 6 40-34-48.30N FIR 2.5s 3 Red.
73-34-47.89W
* * 8/14
30945 - Buoy 8 40-35-07.67N Red nun.
73-34-23.10W
* 21/14
30965 - Lighted Buoy 14 40-35-46.45N QR 3  Red. Replaced by nun when
73-34-04.54W endangered by ice.
* 8/14
30995 - Junction Lighted Buoy SJ 40-35-20.89N Fl (2+1) G 6s 4  Green and red
73-34-11.84W bands.
* 8/14
31075 - Lighted Buoy 15 40-36-44.96N QG 3  Green.
73-30-14.40W
* 8/14
31090 - Daybeacon 19 40-37-08.09N SG on pile.
73-30-24.14W
* 14/14
31095 - LIGHT 20 40-37-14.93N QR 14 3 TR on pile.
73-30-23.99W
* 8/14
31115 - LIGHT 2 40-37-22.96N QR 12 3 TR on pile.
73-29-52.13W
* 8/14
31130 - LIGHT 4 40-36-57.19N FIR 2.5s 10 3 TR on pile.
73-30-01.52W
* 8/14
31150 - LIGHT 10 40-36-35.25N FIR 2.5s 3 TR on pile.
73-29-35.96W
* 8/14
31175 - LIGHT 15 40-36-22.34N QG 12 3 SGon pile.
73-29-00.04W
* 8/14
31190 - LIGHT 19 40-36-49.82N FIG 2.5s 15 4 SG on pile.
73-27-42.11W
* * 8/14
31220 - LIGHT 29 40-37-15.46N FI G 4s 12 4 SG on pile.
73-24-59.87TW
* 8/14
31235 - LIGHT 35 40-37-29.46N FI G 2.5s 12 4 SGon pile. Maintained from Apr. 1 to Nov.
73-23-59.18W
* 8/14
31255 - LIGHT 42 40-37-57.83N FIR 4s 12 3 TRonpile. Maintained from Apr. 1 to Nov.
73-21-42.81W

8/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 (3) (4) () (6) (7 (8)
No.

Name and Location Position Characteristic Height  Range Structure Remarks
31265 - LIGHT 47 40-38-17.86N QG 12 3 SGonpile. Maintained from Apr. 1 to Nov.
73-20-32.96W
* 8/14
31275 - LIGHT 49 40-38-38.63N FI G 4s 12 4 SGon pile. Maintained from Apr. 1 to Nov.
73-19-55.06W 15.
* 8/14
31335 - LIGHT 63 40-39-00.10N FI G 2.5s 14 4 SG on pile. Maintained from May 1 to
73-18-00.52W Dec.1.
* * 8/14
31360 - LIGHT 68 40-38-44.84N FIR 4s 3 TRon pile. Light maintained from Apr. 1 to
73-16-56.39W Nov. 15.
* 8/14
31380 - JUNCTION LIGHT SO 40-39-00.36N Fl (2+1) G 6s 12 4 JG on pile. Maintained from Apr. 1 to Nov.
73-17-28.82W 15.
* 8/14
31425 - LIGHT 73 40-38-35.33N FIG 4s 23 4 SG on pile. Maintained from Apr. 1 to Nov
73-16-19.46W 15.
* 8/14
31470 - Buoy 86 40-38-30.78N Green. Removed when endangered by
73-14-47.86W ice.
* 5/14
31480 - Buoy 88 40-38-27.89N Red nun.
73-14-40.49W
* 5/14
31535 - Lighted Buoy 6 40-35-06.06N QR 3 Red. Replaced by nun when
73-45-29.40W endangered by ice.
* 8/14
31585 -LIGHT 7 40-35-25.14N FI G 2.5s 16 4 SG on pile.
73-41-20.73W
* 8/14
31670 - Buoy A22 40-37-02.58N Red nun. Private aid.
73-41-49.56W
* 21/14
31735 Broseware Bay North End 40-37-04.62N Green can. Private aid.
Buoy AB1 73-41-55.68W
* 21/14
31740 Broseware Bay North End 40-37-06.48N Red nun. Private aid.
Buoy AB2 73-41-54.18W
* 21/14
31970 - LIGHT 9 40-35-44.81N FI G 4s 12 4 SG on pile.
73-40-25.82W
* 8/14
32540 - Daybeacon 19 40-35-49.61N SG on pile.
73-36-49.72W
* 14/14
32690 - Buoy SW8 40-36-50.58N Red nun. Private aid.
73-33-24.60W
* 21/14
34230 - Buoy 7 40-33-16.88N Green can.
73-56-47.36W
* 14/14
34240 - Lighted Buoy 9 40-33-29.16N FIG 4s 4 Green.
73-56-32.89W
* 14/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
11-3.13



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 (3) (4) (5) (6) (1) (8)
No.

Name and Location Position Characteristic Height  Range Structure Remarks
34525 - Buoy 6 Remove from list.
* 8/14
34790 WEST BANK FRONT 40-32-16.66N Iso W 6s 69 Brown conical tower White from 181° to 004°, red
RANGE LIGHT 74-02-34.31W (R Sector) on black cylindrical ~ from 004° to 181°, white
pier. higher intensity beam visible 4°

each side of range line (297°).
Lighted throughout 24 hours.
HORN: 2 blasts ev 20s (2s bl-
2s si-2s bl-14s si). Operates

continuously.
* 15/14
*34946 CROMWELL PIER SOUTH 40-38-13.75N FW 20 On metal pole. Private aid.
HAZARD LIGHT 74-04-13.80W
7114
*34946.1 CROMWELL PIER NORTH 40-38-14.86N FW 20 On metal pole. Private aid.
HAZARD LIGHT 74-04-14.00W
7114
35070 Romer Shoal Light 40-30-46.82N FI (2) W 15s 54 15  Conical tower, lower Emergency light of reduced
74-00-48.67W part white upper part intensity when main light is
brown; on black extinguished.
cylindrical pier. HORN: 2 blast ev 30s (2s bl-2s
54 si-2s bl-24s si). Operates
continuously.
* 15/14
35215 - Lighted Buoy 5 40-29-40.43N FI G 4s 3  Green. Replaced by can when
74-02-50.72W endangered by ice.
* 17/14
35720 - Buoy 8 40-26-19.60N Red nun.
74-04-53.12W
* 15/14
*37150 Bayonne Golf Club Lighted 40-39-53.16N FIG 4s Green. Private aid.
Buoy 1 74-04-59.22W
13/14
*37151 Bayonne Golf Club Lighted 40-39-54.54N FIR 4s Red. Private aid.
Buoy 2 74-04-58.82W
13/14
*37152 Bayonne Golf Club Lighted 40-39-53.70N FIG 4s Green. Private aid.
Buoy 3 74-05-04.44W
13/14
*37153 Bayonne Golf Club Lighted 40-39-54.54N FIR 4s Red. Private aid.
Buoy 4 74-05-03.60W
13/14
*37154 Bayonne Golf Club Lighted 40-39-53.70N FI G 4s Green. Private aid.
Buoy 5 74-05-18.12W
13/14
*37155 Bayonne Golf Club Lighted 40-39-54.54N FIR 4s Red. Private aid.
Buoy 6 74-05-16.68W
13/14
37172 Port Jersey Channel North Remove from list.
Lighted Buoy 4
* 15/14
*37661 Stevens Institute Lighted 40-44-37.20N FlY 4s Yellow. Private aid.
Buoy A 74-01-20.40W
13/14
*Change Note to Read:
Aids maintained from Apr. 15 to Nov. 15.
37865 - Lighted Buoy 1 41-13-36.00N QG Green. Private aid.
73-57-55.00W
* 21/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
11-3.14



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME | ATLANTIC COAST, 2014

(1) (2 ) (3) 4 () (6) (7 (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
37870 - Lighted Buoy 2 41-13-37.00N QR Red. Private aid.
73-57-54.00W
* * 21/14
37875 - Lighted Buoy 3 41-13-37.00N QG Green. Private aid.
73-58-00.70W
* * * * 21/14
*37877 - Lighted Buoy 4 41-13-38.00N QR Red. Private aid.
73-58-00.70W
21/14
37880 - Lighted Buoy 5 41-13-38.00N QG Green. Private aid.
73-58-05.00W
* * * * 21/14
37883 - Lighted Buoy 6 41-13-39.00N QR Red. Private aid.
73-58-05.00W
* * * 21/14
37885 - Lighted Buoy 7 41-13-37.00N QG Green. Private aid.
73-58-08.00W
* 21/14
37890 - Lighted Buoy 8 41-13-40.00N QR Red. Private aid.
73-58-09.00W
* * 21/14
38005 - LIGHT 39 41-23-45.90N QG 39 4 SG on skeleton
73-57-04.10W tower.
* * 19/14
38543 Upper Hudson River Remove from list.
Research Lighted Buoy A
* 14/14
39095 - Buoy 239 42-46-36.80N Green can. Maintained from May 15 to
73-40-47.35W Dec. 1.
* 22/14
39100 - Buoy 241 42-46-50.70N Green can. Maintained from May 15 to
73-40-42.27TW Dec. 1.
* 22/14
39495 Allen Point Railroad North Remove from list.
Daybeacon
* 9/14
40095 - Lighted Buoy 2 44-56-30.60N FIR 4s Red nun. Maintained from June 1 to
72-12-56.46W Sept. 30.
Private aid.
* 18/14
SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014
(1) 2 ) (3) @ (5) (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
555 Currituck Beach Light 36-22-36.57N FI'W 20s 158 18 Red conical tower.  Structure maintained by entity
75-49-46.71W 163 outside the U.S. Coast Guard.
* 22/14
1061 - Buoy 32A Remove from list.
* 13/14
1066 - Buoy 33A Remove from list.
* 13/14
1073 - Buoy 35 39-47-29.97N Green can.
74-08-31.84W
* 14/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) ) ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
1075 - Buoy 36 39-47-32.82N Red nun.
74-08-40.77TW
* 13/14
1080 - Buoy 37 39-47-31.47N Green can.
74-09-05.10W
* 13/14
1085 - Buoy 37A Remove from list.
* 13/14
1090 - Buoy 38 39-47-32.77N Red nun.
74-09-11.05W
* 13/14
1110 - Lighted Buoy 3 39-28-28.24N QG 4 Green. Replaced by can from Nov. 1 to
74-17-13.47TW May 1.
* 14/14
1117 - Buoy 4A 39-28-45.87N Red nun.
74-17-55.05W
* 14/14
1120 - Lighted Buoy 5 39-28-39.63N FI G 4s 4 Green. Replaced by can from Nov. 1 to
74-17-53.82W May 1.
* 14/14
1125 - Lighted Buoy 6 39-28-56.82N QR 3  Red. Replaced by nun from Nov. 1 to
74-18-10.88W May 1.
* 14/14
1510 - Entrance Channel Lighted 38-47-33.00N QR 5 Red. Marks the NE corner of pilots”
Buoy 6 75-01-48.00W triangle.
* 20/14
1530 Harbor of Refuge Light 38-48-52.22N FIW 10s 72 W 19 White conical tower, Red from 325° to 351°, covers
75-05-32.62W (2 R sectors) R 16  on black cylindrical Hen and Chicken Shoal, and
substructure. 127° to 175° covers Brown
Shoals.
Structure maintained by entity
outside the U.S. Coast Guard.
HORN: 2 blasts ev 30s (2s bl-
2s si-2s bl-24s si). Operates
from Mar. 15 to Dec. 15.
* * * * 6/14
*1627 Delaware Bay Lighted Data 39-14-40.80N FlY 4s Yellow. Private aid.
Buoy A 75-19-38.59W
12/14
2015 Arnold Point Shoal Buoy 2 Remove from list.
* 20114
2020 Arnold Point Shoal Buoy 4 Remove from list.
* 20/14
*2483 Delaware Bay Lighted Data 39-26-37.99N FlY 4s Yellow. Private aid.
Buoy B 75-33-12.70W
12/14
2490 - LIGHT 2B 39-27-26.50N FIR 2.5s 21 6 TR on pile.
75-33-23.43W
* 18/14
2680 - CHANNEL LIGHT 7 39-34-08.94N QG 15 4 SG on multi-pile
75-31-08.59W structure.
* 4/14
2685 - CHANNEL LIGHT 8 39-34-07.43N FIR 2.5s 15 4 TR on multi-pile
75-31-04.91W structure.
* 12/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

@) @ 3) @ ®) ®) @) ®)
No. Name and Location Position Characteristic Height Range Structure Remarks
2860 - DIKE WARNING LIGHT A 39-36-52.15N FIW 4s 15 5 NW on pile worded
On south side of opening 75-35-17.58W DANGER
through submerged dike. SUBMERGED
DIKE.
* 14/14
2875 - Lighted Buoy 2B 39-36-51.16N QR 4 Red. Replaced by a LIB of reduced
75-34-33.23W intensity from Jan. 1 to Feb. 28.
* 13/14
2900 Pennsville Dike Warning Buoy 39-39-45.45N White can with Maintained from May 15 to
PDA 75-31-41.72W orange bands Nov. 1.
worded
DANGER DIKE.
* 20/14
2905 Pennsville Dike Warning Buoy 39-40-11.41N White can with Maintained from May 15 to
PDB 75-31-12.42W orange bands Nov. 1.
worded
DANGER DIKE.
* 20/14
2930 - DIKE WARNING LIGHT C 39-38-05.14N FIW 6s 20 6 NW on skeleton
On submerged dike. 75-34-48.33W tower worded
DANGER
SUBMERGED
DIKE.
* 14/14
2935 - DIKE WARNING LIGHT D 39-38-18.01N FIW 4s 30 6 NW on skeleton
On submerged dike. 75-34-33.46W tower worded
DANGER
SUBMERGED
DIKE.
* 14/14
2940 - DIKE WARNING LIGHT E 39-38-42.22N FIW 4s 32 5 NW on skeleton
On north end of dike. 75-34-05.49W structure worded
DANGER
SUBMERGED
DIKE.
* 14/14
3085 - REAR LIGHT 39-43-41.21N F G (Night) 63 On skeleton tower.  Lighted throughout 24 hours.
1,083 yards, 216° from front 75-30-38.44W F G (Day) 60 DAY: Visible 0.9° either side of
light. range line.
NIGHT: Visible 0.5° either side
of range line.
* * 12/14
3345 - UPPER JETTY LIGHT 1M 39-51-12.86N FI G 2.5s 15 3 SG on white pile;
75-13-47.97TW concrete base.
* 13/14
3355 - Channel Buoy 4 Remove from list.
* 12/14
3360 - Channel Buoy 2 39-51-04.31N Red nun.
75-13-42.46W
* 12/14
3405 Elbow Lighted Bell Buoy 44 39-52-42.31N QR 6  Red. Replaced by LIB of reduced
75-11-45.35W intensity when endangered by
ice.
* 11/14
3546 BIG TIMBER CREEK LIGHT Remove from list.
1
* 13/14
3550 Big Timber Creek Channel Remove from list.
Buoy 2
* 12/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) 2 ) (3) 4 (5) (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
3555 Big Timber Creek Channel Remove from list.
Buoy 4
* 12/14
3560 Big Timber Creek Channel Remove from list.
Buoy 6
* 12/14
3605 - Lighted Buoy 50 39-58-01.61N FIR 2.5s 5 Red. Replaced by nun when
75-07-08.63W endangered by ice.
* 6/14
3620 - Lighted Buoy 52 39-58-26.89N FIR 2.5s 4  Red. Replaced by LIB of reduced
50 feet outside channel 75-05-41.99W intensity when endangered by
limit. ice.
* 14/14
3635 Fisher Point Jetty Buoy 2 Remove from list.
* 12/14
3645 - Channel Lighted Buoy 55 39-58-42.61N QG 5 Green. Replaced by can when
75-04-34.12W endangered by ice.
* 6/14
3775 - Channel Lighted Buoy 18 40-01-42.10N FIR 4s 5 Red. Replaced by nun when
75-00-04.11W endangered by ice.
* 13/14
3780 - Channel Buoy 19 40-02-25.37N Green can.
74-59-21.27TW
* 14/14
3785 - Channel Lighted Buoy 20 40-02-21.65N QR 5 Red. Replaced by nun when
74-59-16.77W endangered by ice.
* * * * * 14/14
3790 Rancocas Creek Buoy 2 Remove from list.
* 12/14
3815 - Channel Lighted Buoy 26 40-03-19.30N QR 5 Red. Replaced by nun when
74-57-41.01W endangered by ice.
* 6/14
3990 - Channel Lighted Buoy 48 40-05-38.10N QR 5 Red. Replaced by nun when
74-51-06.99W endangered by ice.
* 6/14
*4223 - Channel Buoy 86 40-08-48.41N Red nun. Maintained from May 15 to
74-43-21.38W Nov. 1.
18/14
4230 Bordentown Bar Junction Remove from list.
Buoy B
* 18/14
4330 - Channel Buoy 103 Remove from list.
* 19/14
4335 - Channel Buoy 104 Remove from list.
* 19/14
4375 - SOUTH JETTY LIGHT 3 38-36-28.20N FIG 4s 30 6  SG on skeleton
75-03-33.05W tower.
* 18/14
4400 - Buoy 11 38-36-26.13N Green can.
75-04-40.26W
* 6/14
4405 - Buoy 12 38-36-28.80N Red nun.
75-04-47.85W
* 6/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) 2 ) (3) 4 (5) (6) (7 (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
5085 - Channel Buoy 20 38-14-31.15N Red nun.
75-09-15.56W
* * * 16/14
5110 - Channel Buoy 27A 38-12-50.36N Green can.
75-10-48.58W
* * * 16/14
5115 - Channel Buoy 28 38-12-51.40N Red nun.
75-10-50.36W
* * 16/14
5140 - Channel Buoy 37 38-10-35.45N Green can.
75-13-31.94W
* * 16/14
5195 - Buoy 29 38-09-07.05N Green can.
5515 75-14-45.08W
* * * 16/14
5475 - Buoy 16 38-00-24.59N Red nun.
75-21-23.63W
* * 16/14
5515 - Buoy 29 38-09-07.05N Green can.
5195 75-14-45.08W
* * * 16/14
5880 - Daybeacon 85 37-41-52.52N SG on pile.
75-36-39.40W
* * * * 12/14
5945 - Daybeacon 106 37-39-07.76N TR on pile.
75-37-57.41W
* * * * * 12114
6735 Quinby Inlet Warning 37-27-54.02N NW on multi-pile
Daybeacon B 75-40-50.46W structure worded
DANGER PILE.
* 18/14
6840 - Buoy 8 37-22-30.30N Red nun.
75-45-04.84W
* 18/14
7135 - Lighted Buoy 19 37-06-59.75N FIG 4s 5  Green.
75 feet outside channel 76-07-50.40W
limit.
* 9/14
7400 - Lighted Bell Buoy 56 37-38-24.24N FIR 6s 5 Red. Replaced by nun when
75 feet outside channel 76-07-06.66W endangered by ice.
limit.
* * 20/14
7995 - ENTRANCE RANGE 39-06-07.13N Oc W 4s (Night) 24 On mono-pile. Lighted throughout 24 hours.
FRONT LIGHT 76-24-23.49W Oc W 4s (Day) 27 DAY: Visible 0.5° either side of
range line.
NIGHT: Visible all around,
higher intensity 0.9° either side
of range line.
* 4114
8030 - Lighted Buoy 6 39-03-06.46N FIR 6s 5 Red. Replaced by LIB of reduced
76-23-09.29W intensity from Dec. 1 to Mar.
15.
* 14/14
8065 - Lighted Buoy 10 39-04-27.47N FIR 2.5s 5 Red. Replaced by LIB of reduced
76-23-34.27TW intensity when endangered by

ice.
6/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) (2 (3) (4) () (6) (1) (8)
No.

Name and Location Position Characteristic Height  Range Structure Remarks
8170 - Lighted Buoy 6 39-11-09.34N FIR 4s 6 Red. Replaced by nun when
76-27-19.80W endangered by ice.
* 9/14
8215 - Lighted Buoy 1M 39-12-02.99N QG 6  Green. Replaced by LIB of reduced
76-30-46.76W intensity when endangered by
ice.
* 7114
8235 - Lighted Buoy 3 39-12-42.03N FIG 4s 6  Green. Replaced by can when
76-31-28.53W endangered by ice.
* 13/14
8525 TOLCHESTER 39-12-24.39N FW 21 5  Ontower. Directional light visible from
DIRECTIONAL LIGHT 76-14-46.84W 041.5° to 046.5°. Obscured
from 046.5° to 041.5°.
* 4/14
8535 - Lighted Buoy 23 39-13-26.32N FI G 4s 5 Green. Replaced by LIB of reduced
76-14-48.51W intensity from Dec. 1 to Mar.
15.
* 16/14
8601 - RANGE REAR PASSING 39-19-37.18N Oc W 4s 15 4 Onsame structure  Light also marks Shad Battery
LIGHTS (2) 76-12-49.67W as Upper Range Rear Light.
Chesapeake
Channel Range
Rear Light.
* * * 18/14
8635 - Lighted Buoy 37 39-18-55.73N QG 5 Green. Replaced by LIB of reduced
76-13-07.36W intensity from Nov. 27 to Mar
15.
* 15/14
8770 - Lighted Buoy 38A 39-19-46.99N QR 5 Red. Replaced by LIB of reduced
76-11-31.23W intensity from Nov. 27 to Mar.
15.
* 12/14
8795 - Lighted Buoy 41 39-20-55.40N FI G 2.5s 5 Green. Replaced by LIB of reduced
76-10-20.83W intensity from Nov. 27 to Mar.
15.
* 15/14
8891 GROVE POINT RANGE 39-24-30.72N FIW 4s 30 4 Onsame structure  Located on NW and NE
REAR PASSING LIGHTS 76-01-14.19W as Grove Point corners of platform.
Range Rear Light.
* * * 18/14
8955 - Lighted Buoy 6 39-25-00.03N FIR 4s 5 Red. Replaced by LIB of reduced
76-01-37.12W intensity from Nov. 27 to Mar.
15.
* 15/14
9027 OLDFIELD POINT RANGE 39-30-30.20N FIW 4s 34 5 On same structure
FRONT PASSING LIGHTS  75-54-51.15W as Oldfield Point
2 Range Front Light.
* 20/14
10136 - Lighted Buoy 3 36-54-50.24N FI G 4s 4 Green.
76-05-25.96W
* 20/14
10565 - Range Front Daybeacon Remove from list.
* 15/14
10570 - Range Rear Daybeacon Remove from list.
68 yards, 102° from front
daybeacon.
* 15/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
11-3.20



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) ) ) (3) 4 (5) (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
12203 - Lighted Buoy 58 37-13-15.59N FIR 2.5s 5 Red.
76-48-49.75W
* 8/14
12655 - CHANNEL LIGHT 137 37-21-28.04N FI G 4s 18 5 SG on multi-pile
170 feet outside channel 77-18-10.66W structure.
limit.
* 4/14
12705 - LIGHT 151 37-22-35.83N QG 15 4 SGonpile.
77-21-34.23W
* 8/14
12795 - CHANNEL LIGHT 168 37-29-27.51N FIR 4s 18 4 TR on pile.
77-25-18.37TW
* 4/14
13460 - Entrance Channel Lighted 37-12-27.96N FI G 2.5s 5  Green.
Buoy 11 76-17-09.56W
* 11/14
13492 - Channel Lighted Buoy 16 37-14-09.01N FIR 2.5s 5 Red.
76-19-28.49W
* 7114
13494 - Channel Lighted Buoy 17 37-14-02.51N FIG 4s 5 Green.
76-21-05.80W
* 7114
13560 - Channel Lighted Buoy 21 37-14-05.81N FI G 2.5s 5  Green.
76-24-50.11W
* 7114
13655 - Buoy 11 37-12-51.42N Green can.
76-28-10.07W
* * * 18/14
14455 - LIGHT 3 37-20-17.42N FIG 2.5s 15 4 SG on pile.
76-15-48.10W
* 4/14
15305 GREENVALE CREEK Remove from list.
CHANNEL LIGHT 2G
* 17/14
15390 - ENTRANCE LIGHT 1 37-47-27.02N FIG 4s 15 4 SGonpile.
76-38-45.22W
* 12/14
16785 - Daybeacon 3 38-08-54.07N SG on pile.
76-27-51.38W
* 15/14
17295 WICOMICO RIVER LIGHT 38-15-41.16N FI G 2.5s 15 3 SGonpile. Light equipment removed from
3w 76-49-54.15W Dec. 1 to Mar. 15.
* 15/14
17355 - Mid-Channel Lighted Whistle 38-11-49.67N Mo (A) W 5 Red and white Replaced by can when
Buoy C 76-44-39.57W stripes. endangered by ice.
* 9/14
18115 COCKPIT POINT BARGE Remove from list.
DOCK MOORING LIGHT D
* 7114
18510 - Channel Lighted Buoy 77 38-42-22.42N FI G 4s 5  Green. Replaced by LIB of reduced
77-02-52.92W intensity from Dec. 1 to Mar.

15.
15/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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(1) 2 ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
18870 - Lighted Bell Buoy 1PR 38-18-13.65N FI G 4s 5  Green. Replaced by can when
76-21-10.81W endangered by ice.
* 8/14
19087 - Lighted Buoy 8 38-19-40.76N QR 4  Red. Replaced by nun when
76-29-04.10W endangered by ice.
* 9/14
19470 - ENTRANCE LIGHT 2 38-51-56.39N FIR 2.5s 15 5 TR on pile.
76-29-27.02W
* * 14/14
19520 - Daybeacon 3 38-52-12.09N SG on pile.
76-31-00.03W
* 14/14
19885 - ENTRANCE LIGHT 2E 38-58-04.09N FIR 2.5s 15 4 TR on pile.
76-28-14.78W
* * 16/14
20100 - LIGHT 3 39-03-19.05N FIG 4s 18 5  SG on multi-pile
On point of shoal off 76-25-59.34W structure.
Persimmon Point.
* 16/14
20395 - Channel Daybeacon 6 39-09-12.79N TR on pile.
76-30-14.45W
* 20/14
20495 - LIGHT 2RB 39-12-08.86N FIR 2.5s 15 4 TRon pile. Light equipment removed from
76-27-22.21W Dec. 1 to Mar. 15
* * 15/14
*20882 Thomas Cove Mooring 39-12-53.40N White with blue Private aid.
Buoy A 76-32-40.80W band.
16/14
*20883 Thomas Cove Mooring 39-12-53.40N White with blue Private aid.
Buoy B 76-32-39.60W band.
16/14
20885 - Channel Lighted Buoy 4 39-13-21.60N FIR 6s 6 Red.
76-32-51.76W
* 6/14
*20997 CORMAN MARINE PIER 39-12-41.58N FlY 2s On end of pier. Private aid.
LIGHT A 76-34-47.50W
16/14
21270 - Lighted Buoy 7 39-15-16.09N FI G 2.5s 5 Green. Replaced by can when
76-35-43.80W endangered by ice.
* 12/14
21520 CAPE CHARLES BEACH 37-16-14.47N FIG 4s 15 4 SG on multi-pile Light equipment removed
LIGHT 1CB 76-01-39.49W structure. when endangered by ice.
* 4/14
21625 - Lighted Wreck Buoy WR9 37-24-53.09N QG 4 Green.
75-57-48.52W
* * * * * 16/14
21705 - Daybeacon 5 37-32-21.64N SG on pile.
75-56-59.39W
* 18/14
21765 - ENTRANCE LIGHT 1IN 37-38-07.93N FIG 4s 15 5 SGon pile. Light equipment removed
75-56-27.37W when endangered by ice.
* 6/14
21770 - CHANNEL LIGHT 3 37-37-42.73N FI G 4s 15 4 SGon pile. Light equipment removed
75-54-55.95W when endangered by ice.
* 6/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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(1) ) ) (3) 4 (5) (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
21774 - Channel Warning 37-37-30.50N NW on pile worded
Daybeacon A 75-54-45.78W DANGER SHOAL.
* 6/14
21780 - Channel Warning 37-37-35.36N NW on pile worded
Daybeacon B 75-54-41.88W DANGER SHOAL.
* 6/14
21781 - Channel Daybeacon 6 37-37-38.10N TR on pile.
75-54-41.69W
* * 6/14
21783 - Channel Warning 37-37-28.97N NW on pile worded
Daybeacon C 75-54-44.44W DANGER SHOAL.
* * 6/14
21783.5 - Channel Warning 37-37-26.52N NW on pile worded
Daybeacon D 75-54-42.90W DANGER SHOAL.
* * 6/14
21785 - Channel Warning 37-37-47.49N NW on pile worded
Daybeacon E 75-54-12.88W DANGER SHOAL.
* * 6/14
21790 - Channel Warning 37-37-54.47N NW on pile worded
Daybeacon F 75-54-16.76W DANGER SHOAL.
* 11/14
21792 - Channel Daybeacon 9 37-37-46.06N SG on pile.
75-54-12.26W
* * 6/14
21800 - Channel Warning 37-37-55.49N NW on pile worded
Daybeacon G 75-54-08.69W DANGER SHOAL.
* 11/14
21860 - LIGHT 4 37-40-05.97N FIR 4s 15 4 TRon pile. Light equipment removed from
75-53-16.26W Dec. 1 to Mar. 15.
* 18/14
22130 - LIGHT 2 37-45-17.91IN FIR 4s 15 3 TRon pile. Light equipment removed from
75-48-53.22W Dec. 1 to Mar. 15.
* 16/14
22160 - Lighted Wreck Buoy WR10  37-45-01.93N QR 4  Red.
75-46-21.05W
* * * * * 22/14
22200 - LIGHT 4 37-49-18.83N FIR 4s 15 4 TRon pile. Light equipment removed from
75-46-17.71W Dec. 1 to Mar. 15.
* 18/14
22205 - LIGHT 6 37-49-06.64N FIR 2.5s 15 4 TRon pile. Light equipment removed from
75-45-39.06W Dec. 1 to Mar. 15.
* 18/14
22295 - Lighted Wreck Buoy WR 12 37-47-29.72N QR 4  Red.
75-42-37.29W
* 17/14
23000 - Buoy 3 37-58-11.53N Green can.
76-01-52.45W
* * 17/14
23090 - Channel Buoy 25 37-59-17.67N Green can.
76-00-35.53W
* * * 17/14
23130 - Channel Lighted Buoy 3 37-59-20.86N FIG 4s 4 Green.
76-01-07.92W
* * * * * 17/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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(1) 2 ) (3) 4 (5) (1) (8)
No. Name and Location Position Characteristic Height Structure Remarks
23160 - Channel Buoy 13 37-58-20.39N Green can.
76-01-20.55W
* * * 17/14
23270 - Lighted Buoy 8 37-57-55.45N FIR 2.5s Red. Replaced by LIB of reduced
75-55-46.76 W intensity from Dec. 1 to Mar.
15.
13/14
23375 - Junction Lighted Buoy MR 38-02-14.29N FI (2+1) R 6s Red and green Replaced by LIB of reduced
75-55-26.26W bands. intensity from Dec. 1 to Mar.
15.
13/14
23490 - Lighted Buoy 12 38-06-19.44N FIR 4s Red. Replaced by lighted LIB of
75-58-19.76W reduced intensity from Dec. 1
to Mar. 15.
* 13/14
23585 - Lighted Buoy 16 38-11-18.64N FIR 6s Red. Replaced by LIB of reduced
75-58-25.26W intensity from Dec. 1 to Mar.
15.
13/14
23630 - Channel Lighted Buoy 7A 38-12-09.10N FI G 2.5s Green. Replaced by LIB of reduced
76-01-34.31W intensity from Dec. 1 to Mar.
15.
* 13/14
23660 - Channel Lighted Buoy 14 38-12-37.69N FIR 2.5s Red. Replaced by LIB of reduced
75-58-50.26W intensity from Dec. 1 to Mar.
15.
* 14/14
23680 - Channel Lighted Buoy 1 38-12-20.74N FI G 4s Green. Replaced by LIB of reduced
75-55-55.26W intensity from Dec. 1 to Mar.
15.
* 13/14
23750 - CHANNEL LIGHT 10 38-13-13.06N FIR 4s 15 TR on pile. Light equipment removed from
75-52-17.31W Dec. 1 to Mar. 15.
19/14
24000 - JUNCTION LIGHT B 38-17-05.96N Fl (2+1) R 6s 15 JR on pile.
75-55-15.25W
18/14
24005 - CHANNEL LIGHT 7 38-17-41.18N FI G 6s 15 SG on pile.
75-55-54.61W
* 18/14
24100 - CHANNEL LIGHT 20 38-24-12.27N FIR 4s 15 TR on pile. Light equipment removed
75-50-57.06W when endangered by ice.
18/14
24375 - ENTRANCE LIGHT 2 38-13-33.59N FIR 4s 15 TR on pile. Light equipment removed from
75-59-19.35W Dec. 1 to Mar. 15.
18/14
24530 - BACK CREEK ENTRANCE 38-18-53.86N FI G 4s 15 SG on multi-pile
CHANNEL LIGHT 1BC 76-12-52.88W structure.
20 feet outside channel
limit.
* 15/14
*25887 - Lighted Data Buoy A 38-44-35.64N FlY 4s Yellow. Private aid.
76-18-12.18W
11/14
26055 TILGHMAN CREEK LIGHT 38-50-47.11N FI G 4s 17 SG on pile. Light equipment removed from
1Tc 76-15-43.28W Dec. 1 to Mar. 15.

18/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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26345 - LIGHT 1K 38-57-13.80N FI G 4s 18 4 SGon pile. Higher intensity down channel.
76-14-36.63W Light equipment removed
when endangered by ice.
* 20/14
26630 - Channel Lighted Buoy 12 39-00-54.67N FIR 4s 4  Red. Replaced by nun from Dec. 1
76-10-54.95W to Apr. 1.
* 18/14
27000 -LIGHT 1 39-13-33.55N FI G 2.5s 15 3 SGonpile. Light equipment removed from
76-23-46.02W Dec. 1 to Mar. 15.
* 11/14
27125 BOWLEY BAR Remove from list.
OBSTRUCTION
LIGHT
* 19/14
27185 - Lighted Buoy 4 39-17-56.39N FIR 4s 4 Red. Replaced by nun from Dec.1 to
76-19-53.35W Apr. 1.
* 18/14
27285 Robins Point Shoal Buoy 1 39-17-04.25N Green can. Maintained from Mar. 15 to
76-17-01.40W Dec. 1.
* 20/14
27585 - Junction Lighted Buoy A 39-26-31.01N FI (2+1) R 6s 4  Redand green Replaced by LIB of reduced
76-02-05.31W bands. intensity from Nov. 25 to Apr. 1.
* * 18/14
27590 - Channel Lighted Buoy 1S 39-27-46.81N FI G 2.5s 4 Green. Replaced by can from Nov. 25
76-02-52.31W to Apr. 1.
* * 18/14
28007 - Buoy 8 Remove from list.
* 6/14
*28017 - Buoy 10 35-46-50.17N Red nun.
75-31-37.65W
6/14
*28020 - Buoy 11 35-46-25.25N Green can.
75-31-50.64W
6/14
28025 - Lighted Buoy 12 35-46-34.12N FIR 2.5s 4  Red.
75-31-48.79W
* 15/14
*28028 - Lighted Buoy 14 35-46-24.84N FIR 4s 3 Red.
75-32-02.24W
15/14
28029 - Lighted Buoy 14 Remove from list.
* 6/14
28081 - Channel Buoy 25A 35-46-38.45N Green can.
75-33-14.93W
* 14/14
28082 - Channel Buoy 25AA 35-46-28.37N Green can.
75-33-39.43W
* 18/14
28090 - Channel Buoy 28 35-46-28.07N Red nun.
75-38-12.58W
* 14/14
28190 - Channel Daybeacon 53 35-47-15.41N SG on pile.
75-34-22.02W
* 15/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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28195 - Channel Lighted Buoy 55 35-47-20.31N QG 3  Green.
75-34-20.39W
* 9/14
28370 - Channel Daybeacon 2 35-47-35.70N TR on pile.
75-34-33.37W
* 15/14
28445 - Buoy 2 35-50-36.27N Red nun.
75-36-26.79W
* 22/14
28485 - CHANNEL LIGHT 22 35-52-04.30N FIR 2.5s 15 4 TR on multi-pile
75-37-32.95W structure.
* * 13/14
28495 - Channel Daybeacon 24A 35-53-49.55N TR on pile.
75-38-12.58W
* 14/14
28551.5 - Daybeacon 10 35-54-23.67N TR on pile.
75-39-53.60W
* 12/14
28699.1 - Lighted Buoy 1SF 35-11-42.98N FI G 2.5s 4 Green.
75-45-52.23W
* 22/14
28700 - Buoy 2SF 35-11-45.81N Red nun.
75-45-52.82W
* 22/14
28701 - Lighted Buoy 3SF 35-11-44.45N FI G 2.5s 4 Green.
75-46-01.10W
* 22/14
28724 - Lighted Buoy 9B 35-11-59.81N FI G 4s 4 Green.
75-45-04.45W
* 8/14
28729 - Lighted Buoy 11 35-12-03.18N FI G 4s 3 Greencan.
75-44-50.57W
* 8/14
28733.3 - Channel Lighted Buoy 12D  35-12-08.38N QR 3 Red.
75-43-57.53W
* 17/14
28735.2 - Channel Lighted Buoy 13 35-12-06.76N QG 3  Green.
75-44-06.17W
* 17/14
28735.3 - Channel Buoy 13A 35-12-13.28N Green can.
75-43-58.72W
* 6/14
28735.6 - Channel Lighted Buoy 14 35-12-11.50N FIR 2.5s 3 Red.
75-43-48.52W
* 20/14
28750 - CHANNEL LIGHT 16 35-12-09.93N FIR 4s 15 3 TR on pile.
75-43-32.32W
* 7114
28755 - Daybeacon 17A 35-12-12.99N SG on pile.
75-43-24.85W
* 15/14
28785 - CHANNEL LIGHT 24 35-12-45.93N QR 19 4 TRon pile.
75-42-45.64W
* 22/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.
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28954 - Buoy 19 Remove from list.
* 10/14
28955.1 Teaches Hole Buoy 20A 35-04-36.63N Red nun.
76-01-37.52W
* 8/14
28962.2 - Lighted Buoy 25 35-04-54.55N QG 3 Green.
76-00-22.44W
* 8/14
28963 - Buoy 26 35-04-51.71N Red nun.
76-00-12.41W
* 8/14
28965 - LIGHT 29 35-05-03.64N FIG 4s 15 4 SG on pile.
75-59-59.34W
* 18/14
*29061 - Buoy 9C 35-08-57.53N Green can.
76-00-39.75W
22/14
29320 - LIGHT 3 34-41-19.06N FI G 2.5s 15 4 SG on pile.
76-33-48.26W
* 14/14
*20388 - Channel Lighted Buoy 16A  34-41-28.61N FIR 4s 5 Red.
76-40-07.10W
14/14
29390 - Channel Lighted Buoy 17 34-41-04.97N FI G 2.5s 4 Green.
76-40-08.25W
* 21/14
29460 - Lighted Buoy 24 34-42-30.02N FIR 2.5s 5 Red.
76-41-15.88W
* 11/14
29465 - Lighted Buoy 25 34-42-39.80N QG 5  Green.
76-41-39.37W
* 11/14
29535 - Lighted Buoy 8 34-38-59.59N 4  Red.
77-06-52.40W
* 6/14
29584 - Junction Buoy B 34-40-20.96N Green can with red
77-05-38.74W band.
* 9/14
29600 Swansboro Coast Guard 34-39-59.45N Green can.
Channel Buoy 15 77-05-55.61W
* 12/14
30365 - ENTRANCE LIGHT TIDE Remove from list.
GAUGE
* 11/14
30470 - Channel Lighted Buoy 18 33-54-43.63N FIR 4s 4 Red with yellow
78-00-56.46W square.
* 16/14
30605 - LIGHT 12 34-00-40.67N FIR 2.5s 15 4 TR on multi-pile
77-57-06.33W structure.
* 12/14
30610 - LIGHT 14 34-00-59.18N FIR 4s 15 4 TR on multi-pile
77-56-56.23W structure.
* 12/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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30685 - Channel Lighted Buoy 33 34-01-23.70N FI G 2.5s 4 Green with yellow
39900 77-56-28.32W triangle.
* 5/14
30795 - Channel Lighted Buoy 52 34-08-08.81N FIR 4s 4  Red.
77-56-26.56W
* 5/14
30860 EXXON PIER LIGHT A 34-10-37.11N FY 10 On pier. Private aid.
77-57-23.96W
* 6/14
31020 - Buoy 3 33-54-34.67N Green can.
78-14-28.20W
* 5/14
31047 - Buoy 12 33-55-11.78N Red nun.
78-14-13.22W
* 19/14
31393 - Warning Daybeacon A 36-09-22.52N NW on pile worded
37047 75-58-40.00W DANGER
SUBMERGED
ROCKS.
* 21/14
31400 - LIGHT 2 36-11-03.21N FIR 4s 15 3 TR-SY on pile.
37035 76-01-37.06W
* 20/14
31410 - LIGHT 4 36-13-57.14N FIR 4s 15 3 TR-SY on pile.
37025 76-05-18.01W
* 21/14
31417 - Channel Daybeacon 3 Remove from list.
* 21/14
31417.5 - Channel Daybeacon 4 Remove from list.
* 21/14
31418 - Channel Daybeacon 5 Remove from list.
* 21/14
31418.5 - Channel Daybeacon 6 Remove from list.
* 21/14
31419 - Channel Daybeacon 7 Remove from list.
* 21/14
31419.5 - Channel Daybeacon 8 Remove from list.
* 21/14
31425 Coast Guard Base 36-16-16.17N SG on pile.
37010 Daybeacon 1 76-10-39.00W
* 20/14
31430 COAST GUARD BASE 36-16-16.42N FIR 4s 15 4 TR on pile.
37015 LIGHT 2 76-10-39.48W
* 20/14
31720 - CHANNEL LIGHT 14 35-55-26.81N FIR 2.5s 15 4 TR on pile.
76-42-39.87TW
* 15/14
31735 - CHANNEL LIGHT 17 35-52-42.10N FI G 2.5s 15 4 SG on pile.
76-44-16.18W
* 15/14
31755 - Daybeacon 6 36-03-00.68N TR on pile.
76-36-38.36W
* 15/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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31760 - Daybeacon 8 36-03-12.10N TR on pile.
76-36-36.15W
* 15/14
31765 - Daybeacon 1 36-03-20.04N SG on pile.
76-36-44.15W
* 15/14
31785 - ENTRANCE LIGHT CR 36-00-12.81N Mo (A) W 17 5 NB on pile.
76-37-26.95W
* 15/14
31805 - Daybeacon 7 36-12-35.40N SG on pile.
76-43-36.37TW
* 18/14
31810 - LIGHT 9 36-13-48.03N FIG 4s 16 5  SG on pile.
76-43-00.07W
* 18/14
31835 - LIGHT 16 36-19-24.92N FIR 4s 15 4 TR on pile.
76-44-00.08W
* 16/14
31860 - Daybeacon 24 36-21-40.94N TR on pile.
76-47-41.44W
* 18/14
31870 - Daybeacon 27 36-22-14.72N SG on pile.
76-50-03.85W
* 18/14
32290 FRISCO APPROACH LIGHT 35-15-22.42N FIR 2.5s 15 4 TR on pile.
2F 75-41-01.51W
* 14/14
32340 OLIVER REEF LIGHT 35-15-48.87N FIW 6s 30 5 NB on pile. Marks
75-45-37.31W platform of old
lighthouse.
* * * 16/14
32370 ROYAL SHOAL LIGHT 3 35-10-03.06N FI G 2.5s 15 4 SG on multi-pile
76-07-06.67W structure.
* 12/14
32865 - LIGHT 2wC 35-25-01.24N FIR 2.5s 15 4 TRon pile.
76-35-09.75W
* 12/14
33335 BROAD CREEK LIGHT 4 35-29-05.65N FIR 4s 15 4 TR on pile.
76-57-11.81W
* 16/14
33647.01 - Daybeacon 1 35-03-25.30N 7 SG on pile. Private aid.
76-37-58.40W
* 16/14
33647.03 - Daybeacon 3 35-03-23.20N 7 SG on pile. Private aid.
76-38-07.40W
* 16/14
33647.05 - Daybeacon 5 35-03-21.10N 7 SG on pile. Private aid.
76-38-16.00W
* 16/14
33647.06 - Daybeacon 6 35-03-23.20N 7 TR on pile. Private aid.
76-38-19.60W
* 16/14
33647.08 - Dyabeacon 8 35-03-27.10N 7 TR on pile. Private aid.
76-38-26.90W
* 16/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.

I1-3.29



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) (2 ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
33647.1 - Daybeacon 10 35-03-29.10N 7 TR on pile. Private aid.
76-38-29.60W
* 16/14
33647.11 - Daybeacon 11 35-03-30.70N 7 SG on pile. Private aid.
76-38-32.80W
* 16/14
34080 - RIVER LIGHT 48A 35-08-33.69N FIR 4s 15 3 TR on pile.
77-03-34.46W
* 12/14
34410 - Lighted Wreck Buoy 5 34-59-12.56N QG 4 Green.
25 feet outside channel 76-17-30.05W
limit.
* * * * * 8/14
34650 - LIGHT 42A 34-42-51.17N FIR 4s 15 4 TR on pile.
76-30-53.34W
* 22/14
34945 - LIGHT 4 40-06-10.56N FIR 4s 15 3 TR on multi-pile Light equipment removed from
74-03-21.91W structure. Nov. 1 to May 1.
* 7114
34950 - Daybeacon 5 40-06-07.85N SG on pile.
74-03-20.94W
* 7114
34960 - LIGHT 6 40-05-50.43N FIR 4s 17 3 TRon pile. Light equipment removed from
74-03-30.21W Nov. 1 to May 1.
* 7114
34975 - Daybeacon 11 40-05-24.98N SG on pile.
74-03-59.60W
* 7114
34980 - JUNCTION LIGHT NJICW  40-05-17.96N Fl (2+1) R 6s 17 3 JR-TY on pile.
74-04-04.71W
* 7114
34995 - LIGHT 4 40-03-24.68N FIR 4s 15 3 TR-TY on multi-pile
74-03-11.82W structure.
* 5/14
35055 - LIGHT 22 39-59-35.49N QR 15 4 TR-TY on pile.
74-06-21.15W
* 5/14
35065 - LIGHT 26 39-58-36.87N FIR 6s 16 4 TR-TY on pile.
74-06-29.11W
* 5/14
35190 - Daybeacon 51 39-42-42.42N SG-SY on pile.
74-08-31.06W
* 21/14
35270 - LIGHT 70 39-39-25.55N QR 15 4 TR-TY on pile.
74-12-33.35W
* 4/14
35285 - LIGHT 74 39-38-26.60N FIR 4s 15 3 TR-TY on pile.
74-12-18.88W
* 4/14
35300 - LIGHT 78 39-37-30.08N FIR 2.5s 15 3 TR-TY on pile.
74-12-04.29W
* 4/14
35315 - LIGHT 81 39-36-49.78N FI G 2.5s 15 3 SG-SY on pile.
74-12-34.92W
* 4/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.

I1-3.30



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) ) ) (3) 4 () (6) (7 (8)
No. Name and Location Position Characteristic Height Range Structure Remarks
35345 - LIGHT 88 39-35-56.10N FIR 2.5s 15 3 TR-TY on pile.
74-13-15.13W
* 4/14
35360 - LIGHT 92 39-35-47.38N FIR 4s 15 4 TR-TY on pile.
74-13-34.52W
* 4/14
35435 - LIGHT 110 39-32-25.23N FIR 4s 15 4 TR-TY on pile.
74-16-14.70W
* 12/14
35465 - Lighted Buoy 116 39-30-49.64N FIR 4s 3 Red with yellow Replaced by nun from Nov. 1 to
74-17-39.51W triangle. May 1.
* 14/14
35527 - Buoy 128A Remove from list.
* 20/14
35536 - LIGHT 130 39-30-00.58N FIR 4s 3 TR-TY on pile.
74-20-45.57TW
* * * * * 2014
35536.1 - Lighted Buoy 130 Remove from list.
* 20114
35537 - Daybeacon 130A 39-29-53.92N TR-TY on pile.
74-21-00.39W
* 20/14
35540 - Daybeacon 131 39-29-50.65N SG-SY on pile.
74-21-04.97W
* 20/14
35540.1 - Daybeacon 131A 39-29-51.76N SG-SY on pile..
74-21-23.07W
* 20/14
35625 - Daybeacon 155 39-27-44.00N SG-SY on pile.
74-23-37.27TW
* 22/14
35645 - LIGHT 160 39-26-52.52N FIR 4s 15 4 TR-TY on pile.
74-23-31.25W
* 22/14
35930 - Daybeacon 239 39-18-59.21N SG-SY on pile.
74-33-27.58W
* 14/14
35940 - Daybeacon 241 39-18-55.85N SG-SY on pile.
74-33-32.76W
* 14/14
35945 - Daybeacon 243 39-18-53.55N SG-SY on pile.
74-33-33.26W
* 14/14
35980 - LIGHT 252 39-17-11.36N FIR 2.5s 15 3 TR-TY on pile.
74-34-39.51W
* 14/14
35985 - Daybeacon 254 39-17-02.51N TR-TY on pile.
74-34-58.73W
* 12/14
35995 - Daybeacon 258 39-16-45.53N TR-TY on pile.
74-35-08.78W
* 14/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.

I1-3.31



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) 2 ) (3) @ () (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
36000 - LIGHT 260 39-16-42.16N FIR 4s 15 3 TR-TY on pile.
74-35-29.24W
* 14/14
36005 - LIGHT 262 39-16-50.53N QR 15 3 TR-TY on pile.
74-35-50.56W
* 14/14
36020 - Daybeacon 266 39-16-16.70N TR-TY on pile.
74-36-16.32W
* 14/14
36065 - LIGHT 280 39-15-32.12N QR 15 4 TR-TY on pile.
74-37-28.45W
* 12/14
36145 - LIGHT 304 39-13-39.51N QR 15 3 TR-TY on pile.
74-39-18.64W
* 21/14
36330 - Daybeacon 357 39-09-19.70N SG-SY on pile.
74-42-14.95W
* 21/14
36427 - Daybeacon 385 39-05-45.31N SG-SY on pile.
74-45-55.11W
* 21/14
36430 - LIGHT 386 39-05-34.02N FIR 4s 15 3  TR-TY on pile.
75-45-49.42W
* 21/14
36433 - Buoy 386A Remove from list.
* 21/14
36530 - Buoy 423 39-02-36.51N Green can with
74-46-53.82W yellow square.
* 16/14
36615 - Daybeacon 446 39-00-32.51N TR-TY on pile.
74-49-07.25W
* * * 20/14
36617 - Buoy 446 Remove from list.
* 20/14
36635 - Daybeacon 452 39-00-24.46N TR-TY on pile.
74-49-35.19W
* * * 20/14
36636 - Buoy 452 Remove from list.
* 20/14
36675 - LIGHT 465 38-59-04.85N QG 15 3 SG-SY on pile.
74-50-20.72W
* 20/14
37010 Coast Guard Base 36-16-16.17N SG on pile.
31425 Daybeacon 1 76-10-39.00W
* 20/14
37015 COAST GUARD BASE 36-16-16.42N FIR 4s 15 4 TR on pile.
31430 LIGHT 2 76-10-39.48W
* 20/14
37025 - LIGHT 4 36-13-57.14N FIR 4s 15 3 TR-SY on pile.
31410 76-05-18.01W
* 21/14
37035 - LIGHT 2 36-11-03.21N FIR 4s 15 3 TR-SY on pile.
31400 76-01-37.06W
* 20/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.

I1-3.32



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) 2 ) (3) 4 () (7 (8)
No. Name and Location Position Characteristic Height Structure Remarks
37047 - Warning Daybeacon A 36-09-22.52N NW on pile worded
31393 75-58-40.00W DANGER
SUBMERGED
ROCKS.
* 21/14
37160 - LIGHT 2 36-42-53.17N FIR 4s 15 TR-TY on pile.
76-05-41.77TW
6/14
37345 - LIGHT 30 36-39-04.58N FIR 4s 15 TR-TY on pile.
76-03-39.16W
10/14
37620 - LIGHT 118 36-23-32.56N FIR 4s 15 TR-TY on pile.
75-57-10.46W
22/14
37785 - LIGHT 164 36-12-29.69N QR 15 TR-TY on pile.
75-55-27.86W
* 6/14
37803 - Buoy 168 36-09-36.65N Red nun with yellow
75-53-31.27W triangle.
* 22/14
37810 - LIGHT 170 36-09-23.78N FIR 4s 15 TR-TY on pile.
75-53-32.70W
* 22/14
37845 -LIGHT 7 35-56-36.38N FI G 2.5s 15 SG-SY on multi-pile
75-59-13.40W structure.
* 20/14
38210 - LIGHT 19 35-16-14.93N QG 15 SG-SY on pile.
76-36-02.39W
6/14
39050 - Buoy 45A 34-40-23.39N Green can with
77-05-56.13W yellow square.
* 9/14
39065 - LIGHT 46 34-40-27.42N FIR 4s 15 TR-TY on pile.
77-06-08.24W
7114
39400 - LIGHT 39 34-28-41.93N FIG 4s 18 SG-SY on pile.
77-29-05.55W
* 10/14
39440 - Daybeacon 57 34-27-19.78N SG-SY on pile.
77-31-20.02W
* 10/14
*Add Heading:
Sears Landing Channel
*39463 - Daybeacon 1 34-25-55.26N SG on pile. Private aid.
77-32-58.44W
18/14
*39463.1 - Daybeacon 2 34-25-55.86N TR on pile. Private aid.
77-32-57.78W
18/14
*39463.2 - Warning Daybeacon W 34-25-56.76N Yellow dayboard on Private aid.
77-32-59.40W pile.
18/14
*39463.3 - Daybeacon 4 34-25-57.73N TR on pile. Private aid.
77-32-59.84W
18/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.

I1-3.33



SECTION 1I

SUMMARY OF CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC COAST, 2014

(1) 2 ) (3) @ () (1) (8)
No. Name and Location Position Characteristic Height Structure Remarks
*39463.4 - Daybeacon 6 34-25-58.75N TR on pile. Private aid.
77-33-00.86W
18/14
*39603 MASON INLET PIER LIGHT = 34-15-00.95N FI'Y 6s Yellow. Private aid.
A 77-46-57.41W
11/14
*39603.1 MASON INLET PIER LIGHT ~ 34-14-59.81N FlY 6s Yellow. Private aid.
B 77-46-58.48W
11/14
39900 - Channel Lighted Buoy 33 34-01-23.70N FI G 2.5s Green with yellow
30685 77-56-28.32W triangle.
5/14
40223 - Buoy 46A 33-55-16.14N Red nun with yellow
78-14-06.15W triangle.
* 15/14
40225 - Buoy 47 33-55-14.23N Green can with
78-14-06.58W yellow square.
* 15/14
40225 - Buoy 47 33-55-14.26N Green can with
78-14-06.63W yellow square.
* 19/14
40230 - Buoy 47A 33-55-12.84N Green can with
78-14-19.26W yellow square.
* 15/14
40232 - Buoy 47B Remove from list.
* 15/14
40235 - Buoy 48 33-55-14.41N Red nun with yellow
78-14-19.06W triangle.
* 15/14
40337 - Buoy 80A 33-54-28.78N Red nun with yellow
78-23-01.15W triangle.
* 19/14
40340 - Buoy 81 33-54-24.37N Green can with
78-23-04.24W yellow square.
* 19/14
40345 - Buoy 82 33-54-20.12N Red nun with yellow
78-23-12.78W triangle.
* * 19/14
40400 - LIGHT 98 33-53-25.41N FIR 4s 15 TR-TY on pile.
78-28-03.08W
* 12/14
CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC AND GULF COAST, 2013
(1) ) ) 3) @ ©) () (8)
No. Name and Location Position Characteristic Height Structure Remarks
20470 - LIGHT 9 26-54-34.22N FIG 4s SG on pile. Private aid.
82-05-45.32W
* * 22/14
20471 - LIGHT 10 26-54-32.28N QR TR on pile. Private aid.
82-05-31.60W
* * 22/14
21890 - Daybeacon 8 27-31-47.49N TR on pile.
82-39-03.54W
* 22/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.

I1-3.34



SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME Il ATLANTIC AND GULF COAST, 2013

lsllo). Name ar%)Location Po(s:?t)ion Charéct)eristic Hé%ht Ré\g)ge StrLEQure Rer(r?;rks
29375 - ENTRANCE LIGHT 2 28-58-20.98N FIR 4s 16 5 TR on pile.
82-49-15.29W
* 22/14
32025 - Lighted Buoy 6 17-58-34.34N QR 4  Red.
66-44-10.65W
* 22/14
36835 - LIGHT 185 31-22-25.72N FIG 4s 12 5 SG-SY on dolphin.
81-20-02.26W
* 22/14
43540 - LIGHT 57 27-52-13.20N FI G 4s 12 5 SG-SY on pile.
80-29-06.70W
* 22/14
CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2013
lsl:t)). Name ar%)Location Po(s?t)ion Charé::‘t)eristic Hé%ht Ra(lﬁ)ge StrLSQure Rer(’r?;rks
*17943 - Shoal Daybeacon 29-03-55.88N NG on pile. Ra ref.
90-48-09.16W
22/14
25070 LOWER RED LIGHT BEND 29-41-58.48N QR 20 KRW on skeleton Visible all around; higher
OUTBOUND RANGE 94-59-50.50W tower on piles. intensity on range line.
FRONT LIGHT
* 22/14
26405 - Buoy 11 Remove from list.
* 22114
26410 - Buoy 11 29-33-05.67N Green can.
95-01-45.26W
* * 22/14
26455 - Buoy 22 29-33-09.93N Red nun.
95-04-12.00W
* 22/14
26470 - Daybeacon 25 Remove from list.
* 22114
*Delete Heading:
Clear Lake Nasa Channel
26725 - Junction Daybeacon A Remove from list.
* 22/14
26730 - Junction Daybeacon B Remove from list.
* 22114
26735 - Buoy 1 Remove from list.
* 22/14
26740 - Buoy 2 Remove from list.
* 22/14
26745 - Daybeacon 4 Remove from list.
* 22114
26750 - Daybeacon 5 Remove from list.
* 22/14
26755 - Daybeacon 6 Remove from list.
* 22114
34980 Delta Farm Buoy 1 29-36-29.63N Green can with
90-21-27.73W yellow square.
* 22/14

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.
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SECTION 1I

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2013

(1) (2 ) (3) 4 () (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
34985 Delta Farm Buoy 3 29-36-12.99N Green can with
90-21-38.99W yellow square.
* 22/14
CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2013
(1) ) ) (3) @ () (6) () (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
182 Chevron Shellmound Lighted Remove from list.
Marker Buoy HO
* 22/14
*Delete Heading:
SAN DIEGO TO CAPE MENDOCINO (Chart 18020)
192 Chevron Shellmound Lighted Remove from list.
Marker Buoy HE
* 22/14
193 Chevron Shellmound Lighted Remove from list.
Marker Buoy HI
* 22/14
194 Chevron Shellmound Lighted Remove from list.
Marker Buoy HA
* 22/14
2841 -BASIN 1 LIGHT 1 Remove from list.
* 22/14
2842 - BASIN 1 LIGHT 2 Remove from list.
* 22/14
24915 VITSKARI ISLAND LIGHT 57-00-00.05N FIW 6s 53 8 NR on skeleton RACON: O (- — -).
135-32-42.26W tower.
* 22/14
29737 Kilauea Point Light 22-13-53.23N FI'W 10s 174 9  White concrete post. Obscured from 295° to 065°.
159-24-07.06W 10
* * 22/14
CORRECTIONS TO C. G. LIGHT LIST, VOLUME VIl GREAT LAKES, 2013
(1) 2 ) (3) @ (5) (6) (1) (8)
No. Name and Location Position Characteristic Height  Range Structure Remarks
6525 - ENTRANCE LIGHT 10A 41-52-03.96N FI (2) R 5s 35 8 TR on post.
83-22-36.01W 0.4s fl 0.6s ec. 1
0.4sfl 3.6s ec.
* 22/14
6545 - ENTRANCE LIGHT 15 41-52-19.53N FG 31 8 SG on post.
83-22-45.58W 9
* 22/14
21340 - Lighted Buoy 2 45-18-57.02N QR 4  Red. Replaced by nun from Nov. 7 to
Marks southwest side of 86-56-18.21W Apr. 21.

shoal.

*

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.

Denotes a new entry when preceding the station number.

I1-3.36

22/14



