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NAVIGATION PUBLICATIONS

II-2.1

COAST PILOT CORRECTIONS

COAST PILOT 3           47 Ed 2013               08 JUN 2014
                                                                     LAST NM 25/14
Chapter 5—Paragraph 105; read: 

(105) Big Creek, marked by a light at the entrance,
empties into the north side of Great Bay opposite Mile
55.0. Depths of about 5 feet can be carried to a large
marina 2 miles above the mouth. In 2014, the highway
bridge crossing the creek 1.2 miles above the mouth was
under construction. Gasoline, berths, some marine supplies,
and a 10-ton lift are available at the marina; hull, engine,
and electronic repairs can be made.

(L 829-2014) 26/14 

Chapter 6—Paragraph 396; read: 
(396) Walt Whitman Bridge, Mile 84, a highway suspension

bridge connecting Philadelphia with Gloucester City, has a
clearance of 150 feet at the center of the main span, and
minimum clearance of 139 feet under the full width of the
main span. Benjamin Franklin Bridge, Mile 86.8, 0.3 mile
above Chestnut Street, has a suspension span and was under
construction in May 2014; caution advised.

(L 580-2014; NOS 12313; LNM 20/14 CG5) 26/14 

COAST PILOT 5           42 Ed 2014               08 JUN 2014
                                                                     LAST NM 25/14
Chapter 6—Paragraph 265; read: 

(265) Grand Lagoon extends about 5 miles NW from just
within the dredged entrance to St. Andrew Bay. A dredged
channel leads into the lagoon from St. Andrew Bay to a
point about 0.4 mile E of State Highway 392 Bridge,
thence branches to serve facilities of both the N and S
shores; these branches are connected by a channel parallel to
the highway bridge. The channel is marked by lights and
daybeacons. A fixed highway bridge over the lagoon has a
vertical clearance of 18 feet. Marinas near the highway bridge
provide gasoline, diesel fuel, berths, electricity, water, ice,
and marine supplies. A 30-ton mobile hoist can haul out
craft for complete repairs and storage.

(LNM 19/14 CG8) 26/14 

Chapter 9—Paragraph 56; read: 
(56) Bayou Rigaud, on the N side of Grand Isle, is the

approach to the town of Grand Isle, 4 miles W of Barataria
Pass. A dredged channel leads SW from just inside the pass
for about 3.7 miles through Bayou Rigaud to the town of
Grand Isle. It is reported that the entrance is subject to
shoaling; caution is advised. The channel is marked by

lights, buoys and daybeacons.
(LNM 17/14 CG8; LL 2014) 26/14 

Chapter 11—Paragraphs 432 to 433; read: 
(432) North of Port Isabel, a dredged channel branches off

the Intracoastal Waterway in a SW direction towards the Port
Isabel small-boat basin. The channel turns S before enter-
ing the basin and, once inside, turns SE to a turning basin.

(433) Another dredged channel branches off the
Intraoastal Waterway between Port Isabel proper and Long
Island in about 26°04'03"N., 97°12'25"W. The channel
leads W from the waterway and curves around Port Isabel in a
northerly direction.

(LNM 20/14 CG8) 26/14 

Chapter 12—Paragraph 427; read: 
(427) The railway bridge over the waterway at Mile

357.2W has a vertical lift span with a clearance of 8 feet
down and 73 feet up. The bridgetender monitors VHF-FM
channel 16 and works on channel 13; call sign KUF-652. The
overhead power cable on the SW side of the bridge has a
clearance of 99 feet. The fixed bridge at Mile 357.3W has a
clearance of 73 feet.

(L 830-2014; LNM 19/14 CG8) 26/14 


