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COAST PILOT CORRECTIONS

COAST PILOT 1           44 Ed 2014               13 JUL 2014
                                                                     LAST NM 28/14
Chapter 2—Paragraph 251; read:

(251) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593-7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 285; read:
(285) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 414; read:
(414) <Deleted Paragraph>
(FR 7/7/2014)    32/14

COAST PILOT 2           43 Ed 2014               13 JUL 2014
                                                                     LAST NM 28/14
Chapter 2—Paragraph 81; read:

(81) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593-7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 115; read:
(115) (c) A line drawn from the westernmost point on Fire

Island to the southernmost extremity of the spit of land at
the western end of Oak Beach.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 121; read:
(121) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of rule
30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the Inland
Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 2—Paragraphs 362 to 366; read:
(362) (c) Northport Harbor. Beginning on the shoreline at

(363) 40°54′25″N., 73°22′05″W.; thence to
(364) 40°54′37.5″N., 73°21′32.9″W.; thence along the

eastern shoreline to
(365) 40°53′33.1″N., 73°21′28.2″W.
(366) 40°53′25.8″N., 73°21′37.7″W.; thence along the

eastern shoreline to the point of beginning.
(FR 7/7/2014)    32/14

COAST PILOT 3           47 Ed 2013               13 JUL 2014
                                                                     LAST NM 30/14
Chapter 2—Paragraph 79; read:

(79) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE.,
Washington, DC 20593-7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 120; read:
(120) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 11—Paragraph 69; read:
(69) The Naval Supply Center pier at Cheatham Annex

Depot, on the southwest side of York River 11.5 miles
above the mouth. The pier is within a restricted area. A
small arms live fire danger zone is above the pier and
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restricted area. (See 334.1 through 334.6, 334.270 and
334.285, chapter 2, for limits and regulations.)

(33 CFR 334.285)    32/14

COAST PILOT 4           45 Ed 2013               13 JUL 2014
                                                                     LAST NM 30/14
Chapter 2—Paragraph 661; read:

(661) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593-7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraphs 711 to 712; read:
(711) (a) A line drawn from the easternmost tip of Folly

Island to 32°41′37″N., 079°53′03″W. (abandoned lighthouse
tower) on the north side of Lighthouse Inlet; thence west to
the shoreline of Morris Island.

(712) (b) A line drawn from the seaward tangent of Folly
Island  across  Stono  River  to  the  shoreline  of  Sandy  Point.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 766; read:
(766) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of rule
30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the Inland
Navigation Rules, 33 CFR Chapter I, Subchapter E. Vessels
of less than 20 meters in length; and barges, canal boats,
scows, or other nondescript craft, are not required to sound
signals required by rule 35 of the Inland Navigation Rules.
Vessels of less than 20 meters are not required to exhibit
anchor lights or shapes required by rule 30 of the Inland
Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 7—Paragraph 27; read:
(27) Stono Inlet, 10 miles southwestward of Charleston

Harbor entrance, is entered over a shifting bar between
Folly Island and Kiawah Island. The inlet is subject to
continual change and should not be attempted without local
knowledge. The entrance buoys are not charted, because they
are frequently shifted in position to mark the best water.
Local fishermen use the inlet.

(LNM 50/11 CG7)    32/14

COAST PILOT 5           42 Ed 2014               13 JUL 2014
                                                                     LAST NM 28/14
Chapter 2—Paragraph 994; read:

(994) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-

ington, DC 20593–7318, and must state:
(FR 7/7/2014)    32/14

Chapter 2—Paragraph 1077; read:
(1077) (b) A line drawn from 30°14′41.4″N.,

088°01′26.5″W. (Mobile Point Light) to 30°15′13.3″N.,
088°03′22.6″W. (Dauphin Island Channel Light 1) to the
eastern corner of Fort Gaines at Pelican Point.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 1139; read:
(1139) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of rule
30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the Inland
Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 4—Paragraph 407; read:
(407) New Pass, 2 miles NNW from Big Sarasota Pass,

between Lido Key and Longboat Key, affords passage
from the Gulf of Mexico to Sarasota Bay and the Intracoastal
Waterway. A dredged channel leads from the Gulf through
the pass and crosses the Intracoastal Waterway to a turning
basin at Centennial Park. The channel approach is marked
by a light, and the channel is marked by a light, buoys, and
daybeacons. Buoys are not charted as they are frequently
shifted in position to mark the best water. The channel is
subject to shoaling; local knowledge is advised.

(LNM 20/14 CG7)    32/14

Chapter 8—Paragraph 105; read:
(105) <Deleted Paragraph>
(LNM 25/14 CG8)    32/14

Chapter 8—Paragraph 112; read:
(112) South Pass lies 425 miles NW of Dry Tortugas and

90 miles SW of Mobile Bay entrance. Jetties are on both
sides of the entrance. The area in the approach and inside
the entrance channel between the jetties is subject to consider-
able change and severe shoaling. The latest information on
controlling depths can be obtained through the Office of
the District Engineer, Corps of Engineers New Orleans.
In 2014, the E jetty was reported to be completely sub-
merged. Several vessels have been damaged attempting to
cross this jetty in order to bypass the shoaling at the entrance.
In 2007, the W jetty was reported to be visible at high tide,
however during rough sea conditions, it could become
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submerged; extreme caution is advised.
(L 1470-2014; NOS 11361)    32/14

COAST PILOT 6           44 Ed 2014               06 JUL 2014
                                                                     LAST NM 29/14
Chapter 2—Paragraphs 2252.01 to 2252.72; read:

(2252.01) §165.921 Regulated Navigation Area; Reporting
Requirements for Barges Loaded with Certain Dangerous
Cargoes, Illinois Waterway System located within the
Ninth Coast Guard District.

(2252.02) (a) Regulated Navigation Area. The following wa-
ters are a regulated navigation area (RNA): the Illinois
Waterway System above mile 187.2 to the Chicago Lock on
the Chicago River at mile 326.7 and to the confluence of the
Calumet River and Lake Michigan at mile 333.5 of the
Calumet River.

(2252.03) (b) Applicability. This section applies to towing
vessel operators and fleeting area managers responsible for
CDC barges in the RNA. This section does not apply to tow-
ing vessel operators responsible for barges not carrying
CDC barges, or fleet tow boats moving one or more CDC
barges within a fleeting area.

(2252.04) (c) Definitions. As used in this section—
(2252.05) Barge means a non-self propelled vessel engaged

in commerce, as set out in 33 CFR 160.204.
(2252.06) Certain Dangerous Cargo or (CDC) includes

any of the following:
(2252.07) (1) Division 1.1 or 1.2 explosives as defined

in 49 CFR 173.50.
(2252.08) (2) Division 1.5D blasting agents for which a

permit is required under 49 CFR 176.415 or, for which
a permit is required as a condition of a Research and
Special Programs Administration exemption.

(2252.09) (3) Division 2.3 “poisonous gas”, as listed in 49
CFR 172.101 that is also a “material poisonous by inhala-
tion” as defined in 49 CFR 171.8, and that is in a
quantity in excess of 1 metric ton per barge.

(2252.10) (4) Division 5.1 oxidizing materials for
which a permit is required under 49 CFR 176.415 or,
for which a permit is required as a condition  of a
Research and Special Programs Administration exemp-
tion.

(2252.11) (5) A liquid material that has a primary or
subsidiary classification of Division 6.1 “poisonous ma-
terial” as listed in 49 CFR 172.101 that is also a
“material poisonous by inhalation’’, as defined in 49 CFR
171.8 and that is in a bulk packaging, or that is in a
quantity in excess of 20 metric tons per barge when
not in a bulk packaging.

(2252.12) (6) Class 7, “highway route controlled quan-
tity” radioactive material or “fissile material, con-
trolled shipment”, as defined in 49 CFR 173.403.

(2252.13) (7) Bulk liquefied chlorine gas and bulk
liquefied gas cargo that is flammable and/or toxic and
carried under 46 CFR 154.7.

(2252.14) (8) The following bulk liquids—

(2252.15) (i) Acetone cyanohydrin,
(2252.16) (ii) Allyl alcohol,
(2252.17) (iii) Chlorosulfonic acid,
(2252.18) (iv) Crotonaldehyde,
(2252.19) (v) Ethylene chlorohydrin,
(2252.20) (vi) Ethylene dibromide,
(2252.21) (vii) Methacrylonitrile,
(2252.22) (viii) Oleum (fuming sulfuric acid), and
(2252.23) (ix) Propylene Oxide.

(2252.24) CDC barge means a barge containing CDCs or
CDC residue.

(2252.25) Downbound means the tow is traveling with the cur-
rent.

(2252.26) Fleet tow boat means any size vessel that is
used to move, transport, or deliver a CDC barge within a
fleeting area.

(2252.27) Fleeting area means any fleet, including any facili-
ty, located within the area covered by one single port.

(2252.28) Inland River Vessel Movement Center or (IR-
VMC) means the Coast Guard office that is responsible for
collecting the information required by this section.

(2252.29) Ninth Coast Guard District means the Coast Guard
District as set out in 33 CFR 3.45–1.

(2252.30) Towing vessel means any size vessel that is used
to move, transport, or deliver a CDC barge to a fleet or
facility that is located in a different port than where the
voyage originated.

(2252.31) Towing vessel operator means the Captain or pilot
who is on watch on board a towing vessel.

(2252.32) Upbound means the tow is traveling against the
current.

(2252.33) (d) Regulations. The following must report to the
Inland River Vessel Movement Center (IRVMC):

(2252.34) (1) The towing vessel operator responsible for
one or more CDC barges in the RNA must report all the
information items specified in table 165.921(f), in para-
graph (f) of this section, to the IRVMC:
(2252.35) Insert new table titled Information to be Reported

to the IRVMC by Towing Operators from back of this Sub-
section.

(2252.36) (i) Upon point of entry into the RNA with
one or more CDC barges;

(2252.37) (ii) Four hours before originating a voyage
within the RNA with one or more CDC barges, except if
the evolution of making up a tow with a CDC barge
will take less than 4 hours before originating a voyage,
and the towing vessel operator did not receive the order to
make up a tow with a CDC barge in advance of 4 hours
before originating the voyage with one or more CDC
barges, in which case the towing vessel operator shall
submit the required report to the IRVMC as soon as
possible after receiving orders to make up a tow with
one or more CDC barges;

(2252.38) (iii) Upon dropping off one or more CDC
barges at a fleeting area or facility;
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(2252.39) (iv) Upon picking up one or more additional
CDC barges from a fleeting area or facility;

(2252.40) (v) At designated reporting points, set forth in
paragraph of this section;

(2252.41) (vi) When the estimated time of arrival (ETA)
to a reporting point varies by 6 hours from the previous-
ly reported ETA;

(2252.42) (vii) Any significant deviation from previ-
ously reported information;

(2252.43) (viii) Upon departing the RNA with one
or more CDC barges; and

(2252.44) (ix) When directed by the IRVMC.
(2252.45) (2) The fleeting area manager responsible for

one or more CDC barges in the RNA must report all the in-
formation items specified in table 165.921(g), in paragraph
(g) of this section, to the IRVMC:
(2252.46) Insert new table titled Information to be Reported

to the IRVMC by Fleeting Area Managers from back of
this Subsection.

(2252.47) (i) Once daily, report all CDC barges within the
fleeting area;

(2252.48) (ii) Upon moving one or more CDC barges
within a fleeting area by a fleet tow boat;

(2252.49)(iii) Any significant deviation from previously
reported information; and

(2252.50) (iv) When directed by the IRVMC.
(2252.51) (3) Reports required by this section may be

made by a company representative or dispatcher on be-
half of the fleeting area manager.

(2252.52) (4) Reports required by this section must be
made to the IRVMC either by telephone to 866–442–6089,
by fax to 866–442–6107, or by e-mail to
irvmc@cgstl.uscg.mil. A reporting form and e-mail link
are available at 

http://www.uscg.mil/d8/Divs/M/IRVMC.htm.
(2252.53) (5) The general regulations contained in 33

CFR 165.13 apply to this section.
(2252.54) (e) Ninth Coast Guard District Illinois Waterway

System RNA Reporting points. Towing vessel operators
responsible for one or more CDC barges in the RNA must
make reports to the Inland River Vessel Movement Center
at each point listed in this paragraph (e).

(2252.55) (1) Illinois River (ILR) Upbound, at Mile
Markers (M) and when Departing Lock & Dam (L&D)—

(2252.56) (i) M 187.2 (Southern Boundary MSU Chica-
go AOR),

(2252.57)(ii) M 303.5 Junction of Chicago Sanitary
Ship Canal and Calumet-Sag Channel,

(2252.58) (iii) M 326.4 Thomas S. O’Brien L&D,
Calumet River,

(2252.59) (iv) M 333.5 Confluence of Calumet River and
Lake Michigan, and

(2252.60) (v) M 326.7 Chicago L&D, Chicago River.
(2252.61) (2) Illinois River (ILR) Downbound Report-

ing Points, at Mile Markers (M) and when Departing
Lock & Dam (L&D)—

(2252.62) (i) M 326.7 Chicago L&D, Chicago River,

(2252.63) (ii) M 333.5 Confluence of Calumet River and
Lake Michigan,

(2252.64) (iii) M 326.4 Thomas S. O’Brien L&D, Cal-
umet River,

(2252.65) (iv) M 303.5 Junction of Chicago Sanitary
Ship Canal and Calumet-Sag Channel, and

(2252.66) (v) M 187.2 (Southern Boundary MSU Chi-
cago AOR).

(2252.67) (f) Information to be reported to the IRVMC by
towing vessel operators. With the exception noted in
paragraph (d)(1)(ii) of this section, towing vessel opera-
tors responsible for one or more CDC barges in the RNA must
report all the information required by this section as set out
in table 165.921(f) of this paragraph.

(2252.68) (g) Information to be reported to the IRVMC by
fleeting area managers. Fleeting area managers responsi-
ble for one or more CDC barges in the RNA must report the
information required by this section as set out in table
165.921(g) to this paragraph.

(2252.69) (h) Alternative reporting. The Ninth Coast Guard
District Commander may consider and approve alternative
methods to be used by a reporting party to meet any report-
ing requirements   if—

(2252.70 (1) The request is submitted in writing to Com-
mander, Ninth Coast Guard District (m), 1240 E. Ninth
Street, Cleveland, Ohio, 44199–2060; and

(2252.71) (2) The alternative provides an equivalent lev-
el of the reporting that which would be achieved by
the Coast Guard with the required check-in points.

(2252.72) (i) Deviation from this section is prohibited unless
specifically authorized by the Commander, Ninth Coast
Guard District or the IRVMC.

(33 CFR 165.921)    32/14

Chapter 2—Paragraphs 2279.01 to 2279.15; read:
(2279.01) §165.931 Safety Zone; Chicago Harbor, Navy Pier

Southeast, Chicago, IL.
(2279.02) (a) Location. The following area is a safety zone:

The waters of Lake Michigan within Chicago Harbor
bounded by coordinates beginning at

(2279.03) 41°53'26.5"N, 087°35'26.5"W; then south to
(2279.04) 41°53'7.6"N, 087°35'26.3"W; then west to
(2279.05) 41°53'7.6"N, 087°36'23.2"W; then north to
(2279.06) 41°53'26.5"N, 087°36'24.6"W then east back to

the point of origin (NAD 83).
(2279.07) (b) Definitions. The following definitions apply

to this section:
(2279.08) (1) Designated representative means any Coast

Guard Commissioned, warrant, or petty officer designat-
ed by the Captain of the Port, Lake Michigan to monitor
a safety zone, permit entry into the zone, give legally
enforceable orders to persons or vessels within the zone,
and take other actions authorized by the Captain of the
Port.
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(2279.09) (2) Public vessel means vessels owned, chartered,
or operated by the United States, or by a State or political
subdivision thereof.
(2279.10) (c) Regulations. (1) In accordance with the general

regulations in 33 CFR 165.23, entry into, transiting, or
anchoring within this safety zone is prohibited unless autho-
rized by the Captain of the Port, Lake Michigan, or his
designated representative.

(2279.11) (2) This safety zone is closed to all vessel traffic,
excepted as may be permitted by the Captain of the Port,
Lake Michigan or his designated representative. All persons
and vessels must comply with the instructions of the Coast
Guard Captain of the Port or his designated representative.
Upon being hailed by the U.S. Coast Guard by siren,
radio, flashing light or other means, the operator of a
vessel shall proceed as directed.

(2279.12) (3) All vessels must obtain permission from the
Captain of the Port or his designated representative to enter,
move within, or exit the safety zone established in this
section when this safety zone is enforced. Vessels and
persons granted permission to enter the safety zone must
obey all lawful orders or directions of the Captain of the
Port or a designated representative.
(2279.13) (d) Notice of Enforcement or Suspension of

Enforcement. The safety zone established by this section
will be enforced only upon notice of the Captain of the Port.
The Captain of the Port will cause notice of enforcement of
the safety zone established by this section to be made by all
appropriate means to the affected segments of the public
including publication in the Federal Register as practicable,
in accordance with 33 CFR 165.7(a). Such means of notifi-
cation may also include, but are not limited to Broadcast
Notice to Mariners or Local Notice to Mariners.

(2279.14) (e) Exemption. Public vessels, as defined in para-
graph (b) of this section, are exempt from the requirements
in this section.

(2279.15) (f) Waiver. For any vessel, the Captain of the
Port Lake Michigan or his designated representative may
waive any of the requirements of this section, upon find-
ing that operational conditions or other circumstances are
such that application of this section is unnecessary or
impractical for the purposes of public or environmental
safety.

(FR 7/18/2013)    32/14

Chapter 11—Paragraphs 604.01 to 604.02; read:
(604.01) Regulated navigation area.
(604.02) A regulated navigation area has been established

from the mouth of the Calumet River at Lake Michigan to
about Lacon, Illinois on the Illinois River (Mile 187.2). See
33 CFR 165.1 through 165.13 and 165.921, chapter 2, for

limits and regulations.
(33 CFR 165.921)    32/14

Chapter 11—Paragraph 646; read:
(646) <Deleted Paragraph>
(NOS 14926)    32/14

Chapter 11—Paragraphs 651 to 654; read:
(651) <Deleted Paragraph>
(652) <Deleted Paragraph>
(653) <Deleted Paragraph>
(654) <Deleted Paragraph>

(NOS 14928)    32/14

Chapter 11—Paragraphs 667.01 to 669; read:
(667.01) A safety zone is in the outer harbor just south of

the Navy Pier and surrounding the entrance to the
Chicago Lock. See 33 CFR 165.1 through 165.23 and
165.931, chapter 2, for limits and regulations.

(667.02) A regulated navigation area has been established in
the Chicago River from the Chicago Lock to about Lacon, Illi-
nois on the Illinois River (Mile 187.2). See 33 CFR 165.1
through 165.13 and 165.921, chapter 2, for limits and regula-
tions.

(668) <Deleted Paragraph>
(669) A security zone surrounds Four Mile Crib, about

2.6 miles east-southeast of Chicago Harbor Light. See 33
CFR 165.1 through 165.33 and 165.910, chapter 2, for limits
and regulations. The crib is marked by a private light with a
private sound signal.

(33 CFR 165; NOS 14926; NOS 14928)    32/14

Chapter 14—Paragraph 51; replace with below:
New table titled Structures Across Lake Champlain from
back of this Subsection.

(L 1325-2014)    32/14

Chapter 14—Paragraph 112; read:
(112) Rouses Point, NY, is a town and harbor on the west

side of the north end of Lake Champlain, just south of the
International boundary. The harbor is formed by a bight
that extends 2 miles north from Stony Point. A breakwater,
marked by a light, extends northeast from Stony Point to pro-
tect the harbor from the south, and an abandoned pile rail-
road bridge trestle protects the harbor from the northeast. In
2011, the breakwater was reported submerged and a hazard
to navigation. Mariners are advised to use extreme caution
when transiting the area. A fixed highway bridge, with a
clearance of 56 feet at Ordinary High Water (98 feet), cross-
es Riviere Richelieu 0.3 mile north of the abandoned railroad
trestle.

(L 1325-2014)    32/14
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Chapter 2—Paragraph 354; read:
(354) (c) Each petition must be submitted in writing to

Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593–7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 362; read:
(362) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 1034; read:
(1034) (ii) Requests for approval of BWMS must be sub-

mitted to the Commanding Officer (MSC), Attn: Marine
Safety Center, U.S. Coast Guard Stop 7410, 4200 Wilson
Boulevard, Suite 400, Arlington, VA 20598–7410, or by
email to msc@uscg.mil.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 1071; read:
(1071)The Coast Guard may grant an extension to the

implementation schedule in § 151.1512(b) of this subpart
only in those cases where the master, owner, operator,
agent, or person in charge of a vessel subject to this sub-
part can document that, despite all efforts, compliance
with the requirement under § 151.1510 is not possible.
Any extension request must be made no later than 12
months before the scheduled implementation date listed in
§151.1512(b) of this subpart and submitted in writing to the
Commandant (CG–OES), Attn: Office of Operating and
Environmental Standards, U.S. Coast Guard Stop 7509,
2703 Martin Luther King Jr. Avenue SE., Washington, DC
20593–7509. Summary information concerning all extension
decisions, including the name of the vessel and vessel owner,
the term of the extension, and the basis for the extension will
be promptly posted on the Internet. Extensions will be for no
longer than the minimum time needed, as determined by the
Coast Guard, for the vessel to comply with the require-
ments of § 151.1510.

(FR 7/7/2014)    32/14

Chapter 11—Paragraph 105; read:
(105) Elk Rapids, MI, is a village and small-craft harbor

on the east shore of the bay about 12 miles from the head of
East Arm at the mouth of Elk River. The harbor is entered
through an entrance channel that leads south from the bay
between two breakwaters to a basin at the river mouth.
The entrance is marked by two lighted buoys and a 159.5°
lighted range. Lights are on the outer ends of the
breakwaters and the channel inside the breakwaters is marked
by buoys; all of the aids are privately maintained. In 2013, the
entrance channel had a reported controlling depth of 4 feet.

(DD 24526)    32/14

Chapter 11—Paragraphs 1242 to 1246; read:
(1242) Suamico River is a small stream flowing into Green

Bay about 6 miles north of the mouth of Fox River. A
dredged entrance channel leads from deep water in Green Bay
to the mouth of the river and thence upstream for 0.15 mile.
The entrance channel is marked by private lighted buoys.

(1243) <Deleted Paragraph Header>
(1244) A submerged discharge structure, marked by a buoy,

is on the south side of the bend at the entrance to the river.
Caution should be exercised in the area.

(1245) <Deleted Paragraph>
(1246) <Deleted Paragraph>

(NOS 14918)    32/14

COAST PILOT 7           46 Ed 2014               13 JUL 2014
                                                                     LAST NM 28/14
Chapter 2—Paragraph 1278; read:

(1278) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593–7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraphs 1385 to 1396; read:
(1385) §80.1420 Mamala Bay, Oahu, HI.
(1386) A line drawn from 21°17'46.9"N., 158°06'22.2"W.

(Barbers Point Light) to 21°15'20.5"N., 157°48'34.3"W.
(Diamond Head Light).

(1387) §80.1430 Kaneohe Bay, Oahu, HI.
(1388) A line drawn from 21°27'44.1"N., 157°45'48.6"W.

(Pyramid Rock Light), across Kaneohe Bay through the
center of Mokolii Island to the shoreline.

(1389) §80.1440 Port Allen, Kauai, HI.
(1390) A line drawn from 21°53'34.3"N., 159°36'15.6"W.

(Puolo Point Light) to 21°53'49.0"N., 159°35'27.2"W.
(Hanapepe Breakwater Light 2).
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(1391)§80.1450 Nawiliwili Harbor, Kauai, HI.
(1392) A line drawn from the seaward extremity of

Nawiliwili Harbor Breakwater Light to 21°57'23.8"N.,
159°20'52.7"W. (Kukii Point Light).

(1393) §80.1460 Kahului Harbor, Maui, HI.
(1394) A line drawn from 20°54'04.1"N., 156°28'26.8"W.

(Kahului Entrance Breakwater Light 4), to 20°54'02.3"N.,
156°28'17.4"W. (Kahului Entrance Breakwater Light 3).

(1395) §80.1470 Kawaihae Harbor, HI.
(1396) A line drawn from 20°02'29.1"N., 155°49'58.2"W.

(Kawaihae Light), to the seaward extremity of the Kawaihae
South Breakwater.

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 1405; read:
(1405) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

Chapter 10—Paragraph 103; read:
(103) The pilot boat ASTORIA is 72 feet long and has a

yellow hull and yellow super structure with the word PILOT
prominently displayed on the side of the house. The pilot
boat COLUMBIA is also 72 feet long and has an orange
hull and orange superstructure with the word PILOT promi-
nently displayed on the side of the house. When either the
ASTORIA or COLUMBIA are used, speed of the vessel
should be approximately 10 to 12 knots and the pilot ladder
should be rigged 2 meters above the waterline. With either
boat, the ladder should be rigged on the side indicated by the
pilot boat, as close to midship as possible, with no man ropes,
and clear of all discharges and obstructions. The ladder must be
rigged in accordance with SOLAS requirements, and must
be well lighted at night. When regulations require a combi-
nation ladder, it must be rigged as close to 7 meters above
the water as possible. Man ropes are required on out-
bound vessels.

(NOS IDMS 24179)    32/14

COAST PILOT 8           36 Ed 2014               13 JUL 2014
                                                                     LAST NM 30/14
Chapter 2—Paragraph 76; read:

(76) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593–7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 163; read:
(163) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14

COAST PILOT 9           31 Ed 2013               13 JUL 2014
                                                                     LAST NM 21/14
Chapter 2—Paragraph 81; read:

(81) (c) Each petition must be submitted in writing to
Commandant (CG–DCO–D), Attn: Deputy for Opera-
tions Policy and Capabilities, U.S. Coast Guard Stop
7318, 2703 Martin Luther King Jr. Avenue SE., Wash-
ington, DC 20593–7318, and must state:

(FR 7/7/2014)    32/14

Chapter 2—Paragraph 168; read:
(168) (a) The areas described in subpart A of this part are

designated as special anchorage areas for the purposes of
rule 30 (33 CFR 83.30) and rule 35 (33 CFR 83.35) of the
Inland Navigation Rules, 33 CFR Chapter I, Subchapter E.
Vessels of less than 20 meters in length; and barges, canal
boats, scows, or other nondescript craft, are not required to
sound signals required by rule 35 of the Inland Navigation
Rules. Vessels of less than 20 meters are not required to
exhibit anchor lights or shapes required by rule 30 of the
Inland Navigation Rules.

(FR 7/7/2014)    32/14
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