
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

740 Fishing Grounds Obstruction 
Lighted Bell Buoy 5

40-25-41.49N
73-50-53.15W

Fl G 4s  4 Green.

* 26/15

1075 - Light 44-39-03.19N
67-11-31.54W

Fl W 6s 56  14 White cylindrical 
tower.
41

HORN: 1 blast ev 10s (1s bl). 
Operates continuously.

* 26/15

13506 - Buoy 10 41-42-23.90N
69-58-15.10W

Red nun. Private aid.

* 26/15

13510 - Buoy 11 41-42-24.50N
69-58-22.70W

Green can. Private aid.

* 26/15

13515 - Buoy 12 41-42-17.30N
69-58-35.40W

Red nun. Private aid.

* 26/15

*15770 - Buoy 4 41-31-08.58N
70-40-39.12W

Red nun.

26/15

*15783 - Buoy 1A 41-31-11.88N
70-40-39.54W

Green can.

26/15

*15788 - Buoy 2A 41-31-14.52N
70-40-37.74W

Red nun.

26/15

15790 - Lighted Junction Buoy SB
North of ledge.

41-31-10.78N
70-40-43.98W

Fl (2 + 1) G 6s  3 Green can with red 
band.

* * * 26/15

15955 - ENTRANCE JETTY LIGHT 
3

41-21-16.16N
70-46-06.94W

Fl G 4s 25  5 SG on skeleton 
tower.

* 26/15

17030 - Aquaculture Lighted Buoy 
NW

41-36-35.82N
70-50-37.56W

Fl Y 4s Yellow. Seasonal: May to September.
Private aid.

* 26/15

17035 - Aquaculture Lighted Buoy 
NE

41-36-50.10N
70-50-26.04W

Fl Y 4s Yellow. Seasonal: May to September.
Private aid.

* 26/15

17040 - Aquaculture Lighted Buoy 
SE

41-36-42.90N
70-50-13.38W

Fl Y 4s Yellow. Seasonal: May to September.
Private aid.

* 26/15

17045 - Aquaculture Lighted Buoy 
SW

41-36-27.54N
70-50-25.32W

Fl Y 4s Yellow. Seasonal: May to September.
Private aid.

* 26/15

17915 COASTERS HARBOR 
ISLAND OBSTRUCTION 
LIGHT

Remove from list.

* 26/15

20215 - Buoy 7
On south side of rock.

41-19-54.11N
71-53-35.75W

Green can.

* 26/15

34615 - Buoy 1R 40-35-19.51N
73-51-16.07W

Green can.

* 26/15

35170 - Lighted Buoy 16 40-28-46.48N
74-01-22.08W

Fl R 2.5s  3 Red.

* 26/15



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

38840 - Buoy B 42-28-24.35N
73-47-13.84W

White and orange, 
worded DANGER 
SUBMERGED 
JETTY.

* 26/15

39120 Railroad Bridge South Shoal 
Buoy 3
At southwest end of 3-foot 
shoal.

44-59-06.44N
73-20-54.58W

Green can.

* 26/15

39150 Motte Reef Buoy 11
At northwest side of 2-foot 
reef.

44-56-02.04N
73-20-12.38W

Green can.

* 26/15

39235 Townes Reef West Side Buoy 
2
At northwest side of 4-foot 
reef.

44-49-50.30N
73-18-51.70W

Red nun.

* 26/15

39495 ALLEN POINT RAILROAD 
NORTH LIGHT 1

44-35-32.34N
73-18-42.72W

Q G SG on spindle. Maintained from Apr. 15 to Nov. 
15.
Private aid.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

2490 - LIGHT 2B 39-27-24.78N
75-33-26.52W

Fl R 2.5s 21  6 TR on pile.

* 26/15

3935 DEVLIN LOWER RANGE 
FRONT LIGHT

40-04-37.50N
74-53-37.72W

Q R (Night)
Q R (Day)

20
23

On skeleton tower. Lighted throughout 24 hours.
DAY: Visible 1.5° either side of 
range line.
NIGHT: Visible all around; 
higher intensity 1.5° either side 
of range line.

* * * * * 26/15

3940 DEVLIN LOWER RANGE 
REAR LIGHT
833 yards, 258.3° from front 
light.

40-04-31.75N
74-54-12.93W

Oc R 4s (Night)
Oc R 4s (Day)

60
57

On skeleton tower. Lighted throughout 24 hours.
DAY: Visible 1.5° either side of 
range line.
NIGHT: Visible 1.5° either side 
of range line.

* * * * * * 26/15

5545 - LIGHT 5 37-53-30.46N
75-26-50.20W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 26/15

5905 - LIGHT 94 37-40-32.51N
75-36-29.25W

Fl R 4s 15  3 TR on pile.

* 26/15

5925 - LIGHT 101 37-39-26.60N
75-37-12.81W

Fl G 4s 15  4 SG on pile.

* 26/15

5970 - LIGHT 115 37-37-57.46N
75-39-32.92W

Q G 15  3 SG on pile.

* 26/15

6040 - LIGHT 134 37-35-00.61N
75-40-28.32W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME I ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

6145
6745

- LIGHT 160 37-30-10.88N
75-42-06.10W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

6355 - LIGHT 215 37-23-23.03N
75-51-14.97W

Fl G 4s 15  3 SG on pile.

* 26/15

6465 - LIGHT 237 37-15-02.54N
75-53-48.02W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 26/15

6480 - LIGHT 242 37-14-18.37N
75-55-25.76W

Fl R 4s 15  3 TR on pile.

* 26/15

6490 - LIGHT 245 37-13-38.79N
75-55-13.67W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 26/15

6500 - LIGHT 246 37-12-59.10N
75-55-32.95W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

6510 - LIGHT 248 37-12-20.29N
75-55-03.20W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

6530 - LIGHT 252 37-11-04.99N
75-54-58.97W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

6565 - LIGHT 262 37-08-48.84N
75-55-14.73W

Q R 15  3 TR on multi-pile 
structure.

* 26/15

6580 - LIGHT 265 37-08-08.86N
75-56-17.43W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 26/15

6590 - LIGHT 267 37-06-53.06N
75-58-13.70W

Q G 16  2 SG on pile.

* 26/15

6595
21415

- LIGHT 270 37-07-01.51N
75-58-48.99W

Fl R 2.5s 18  4 TR on pile.

* 26/15

6745
6145

- LIGHT 160 37-30-10.88N
75-42-06.10W

Fl R 4s 15  3 TR on multi-pile 
structure.

* 26/15

6750 - LIGHT 1 37-30-26.50N
75-42-58.70W

Fl G 2.5s 18  3 SG on pile.

* 26/15

6795 NORTH INLET LIGHT 2 37-27-02.53N
75-42-39.59W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 26/15

6820 - LIGHT 5 37-21-39.56N
75-44-05.84W

Fl G 4s 15  4 SG on pile.

* 26/15

6845 - LIGHT 11 37-23-54.68N
75-45-32.98W

Fl G 4s 15  4 SG on pile.

* 26/15

6890 - LIGHT 1 37-27-49.55N
75-45-09.82W

Fl G 4s 15  4 SG on multi-pile 
structure.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

6920 - LIGHT 8 37-28-22.07N
75-48-22.50W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 26/15

6935 - LIGHT 12 37-29-57.31N
75-47-38.79W

Fl R 4s 15  4 TR on multi-pile 
structure.

* 26/15

21415
6595

VIRGINIA INSIDE PASSAGE 
LIGHT 270

37-07-01.51N
75-58-48.99W

Fl R 2.5s 18  4 TR on pile.

* 26/15

22160 - Lighted Wreck Buoy WR10 37-45-02.29N
75-46-21.09W

Q R  4 Red.

* 26/15

22260 - LIGHT 2 37-49-29.06N
75-43-54.01W

Fl R 4s 15  4 TR on pile.

* 26/15

22305 - LIGHT 2G 37-51-23.48N
75-42-37.98W

Fl R 4s 15  4 TR on pile. Light equipment removed 
when endangered by ice.

* * 26/15

23790 - CHANNEL LIGHT 18 38-15-15.90N
75-50-31.71W

Fl R 4s 15  4 TR on pile. Ra ref. 

* 26/15

25840 - HARBOR LIGHT 2TH 38-42-35.29N
76-19-45.24W

Fl R 2.5s 15  3 TR on pile.

* 26/15

28065 - Lighted Buoy 19 35-46-19.01N
75-32-17.75W

Fl G 4s  4 Green.

* 26/15

28073 - Channel Buoy 21A 35-46-34.42N
75-32-40.71W

Green can.

* 26/15

28320 Lighted Buoy 5 35-47-29.03N
75-33-50.59W

Fl G 4s  4 Green.

* * * 26/15

28835 - LIGHT 35 35-14-56.25N
75-42-59.81W

Fl G 4s 15  4 SG on pile.

* 26/15

29910 - Channel Lighted Wreck 
Buoy WR47

34-41-10.90N
77-23-52.99W

Q G  3 Green.

* 26/15

29935 - CHANNEL LIGHT 52 34-42-54.39N
77-25-06.97W

Fl R 2.5s 15  4 TR on pile.

* 26/15

35745 - LIGHT 182 39-23-24.23N
74-25-57.42W

Q R 15  3 TR-TY on pile.

* 26/15

36235 - Daybeacon 329 39-12-01.85N
74-40-47.65W

SG-SY on pile.

* 26/15

36255 - Daybeacon 335 39-11-42.98N
74-41-33.61W

SG-SY on pile.

* 26/15

36270 - Daybeacon 339 39-11-11.90N
74-41-56.28W

SG-SY on pile.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.5

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

36275 - LIGHT 340 39-11-06.87N
74-41-58.21W

Fl R 2.5s 15  3 TR-TY on multi-pile 
structure.

* 26/15

36285 - Daybeacon 344 39-10-45.83N
74-41-58.97W

TR-TY on pile.

* 26/15

36295 - LIGHT 346 39-10-29.80N
74-41-52.56W

Q R 15  4 TR-TY on pile.

* 26/15

36435 - Daybeacon 388 39-05-17.21N
74-46-08.78W

TR-TY on pile.

* 26/15

36440 - Daybeacon 389 39-05-10.57N
74-46-10.13W

SG-SY on pile.

* 26/15

36445 - Daybeacon 390 39-04-59.60N
74-46-17.66W

TR-TY on pile.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

7760 PINEY POINT LIGHT 7 Remove from list.

* 26/15

7855 SWITZERLAND LIGHT 15 Remove from list.

* 26/15

11770 - LIGHT 2 25-05-46.42N
80-23-50.55W

Fl R 4s 16  5 TR on pile.

* 26/15

17260 - Daybeacon 27 26-00-49.02N
81-45-01.96W

SG on pile.

* 26/15

18090 - Daybeacon 3 26-27-48.99N
81-58-17.81W

SG on pile.

* 26/15

21440 - Daybeacon 2A 27-06-45.52N
82-28-03.79W

TR on pile.

* 26/15

29820 - LIGHT 23 29-07-00.38N
83-02-19.37W

Fl G 4s 15  5 SG on pile.

* 26/15

29840 - LIGHT 27 29-07-22.64N
83-02-23.09W

Q G 17  4 SG on pile.

* 26/15

29850 - LIGHT 30 29-07-19.13N
83-02-40.48W

Q R 16  4 TR on pile.

* 26/15

29870 - Daybeacon 36 29-07-50.68N
83-02-02.20W

TR on pile.

* 26/15

34165 - LIGHT 15 33-10-20.34N
79-17-25.12W

Fl G 4s 16  5 SG-SY on dolphin.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.6

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

34725 - Daybeacon 37 32-47-05.74N
80-05-53.91W

SG-SY on pile.

* 26/15

34825 - LIGHT 69 32-43-00.73N
80-10-45.80W

Fl G 4s 12  5 SG-SY on pile.

* 26/15

34930 - LIGHT 99 32-39-15.05N
80-14-26.09W

Fl G 4s 12  5 SG-SY on pile.

* 26/15

35795 - LIGHT 31 32-10-01.73N
80-47-45.85W

Fl G 4s 18  5 SG-SY on pile.

* 26/15

43805 - LIGHT 85 27-45-30.08N
80-24-19.72W

Fl G 4s 16  5 SG-SY on pile.

* 26/15

58305 - LIGHT 60 27-15-01.10N
82-31-39.11W

Fl R 4s 12  5 TR-TY on pile.

* 26/15

58345 - LIGHT 67 27-15-43.18N
82-32-17.69W

Fl G 4s 16  5 SG-SY on pile.

* 26/15

58360 - LIGHT 69 27-15-58.72N
82-32-26.27W

Fl G 4s 16  5 SG-SY on pile.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*7333 ANKERSEN AQUACULTURE 
SPECIAL LIGHTS (4)

30-29-00.97N
88-06-00.14W

Fl Y 2.5s Marks outermost 
corners of 
aquaculture farm.

Private aid.

26/15

7630 ISLE AUX HERBES LIGHT 2 Remove from list.

* 26/15

34045 - C RANGE FRONT LIGHT Remove from list.

* 26/15

34050 - C RANGE FRONT 
PASSING LIGHT

Remove from list.

* 26/15

34055 - C RANGE REAR LIGHT
2,599 yards, 247.1° from 
front light.

Remove from list.

* 26/15

37800 TRES PALACIOS BAY 
WRECK LIGHT WR2

Remove from list.

* 26/15

38255 - LIGHT 50 28-24-01.85N
96-44-17.43W

Fl R 4s 17  3 TR on pile. Ra ref. 

* 26/15

38375.01 - Daybeacon 4 28-18-28.12N
96-41-00.29W

TR-TY on pile. Ra ref. 

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.7

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

38555.01 - Daybeacon 32 28-13-02.30N
96-48-40.31W

TR on pile. Ra ref. 

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*3011 Scripps Waverider Lighted 
Research Buoy 215

33-40-01.20N
118-12-02.40W

Fl (5) Y 20s Private aid.

26/15

4145 - Entrance Light 37-29-38.47N
122-29-04.95W

Fl W 5s 50  9 White cylindrical 
structure.
50

Obscured from 355° to 102°.
HORN: 1 blast ev 10s (1s bl). 
Operates continuously.

* 26/15

8615 - ENTRANCE RANGE REAR 
LIGHT
249 yards, 029.5° from front 
light.

42-03-00.56N
124-15-59.86W

Iso R 6s 65 KRB on skeleton 
tower.

Visible 4° each side of range 
line.

* * * 26/15

15948.1 Pontoon Mooring Lighted 
Buoy 1W

Remove from list.

* 26/15

15948.2 Pontoon Mooring Lighted 
Buoy 1E

Remove from list.

* 26/15

15948.3 Pontoon Mooring Lighted 
Buoy 2W

Remove from list.

* 26/15

15948.4 Pontoon Mooring Lighted 
Buoy 2E

Remove from list.

* 26/15

15948.5 Pontoon Mooring Lighted 
Buoy 3W

Remove from list.

* 26/15

15948.6 Pontoon Mooring Lighted 
Buoy 3E

Remove from list.

* 26/15

15948.7 Pontoon Mooring Lighted 
Buoy 4W

Remove from list.

* 26/15

15948.8 Pontoon Mooring Lighted 
Buoy 4E

Remove from list.

* 26/15

17897 QUILCENE BAY FISH PEN 
LIGHTS (2)

47-47-10.57N
122-51-11.24W

Fl Y 6s On steel fish pen. Private aid.

* * * 26/15

27844.7 - Buoy 16 60-03-32.26N
162-28-22.94W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27849.7 - Buoy 36 60-21-09.14N
162-27-49.72W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27850 - Buoy 37 60-21-03.70N
162-22-15.16W

Green can. Maintained from Jun. 1 to Oct. 
1.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.8

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

27851.2 - Buoy 42 60-23-37.92N
162-21-13.81W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27851.7 - Buoy 44 60-24-52.75N
162-21-56.20W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27852 - Buoy 45 60-25-30.86N
162-21-35.66W

Green can. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27852.2 - Buoy 46 60-26-29.20N
162-20-20.17W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27852.5 - Buoy 47 60-27-48.25N
162-18-29.17W

Green can. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27854.7 - Buoy 56 60-31-46.48N
162-16-28.97W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27856.5 - Buoy 65 60-36-04.83N
162-12-42.55W

Green can. Maintained from Jun. 1 to Oct. 
1.

* 26/15

27857 - Buoy 66 60-37-11.74N
162-11-27.98W

Red nun. Maintained from Jun. 1 to Oct. 
1.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1415 - Lighted Buoy 205 44-18-53.90N
75-57-20.10W

Fl G 4s Green. Maintained by S.L.S.D.C.

* 26/15

21794.4 Cedar River Buoy 11 45-24-25.78N
87-21-02.88W

Green can. Maintained from May 15 to 
Nov. 15.

* 26/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI PACIFIC COAST AND PACIFIC ISLANDS, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
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