
II-3.1

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II ATLANTIC COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

7255 Wolf Trap Light Remove from list.

* 51/15

13430 - Entrance Channel Lighted 
Buoy 8

37-10-38.36N
76-14-06.59W

Fl R 6s  5 Red.

* 51/15

16070 BLUFF POINT LIGHT B 37-40-33.07N
76-16-29.98W

Fl W 2.5s 19  5 NR on pile.

* 51/15

24045 - LIGHT 1B 38-18-44.49N
75-53-47.11W

Fl G 6s 15  4 SG on pile.

* 51/15

24690 - Daybeacon 10 38-29-06.94N
76-17-07.52W

TR on pile.

* * * * * 51/15

*29135 - Lighted Mooring Buoy CG 34-37-21.77N
76-32-51.69W

Fl W 4s  3 White with blue band 
worded CG.

51/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

560
6460

St. Marys Entrance Lighted 
Buoy STM

30-42-54.03N
81-14-38.65W

Mo (A) W  6 Red and white 
stripes with red 
spherical topmark.

AIS: MMSI 993672157.

* 51/15

6460
560

St Marys Entrance Lighted 
Buoy STM

30-42-54.03N
81-14-38.65W

Mo (A) W  6 Red and white 
stripes with red 
spherical topmark.

AIS: MMSI 993672157.

* 51/15

11490 Key Largo Daybeacon 27 25-15-57.13N
80-15-38.96W

SG on pile.

* 51/15

23435 HILLSBOROUGH CUT C 
CHANNEL INBOUND 
RANGE FRONT LIGHT

27-54-28.69N
82-26-17.62W

Iso G 2s (Night)
Iso W 2s (Day)

57
59

On skeleton tower 
on piles.

AIS: MMSI 993672160.
Visible 0.5° each side of range 
line.

* 51/15

23440 HILLSBOROUGH CUT C 
CHANNEL INBOUND 
RANGE REAR LIGHT
1,490 yards, 005° from front 
light.

27-55-12.75N
82-26-13.05W

Iso G 6s (Night)
Iso W 6s (Day)

126
124

On skeleton tower 
on piles.

AIS: MMSI 993672161.
Visible 0.5° each side of range 
line.

* 51/15

30745 - RANGE FRONT LIGHT 18-27-25.52N
66-07-42.43W

Iso W 2s 27 On skeleton tower 
on piles.

AIS: MMSI 993672172.
Visible 1.5° each side of range 
line.
Lighted throughout 24 hours.

* 51/15

30750 - RANGE REAR LIGHT
240 yards, 181° from front 
light.

18-27-18.38N
66-07-42.55W

Oc W 4s 48 On skeleton tower 
on piles.

AIS: MMSI 993672173.
Visible 1.5° each side of range 
line.
Lighted throughout 24 hours.

* 51/15

30760 - Lighted Buoy 2 18-28-19.80N
66-07-46.33W

Fl R 2.5s  5 Red. AIS: MMSI 993672167.

* 51/15

30765 - Lighted Buoy 3 18-28-17.83N
66-07-36.45W

Fl G 2.5s  5 Green. AIS: MMSI 993672168.

* 51/15



II-3.2

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

30790 - Lighted Buoy 7 18-27-59.98N
66-07-33.27W

Q G  3 Green. AIS: MMSI 993672169.

* 51/15

30795 - Lighted Buoy 8 18-27-49.70N
66-07-38.13W

Fl R 2.5s  5 Red. AIS: MMSI 993672170.

* 51/15

30810 - Lighted Buoy 13 18-27-11.48N
66-06-36.00W

Fl G 4s  5 Green. AIS: MMSI 993672171.

* 51/15

30850 - Lighted Buoy 2 18-26-49.93N
66-06-35.31W

Fl R 2.5s  5 Red. AIS: MMSI 993672162.

* 51/15

30855 - Lighted Buoy 3 18-26-49.88N
66-06-31.11W

Fl G 4s  3 Green. AIS: MMSI 993672163.

* 51/15

30865 - RANGE FRONT LIGHT 18-25-39.89N
66-06-28.26W

Q R 35 KRW on tower. AIS: MMSI 993672164.
Visible 1.5° each side of range 
line.

* 51/15

30870 - RANGE REAR LIGHT
380 yards, 176.4° from front 
light.

18-25-28.61N
66-06-27.52W

Oc R 4s 59 KRW on tower. AIS: MMSI 993672165.
Visible 1.5° each side of range 
line.

* 51/15

30890 - Turning Basin Lighted Buoy 
9

18-25-56.88N
66-06-19.07W

Fl G 2.5s  5 Green. AIS: MMSI 993672166.

* 51/15

30895 - Lighted Buoy 1 18-25-56.06N
66-06-08.64W

Fl G 4s  5 Green. AIS: MMSI 993672178.

* 51/15

30900 - RANGE FRONT LIGHT 18-26-28.02N
66-05-10.38W

Q R 47 KRW on tower on 
piles.

AIS: MMSI 993672179.
Visible 2° each side of range 
line.

* 51/15

30905 - RANGE REAR LIGHT
616 yards, 058.4° from front 
light.

18-26-37.62N
66-04-54.02W

Oc R 4s 79 KRW on tower. AIS: MMSI 993672180.
Visible 2° each side of range 
line.

* 51/15

31060 - RANGE FRONT LIGHT 18-26-27.04N
66-04-59.38W

Q G 40 KRW on skeleton 
tower.

AIS: MMSI 993672176.
Visible 1.5° each side of range 
line.

* 51/15

31065 - RANGE REAR LIGHT
165 yards, 110.8° from front 
light.

18-26-25.30N
66-04-54.58W

Oc G 4s 84 KRW on tower. AIS: MMSI 993672177.
Visible 1.5° each side of range 
line.

* 51/15

31075 - Lighted Buoy 2 18-26-40.22N
66-05-42.99W

Fl R 4s  5 Red. AIS: MMSI 993672174.

* 51/15

31080 - Lighted Buoy 3 18-26-44.19N
66-05-40.70W

Fl G 2.5s  4 Green. AIS: MMSI 993672175.

* 51/15

31200 Fifteen-foot Spot Lighted 
Buoy 1

18-20-48.28N
65-36-55.79W

Fl G 2.5s  5 Green. AIS: MMSI 993672188.

* 51/15

31205 Bajo Onaway Buoy 3 18-20-46.14N
65-37-24.87W

Green can. AIS: MMSI 993672189.

* 51/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.3

SECTION II

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added. 
Denotes a new entry when preceding the station number.

31380 BAJOS CHINCHORRO DEL 
SUR LIGHT

18-14-03.27N
65-31-09.30W

Fl W 4s 25  8 NR on tower on 
piles.

AIS: MMSI 993672186.

* 51/15

31550 - Lighted Buoy 1 18-10-59.62N
65-28-11.94W

Fl G 2.5s  5 Green. AIS: MMSI 993672187.

* 51/15

31955 - Lighted Buoy 1 17-55-59.70N
66-38-12.22W

Fl G 4s  4 Green. AIS: MMSI 993672190.

51/15

31960 - RANGE FRONT LIGHT 17-58-26.10N
66-37-18.76W

Fl G 2.5s 18 On pile. AIS: MMSI 993672192.
Visible 1.5° each side of range 
line.
Lighted throughout 24 hours.

* 51/15

31965 - RANGE REAR LIGHT
702 yards, 015° from front 

light.

17-58-46.27N
66-37-13.11W

Iso G 6s 48 On skeleton tower. AIS: MMSI 993672193.
Visible 1.5° each side of range 
line.
Lighted throughout 24 hours.

* 51/15

31970 - Lighted Buoy 5 17-57-09.02N
66-37-45.36W

Fl G 2.5s  5 Green. AIS: MMSI 993672191.

* 51/15

32345 - Entrance Lighted Buoy 3 18-13-23.58N
67-11-49.82W

Fl G 4s  5 Green. AIS: MMSI 993672181.

* 51/15

32350 - Entrance Lighted Buoy 4 18-13-01.33N
67-11-50.65W

Fl R 4s  5 Red. AIS: MMSI 993672182.

* 51/15

32355 - RANGE FRONT LIGHT 18-13-09.00N
67-09-44.26W

Q G 33 KRW on square 
tower.

AIS: MMSI 993672183.
Visible 1.5° each side of range 
line.

* 51/15

32360 - RANGE REAR LIGHT
347 yards, 090.9° from front 

light.

18-13-08.83N
67-09-33.46W

Oc G 4s 89 KRW on tower on 
building.

AIS: MMSI 993672184.
Visible 1.5° each side of range 
line.

* 51/15

32365 - Lighted Buoy 5 18-13-13.65N
67-10-35.42W

Fl G 4s  5 Green. AIS: MMSI 993672185.

* 51/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV GULF OF MEXICO, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*37928 CARACOL MARINA 
DOLPHIN LIGHTS (5)

28-26-33.30N
96-24-08.35W

Fl W 2.5s Marks marina 
dolphins.

Private aid.

51/15

*37928.01 Caracol Marina Daybeacon 1 28-26-32.70N
96-24-10.06W

SG on pile. Private aid.

51/15

*37928.02 Caracol Marina Daybeacon 2 28-26-32.39N
96-24-10.97W

TR on pile. Private aid.

51/15

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III ATLANTIC AND GULF COAST, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks



II-3.4

SECTION II

  Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
            Denotes a new entry when preceding the station number.

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VII GREAT LAKES, 2015

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*4972 BAY WINDS ENTRANCE 
LIGHT 1

41-30-07.38N
82-46-21.00W

Fl G 4s Private aid.

51/15

*4972.1 BAY WINDS ENTRANCE 
LIGHT 2

41-30-07.80N
82-46-20.88W

Fl R 4s Private aid.

51/15

10015 Fort Gratiot Light 43-00-22.60N
82-25-21.09W

Fl G 6s
Fl G 6s

82
25

 16
 21

White conical brick 
tower.

Station will give available 
information on fog conditions in 
upper river by radiotelephone 
when requested, (156.80 
MHz). 
Lighted throughout 24 hours.

* * 51/15

19810 Calumet Harbor Lighted 
Buoy 1

41-43-07.70N
87-29-48.69W

Fl G 4s  3 Green. Year-round lighted buoy.

* 51/15

19815 Calumet Harbor Buoy 3 41-43-15.13N
87-30-58.77W

Green can.

* 51/15

19820 Calumet Harbor Buoy 5 41-43-38.38N
87-30-30.35W

Green can.

* 51/15

19825 Calumet Harbor Lighted 
Buoy 7

41-43-48.25N
87-30-43.76W

Fl G 4s  3 Green. Year-round lighted buoy.

* 51/15


